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Circa 1953, TVS Series Tube Socket 
Adapter solved the problem of measuring 
voltages on the pins of TV receiving tubes 
white in circuit. 


Pomona’s TV picture tube socket 
adapters provided a way to test CRT's 
with commonly available test equipment. 
Color-coded interconnections made 
signal tracing simple. 


MS-1 Reverse Polarity Switch mounted 
directly onto analog meters, eliminated 
the need to switch meter test leads to 
obtain correct polarity. 


Before Pomona Electronics there was Joe’s Radio and 
Television Repair Service. It was an era of exciting innova¬ 
tions, as the electronics industry witnessed many new 
products. And with them, the needs of better ways to test. 

With the pioneering spirit of the early 1950’s, Pomona 
introduced it’s first product, a CRT test adapter.The first real 
test accessory had been born. Within a short 
time, a family of quality, 
easy-to-use test acces¬ 
sories emerged to 
answer testing prob¬ 
lems. Pomona had 
become the 
“technician’s friend”. 

There was something 
special about all of it. 

Pomona was looking for 
a better way to do 
things, with a particular 
insistence on quality. As 
testing became increas¬ 
ingly vital to the new 
“electronics” industry, 


new demands for quality, respon¬ 
siveness and selection became as 
important as the product itself. Our “find a 
way” credo helped the company to grow and 
diversify. 

Throughout this period, test accessories became critical 
tools for engineers and designers, 
and technology turned towards 
miniaturization. Our family of 
products continued to grow, 
pacing the ingenuity of elec¬ 
tronic invention with the same 
commitment as when we 
started. The spirit of the 
early 1950s had become a 
tradition. Quality wasn’t 
to be sacrificed. Pomona 
had become the 
“engineers friend” too. 


It Was Innovation Then 
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A Choice of Quality Kits 


(see pages 123 - 126) 


Electronic Test Kits 

Kit No. 

Maxi-Kit 

5677 

Deluxe Kit 

5674 

Multi-Use Kit 

5543 

Standard Test Kit 

5672 

Electrical Test Kits 



V SILICON E- 
W INSULATED 
LEAD SET WITH 
EXTENDABLE 


Silicone Insulation A long-life feature on seven Pomona kits, quality silicone 
insulation has proven more pliable and easier to handle than PVC insulation. 
Plus, it’s almost completely resistant to heat. So, when a hot soldering iron 
accidentally contacts the lead wire, it doesn’t mean it’s time to replace the lead. 


LARGE 4-PANEL 
NYLON POUCH, . 
VELCRO-SEALABLE ^ 
WINDOWED 
POCKETS 


MULTIMETER 
JACK TEST LEADS 
48" SILICONE (2) POP-JACK 
COMPATIBLE 


2 COUPLES 
TO JOIN 
LEADWIRES 
FOR EXTRA 
LENGTH 


LENGTH 


MINIGRABBER ’ 
TEST CLIP, 10"' 
SILICONE 
POP-JACK 
LEADS 


Test Leads You Can Depend On. 
Now In Convenient Kits 


Pomona Electronics provides industry’s 
most complete family of test leads and 
accessories, now available in a selection of 
versatile kits. You can choose just the right 
assortment of test leads and interchangeable 
test clips or probes to answer your specific 
needs. Twelve kits in all. All packaged in 
handy, re-usable Velcro* sealed nylon pouch 
or molded plastic case. 

You’ll find we’ve done our homework, fitting the right pieces 
together. And, naturally, we’ve designed them to be dependable and 
accurate. Our maxi-kit (shown below) is a good example, the ultimate 
Test Lead set for the professional who must be ready for anything. 

*Velcro is a Registered Trademark of Velcro USA, Inti. 


MINIPINCER rM 
TEST CLIP 
10" SILICONE 
POP-JACK LEADS 


REPLACEABLE 
TIP TEST 
PROBES (2) 
POP-JACK 
COMPATIBLE 


INSULATED 
ALLIGATOR 
CLIPS (2) 
POP-JACK 
COMPATIBLE 


INSULATED BATTERY 
CLIPS (2) POP-JACK 
COMPATIBLE 


Interchangeable Clips & Probes Five Pomona kits utilize a snug, “Pop 
Jack” connector that works using much the same principle as the ‘Chinese 
Finger Puzzle’. Developed by Pomona, parts go together easily, but 
stay put while you’re working. Connections are secure until you want 
to switch among different clips and probes. It’s special touches like 
these that keep us in tight with our customers. 



Heavy-Duty Kit 5673 

Medium-Duty Kit 5675 

“Value-Added” Kits 

SMD Test Tweezer 5678 

Extendable Tip Test Kit 5671 

Replaceable Tip Kit 5676 

Field Repairable Test Lead Kit 5670 

Standard Replacement Test Leads 5519 

Pen Meter Test Lead Kit 5679 
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Panel Mount.28 

Polarized.27 
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Rivet Type.21 24 29 
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Single.20,21,26 

Sheathed. 20. 27 

Shielded.23. 34,35 

Shorting.21,22, 24 
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PC Mounts.48 

Push-on.51 

Resistor Terminated.45 

Shorting Plug.49 
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BOXES 

Aluminum.64-72 

Component Mounting.61 63 67-72 

Covers for .73 
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Screws for.68 
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BREADBOARD SOCKETS.50 

BREAKOUTS, CABLE.79,115-117 
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CABLE ASSEMBLIES 

Alligator. . 107,110. Ill, 113,115,119 

Audio.121 

Banana.78 79,85-87,89, 93, 94,108-113,115,121,127,129-132 

BNC.78 80.82,88,89,94,101-105,109-111,115-118,127,131 
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Spade Lug.114,116 

Square Pin (.025).110,117 

Test Probe.131 

Test Tweezers.127 
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COAXIAL CONNECTORS (See Connectors, Coaxial) 
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KITS 
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LARGE TEST CLIP. 

.40 

LCC PIN BREAKOUTS. 

.19 

LOW THERMAL EMF DEVICES. 

. 26, 114 

M 


MATCHING PAD. 

.35 

MAXIGRABBER® TEST CLIPS. 

.89 

MHV CONNECTORS. 

.36 

MICRODOT RECEPTACLE. 

.35 

MICROGATOR PATCH CORD. 

.99 

MICROGRABBER® TEST CLIPS. 

.81-83, 116 

MICRO PLUG. 

.39 

MICROTIP™ PROBE. 

.127 
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.83,99,100 
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HERMETICALLY SEALED CONNECTORS.41, 46, 47 
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Large Test Clip. 

Low Thermal EMF. 
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Multimeters.124-129 

PC Board Test Clips.99 

Pin Tip Jacks/Plugs.82, 86, 96, 97,100 

Retractile Cords.82, 86,87,91 

Sheathed Banana Jacks/Plugs.78, 82, 85, 93, 94 
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Spade Lugs.97, 98,114 

Square Pin/Receptacles (.025).77, 82, 86,100 
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PHONE PLUGS 

Adapters.38,39 

Cable Assemblies.88,119-121 

Cable Plugs.38 

PHONO JACKS/PLUGS.38, 39 

PIN GRID ARRAY PIN BREAKOUTS.19 

PIN TIP JACKS/PLUGS 

Adapters.28, 32-34, 40 

Cable Assemblies.11,112 

Do-It-Yourself.25, 29 

Isolation.27 

Miniature.25. 29 

Patch Cord.96,97,100,129,130 

Polarized.27 

Shorting Bar.25, 27 

Splice.29 

Standard.25, 29 

Wrapped Wire.29 

PIN/RECEPTACLE (.025) (See Square Pin/Receptacle) 

PJ051 PLUGS.38,88,119-121 

PJ068 PLUGS.38 
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PQFP SOCKET INTERFACE.19 
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Q 

QUAD CLIP® TEST ADAPTER.17 

QUAD CLIP® TEMPLATES.17 

R 

REPLACEMENT PARTS 

Binding Post Mounting Bases.28 

Box Covers.73 

Minigrabber® Screw-on Tip.84 

MultimeterTest Lead Accessories.128 

Screws.21, 68 

Test Probe Tips.129 

RESISTORS, MOLDED-IN.22 

RETRACTABLE SHEATH BANANA PLUGS.78, 82, 85, 91,93, 94 

RETRACTILE PATCH CORDS.82, 86, 87,102,108 

RFI/EMI GASKETS .48, 72 

RING TERMINAL.135 

RIVET TYPE BANANA JACKS/PLUGS.21,24, 29 


SMA CONNECTORS 

Adapters.44 

Cable Assemblies.105,106 

Cable Plugs.46, 51 

Panel/Bulkhead Receptacles.47 

PC Mounts.48 

Shorting Plug.49 

Termination.49 

SMB CONNECTORS.45,48,53 

SMC CONNECTORS.52 

SMD GRABBER' TEST CLIPS.77, 78 

SMD MICROTIP™ TEST PROBE.127 

SMD TEST TWEEZER™.127 

SNAP STUD, SCREW DOWN.135 

SOIC CLIP- TEST ADAPTER.16 

SPADE LUGS 

Adapters.31, 40 

Cable Assemblies.114,116 

Patch Cords. 97, 98,114 

SPLICES 27-29 

SPRING LOADED BINDING POctZZZZZZZZZZZZZ.30 

SQUARE PIN/RECEPTACLE (.025) 

Cable Assemblies.110,117 

Patch Cords.77,82, 86,100 

STATIC CONTROL PRODUCTS.15, 60, 135 

STRESS RELIEF BOOTS.49,52 

SURFACE MOUNT DEVICES.16-19, 77, 78 

T 

TERMINATIONS, COAXIAL.45 

TESTCIPS.14-17 

TEST LEAD HOLDERS.117 

TEST PROBES 

Cable Assemblies.131 

Do-It-Yourself.130,132 

Extendible.130 

Flexible Tip for.128 

1C Test Tip for.128 

Kits.123-126 

Microtip.127 

Miniature.124-130 

Multimeter.124-126 

Oscilloscope.133,134 

Patch Cords.129-132 

Repairable.130 

Standard (Large).131,132 

Tips for.129 

TEST SOCKET ADAPTERS.50 

TEST TWEEZERS.127 

TINI PLUG.39 

TNC CONNECTORS.41-45, 51,105 

TRIAXIAL CONNECTORS.42, 47 

TWINAXIAL CONNECTORS.35, 53 

u 

UHF CONNECTORS.37, 51,102, 103,110 


V 

VIDEO PLUGS.39 
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SCOPE PROBE KITS. 

SCREWDRIVER. 

SCREWS. 

SHEATHED BANANA JACKS/PLUGS 

SHIELDED BANANA PLUGS. 

SHIELDED TEST PROBES. 

SHIELDING GASKETS. 

SHORTING ADAPTERS 

Banana . 

Binding Post Link. 

Coaxial. 

Pin Tip. 

SMA. 

SIGNAL ISOLATOR. 


.133, 134 

.24 

.21,68 

20,27,78,82,85,93,94,129,130 

.23,35 

.131 

.48,72 

.21,22, 24 

.31 

.49 

.25, 27 

.49 

.34 


w 


WE-309 CONNECTORS (See PJ068 Plugs) 

WE-310 CONNECTORS (See PJ051 Plugs) 

WIRE.50 

WRAPPED WIRE PINS/SOCKETS (.025) (See Square Pin) 

WRIST BAND, STATIC CONTROL.135 
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XLR TYPE CONNECTORS 
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06 
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.64 
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.24 
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.24 
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.97 
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.32 

2420. 

.70 
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.34 
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.66 
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.97 
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.64 
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.20 
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.24 
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.31 
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.50 
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.27 
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.31 

3273. 

.24 
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.30 
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.50 
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.23 

2443-K . 

....108 
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.24 
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.67 
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....103 
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.47 
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.29 
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2451 . 

.47 

3278. 

.29 

3753. 

.64 

XS-8. 

.50 

1868.... 

.34 

2454. 

.47 

3279. 

.29 

3754. 

.64 

XS 9 . 

.50 

1894. 

.34 

2455. 

.47 

3280. 

.29 

3760. 

.30 

2BA/B/C/E . 

....108 

1910. 

.27 

2477. 

.32 

3281 . 

.29 

3770. 

.30 

?RA/B/0-AL 

113 

1921 

23 

2484.... 

.90 

3282. 

.29 

3777. 

.31 

2BB/C-BNC 

109 

1922 . . 

.25 

2524-A/J . 

.120 

3283. 

.41 

3778. 

.46 

2BA/B/C-MG 

112 

1944-C 

105 

2630. 

.115 

3284. 

.41 

3780. 

.85 

2BC-PP. 

....112 

1948. 

....105 

2631 . 

.115 

3285. 

.41 

3781 . 

.85 

1081 

95 

1959 

98 

2708.... 

....117 

3286.... 

.42 

3782. 

.85 

1126.... 

....97 

1960 

....98 

2798. 

.38 

3287. 

.42 

3783. 

.86 

1166. 

.98 

1985. 

.90 

2842. 

.95 

3288. 

.42 

3784. 

.85 

1167 

.. 113 

1987 

....91 

2854. 

.26 

3289. 

.40 

3785. 

.86 

1177. 

.62 

1990. 

.96 

2860. 

.95 

3290. 

.35 

3786-C . 

.87 

1236 

99 

2035. 

.24 

2864. 

.92 

3291 . 

.36 

3787-C. 

.88 

1269. 

.34 

2072. 

.27 

2882-C. 

.Ill 

3296. 

.36 

3788. 

....116 

1270. 

.35 

2095. 

.63 

2885. 

.115 

3301 . 

.66 

3789. 

....116 

1275 

35 

2096.... 

.61 

2886. 

.115 

3302. 

.72 

3822. 

. 33 

1?RR 

3ft 

2097 

61 

2894 

33 

3303 . 

.72 

3832. 

.29 


1286. 

. 33 

2098. 

.61 

2901 . 

.65 

3306. 

.66 

3833. 

.28 

1296. 

.36 

2099. 

.63 

2902. 

.71 

3311. 

.66 

3834. 

.29 

1297. 

.38 

2101 . 

.63 

2903. 

.71 

3312. 

.72 

3837. 

.39 

1325 

20 

2102 

63 

2906 

65 

3316. 

.66 

3839. 

.49 

1326-AC . 

....108 

2103. 

.63 

2943. 

.32 

3328. 

.73 

3840. 

.45 

1330 

....22 

2104 

62 

2944.... 

....24 

3352 A . 

.119 

3841 . 

.41 

1330-ST 

....22 

2105 

61 

2945 

....24 

3364. 

.22 

3842. 

.41 

1366-C 

....104 

2112 

38 

2948.... 

.90 

3365. 

.38 

3843. 

.41 

1367-P 

102 

213ft 

32 

295? 

32 

3405.... 

.33 

3844. 

.42 

1368 A. 

.112 

2142. 

.28 

2953. 

.33 

3415. 

.34 

3845. 

.42 


1370. 

.91 

2143. 

.28 

2957. 

.39 

3430. 

.36 

3846. 

.41 

1383-C 

103 

2184 

112 

2970. 

.21 

3448. 

.40 

3847. 

.41 

1390 

....23 

2223 

.... 104 

2977 J. 

.121 

3452. 

.25 

3850. 

.60 

1432 

32 

2224 

62 

2990. 

.34 

3478. 

.31 

3862. 

.28 

1433. 

.23 

2239. 

.113 

3014. 

.95 

3479. 

.31 

3863. 

.28 


1437. 

.40 

2240. 

.40 

3027-K. 

.113 

3491 . 

.40 

3864. 

.108 

1440 

90 

2241 ... 

. Ill 

3030. 

.24 

3502. 

.22 

3901 . 

.115 

144? 

36 

2244. .. 

...25 

3073. 

.115 

3533. 

.41 

3916A. 

.14 

148? 

37 

2245 

....25 

3137-C. 

.105 

3534. 

.41 

3925. 

.84 

1 Aftft 

?4 

??47 

mft 

3199-r, 

.105 

3535 . 

.42 

3957. 

.115 


1469.... 

. ..36 

2248 

109 

3201 ... 

.91 

3542. 

.29 

3958. 

.73 

1508 

117 

??49-0/E/K/M 

101 

3202 

....91 

3544. 

.25 

3966. 

.115 

1555-C 

....109 

2256-C/X 

107 

3217.... 

.40 

3545. 

.25 

4005. 

.26 

1581 .... 

.26 

2259 

....61 

3220. 

.99 

3548. 

.25 

4011. 

.84 

1613.... 

.99 

2262 

....62 

3221 . 

.115 

3560. 

.32 

4022. 

.28 

1614. 

.31 

2269. 

.26 

3222. 

.100 

3561. 

.32 

4026. 

.39 
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POMONA 


ALPHA NUMERICAL INDEX 

(Pomona Catalog Reference) 


Model 

Page 

Model 

Page 

Model 

Page 

Model 

Page 

Model 

Page 

4043 to 4416 


4418 to 4769 


4770 to 4931 


4933 to 5069 


5072 to 5203 


4043. 

.39 

4418. 

.50 

4770. 

.30 

4933. 

.20 

5072. 

....131 

4044. 

....36 

4420. 

.50 

4771 

100 

4934 

20 

5075 

13? 

4050. 

.67 

4487. 

....102 

4772.... 

....100 

4935-BB.... 

....105 

5076 

49 

4053. 

....120 

4488. 

.51 

4773. 

.29 

4939 PP. 

....118 

5077. 

.49 

4054. 

.39 

4496. 

....107 

4775. 

.72 

4940. 

.41 

5078. 

.49 


4057. 

.67 

4511. 

.21 

4776 K . 

.83 

4941 . 

.39 

5079. 

.51 

4069. 

.26 

4512. 

.21 

4777-C/K . 

.82 

4945-K . 

.110 

5081 . 

.46 

4098. 

.30 

4513. 

.24 

4778. 

.83 

4948. 

.132 

5083. 

.15 

4108. 

.45 

4517. 

.40 

4780. 

.48 

4953-J. 

.121 

5084. 

.46 

4115. 

.31 

4521 . 

.81 

4786. 

.51 

4956. 

.41 

5085. 

.49 

4119. 

.45 

4524. 

.102 

4787. 

.51 

4957. 

.53 

5086. 

.42 

4124A . 

.14 

4528 K BB X. 

.106 

4788. 

.48 

4958. 

53 

5088. .. 

49 

4140A . 

.14 

4530. 

.109 

4795. 

.48 

4959.... 

. 48 

5089 

41 

4157. 

.49 

4531 . 

.110 

4797. 

.38 

4960. 

.51 

5090. 

.42 

4158. 

.46 

4532. 

.110 

4800. 

.129 

4963 E . 

.118 

5091 . 

.47 

4159. 

.46 

4536. 

.86 

4804. 

.52 

4964-SS. 

.101 

5092 K . 

.118 

4160. 

.46 

4537. 

.87 

4805. 

.52 

4966. 

.27 

5108. 

.14 

4163. 

.27 

4538. 

.87 

4808. 

.47 

4967. 

.27 

5109. 

.56 

4174. 

.129 

4543. 

.29 

4809. 

....47 

4969 

117 

5110 

56 

4176. 

.84 

4550. 

.133 

4812-J. 

.88 

4970. 

.117 

5113. 

.56 

4225. 

.89 

4555. 

.84 

4813-K/BB/X .... 

.... 106 

4971 . 

132 

5114 

14 

4226. 

.65 

4565. 

.89 

4814-K/BB/X. 

.106 

4974.... 

... 100 

5116 

14 

4233. 

.81 

4566. 

.15 

4815. 

.115 

4977. 

.51 

5117. 

.56 

4236A . 

.14 

4567. 

.92 

4826. 

.84 

4978. 

.51 

5118. 

.56 

4240. 

.45 

4578. 

.48 

4827. 

.89 

4979. 

.46 

5119. 

.56 

4243. 

.30 

4585. 

.91 

4846-K/BB/X. 

.106 

4980. 

.51 

5120. 

.14 

4245. 

.73 

4587. 

.84 

4847. 

.129 

4981 . 

.51 

5123.... 

....56 

4246. 

.73 

4590. 

.28 

4848. 

.... 129 

4984. 

.39 

5124 

14 

4247. 

.73 

4601 . 

.26 

4849. 

.47 

4986. 

.20 

5125.... 

56 

4248. 

.73 

4613. 

.81 

4850. 

.47 

4987. 

.20 

5126. 

.56 

4267. 

.39 

4614. 

.28 

4851 . 

.129 

4988. 

.129 

5129. 

.56 

4274. 

.92 

4617. 

.24 

4852. 

.129 

4990-B 

. . 119 

5130 

56 

4276. 

.101 

4618. 

.28 

4853. 

.131 

4991 . 

.48 

5131. 

.56 

4277. 

.102 

4619. 

.31 

4856. 

.132 

4992. 

.100 

5133. 

.129 

4279. 

.120 

4631 . 

.73 

4857. 

.131 

4993. 

.38 

5140. 

.14 

4280. 

.120 

4641 . 

.66 

4858. 

.131 

4995.... 

....30 

5142-K 

127 

4281 . 

.121 

4642. 

.73 

4859. 

.52 

4996. 

.89 

5143-K. 

.127 

4282. 

.44 

4648. 

.89 

4860. 

.52 

4997 

51 

5144 

127 

4283. 

.44 

4649. 

.86 

4862. 

....68 

4998 

51 

5145 

21 

4284. 

.44 

4650. 

.86 

4864. 

.68 

4999. 

.51 

5148. 

.46 

4285. 

.44 

4652. 

.83 

4889. 

.46 

5001 . 

.37 

5151 J. 

.119 


4286 .49 4653.24 4890.49 5008.39 5152.51 

4287 .49 4654.28 4892.22 5009.117 5153.97 


4288. 

.44 

4655. 

.65 

4893. 

.51 

5014. 

.14 

5155 

4Q 

4289. 

.44 

4656. 

.71 

4895. 

.41 

5016. 

.15 

5156. 

.49 

4290. 

.44 

4658. 

.73 

4896. 

.41 

5018. 

.30 

5157. 

.49 

4291 . 

.44 

4661 . 

.53 

4897. 

.20 

5019. 

.88 

5165. 

.21 

4292. 

.44 

4684. 

.34 

4898. 

.22 

5024. 

.15 

5166. 

.69 

4293. 

.44 

4690. 

.32 

4899. 

.20 

5025-E. 

.118 

5167. 

.20 

4294. 

.44 

4691 . 

.32 

4900. 

.26 

5026. 

.119 

5168. 

.20 

4295. 

.44 

4702. 

.91 

4901 . 

.30 

5036. 

.94 

5169. 

.20 

4296. 

....44 

4716.... 

82 

4902.... 

60 

5040 

15 

5170 

20 

4297. 

.44 

4719. 

....38 

4903. 

....65 

5043 

81 

5171 

2Q 

4298. 

.44 

4720. 

.66 

4904. 

.15 

5044. 

.130 

5172. 

.29 

4299. 

.44 

4723. 

.84 

4906. 

.128 

5048. 

.129 

5173. 

.25 

4311 . 

.84 

4724. 

.89 

4908. 

.... 128 

5051 .. 

....116 

5174 

25 

4324A . 

.14 

4725. 

.107 

4911. 

.93 

5053. 

.81 

5178. 

.42 

4340A . 

.14 

4726. 

.73 

4912. 

.93 

5054. 

.107 

5186. 

.65 

4354. 

.92 

4729. 

.37 

4913.. 

....93 

5056.... 

53 

5187-C/K 

88 

4384. 

.60 

4739. 

.66 

4914. 

.21 

5058 X 

106 

5188 

118 


4386. 

.15 

4740. 

.96 

4919. 

.82 

5059. 

.40 

5189. 

.116 

4388. 

.47 

4741 . 

.100 

4920-PP. 

.118 

5061 . 

.51 

5198. 

.73 

4391 . 

.45 

4742. 

.73 

4921 . 

.28 

5066. 

.52 

5200. 

.82 

4408. 

.117 

4743. 

.81 

4922 

27 

5067 

52 

5201 

87 

4410. 

.129 

4/68 K. 

.83 

4930.... 

35 

5068. 

52 

5202.... 

50 

4416. 

.73 

4769. 

.31 

4931 . 

.99 

5069. 

.117 

5203. 

.65 
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POMONA 



ALPHA NUMERICAL INDEX 

(Pomona Catalog Reference) 


Model 

Page 

Model 

Page 

Model 

Page 

Model 

Page 

Model 

Page 

5205 to 5342 


5343 to 5442 


5443 to 5562 


5563 to 5678 


5679 to 5765 


5205. 

.50 

5343-C. 

.94 

5443. 

.19 

5563. 

.55 

5679. 

...124 

5208. 

14 

5344 

52 

5444.... 

....19 

5564. 

.55 

5680. 

...130 

5214. 

.14 

5345. 

.52 

5445. 

.19 

5565. 

.55 

5681 . 

...130 

5216. 

.14 

5348. 

.46 

5447. 

.19 

5566. 

.55 

5682. 

...128 

RPIft 

.62 

6266 

12D 

644ft 

IQ 

6667. 

55 

5683. 

...130 


5219. 

.47 

5357. 

...130 

5450. 

.19 

5568. 

.55 

5685. 

...128 

5220 . 

....14 

5358 

...130 

5451 .... 

.19 

5569. 

.56 

5686. 

...128 

5223. 

...107 

5359. 

...130 

5452. 

.19 

5570. 

.56 

5687. 

...129 

5224. 

.14 

5360. 

.77 

5453. 

.19 

5571 . 

.56 

5688. 

...129 

5230. 

.20 

5362. 

.78 

5454. 

.19 

5578. 

.15 

5689. 

...128 

5231 . 

.77 

5363. 

.40 

5455. 

.19 

5579. 

.15 

5692. 

.14 

5233. 

.26 

5365. 

.48 

5458. 

.19 

5580. 

.15 

5693. 

.14 

5240. 

.14 

5366. 

.52 

5461 . 

.19 

5581 . 

.15 

5694. 

.14 

5243. 

.77 

5367. 

.52 

5468. 

.19 

5582. 

.15 

5695. 

.14 

5246. 

...128 

5368. 

.52 

5486. 

.19 

5583. 

.15 

5696. 

...101 

5250. 

.16 

5369. 

.52 

5508. 

.19 

5584. 

.15 

5697. 

...103 

fiPfil 

16 

5370 

52 

5510.... 

.37 

5586. 

....134 

5698. 

.43 

5252. 

.16 

5371 . 

.52 

5511. 

.41 

5587. 

....134 

5699. 

.31 

5253. 

.16 

5372. 

.52 

5512. 

.45 

5588. 

....134 

5700. 

.31 

5254. 

.16 

5373. 

.52 

5513. 

.45 

5590. 

....134 

5701 . 

.31 

5255. 

.65 

5374. 

.46 

5514. 

.16 

5592. 

....125 

5702. 

....133 

5259. 

.94 

5375. 

.53 

5515A NEW. 

.17 

5593. 

....125 

5703. 

...133 

5260.... 

,...102 

5376. 

.53 

5516. 

....124 

5594 

.. .125 

5704. 

....133 

5266-C. 

...101 

5377. 

.53 

5517. 

....124 

5595. 

....128 

5705. 

....133 

5268-C. 

...110 

5378. 

.53 

5518. 

....124 

5596. 

....128 

5706. 

....133 

5270. 

.85 

5379. 

.53 

5519. 

....124 

5597. 

....128 

5707. 

...134 

5271 . 

....130 

5380.... 

.53 

5520. 

.77 

5608. 

.46 

5708. 

...134 

5272. 

....130 

5381 . 

.53 

5521 . 

.78 

5618. 

....134 

5709. 

....134 

5278. 

.42 

5382 . 

.53 

5522. 

.84 

5619. 

....134 

5711 NEW. 

.18 

5? 79 

17 

6222 

46 

5523. 

.85 

5620. 

....134 

5713 NEW. 

.18 


5280. 

.17 

5384. 

.48 

5524. 

.81 

5621 . 

....133 

5732 NEW. 

.90 

5281 . 

.17 

5386. 

....129 

5525. 

.81 

5622. 

....133 

5733 NEW. 

.17 

5282. 

.51 

5401 . 

.17 

5528. 

....135 

5635. 

....128 

5734 NEW. 

.43 

5283. 

.51 

5402. 

.17 

5529. 

....135 

5643. 

.18 

5735 NEW. 

.43 

5284. 

.51 

5403. 

.93 

5530. 

....135 

5644. 

.18 

5736 NEW. 

.43 

5285. 

.51 

5404. 

.70 

5531 . 

....135 

5645. 

.18 

5737 NEW. 

.43 

5286 

51 

5405. 

.33 

5532. 

....135 

5649. 

.14 

5738 NEW. 

.43 

5290 . 

....42 

5406. 

.20 

5533. 

....135 

5650. 

.14 

5739 NEW. 

.43 

5291 . 

....114 

5410. 

....116 

5534. 

....135 

5656. 

.19 

5740 NEW. 

.43 

5292. 

....126 

5411-C . 

.78 

5539. 

.57 

5657. 

.19 

5741 NEW. 

.43 

5294. 

.26 

5412. 

.77 

5540. 

.57 

5658. 

.19 

5742 NEW. 

.43 

5295. 

....114 

5413. 

.16 

5541 . 

.57 

5659. 

.19 

5743 NEW. 

.43 

5296. 

.51 

5418. 

.79 

5542. 

.57 

5660. 

.19 

5744 NEW. 

.43 

5297. 

.45 

5419. 

.80 

5543. 

.125 

5661 . 

.19 

5745 NEW. 

.18 

5298. 

.41 

5421 . 

.80 

5544. 

.128 

5662. 

.19 

5746 NEW. 

.17 

5299. 

.41 

5422-C. 

.79 

5545. 

....128 

5663. 

.19 

5747 NEW. 

.17 

5300. 

.41 

5423-C. 

.80 

5546. 

....128 

5664. 

.19 

5748 NEW. 

.43 

5301 . 

.78 

5424. 

.79 

5547. 

....128 

5665. 

.19 

5749 NEW. 

.43 

5302. 

.77 

5425. 

....126 

5548. 

....128 

5666. 

.19 

5750 NEW. 

.20 

5303. 

.77 

5426. 

....126 

5549. 

.17 

5667. 

.19 

5751 NEW. 

.18 

5304-K. 

.78 

5427. 

....126 

5550. 

.17 

5668. 

.19 

5752 NEW. 

.43 

5305. 

....117 

5428. 

....126 

5551 . 

.17 

5669. 

.19 

5753 NEW. 

.43 

5307. 

.51 

5430. 

.79 

5552. 

.17 

5670. 

....124 

5754 NEW. 

.43 

5309. 

....124 

5432. 

....130 

5553. 

.17 

5671. 

....125 

5755 NEW. 

.43 

5311. 

....131 

5433. 

....130 

5554. 

.17 

5672. 

....125 

5756 NEW. 

.43 

5312. 

.17 

5434. 

....130 

5557. 

.55 

5673. 

....126 

5757 NEW. 

.43 

5314. 

.14 

5435. 

....130 

5558. 

.55 

5674. 

....126 

5758 NEW. 

.43 

5319. 

.39 

5436. 

....130 

5559. 

.55 

5675. 

....125 

5759 NEW. 

.43 

5325. 

....124 

5437. 

.16 

5560. 

.55 

5676. 

....124 

5760 NEW. 

.43 

5339. 

.82 

5439. 

.52 

5561 . 

.55 

5677. 

....126 

5764 NEW. 

.18 

5342. 

....107 

5442. 

.19 

5562. 

.55 

5678-K. 

....127 

5765 NEW. 

.18 
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POMONA 


Pomona Surface Mount Device 
Test Accessories, 1C Clips & Adapters. 



Make Testing Easier For 
Tomorrow’s Hottest Industry. 

Whether you’re troubleshooting today’s most com¬ 
mon 1C packages, or seeking to test the newest 
Plastic Quad Flat Pack (PQFP) devices, Pomona pro¬ 
vides the aswers to accessing otherwise impossible- 
to-test, high-density 1C leads. 731C clips and adapt¬ 
ers are offered in styles to meet your needs. 

Because all DIP and other 1C clip and adapter re¬ 
quirements are not the same, Pomona provides a 
carefully chosen selection of devices to fit your 
specific application. Nickel silver contacts for low 
cost, or gold plating for low contact resistance. 
Pomona 1C Clips fit over board mounted ICs. 
“Pin Breakouts’’ fit between the 1C and the 
socket. “Socket Interfaces” fit in place of the 
1C, directly in the socket. 

For ICs too small for alligators or most single 
point clips, Pomona offers solutions for testing to¬ 
day’s most common 0.050“ pin spacing packages; 
SOIC, PLCC and LCC. For even higher densities of 
0.025" (nominal) spacing, where no single point clip 
can fit, Pomona introduces clips for PQFP packages. 
There’s also a host of helpful Pomona test accesso¬ 
ries to compliment the increasing demands for de¬ 
pendable 1C testing. 



SMD Dog-Leg Microtip Test 
Probe included in Kit No. 5676 
provides a needle point tip for 
contact with circuit pads. The 
sharp but flexible tip stays in 
place for reliable contact during 
test. 


SOIC Clip ™ adapters feature 
insulating barrier between each 
gold plated beryllium copper 
contact to prevent shorting. 
Upper contacts are 0.025" 
square gold plated phosphor 
bronze pins on 0.100" centers. 
(See Chart for model selection) 


SMD Test Tweezers (Models 
5142, 5143 & 5678) provide 
simple yet accurate method to 
test devices. Each tweezer tip 
contains a gold plated beryllium 
copper contact. 

Model 5142 -with BNC mate 
connector 

Model 5143 -with 2 standard 
stacking banana plugs 
Model 5678 -with 2 sleeved 
banana plugs 


PLCC Quad Clip ® adapter 
uses a ‘‘snap ring” to securely 
lock onto Plastic Leaded Chip 
Carrier (PLCC) body. Six mod¬ 
els available from 20 to 84 pin 
styles. Gold plated beryllium 
copper contacts. Upper dual row 
of pins at 0.10O" centers for easy 
testing access. (See chart for 
model selection) 
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POMONA 


1C Test Clips & Adapters 


HOW TO SELECT THE 
RIGHT 1C CLIP OR 
ADAPTER 

Simply match the device style and pin 
configuration to be tested, then 
select the Pomona part number suited 
to your testing and material specifica¬ 
tions (see table footnotes for keyed 
materials). 


Clips for Board Mounted IC’s 


Package 


No. of 
Pins 


Model No. 


DIP 

Dual In-Line Package 
(.100 Pin 
Spacing, 

Thru Hole) 


8 

14 

16 

20 

24 

40 


5108', 5208 2 , 5649 s 
5014 3 , 5114", 

5214', 5314 2 , 5650 s 
3916A 3 ,4236A 4 , 

5116\ 5216 2 ,5692 s 
5120', 5220 2 , 5693 s 
4124A 3 , 4324A 4 , 
5124’, 5224 2 ,5694 s 
4140A 3 , 4340A 4 , 
5140’, 5240 2 , 5695 s 


'ty'jf 

C 

f I m 


SOIC 

Small Outline 1C 
(.050 Pin 
Spacing, 
Surface Mnt) 


8 

14 

16 

20 

24 

28 


5250 

5251,5413 s 

5252 

5253 

5254 
5437 


r 






r 


, II ml in' 

L ■ _ ,1 


Jf * 


PLCC 

Plastic Leaded 
Chip Carrier 
(.050 Pin 
Spacing, 
flnt) 



20 

28 

32 

44 

52 

68 

84 


5279 

5280 
5733 

5281 
5312 

5401 

5402 



PGA 

Pin Grid Array 
(.100 Pin 
Spacing, 
Grid Thru 



LCC 

Leadless Chip Carrier 
(.050 Pin 
Spacing) 


PQFP 

Plastic Quad Flat Pack 
(.025 to .0315 
Pin Spacing) 


EIAJ 

80 (20X20) 
100 (20X30) 
120 (30X30) 
160(40X40) 

JEDEC 

100(25X25) 

132(33X33) 


5751 

5643 

5644 

5645 


5713 

5711 



’Gold Plated Beryllium Copper 

2 High Density, Gold Plated Beryllium Copper 

3 Spring Tempered Nickel Silver 

4 High Density, Spring Tempered Nickel Silver 


’’Oxide Penetrating 
6 Snap Ring Design 
'Amp Socket 
“3M Socket 
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POMONA 


Selector Guide 


ADAPTERS FOR SOCKET MOUNTED IC’S 



20 

28 

44 

52 

68 

84 

5450 

5451 

5452 

5453 

5454 

5455 

68(10X10) 

5461 

68(11X11) 

5458 

120(13X13) 

5468 

128(13X13) 

5508 

132(14X14) 

5486 


44 

68 

84 


5445 

5447 

5448 


JEDEC 

100 7 
100 8 
132 7 
132 s 


5656 

5657 

5658 

5659 




ITT Pomona Electronics 1500 East Ninth St. • P.0. Box 2767 • Pomona, Calif., 91769 
Phone (714) 623-3463 • TWX: 910-581-3822 • FAX: (714) 629-3317 


13 



























POMONA 






DIP CLIPS 


DIP CLIPS 

FEATURES 



Pomona Electronics' Dip Clips are designed especially for testing dual-in-line 1C 
packages on high-density PC boards. The Dip Clip has many built-in features that 
assure a positive electrical connection and at the same time provide hands-free 
testing. The high density Dip Clips are used for ultra-dense packaged chips located 
adjacent to each other on 2.54 (.100) spacing. 

MATERIAL: Contact, tarnish resistant nickel, silver or gold plated beryllium copper. 
Stainless steel hinge pin and spring. 

INSULATION: Glass filled nylon, blue. 

RATING: 500 VRMS, 1 Amp, +102°C. (+216°F.) Max. 



• Contacts 1.02 (.040) wide on lower end are serrated for good electrical connection. 

• 0.64 (.025) x 0.71 (.028) square serrated test points on upper end will accept wire 
wraps or mini test clips. 

• Molded barrier between each contact allows connections to be made on live 
boards without accidental shorting of adjacent contacts. 

• Can be used as an insertion and removal tool for DIPs. 


• Accepts 1C Jumper Cables (page 15). 



10.41 (.41) Max. contact opening on 
8,14,16 & 20 pin dip clips 


19.56 (.77) Max. contact opening on 
24 & 40 pin dip clips 


STANDARD 

(5014 Shown) 


No. of 
Pins 

Type 

Contact Material 

LIST 

Standard 

High Density 

8 

5108 

5208 

Gold Plated Beryllium Copper 

7.45 

14 

5014 

5114 

Spring Tempered Nickel Silver 

7.15 

5214 

5314 

Gold Plated Beryllium Copper 

9.15 

16 

3916A 

4236A 

Spring Tempered Nickel Silver 

6.40 

5116 

5216 

Gold Plated Beryllium Copper 

9.10 

20 

5120 

5220 

Geld Plated Beryllium Copper 

10.85 

24 

4124A 

4324A 

Spring Tempered Nickel Silver 

14.10 

5124 

5224 

Gold Plated Beryllium Copper 

18.25 

40 

4140A 

4340A 

Spring Tempered Nickel Silver 

20.60 

5140 

5240 

Gold Plated Beryllium Copper 

25.10 


See pg. 19 for DIP Socket Test Adapters. 



X 

Min. 

Y 

Min. 

Z 

Min. 

Single Chip 
Testing 
Standard 

3.30 

(.130) 

1.91 

(.075) 

1.02 

(.040) 

Single Chip 
Testing 

High Density 

2.67 

(.105) 

1.27 

(.050) 

1.02 

(.040) 

Adjacent 

7.62 

(.300) 

5.72 

(.225) 

2.03 

(.080) 


OXIDE PENETRATING DIP CLIPS 

For use with DIP IC's exposed to contaminating environ¬ 
ments. Same features as Pomona's Standard line of Dip Clip 
Test Adapters, but with the additional benefit of a roughened 
stainless steel surface coating on the contacts. 

MATERIAL: Contact, tarnish resistant nickel or gold plated 
beryllium copper. Stainless steel hinge pin and spring. 
INSULATION: Glass filled nylon, gray. 

RATING: 500 VRMS, 1 Amp, 102°C. (+216°F.) Max. 


MODEL 

No. of Pins 

LIST 

5649 

8 

11.20 

5650 

14 

10.80 

5692 

16 

9.70 

5693 

20 

16.30 

5694 

24 

21.20 

5695 

40 

31.00 
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POMONA 


DIP ACCESSORIES 


DIP JUMPER CABLE 
(CONNECTORS, ONE END ONLY) 


1ST END: Two 1C Sockets, phosphor 
bronze, gold plated. Insulation, Noryl, 

WIRE: 26 AWG, 7X34, multi-conduc¬ 
tor flat ribbon cable. 

2ND END: None. 

RATING: +93”C. (+200T.) Max. 

Used on DIP Clips andSOIC Clips. 



(Dip Clip not 
included.) 


STATIC CONTROL 
DIP REMOVERS 

These DIP Removers are built of special 
plastic that not only has the strength to pull 
the most stubborn DIP, but actually pre¬ 
vents electrostatic buildup. The surface 
resistivity controls surface charges and 
protects even the most sensitive of elec¬ 
tronic circuits. This excellent design also 
minimizes accidental bending of contacts. 
MATERIAL: Antistatic Noryl, black. 
TEMPERATURE: Heat distortion tempera¬ 
ture @ 265 psi greaterthan +93°C. (+200T.) 



MODEL 

Conductors 

Used On 

LIST 

5578 

8 

5108, 5208, 5250 

8.00 

5579 

14 

5014, 5114, 5214, 5251,5314 

9.00 

5580 

16 

3916A, 4236A, 4566, 5116, 5216, 5252 

10.00 

5581 

20 

5120, 5220, 5253 

12.50 

5582 

24 

4124A, 4324A, 5124, 5224, 5254 

15.00 

5583 

28 

5437 

17.50 

5584 

40 

4140A, 4340A, 5140, 5240 

21.00 


ANTISTATIC DIP REMOVER 


MODEL 

Size 

Removes Dips 

Accepts Dips 

LIST 

5016 

16 

8-20 Pins 

To 8.89(.35) 

5.50 

5024 

24 

22-36 Pins 

To 16.51 (.65) 

6.05 

5040 

40 

40-60 Pins 

To 16.51 (.65) 

7.05 


14/16 PIN DUAL IN-LINE DIP REMOVER 


The dip remover is an excellent tool for the 
removal of dual in-line 1C chips. With this 
tool, accidental bending of the contacts is 
at a minimum. 

MATERIAL Antistatic Noryl, black. 
RATING: Heat distortion temperature @ 
265 psi, +93”C. (+200T.) Max. For I.C. 
DIP'S 7.62 mm (.300) wide. 



The DIP remover is an excellent tool for the removal of 14/16 pin dual in-line 1C chips. With 
this tool, accidental bending of the contacts is at a minimum. 

INSULATION: Glass filled nylon, red. 

RATING: +102°C. (+216T.) Max. 



MODEL 



MODEL 


4904 

LIST 1.70 


4386 

LIST 5.50 





LIST 17.60 


MODEL 


5083-* 


14/16 PIN DUAL IN-LINE TEST CLIP 
WITH ATTACHED HEADER 


The DIP Clip with attached header is an excellent tool for plugging into 14/16 pin 
1C sockets to test circuits. You can either solder wires directly to the top pins 
of the DIP Clip or more conveniently, attach Pomona's 1C Jumper Cable, Model 
5580. 

UPPER: Contacts, solid nickel silver. 

INSULATION: Glass filled nylon, 
red. 

LOWER: Pins, gold plated brass. 

RATING: 500 VRMS; 1 Amp; 

+102°C. (+216°F.) Max. 


DIP GRIP® ACCESSORY 


Pomona Electronics DIP Grip is designed especially fortesting single contacts on 
Dual-ln-Line Package (DIP) Integrated Circuits on 2.54 (.100) spacing. The DIP Grip 
assures positive electrical contact on one leg of the Dip across its 7.62 (.300) width and 
provides hands-free testing. Contact 1.02 (.040) wide on lower end is serrated for 
good electrical connection. 0.64 (.025) x 0.71 (.028) square serrated test point on 
upper end will accept square pin receptacle patch cords. 


5.33 

(. 21 ) 


LIST3.90 


MATERIAL: Contact, beryllium copper. 
FINISH: Contact, gold plated. 
INSULATION: Glass filled nylon. 
RATING: 500 VRMS; 1 Amp; +102’C. 
(+216T.) Max. 

*STD COLORS: -0 Black, -1 Brown, 

-2 Red, -3 Orange, -4 Yellow, -5 Green, 
-6 Blue, -7 Violet. -8 Gray, -9 White. 


38.10 


20.83 

(. 82 ) 


MODEL 

4566 
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POMONA 


SMD CLIPS 



SOIC CLIP® TEST CLIP 

These test clips are designed especially for testing 
Small Outline Integrated Circuits (SOIC and SOJ). 
The SOIC Clip™ Test Adapter assures a positive 
connection and provides hands-free testing. 

FEATURES 

• 0.64mm (,025)x0.71mm (.028) square access 
pins on upper end permit either individual pin 
testing or the use of 2.54mm (.100) spaced 
connectors. 

• Molded barrier between each contact allows 
connections to be made on live boards without 
accidental shorting of adjacent contacts. 

• Can be used with Jumper Cables (page 15). 





Fig. 1 

.50 inch pitch 



APPLICATION PHOTO 


SOIC CLIP® TEST CLIP 

These test clips have a spring design similar to our Dip 
Clip™ test adapters. The clip design allows testing of wide 
or narrow body chips and smaller sizes of PLCC. 

UPPER: 0.64mm ( 025)x0.71mm (.028) Square Pins. 
Gold plated phosphor bronze. 

INSULATION: Glass filled nylon, blue. 

LOWER: Contacts. Gold plated beryllium copper. 

RATING: 500 VRMS; 1 Amp: +102°C. (+216°F.) Max. 


MODEL 

No. of Pins 

LIST 

5250 

8 

8.00 

5251 

14 

8.75 

5252 

16 

9.50 

5253 

20 

10.95 

5254 

24 

15.95 

5437 

28 

19.50 


See Fig. 1 



X 

Y 


Min. 

Min. 

Single Chip 

4.06 

1.52 

Testing 

(.160) 

(.060) 

Narrow Body 

15.24 

12.70 

(Adjacent) 

(.600) 

(.500) 

Wide Body 

8.51 

5.97 

(Adjacent) 

(.335) 

(.235) 



Z = .025 
X No. of 
Contacts 


SOIC CLIP® KIT 

Kit contains one each: 8 Pin, 14 Pin, 16 Pin, 20 
Pin, 24 Pin and 28 Pin SOIC Clip Test clips 
(shown above). 


MODEL 

5514 



LIST 65.50 


SNAP RING SOIC CLIP® 14 PIN TEST CLIP 

This clip utilizes the “snap-ring” design as used in our 
Quad Clip™ test clips for a more secure fit. Smaller clip 
allows testing of devices on high density boards. 

UPPER: 0.64mm (.025)x0.71mm (.028) Square Pins with 
double row 2.54mm (.100) spacing. Gold plated phosphor 
bronze. 

INSULATION: Glass filled nylon, blue. 

LOWER: Contacts. Gold plated phosphor bronze. 

RATING: 500 VRMS; 1 Amp; +102°C. (+216°F.) Max. 


See Fig. 1 



X 

Y 

Z 


Min. 

Min. 

Min. 

Single Chip 

4.06 

1.52 

4.57 

Testing 

(.160) 

(.060) 

(.180) 

Adjacent 

9.14 

6.60 

4.57 

Testing 

(.360) 

(.260) 

(.180) 



LIST 9.25 
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POMONA 


PLCC CLIPS 


PLCC QUAD CLIP® TEST ADAPTERS 

Pat. No. 4541676 

These test adapters are designed for testing sur¬ 
face mounted Plastic Leaded Chip Carriers (PCC 
or PLCC) with "J" Leads (JEDEC MO-047 & MO- 
052). A "Snap-ring" design allows the Quad Clip to 
fit directly onto 1C, providing hands-free testing. 

UPPER: .64 (.025) Square Pins, staggered on 
2.54 (.100) centers. Phosphor bronze, gold plated. 
INSULATION: Glass filled nylon, gray. 

LOWER: Contacts. Beryllium copper, gold plated. 

RATING: 500 VRMS, 1 Amp, +102°C. (+216°F.) 

Max. 


H 


U C 

□ c 

J c 


U U LI 


MODEL 

No. of 
Pins 

Pins 

p/Side 

Pitch 

LIST 

5279 

20 

5X5 


19.50 

5280 

28 

7X7 


31.90 

5733 

32 

7X9 


33.50 

5281 

44 

11X11 

12.7(.50) 

37.50 

5312 

52 

13 X 13 


43.50 

5401 

68 

17 X 17 


49.50 

5402 

84 

21 X 21 


59.50 



X 

Y 


Min. 

Min. 

Single Chip 

3.05 

2.79 

Testing 

(.120) 

(.110) 

Adjacent 

8.26 

7.24 

Testing 

(.325) 

(.285) 




PLCC QUAD®CLIP KIT 

Kit contains one each: 20 Pin, 28 
Pin, 32 Pin, 44 Pin, 52 Pin, 68 Pin 
and 84 Pin PLCC Clips. 


MODEL 
5515 A 




LIST 245.00 


PLCC QUAD® CLIP TEMPLATE 

These simple-to-install templates are used with Quad 
Clip Test Adapters to identify pin locations. They are 
printed on each side to correspond to both conventional 
pin numbering systems. 


MODEL 

No. of 
Pins 

5549 

20 

5550 

28 

5747 

32 

5551 

44 

5552 

52 

5553 

68 

5554 

84 



LIST 2.50 


PLCC QUAD AND SOIC CLIP FLYING LEADS 

Use these leads to quickly and easily intercon¬ 
nect from PLCC and SOIC clips to .79 (.031) 
sockets found in Logic Analyzers and Emulator 
Pods. Leads have .64 (.025) socket one end 
to .79 (.031) pin. Kit contains 5 leads. 




1ST END: .64 (.025) Socket. Gold plated beryllium 2ND END: .79 (.031) Dia. Pin. Gold plated brass, 

copper. * STD COLORS: -0 Black, -1 Brown, -2 Red, -3 Orange, 

WIRE: 26 AWG, 19 x 38 t.c., polyvinyl insulation. -4 Yellow,-5 Green,-6 Blue,-7 Violet,-8Gray,-9 White. LIST 18.00 


MODEL 

5746 
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POMONA 

IC TEST CLIPS 


JEDEC QFP (Quad Flat Pack) CLIP 

These adapters are specifically designed to allow testing of surface mounted JEDEC 
plastic or ceramic Quad Flat Packs (See figures). Their special "Locking" features insure 
positive electrical interconnection while providing a solid mechanical connection in 
either the vertical or horizontal plane. The mechanism locks to the body of the IC 
avoiding damage to the leads. 

Consult figs. A & B to identify the type of Quad Flat Pack (QFP) you have. Additional 
connection schemes for mass termination are available. Please contact the factory. 




TYPICAL INTERFACE: 

5711 Motorola 68020, 68030 

5713 Intel 386SX 

CONTACTS: Selectively gold plated beryllium copper. 
INSULATION: Liquid crystal polymer and Nylon, black. 
RATING: 250 VRMS Max., 1 Amp Max., +110°C. (+230°F.) 
Max. 


PQFP (MO-069) 
FIG. A 


CQFP (MO-082) 
FIG. B 



MODEL 

No. of Pins 

Pins 

p/Side 

PITCH 

LIST 

5713 

100 

25x25 

0.64 (.025) 

200.00 

5711 

132 

33x33 

225.00 



JEDEC QFP CLIP FLYING LEADS 

Use these leads to quickly and easily intercon¬ 
nect from JEDEC QFP clips to sockets found 
in Logic Analyzers and Emulator Pods. Leads 
have .30 x .56 (.012 x .022) socket one end to 
.79 (.031) pin. Kit contains 25 leads. 



MODEL 

5745-* 


1ST END: .30 x .56 (.012 x .022) Socket. 
Gold plated beryllium copper. 

WIRE: 26 AWG, 19 x 38 t.c., polyvinyl insu¬ 
lation. 


2ND END: .79 (.031) Pin. Gold plated brass. 

*STD COLORS: -0 Black, -1 Brown, -2 Red, -3 Orange, 
-4 Yellow, -5 Green, -6 Blue, -7 Violet, -8 Gray, -9 White. 



LIST 35.00 


100 PIN JEDEC QFP ( Quad Flat 
Pack) CLIP KIT 

This kit includes one 100 pin JEDEC QFP Clip 
(Model 5713) and 100 JEDEC flying leads in ten 
assorted colors. Clip fits Intel 386SX chip package. 



MODEL 

5764 



132 PIN JEDEC QFP ( Quad Flat 
Pack) CLIP KIT 

This kit includes one 132 pin JEDEC QFP Clip 
(Model 5711) and 150 flying leads in ten as¬ 
sorted colors. Clip fits Motorola 68020 and 
68030 chip packages. 





MODEL 

LIST 250.00 


5765 



LIST 300.00 


EIAJ PQFP (Plastic Quad Flat Pack) CLIP 

Patent Pending 

These test adapters are designed specifically for testing EIAJ 
Plastic Quad Flat Pack (PQFP) surface mounted IC's. "Press-on" 
design allows user to handle the Japanese 0.65mm and 0.80mm 
pitch gullwing lead PQFPs by fitting test adapters directly onto IC's. 
CONTACTS: 0.30 (.012) Square pins, beryllium copper, gold 
plated. 

INSULATION: Liquid crystal polymer, Vectra A-130, black. 
RATING: 250 VRMS, 5 Amps, +110°C. (+230°F.) Max. 


MODEL 

No. of Pins 

Pins 

p/Side 

PITCH 

LIST 

5751 

80 

20x20 

0.80mm 

280.00 

5643 

100 

20 x 30 

0.65mm 

317.00 

5644 

120 

30 X 30 

0.80mm 

353.00 

5645 

160 

40x40 

0.65mm 

425.00 
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POMONA 


IC SOCKET ADAPTERS 

DIP SOCKET PIN BREAKOUT 


PLCC PIN BREAKOUT 

Use these test adapters to test socket mounted PLCC's. The 
PLCC test adapter is placed between the socket and the 
PLCC. 0.64 (.025) square pins allow easy access testing for 
all legs of the PLCC. An overlay template provides easy pin 
identification. Other sizes are available as custom products. 



MODEL 

No. of Pins 

LIST 

5450 

20 

160.00 

5451 

28 

185.00 

5452 

44 

230.00 

5453 

52 

240.00 

5454 

68 

260.00 

5455 

84 

290.00 


These test adapters provide a fast and efficient way to trou¬ 
bleshoot circuits that use socket mounted DIP'S. Simply place 
the adapter between the socket and the DIP. 0.64 (.025) square 
pins on 2.54 (.100) centers provide access to DIP legs. 

Other sizes are available as custom products. 



MODEL 

No. of Pins 

LIST 

5442 

40 

40.00 

5443 

48 

47.00 

5444 

64 

60.00 


PIN GRID ARRAY PIN BREAKOUT 

Test socket mounted PGA's with these adapters. The 
adapter is placed between the IC and the socket. The 0.64 
(.025) square pins, spaced in a matrix of 2.54 (.100) 
make each leg of the PGA accessible. 

Other sizes are available as custom products. 


PQFP (Plastic Quad Flat Pack) PIN BREAKOUT 

Use these test adapters to test socket mounted 
PQFP's. The PQFP test adapter is placed be¬ 
tween the socket and the PQFP. 0.64 (.025) 
square pins allow easy access testing for all legs 
of the PQFP. An overlay template provides easy 
pin identification. Other sizes are available as 
custom products. 

For 3M/Textool or Amp socket types. 


MODEL 

No. of Pins 

Socket 

LIST 

5656 

100 

Amp 

490.00 

5657 

100 

3M 

490.00 

5658 

132 

Amp 

635.00 

5659 

132 

3M 

635.00 




MODEL 

Foot Print 

No. of Pins 

LIST 

5461 

10 x 10 

68 

103.00 

5458 

11x11 

68 

103.00 

5468 

13 x 13 

120 

215.00 

5508 

13 x 13 

128 

230.00 

5486 

14 x 14 

132 

225.00 


PLCC SOCKET INTERFACE 


LCC PIN BREAKOUT 

Test socket mounted LCC's by placing the adapter between 
the socket and the LCC. The 0.64 (.025) square pins on 2.54 
(.100) centers serve as test points for each leg of the LCC. 
Other sizes are available as custom products. 



MODEL 

No. of Pins 

LIST 

5445 

44 

195.00 

5447 

68 

280.00 

5448 

84 

290.00 



These PLCC cabled socket interfaces provide direct access to 
PC boards. Four28AWG ribbon cables, 18 inches long, allow 
you to create your own end connection for automated or user 
specified testing. 



MODEL 

No. of Pins 

LIST 

5660 

20 

54.00 

5661 

28 

59.00 

5662 

44 

74.00 

5663 

52 

105.00 

5664 

68 

100.00 

5665 

84 

165.00 


PQFP (Plastic Quad Flat Pack) SOCKET INTERFACE 

These PQFP cabled socket interfaces provide direct access to PC boards. Four 28 
AWG ribbon cables, 18 inches long, allow you to create your own end connection 
for automated or user specified testing. 

For 3M/Textool or Amp socket types. 


MODEL 

No. of Pins 

Socket 

LIST 

5668 

100 

Amp 

385.00 

5666 

100 

3M 

385.00 

5669 

132 

Amp 

500.00 

5667 

132 

3M 

500.00 
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STANDARD BANANA PLUGS 


SOLDERLESS STACKUP BANANA PLUG 

Wire firmly held in place with internal setscrew, elimi¬ 
nating soldering. Assembly of test leads simplified. 

UPPER: Banana Jack, 4.22 (.166) dia., brass. 

LOWER: Banana Plug. Spring, one piece heat treated 
beryllium copper. Fits standard 4.22 (.166) dia. 
banana jack. 

RATING: 5000 WVDC, 15 Amps, +50 °C. (+122°F.) 

Max. (Model 5230, +150°C. (+302°F.) Max.) 



SOLDERLESS STACKUP BANANA 
WITH SAFETY COLLAR 

Features integral safety collar that insulates exposed 
wire leads. Wire firmly held in place with internal 
setscrew, eliminates soldering, simplifies assembly 
of test leads 

UPPER: Banana Jack. 4.22 (.166) dia., brass. 

LOWER: Banana Plug Spring, one piece heattreated 
beryllium copper. Fits standard 4.22 (.166) dia. 
banana jack. 

RATING: 5000 WVDC, 15 Amps, +50°C. (+122°F.) 
Max., (Model 4899, +150°C. (+302°F.) Max.) 


PLUG 



i 


"T 

4.22 

(.166) 

ID. 


(**Pkg. Ten Per Color) 


MODEL 

FINISH 

INSULATION 

*STD COLORS: 

LIST 

1325-* 

Nickel plated 

ABS 

-O Black, -1 Brown, -2 Red, 
-3 Orange, -4 Yellow, 

-5 Green, -6 Blue, -7 Violet, 
-8 Gray, -9 White 

1.10 

EA.** 

5406-* 

Gold plated 

ABS 

-O Black, -2 Red 

2.25 

5230-* 

Nickel plated 

Polyphenylene 

Sulfide 

-O Black, -6 Blue 

1.45 

EA.** 


(**Pkg. Ten Per Color) 


MODEL 

FINISH 

INSULATION 

*STD COLORS: 

LIST 

1825-* 

Nickel plated 

ABS 

-0 Black, -1 Brown, -2 Red, 
-3 Orange, -4 Yellow, 

-5 Green, -6 Blue, -7 Violet, 
-8 Gray, -9 White 

1.10 

EA.** 

4897-* 

Gold plated 

ABS 

-0 Black, -2 Red 

2.25 

4899-* 

Nickel plated 

Polyphenylene 

Sulfide 

-O Black, -6 Blue 

m 

> 4s. 

» o 


DO-IT-YOURSELF IN-LINE 
SHEATHED BANANA PLUG 

This sheathed in-line banana plug provides protection from 
accidental shorting when dropped. A plastic tip on the 
banana plug offers further protection. A threaded, two piece 
design allows wire to be crimped or soldered to banana plug. 
This plug fits models 4922, 4921,4934 & 4987. 
MATERIAL: Banana plug body, brass. Spring, one 
piece heat treated beryllium copper. Fits standard 
4.22 (.166) dia. banana jack. 

FINISH: Nickel plated. 

INSULATION: Nylon 

RATING (Independent of Wire): 1200 V AC/DC, 15 
Amps, +80°C. (+176°F.) Max 
*STD COLORS: -0 Black, -2 Red. 


MODEL 

Accepts wire AWG 

Wire access hole 

4933-* 

4986-* 

22, 20, 18 

16, 14 

4.04 (.159) Dia. 
5.08 (.200) Dia. 


D 



(unassembled) 

LIST 2.75 


DO-IT-YOURSELF IN-LINE BANANA PLUG 
WITH FLEXIBLE BOOT 


This in-line banana plug is ideal for making patch cords 
and field repairs. A snap-on two piece design allows the 
wire to be crimped or soldered to the banana plug. 
MATERIAL: Banana plug body, brass. Spring, one piece 
heat treated beryllium copper. Fits standard 4.22 (.166) 
dia. banana jack. 

FINISH: Nickel plated. 

INSULATION: Flexible PVC. 

RATING (Independent of Wire): 5000 WVDC.15 Amps, 
+50°C. (+122°F.) Max. 

*STD COLORS: -0 Black, -2 Red. 


**Max. wire dia. 3.94 (.155) 


MODEL 

Accepts wire AWG** 

5169- * 

5170- * 

22, 20, 18 

16, 14 


(unassembled) 



DO-IT-YOURSELF IN-LINE SHEATHED 
BANANA JACK 

This sheathed in-line banana jack provides protection 
from accidental shorting when dropped. It will also 
accept any standard banana plug. A threaded, two piece 
design allows wire to be crimped or soldered to banana 
plug. This plug fits models 4912, 4913, 4933 & 4986. 
MATERIAL: Brass. 

FINISH: Nickel plated. 

INSULATION: Nylon 

RATING (Independent of Wire): 1200 V AC/DC, 15 
Amps, +80°C. (+176°F.) Max. 

*STO COLORS: -0 Black, -2 Red. 


MODEL 

Accepts wire AWG 

Wire access hole 

4934-* 

4987-* 

22, 20. 18 

16, 14 

4.04 (.159) Dia. 
5.08 (.200) Dia. 




(unassembled) 

LIST 2.85 


DO-IT-YOURSELF IN-LINE BANANA JACK 
WITH FLEXIBLE BOOT 


This in-line banana jack is ideal for making patch cords and 
field repairs. A snap-on two piece design allows the wire 
to be crimped or soldered to the banana jack. 

MATERIAL: Brass. 

FINISH: Nickel plated. 

INSULATION: Flexible PVC. 

RATING (Independent of Wire): 5000 WVDC, 15 Amps, 
+50°C. (+122°F.) Max. 

*STD COLORS: -0 Black, -2 Red. 



"Max. wire dia. 3.94 (.155) 


MODEL 

Accepts wire AWG** 

LIST 

5167- * 

5168- * 

22, 20, 18 

16, 14 

1.50 

1.85 


(unassembled) 


DO-IT-YOURSELF LOW COST BANANA PLUG 


STANDARD / MINIATURE BANANA PLUG 




Do-it-yourself banana plug accepts 3.66 
(.144) O.D. max. wire insulation. 

Banana Plug is also sold on a patch cord 
Model 5730, pg. 90. 

MATERIAL: Beryllium copper, nickel plated. 

INSULATION: Nylon 

RATING: 1200 VAC DC, 15Amps,+50°C. 
(+122°F.) Max. 

*STD COLORS: -0 Black, -2 Red, 


MODEL 

LIST 

5750-* 

.85 


***W 
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POMONA 


STANDARD BANANA PLUGS 


RIVET TYPE BANANA PLUG WITH TURRET 


DOUBLE BANANA PLUG SHORTING BAR 


Excellent for riveting to panels or boards. Sol¬ 
der turrent for rapid attachment of wires. 
MATERIAL: Banana plug body, brass. Spring, 
one piece heat treated beryllium copper. Fits 
standard 4.22 mm (.166) dia. banana jack. 
FINISH: Nickel plated. 

RATING: 5000 WVDC, 15 Amps. 


Swage tool information furnished on request. 


MODEL 

“X" Dim. 

Panel 

3260 

3261 

2.67 (.105) 
3.43 (.135) 

1.57 (.062) 
2.37 (.093) 



4.78 



LIST 1.05 EA. 

(Ten Per Pkg.) 


BANANA PLUG WITH THREADED STUD 


Threaded stud for rapid mounting. Furnished 
with hex nut and tin plated solder lug. 
MATERIAL: Banana plug body, brass. Spring, 
one piece heat treated beryllium copper. Fits 
standard 4.22 mm (.166) dia. banana jack. 
FINISH: Nickel plated. 

RATING: 5000 WVDC, 15 Amps. 


MODEL 

Thread 

LIST 

3263 

6-32x12.7 (.50) 

1.20 EA. 

3264 

8-32x12.7 (.50) 

1.20 EA. 

4511 

6-32x15.9 (.63) 

1.25 EA. 

4512 

8-32x15.9 (.63) 

1.35 EA. 



MATERIAL: Bar and banana plug body, brass. Spring, 
one piece heat treated beryllium copper. Fits standard 
4.22 mm (.166) dia. banana jack. 

FINISH: Nickel plated. 

RATING: 15 Amps, + 125"C. (+257°F.) Max., resis¬ 
tance less than 1.5 milliohms. 2.36 

(.093) 


L 

T 


MODEL 

1855 



LIST 3.40 


ENCAPSULATED DOUBLE BANANA PLUG 
SHORTING BAR 


Low profile, completely insulated shorting bar. Insul¬ 
ation has finger ridge for ease of insertion and removal. 
MATERIAL: Bar and banana plug body, brass. Spring, 
one piece heat treated beryllium copper. Fits standard 
4.22 mm (.166) dia. banana jack. 

FINISH: Nickel plated. 

INSULATION: ABS, Clear. 

RATING: 15 Amps, + 50“C. (+ 122”F.) Max., resistance 
less than 1.5 milliohms. 



BANANA PLUG WITH SCREW 

Mounts to various size panels. Furnished with 
screw and tin plated solder lug. 

MATERIAL: Banana plug body, brass. Spring, 
one piece heat treated beryllium copper. Fits 
standard 4.22 mm (.166) dia. banana jack. 
FINISH: Nickel plated. 

RATING: 5000 WVDC, 15 Amps. 


MODEL 

Screw 

3265 

3266 

6-32x6.4 (.25) 
8-32x6.4 (.25) 



LIST 1.40 EA. 

(Ten Per Pkg.) 


RIVET TYPE BANANA PLUG 

Excellent for riveting to panels or boards. 
MATERIAL: Banana plug body, brass. Spring, 
one piece heat treated beryllium copper. Fits 
standard 4.22 mm (.166) dia. banana jack. 
FINISH: Nickel plated. 

RATING: 5000 WVDC, 15 Amps. 


Swage tool information furnished on request. 


MODEL 

“X” Dim. 

Panel 

LIST 

3257 

3258 

2.39 (.094) 
3.18 (.125) 

1.57 (.062) 
3.27 (.093) 

1.10 EA. 
1.00 EA. 



(Ten Per Pkg.) 


SETSCREW 

8-32 X 5.33 (.210) headless, 
slotted steel, zinc plated 
setscrew. 

Fits models MDP, 1325,1330, 
1825, 1858,2970, 4892,4897, 
4898, 4899, 4966, 5230 and 5406. 



MODEL 

4914 


LIST 11.50 PKG. 

(100 Per Pkg.) 


MODEL 

5145 


LIST 4.50 


ENCAPSULATED DOUBLE BANANA PLUG 
SHORTING BAR WITH BINDING POST 


Shorting bar is completely encapsulated in clear ABS 
thermoplastic. 

MATERIAL: Binding post, thumb nut, shorting bar 
and banana plug bodies, brass. Spring, one piece 
heat treated beryllium copper. Banana plugs fit 
standard 4.22mm (.166) dia. banana jack. 

FINISH: Nickel plated. 

INSULATION: Binding post, polycarbonate. Shorting 
bar, ABS, clear. 

RATING: 2500 WVDC, 15 Amps, + 50°C. (+122T.) Max. 
Resistance less than 1.5 Milliohms. 

BINDING POST COLOR: -0 Black, -2 Red. 


34.29 

(1.35) 


I 



I 19.05 I 
i (75) p— 


45.21 

(1.78) 

OPEN 

Max. 


MODEL 

5165-* 


LIST 7.50 


TRIPLE BANANA PLUG 

Setscrews secure leads. Ideal for balanced line 2 con¬ 
ductor shielded cable assemblies. 

UPPER: Triple banana jack. 4.22 mm (.166) dia., brass, 
nickel plated. 

INSULATION: ABS. 

LOWER: Triple banana plug. Spring, one piece heat 
treated beryllium copper, nickel plated. Fits standard 
4.22 mm (.166) dia. banana jack. 

RATING: 5000 WVDC, 15 Amps, + 50"C. (+ 122°F.) 
Max. 

*STD COLORS: -0 Black, -2 Red. 


MODEL 


2970-* 



LIST 3.85 
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POMONA 


STANDARD BANANA PLUGS 


STANDARD DOUBLE BANANA PLUG 


Setscrews secure leads. Simplifies cable con¬ 
struction or component mounting. Accom¬ 
modates 5.46 (.215) max. dia. cable. 

UPPER: Double Banana Jack. 4.22 (.166) dia., 
brass. 

LOWER: Double Banana Plug. Spring, one 
piece heat treated beryllium copper. Fits stan¬ 
dard 4.22 (.166) dia. banana jack. 

RATING: 5000 WVDC; 15 Amps; +50°C. 
+122°F.) Max. (Model 4898, +150°C. (+302'F.) 
Max.) 


28.70._ J 

I* '(1-13) *] 



39.37 

(1.55) 


MODEL 

FINISH 

INSULATION 

*STD COLORS: 

LIST 

MDP-* 

Nickel plated 

ABS 

-0 Black, -1 Brown, -2 Red, 
-3 Orange, -4 Yellow, 

-5 Green, -6 Blue, -7 Violet 
-8 Gray, -9 White 

1.90 

4892-* 

Gold plated 

ABS 

-0 Black, -2 Red 

3.75 

4898-* 

Nickel plated 

Polyphenylene 

Sulfide 

-0 Black, -6 Blue 

2.15 


DOUBLE BANANA PLUG WITH 
SOLDER TURRET TERMINALS 

Similar to Model MDP, except has bright tin plated solder 
turret terminals for permanent noise-free connections of 
cables and components. 

UPPER: Double banana jack. 4.22 mm (.166) dia., brass, 
nickel plated. 

INSULATION: Polypropylene, black. 

LOWER: Double banana plug. Spring, one piece heat 
treated beryllium copper, nickel plated. Fits standard 
4.22 mm (.166) dia. banana jack. 

RATING: 5000 WVDC, 15 Amps, + 55“C. (+131T.) Max. 


MODEL 

MDP-ST 



LIST 2.65 


COMPONENT MOUNTING DOUBLE BANANA PLUG 


Setscrews secure leads. Features recess for mounting 
small components. 

UPPER: Double banana jack. 4.22 mm (.166) dia., brass, 
nickel plated. 

INSULATION: ABS. 

LOWER: Double banana plug. Spring, one piece heat 
treated beryllium copper, nickel plated. Fits standard 4.22 
mm (.166) dia. banana jack. 

RATING: 5000 WVDC, 15 Amps, + 50°C. (+ 122°F.) Max. 
*STD COLORS: -0 Black. -2 Red. 



MODEL 

1330-* 


LIST 2.10 


DOUBLE BANANA PLUG WITH 
SHORTING BAR 

Banana plugs internally shorted with #18 AWG wire. 
Banana jacks provide top stackup. Cross holes 4.22 mm 
(.166) dia. in body provide side stackup connections. 
UPPER: Double banana jack. 4.22 mm (.166) dia., brass, 
nickel plated. 

INSULATION: ABS. 

LOWER: Double banana plug. Spring, one piece heat 
treated beryllium copper. Nickel plated. Fits standard 
4.22 mm (.166) dia. banana jack. 

RATING: 5000 WVDC, 15 Amps, + 50“C. (+ 122T.) Max. 
*STD COLORS: -0 Black, -2 Red, -9 White. 



h- 


28.70_j 

(1.13)-—] 


39.37 

(1.55) 


MODEL 

MDP-S-* 


LIST 3.15 


MOLDED PRECISION RESISTOR 


Ideal where rapid interchange of resistance values is re¬ 
quired. Deposited carbon 1% resistor, 'k watt, molded in¬ 
ternally. Cross holes 4.22 mm (.166) dia. in body provide 
side stackup connections. Resistance value stamped on 
top of plug. 

UPPER: Double banana jack. 4.22 mm (.166) dia., brass, 
nickel plated. 

INSULATION: ABS, red. 

LOWER: Double banana plug. Spring, one piece heat 
treated beryllium copper, nickel plated. Fits standard 4.22 
mm (.166) dia. banana jack. 

RATING: Vi Watt Max, 350 WVDC, + 50°C. (+122T.) 
Max. 



•Specify Resistance in Ohms 

50 

150 

900 

10K 

IOOK 

75 

200 

IK 

20 K 

1 Meg. 

130 

600 

5K 

50 K 

10 Meg. 



LIST 6.80 


QUAD STACKING PLUG 

Features four parallel connectors to the same 
point. 3 cross holes, 4.22 mm (.166) dia. provide 
side stackup connection. 

UPPER: Banana jack. 4.22 mm (.166) dia., brass, 
nickel plated. 

INSULATION: ABS. 

LOWER: Banana plug. Spring, one piece heat 
treated beryllium copper, nickel plated. Fits stand¬ 
ard 4.22 mm (.166) dia. banana jack. 

RATING: 5000 WVDC, 15 Amps, + 50"C. 
(+ 122°F.) Max. 

*STD COLORS: -0 Black, -2 Red. 


MODEL 

3364-* 



COMPONENT MOUNTING DOUBLE BANANA PLUG 
WITH SOLDER TURRET TERMINALS 


Similar to Model 1330, except has bright tin plated solder 
turret terminals. 

UPPER: Double banana jack. 4.22 mm (.166) dia., brass, 
nickel plated. 

INSULATION: Polypropylene. 

LOWER: Double banana plug. Spring, one piece heat 
treated beryllium copper, nickel plated. Fits standard 4.22 
mm (.166) dia. banana jack. 

RATING: 5000 WVDC, 15 Amps, + 55"C. (+ 131"F.) Max. 
*STD COLORS: -0 Black, -2 Red. 


39.37 

(1.55) 


28.70 
(1.13) | 



DUAL SERIES-PARALLEL 
ISOLATION PLUG 

Top banana jacks and upper pair of cross holes 
isolated from lower pair of cross holes and banana 
plugs. 8 cross holes 4.22 mm (.166) dia. 

UPPER: Double banana jack. 4.22 mm (.166) dia., 
brass, nickel plated. 

INSULATION: ABS, red. 

LOWER: Double banana plug. Spring, one piece 
heat treated beryllium copper, nickel plated. Fits 
standard 4.22 mm (.166) dia. banana jack. 
RATING: 5000 WVDC, 15 Amps, + 50°C. 
(+ 122T.) Max. 


MODEL 

1330-ST-* 


LIST 2.65 


MODEL 

3502 



LIST 11.35 
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POMONA 


COMPONENT MOUNTING ISOLATION PLUGS 


SHIELDED DOUBLE BANANA PLUG WITH IN-LINE 
CABLE ENTRY 


Shielded double banana plug with GND molded in 
shell. Bright tin plated solder turret terminals for ca¬ 
ble connections. 5.56 mm (.219) dia. cable open¬ 
ing. 

MATERIAL: Shell, die cast aluminum. Banana 
plug body, brass. Spring, one piece heat treated 
beryllium copper. Fits standard 4.22 mm (.166) dia. 
banana jack. 

FINISH: Shell, black anodized. Banana plug, nickel 
plated. 

INSULATION: Polypropylene, black. 

RATING: 1200 WVDC, 15 Amps, + 55°C. 
(+13TF.) Max., 2.5 pF @ 1 MHz. 



MODEL 

1433 


LIST 12.60 


SHIELDED DOUBLE BANANA PLUG WITH RIGHT 
ANGLE CABLE ENTRY 


Shielded double banana plug with GND clearly 
molded in shell. Bright tin plated solder turret termi¬ 
nals for cable connections. Vinyl grommet (one 
side) and nickel plated snap button (other side) 
supplied. 6.35 mm (.25) dia. side entry. 
MATERIAL: Shell, die cast aluminum. Banana 
plug body, brass. Spring, one piece heat treated 
beryllium copper. Fits standard 4.22 mm (.166) dia. 
banana jack. 

FINISH: Shell, black anodized. Banana plug, nickel 
plated. 

INSULATION: Polycarbonate base, white. 
RATING: 2800 W V Peak, 15 Amps, +55"C. 
(+133T.) Max. 2.0 pF @ 1 MHz. 



Plug Spacing 
19.05(75) 


MODEL 

1791 


25.40 



LIST 17.20 


BALANCED LINE SHIELDED DOUBLE BANANA 
PLUG 


Three terminal design allows connection to 
shielded two conductor cable while maintaining 
balanced conditions. Minimizes ground loop errors 
in low signal level applications. Bright tin plated 
solder turret terminals for reliable noise-free con¬ 
nections. 

MATERIAL: Shell, die cast aluminum. Banana 
plug body, brass. Spring, one piece heat treated 
beryllium copper. Fits standard 4.22 mm (.166) dia. 
banana jack. 

FINISH: Shell, black anodized. Banana plug, nickel 
plated. 

INSULATION: Polypropylene, red. 

RATING: 1000 W V Peak, Line to Shield; 2000 W V 
Peak, Line to Line; 2.0 pF @ 1 MHz, Line to line; 3.0 
pF @ 1 MHz, both lines to shield; 15 Amps, + 55°C. 
(+13TF.) Max. 



50.04 

(1.97) 


101.60 

(4.00) 


Plug Spacing 
19.05(75) 


25.40 

( 1 . 00 ) 



MODEL 

1921 


LIST 22.80 


SPLIT-TERMINAL ISOLATION PLUGS 



MODEL 1390 
SHOWN 


DOUBLE BANANA PLUG 
THREE TERMINAL ISOLATION 

Provides three terminal isolation. Excellent for 
“L” and “Pi” networks. Bright tin plated solder 
turret terminals for permanent noise-free con¬ 
nections. “Ground” is straight feed-thru. Hot 
side isolated. 

UPPER: Double banana jack. 4.22 mm (.166) 
dia., brass, nickel plated. 

INSULATION: Polypropylene, blue. 

LOWER: Double banana plug. Body, brass. 
Spring, one piece heat treated beryllium cop¬ 
per. Nickel plated. Fits standard 4.22 mm 
(.166) dia. banana jack. 

RATING: 2500 WVDC, 15 Amps, +55°C. 
(+131T.) Max. 


MODEL 

1837 


I,_28.70 _ 

(1.13) - 



LIST 7.45 


DOUBLE BANANA PLUG 
FOUR TERMINAL ISOLATION 

Provides four terminal isolation. Top stackup 
receptacles isolated from lower plugs. Ideal for 
insertion of matching network in laboratory 
VTVM's signal generators, etc. Bright tin plat¬ 
ed solder turret terminals for permanent noise- 
free connections. 

UPPER: Double banana jack. 4.22 mm (.166) 
dia., brass, nickel plated. 

INSULATION: Polypropylene, red. 

LOWER: Double banana plug. Spring, one 
piece heat treated beryllium copper. Nickel 
plated. Fits standard 4.22 mm (.166) dia. 
banana jack. 

RATING: 2500 WVDC, 15 Amps, +55”C. 
(+131°F.) Max. 

II 
II 


MODEL 

MDP-X 



LIST 6.85 


SINGLE BANANA PLUG 
TWO TERMINAL ISOLATION 

Provides two terminal isolation. Top stackup 
receptacle is isolated from lower plug to permit 
addition of series resistors, diodes, etc. Ideal for 
computers, lab, circuit design and testing. 
Bright tin plated solder turret terminals for per¬ 
manent noise-free connections. 

UPPER: Banana jack. 4.22 mm (.166) dia., 
brass, nickel plated. 

INSULATION: Polypropylene. 

LOWER: Banana plug. Spring, one piece heat 
treated beryllium copper. Nickel plated. Fits 
standard 4.22 mm (.166) dia. banana jack. 
RATING: 2500 WVDC, 15 Amps, + 55°C. 
(+13TF.) Max. 

*STD COLORS: -0 Black, -2 Red. 


MODEL 

1390-* 
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MINIATURE SOLDER TYPE BANANA PLUG 


Miniature in-line plug for use with miniature binding posts or 
banana jacks. Wire is soldered directly to threaded plug. 
MATERIAL: Minature banana plug body, brass. Spring, one 
piece heat treated beryllium copper. Fits miniature 2.64 
(.104) dia. banana jack. 

FINISH: Gold plated. 

INSULATION: Nylon. 

RATING: 2500 WVDC, 5 Amps, +80°C. (+176°F.) Max. 
*STD COLORS: -0 Black, -2 Red 


4.83 
(.19) -*f 
Dia. - 


2.64 

(.104) 

Dia. 


r 


i 

r 

t 

11.18 

(.44) 

i 


MODEL 

"L" 

LIST 

3690-* 
4617-* 

11.43 (.45) 
25.4 (1.00) 

1.45 EA. 
2.55 EA. 


(Pkg. Ten Per Color) 


7.87 

(31) 

Dia. 


-1 r 


MINIATURE SOLDERLESS STACKUP 
BANANA PLUG 

Wire firmly held in place with internal setscrew. 

UPPER: Minature banana jack. 2.64 (.104) dia., 
brass, gold plated. 

INSULATION: ABS. 

LOWER: Miniature banana plug. Spring, one piece 
heat treated beryllium copper, gold plated. Fits 
miniature 2.64 (.104) dia. banana jack. 

RATING: 2500 WVDC, 5 Amps, +50°C. (+122°F.) 

Max. 

*STD COLORS: -0 Black,-2 Red. 


MODEL 


2944-' 


(Recommend using 
Screwdriver No. 3736) 


28.19 

( 1 . 11 ) 


LIST 2.60 


MINIATURE SOLDERLESS STACKUP 
BANANA PLUG WITH SAFETY COLLAR 

Wire firmly held in place with internal setscrew. The integral 
collar insulates leads and acts as a strain relief by preventing 
the flexing of lead at setscrew. 

UPPER: Minature banana jack. 2.64 (.104) dia., brass, gold 
plated. 

INSULATION: ABS. 

LOWER: Miniature banana plug. Spring, one piece heat 
treated beryllium copper, gold plated. Fits miniature 2.64 
(.104) dia. banana jack. 

RATING: 2500 WVDC, 5 Amps, +50°C. (+122°F.) Max. 

*STD COLORS: -0 Black, -2 Red. 


m_ 7.87 
~ (.31) Dia. 


MODEL 


2945-* 


(Recommend using 
Screwdriver No. 3736) 


2.18 ID 
(.086) 

,i- 28.19 
T (1-11) 


LIST 2.65 


MINIATURE SOLDER TYPE BANANA PLUG 

Ideal for balanced line 2 connector shielded cable as- 32.00 - 

semblies. Setscrews secure leads. 

UPPER: Minature triple banana jack. 2.64 (.104) dia., 
brass, gold plated. 

INSULATION: ABS, black. 

LOWER: Miniature triple banana plug. Spring, one 
piece heat treated beryllium copper, gold plated. Fits 
miniature 2.64 (.104) dia. banana jack. 

RATING: 2500 WVDC, 5 Amps, +50°C. (+122°F.) 

Max. 


MODEL 


4653-0 


(Recommend using 
Screwdriver No. 3736) 



LIST 7.60 


METAL SHORTING BAR 

Low profile 1.57 (.062) thick brass shorting bar. Center hole 
accepts #4-40 screw, for easy removal. 

MATERIAL: Bar and minature banana plug body, brass. 
Spring, one piece heat treated beryllium copper. Fits mini¬ 
ature 2.64 (.104) dia. banana jack. 

FINISH: Gold plated. 

RATING: 5 Amps. Resistance less than 1.5 milliohms. 


• 19.05 

r (-75) 



MODEL 



MODEL 


3030 

LIST 2.90 


3736 

LIST 2.45 


MINIATURE BANANA PLUG 
WITH THREADED STUD 

Threaded stud for rapid mounting. Solderturret 
for attachment of wires. Furnished with nickel 
plated 4-40 hex nut, unassembled. 

MATERIAL: Minature banana plug body, brass. 
Spring, one piece heattreated beryllium copper. 
Fits miniature 2.64 (.104) dia. banana jack. 
FINISH: Gold plated. 

RATING: 2500 WVDC, 5 Amps. 


4-40 

Thd. 



MODEL 

"X" Dim. 

LIST 

3276 

4513 

5.84 (.230) 
12.19 (.480) 

1.00 EA. 
1.45 EA. 


3.96 
(.156) Hex 


( Ten Per Pkg., unassembled) 


MINIATURE RIVET TYPE 
BANANA PLUG WITH TURRET 

Excellent for riveting to panels or boards. Solder 
turret for rapid attachment of wires. Mounts in 
1.57 (.062) panel. 

MATERIAL: Minature banana plug body, brass. 
Spring, one piece heat treated beryllium copper. 
Fits miniature 2.64 (.104) dia. banana jack. 
FINISH: Gold plated. 

RATING: 2500 WVDC, 5 Amps. 


4.06 



* 2.67 
(.105) 


MODEL 


3273 


LIST .85 EA. 

Swage tool information furnished on request. (Ten Per Pkg.) 

MINIATURE RIVET TYPE BANANA PLUG 

Excellent for riveting to panels or boards. 

MATERIAL: Minature banana plug body, 
brass. Spring, one piece heat treated beryl¬ 
lium copper. Fits miniature 2.64 (.104) dia. 
banana jack. 

FINISH: Gold plated. 

RATING: 2500 WVDC, 5 Amps. 


Swage tool information furnished on request. 


MODEL 

"X" Dim 

Panel 

3268 

3271 

3272 

2.39 (.094) 
3.18 (.125) 
3.96 (.156) 

1.57 (.062) 
2.37 (.093) 
3.17 (.125) 



LIST .85 EA. 

(Ten Per Pkg.) 


MINIATURE DOUBLE BANANA PLUG WITH 
SHORTING BAR 

UPPER: Minature double banana jack. 2.64 (.104) 
dia., brass, gold plated. 

INSULATION: ABS. 

LOWER: Miniature double banana plug. Spring, one 
piece heattreated beryllium copper, gold plated. Fits 
miniature 2.64 (.104) dia. banana jack. 

RATING: 2500 WVDC, 5 Amps, +50°C. (+122°F.) 

Max. 

*STD COLORS: -0 Black, -2 Red. 



MODEL 


2035-* 


LIST 4.05 


MINIATURE SCREWDRIVER FOR SETSCREWS 

A specially designed screwdriverwith slendertip fortighten- 
ing of setscrews on miniature plugs. 

MATERIAL: Steel. 

INSULATION: Polycarbonate, orange. _ 

65.53 (2.58)' 
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POMONA 

MINIATURE BANANA / PIN TIP PLUGS 


MINIATURE DOUBLE BANANA PLUG WITH 
SOLDER TURRET TERMINALS 


Accommodates 3.81 (.15) max. dia. cable. 
UPPER: Minature double banana jack. 2.64 
(.104) dia., brass, gold plated. 

INSULATION: Polypropylene. 

LOWER: Miniature double banana plug. Spring, 
one piece heat treated beryllium copper, gold 
plated. Fits miniature 2.64 (.104) dia. banana 
jack. Solderturretterminals, brass, gold plated. 
RATING: 2500 WVDC, 5 Amps, +55°C. (+131°F.) 
Max. 

*STD COLORS: -0 Black,-2 Red 


MODEL 

2245-* 



_.J 1905 U_ 

1 (75) LL 


28.19 

( 1 . 11 ) 


LIST 4.55 


MINIATURE DOUBLE BANANA PLUG 
WITH SETSCREWS 


MINIATURE DOUBLE PIN TIP PLUG 
WITH SOLDER TURRET TERMINALS 

2.03 (.080) dia. double pin tip plug on 
12.70 (.500) centers. Solder turret 
terminals for permanent noise-free 
connection of cables. 

UPPER: Double pinjack.Spring, beryl¬ 
lium copper, gold plated. Accepts2.03 
(.080) dia. pin. 

INSULATION: Polypropylene. 

LOWER: Double pin tip plug with solder 
turret teminals. Brass, gold plated. 

RATING: 3000 WVDC, 5 Amps,+55°C. 

(+131 °F.) Max. 

•STD COLORS: -0 Black, -2 Red. 



MODEL 

3545-* 


LIST 6.65 


Internal setscrews to secure cable or component 
leads. Accommodates 3.81 (.15) dia. cable. 
UPPER: Minature double banana jack. 2.64 (.104) 
dia., brass, gold plated. 

INSULATION: ABS. 

LOWER: Miniature double banana plug. Spring, 
one piece heat treated beryllium copper, gold plated. 
Fits miniature 2.64 (.104) dia. banana jack. Set¬ 
screw, steel, cadmium plated. 

RATING: 2500 WVDC, 5 Amps, +50°C. (+122°F.) 
Max. 

•STD COLORS: -0 Black, -2 Red. 



MODEL 



2244-* 

(Recommend using Screwdriver No. 3736) 

LIST 3.75 


MINIATURE DOUBLE PIN TIP PLUG 
WITH SETSCREWS —mi 1,9,05 

(-75) 


2.03 (.080) dia. double pin tip plug on 12.70 
(.500) centers. Setscrews secure cable or 
component leads. 

UPPER: Double pin jack. Spring, beryllium 
copper, gold plated. Accepts 2.03 (.080) dia. 
pin. 

INSULATION: ABS. 

LOWER: Double pin tip plug. Brass, gold 
plated. Setscrew, steel, cadmium plated. 
RATING: 3000 WVDC, 5 Amps, +50°C. 
(+122°F.) Max. 

*STD COLORS: -0 Black, -2 Red 




SOLDERLESS STACKUP PIN TIP PLUG 


Wire firmly held in place with internal setscrew, 
eliminating soldering. Assembly of test leads sim¬ 
plified. 

UPPER: Pin jack. Spring, beryllium copper, gold 
plated. Accepts 2.03 (.080) dia. pin. 

INSULATION: ABS. 

LOWER: Pin tip plug. Brass, nickel plated. Nylon 
setscrew. 

RATING: 3000 WVDC, 5 Amps, +50°C. (+122°F.) 
Max. 

•STD COLORS: -0 Black,-2 Red. 


MODEL 
1922-* 



LIST 3.75 


11.18 

(.44) 

Dia. 


SOLDERLESS PIN TIP PLUG 
WITH SAFETY COLLAR 

This integral collar insulates exposed wire leads and acts as 
a strain relief by preventing the flexing of the lead at the 
setscrew. Wire firmly held in place with internal setscrew. 
UPPER: Miniature banana jack. Brass, gold plated. 

INSULATION: ABS. 

LOWER: Pin tip plug. Brass, gold plated. Setscrew, steel, 
cadmium plated. 

RATING: 3000 WVDC, 5 Amps, +50°C. (+122°F.) Max. 
•STD COLORS: -0 Black, -2 Red. 



MODEL 

3544-* 


(Recommend using Screwdriver No. 3736) 


LIST 4.30 


MODEL 

3548-* 


(Recommend using Screwdriver No. 3736) 


LIST 2.60 


MINIATURE DOUBLE PIN TIP PLUG 
WITH SHORTING BAR 

Ideal as a connecting link for use with 
12.70 (.500) spaced pin jacks. 2.03 
(.080) double pintip plug internally sol¬ 
der-bonded with #20 AWG wire. "Short¬ 
ing bar" stamped on insulation. 

UPPER: Double pin jack. Spring, beryl¬ 
lium copper, gold plated. 

INSULATION: ABS. 

LOWER: Double pin tip plug. Brass, 
gold plated. 

RATING: 3000 WVDC, 5 Amps,+50°C. 

(+122°F.) Max. 

•STD COLORS: -0 Black, -2 Red. 



MODEL 

3452-* 


LIST 3.75 


DO-IT-YOURSELF IN-LINE PIN TIP PLUG WITH 
FLEXIBLE BOOT 


This in-line 2.03 (.080) dia. pin tip plug is ideal for making 
patch cords and field repairs. A snap-on two piece design 
allows the wire to be crimped or soldered to the pin tip plug. 
MATERIAL: Brass. 

FINISH: Nicekl plated. 

INSULATION: Flexible PVC. 

RATING (Independent of Wire): 3000 WVDC, 5 Amps, 
+50°C. (+122°F.) Max. 

*STD COLORS: -0 Black, -2 Red. 


**Max. wire dia. 3.94 (.155) 


MODEL 

Accepts wire AWG** 

LIST 

5173- * 

5174- * 

22, 20, 18 

16, 14 

2.00 

2.00 



8.89 

(-35) 
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POMONA 


STANDARD BANANA JACKS 



DOUBLE BANANA PLUG SPLICE 

Provides rapid method for splicing cables. Re¬ 
duces necessity of storing extra long cables. 

4.22 mm (.166) dia. banana jacks. 

MATERIAL: Brass. 

FINISH: Nickel plated. 

INSULATION: Polypropylene. 

RATING: 5000 WVDC, 15 Amps, +55°C. 
(+131T.) Max. 

*STD COLORS: -0 Black, -2 Red. 



MODEL 


1823-' 


LIST 2.20 


BANANA JACK WITH WRAPPED WIRE TERMINAL 

Closed entry receptacle, 4.22 mm (.166) dia. x 
23.37 mm (.920) deep. Excellent for rapid con¬ 
nection of wires using wrapped wire tools or 
machines. Mounts in panels from 1.60 mm 
(.063) to 9.53 mm (.375) thick. Nickel plated 
lockwasher and 'A-32 hex nut. 

UPPER: Banana jack. 4.22 mm (.166) dia., 
brass, nickel plated. 

INSULATION: Polycarbonate. 

LOWER: 0.64 mm (.025) sq. Wrapped Wire 
Terminal. Phosphor bronze, gold plated. 

RATING: 2500 WVDC, 3 Amps, +115"C. 

(+239T.) Max. 

*STD COLORS: -0 Black, -1 Brown, -2 Red, 

-3 Orange, -4 Yellow, -5 Green, -6 Blue, 

-7 Violet, -8 Gray, -9 White. 



MODEL 


4005-* 


(unassembled) 


LIST 1.60 


DOUBLE BANANA JACK WITH 
WRAPPED WIRE TERMINAL 

Excellent for rapid connection of wire using 
wrapped wire tools or machines. Closed entry 
receptacle 4.22 mm (.166) dia. x 23.37 (.920) 
deep on 19.05 mm (.750) centers. Mounts in 
panels from 1.60 mm (.063) to 9.53 mm (.375) 
thick. Nickel plated lockwasher and 'A-32 hex 
nut. One black and one red jack. Choice of 
black or red mounting base. 

UPPER: Banana jack. Brass, nickel plated. 
INSULATION: Polycarbonate. 

LOWER: 0.64 mm (.025) sq. Wrapped Wire 
Terminal. Phosphor bronze, gold plated. 
RATING: 2500 WVDC, 15 Amps, +115“C. 
(+239°F.) Max. 

*MTG BASE COLOR: -0 Black, -2 Red. 



MODEL 


4069-' 


(unassembled) 


9.53 Dia. 
(.375) 

PANEL CUTOUT 2 ' Ho , es 


LIST 3.60 


BANANA JACK 

Closed entry jack 4.22 mm (.166) dia. x 23.37 
mm (.920) deep. Mounts in panels from 1.60 
mm (.063) to 9.53 mm (.375) thick. Nickel 
plated lockwasher and 'A-32 hex nut. 
MATERIAL: Brass. 

RATING: 2500 WVDC, 15 Amps, +115°C. 
(+239”F.) Max. (Model 4900, +220°C. 
(+428T.) Max.) 


12.70 Dia. 


-i' 

H 

L 

t m 



8.89 

(35) 


30.99 

( 1 . 22 ) 


9.53 
.375) Dia. 

PANEL CUTOUT 



1/4-32 Thd- 


(** Pkg. Ten Per Color) 


MODEL 

MATERIAL 

INSULATION 

*STD COLORS 

LIST 

1581-* 

Brass, bright 
tin plated 

Polycarbonate 

-0 Black, -1 Brown, -2 Red, 
-3 Orange, -4 Yellow, 

-5 Green, -6 Blue, -7 Violet, 
-8 Gray, -9 White 

.80 

EA.** 

2854-* 

Brass, gold 
plated 

1.65 

EA.** 

4900-* 

Brass, bright 
tin plated 

Polyphenylene 

Sulfide 

-0 Black, -6 Blue 

1.20 

EA.** 

5294-* 

Tellurium copper, 
gold plated 

Polycarbonate 

-0 Black, -2 Red 

3.75 


DOUBLE BANANA JACK 

Closed entry receptacle 4.22mm (.166) dia. 
x 23.37mm (.920) deep on 19.05mm (.750) 
centers. Mounts in panels from 1.60mm 
(.063) to 9.53mm (.375) thick. Nickel plated 
lockwasher and 1/4-32 hex nut. Model 
2269 has one black and one red jack. Model 
5233 has one black and one blue jack. 
Specify mounting base color. 

MATERIAL: Brass. 

FINISH: Bright tin plated. 

RATING: 2500 WVDC, 15 Amps, +115°C. 
(+239°F.) Max. (Model 5233, +220°C. 
(+428°F.) Max.) 



19.05 
( 750) 


MODEL 

INSULATION 

*STD COLORS: 

LIST 

2269-* 

Polycarbonate 

-0 Black, -2 Red 

2.25 

5233-* 

Polyphenylene 

sulfide 

-0 Black 

3.35 


PANEL CUTOUT 


9.53 Dia. 
( 375) 

2 Holes 


TRIPLE BANANA JACK 

Closed entry receptacle 4.22 mm 
(.166) dia. x 23.37 mm (.920) deep. 
Mounts in panels from 1.60 mm 
(.063) to 9.53 mm (.375) thick. Nick¬ 
el plated 'A-32 lockwasher and hex 
nut. One black, one red and one 
green jack. 

MATERIAL: Brass. 

FINISH: Bright tin plated. 
INSULATION: Polycarbonate. 
RATING: 2500 WVDC, 15 Amps, 

+ 115°C. (+239T.) Max. 

*MTG BASE COLOR: -0 Black, 

-2 Red. 



L 19.05 I 
n . 75)-* 1 


19.05 

(.750) 


YjMjKtT 

d -F L 


9.53 
(.375) 
3 Holes 


Oia. 


PANEL CUTOUT 


MODEL 


4601-* 


(unassembled) 


19.05 
( 750) 


LIST 3.55 
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POMONA 






PIN TIP PLUGS/BANANA JACKS 


PIN TIP PLUG 

TWO TERMINAL ISOLATION 

Pin tip jack is isolated from 2.03 mm (.080) pin 
tip plug. Provides for addition of series com¬ 
ponents. Ideal for use with computer boards, 
lab circuit designs, etc. Bright tin plated solder 
turret terminals for permanent noise-free con¬ 
nections. 

UPPER: Tip jack. Beryllium copper, gold plat¬ 
ed. Accepts 2.03 mm (.080) dia. pin. 

INSULATION: Polypropylene. 

LOWER: Pin tip plug. Brass, nickel plated. 
RATING: 3000 WVDC, 5 Amps, +55"C. 
(+13TF.) Max. T 

*STD COLORS: -0 Black, -2 Red. t 


9.65 
— (-38) 
Dia. 


51.31 

( 2 . 02 ) 


12.70 
I ( 50) 

M 


EXTRA DEEP TRIPLE BANANA JACK 


Initial connection made with ground 
receptacle. Accepts 20.32 mm (.800) 
long banana plugs. Supplied with two 
6-32 hex nuts and screws, 
unassembled. 

MATERIAL: Brass. 

FINISH: Bright tin plated. 
INSULATION: Polycarbonate, black. 
RATING: 2500 WVDC, 15 Amps, 
+ 115°C. (+239°F.) Max. 



( 1 . 


34) 


'/<- 32 
Thread 


GND 

Receptacle 


MODEL 

1910-* 


LIST 5.65 


METAL SHORTING BAR 

Used as connecting link with equipment 
having pin jacks. 

MATERIAL: Brass. 

FINISH: Nickel plated. 

RATING: 5 Amps, + 125°C. (+257T.) Max. 
Resistance less than 1.5 milliohms. 




5.51 

(.217) 


11.68 

(■460) 


32.00 

(1.260) 


TOP MOUNTING PATTERN 




MODEL 

2072 


LIST 3.50 


MODEL 

4163-0 


LIST 4.55 


POLARIZED DOUBLE PLUG 

This polarized double plug makes it virtually impos¬ 
sible to insert into a mating jack incorrectly. Set¬ 
screws secure leads. (Used with Model 4967). 
UPPER: Double banana jack. Brass, nickel plated. 

INSULATION: ABS. 

LOWER: Banana/Pin tip plug. Brass, nickel plated. 
RATING: 3000 WVDC, 5 Amps, + 50"C. (+122"F.) 
Max. 

*STD COLORS: -0 Black, -2 Red. 


MODEL 

4966-* 


28.70 
"* (1U3) 



LIST 2.60 


POLARIZED DOUBLE JACK 

This polarized double jack is used with Model 
4966. One side is a black pin jack and the other is 
a red banana jack. Mounts in panels 1.60 mm 
(.063) to 9.53 mm (.375) thick. Nickel plated 
74-32 hex nut and lockwasher included. 
MATERIAL: Banana jack, brass. Pin jack spring, 
beryllium copper. 

FINISH: Banana/Pin jack, tin plated. 
INSULATION: Polycarbonate. 

RATING: 2500 WVDC, 5 Amps, +115"C. 
(+239T.) Max. 

*MTG BASE COLORS: -0 Black, -2 Red. 



Dia. 


BANANA PLUG SPLICE 
FOR SHEATHED PLUGS 

Provides rapid method for splicing 
single banana plug patch cords. 
Reduces the necessity of storing 
extra long patch cords. Molded 
thermoplastic body provides 
protective insulation. 4.22mm 
(.166) dia. banana jack. This jack 
fits models 4912, 4913,4933 & 

4986. It will also accept any 
standard banana plug. 

MATERIAL: Brass. 

FINISH: Nickel plated. 

INSULATION: Polypropylene. 
RATING: 1200 VAC/DC Max., 15 
Amps, +55°C. (+131 °F.) Max. 

*STD COLORS: -0 Black,-2 Red. 


MODEL 

4922-* 


7.11 

J I ( ' 28) 

—>-j p—Dia. 


8.89 

(.35) 


LIST 1.70 


SINGLE BANANA PLUG SPLICE 

Provides rapid method for splicing single banana plug 
patch cords. Reduces the necessity of storing extra long 
patch cords. Molded thermoplastic body provides pro¬ 
tective insulation. 4.22 mm (.166) dia. banana jack. 
MATERIAL: Brass. 

FINISH: Nickel plated. 

INSULATION: Polypropylene. 

RATING: 5000 WVDC, 15 Amps, + 55°C. (+ 131"F.) Max. 
•STD COLORS: -0 Black, -2 Red. 


9.65 

(38) 


H b~ 


38.10 

(1.50) 


MODEL 


2 Holes 

PANEL CUTOUT 


MODEL 

4967-* 

(unassembled) 


LIST 2.85 


1829-* 


LIST 1.25 EA. 

(Pkg. Ten Per Color) 
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POMONA 


BANANA JACKS 



PANEL MOUNT BANANA JACK 
FOR SHEATHED PLUGS 

This banana jack fits models 4912, 

4913, 4933 & 4986. It will also 
accept any standard banana plug. 

Nickel plated lockwasher and 1/2-28 
nut included. 

MATERIAL: Brass. 

FINISH: Bright tin plated. 

INSULATION: Polycarbonate. 

RATING: 1200 V AC/DC Max., 15 
Amps, +115°C. (+239°F.) Max. 

*STD COLORS: -0 Black, -1 Brown, 

-2 Red, -3 Orange, -4 Yellow, 

-5 Green, -6 Blue, -7 Violet, -8 Gray, 

-9 White. 


9.65 (.38)- 
Dia. 



MODEL 


4921- 


PANEL CUTOUT 


(unassembled) 


LIST 2.25 


MOUNTING BASES 

MATERIAL: Polycarbonate. 
RATING: +115°C. (+239°F.) Max. 
*STD COLORS: -0 Black, -2 Red. 


(Pkg. Ten Per Color) 





MODEL 

Type 

A 

B 

C 

Used With 

LET 

3862-* 

Double 

30.21(1.19) 

19.1 (.750) 

11.2 (.44) 

Binding Posts 

.45 EA 

3863-* 

Triple 

49.3(1.94) 

19.1 (.750) 

11.2(44) 

1.05 EA 

4619-* 

Double 

22.1 (.87) 

12.7(500) 

9.6 (.38) 


.40 EA 

4614-* 

Triple 

35.1(1.38) 

12.7 (.500) 

9.6 (.38) 

Banana Jacks 

.70 EA 

4654-* 

Double 

35.1(1.38) 

19.1 (.750) 

16.0 (.63) 

.40 EA 

4590-* 

Triple 

54.1(2.13) 

19.1 (.750) 

16.0 (.63) 


.90 EA 


UNINSULATED BANANA JACK 


Threaded for rapid mounting. Used 
with standard banana plugs. 
Furnished with hex nut and solder 
lug. 

MATERIAL: Banana jack and hex 
nut, brass. Solder lug, copper. 
FINISH: Banana jack and hex nut, 
nickel plated. Solder lug, tin plated. 
RATING: 5000 WVDC; 15 Amps. 


7.87J 
(.31) Hex 

i 

2.39 

:.094) 



'A-32 
Thread 


MODEL 


3267 


(unassembled) 


LIST .75 EA. 

(Ten Per Pkg.) 


WITH WRAPPED WIRE TERMINAL 

Excellent for rapid connection of wires using 
wrapped wire tools or machines. Closed entry 
2.64 mm (.104) dia. jack. Mounts in panels up to 
6.35 mm (.250) thick. Nickel plated 8-32 hex nut 
and lockwasher included. 

UPPER: Miniature banana jack. Brass, nickel 
plated. 

INSULATION: Polycarbonate. 

LOWER: 0.64 mm (.025) Sq. Wrapped Wire Ter¬ 
minal. Phosphor bronze, gold plated. 

RATING: 1500 WVDC, 3 Amps, +115”C. 
(+239T.) Max. 

*STD COLORS: -0 Black, -2 Red, -4 Yellow, 

-5 Green, -6 Blue, -9 White. 




7.87 

-«. 


*-(.31) 

, 


Dia. 

f 


1 


18.80 

(.74) 


_L 

11.43 

(.45) 


33.78 

(1.33) 


MODEL 


4022-* 


(unassembled) 


~T 

5.94 

(234) 

IJn 

fi+ 6.35 Dia. 
— r (.250) 


PANEL CUTOUT 

LIST 1.55 EA. 

(Pkg. Ten Per Color) 


MINIATURE INSULATED BANANA JACK 


Closed entry 2.64 mm (.104) dia. jack. Mounts in 
panels up to 6.35 mm (.250) thick. Nickel plated 
8-32 hex nut and lockwasher included. 
MATERIAL: Brass. 

FINISH: Gold plated. 

INSULATION: Polycarbonate. 

RATING: 1500 WVDC, 5 Amps, +115°C. 
(+239“F.) Max. 

*STD COLORS: -0 Black, -1 Brown, -2 Red, 

-3 Orange, -4 Yellow, -5 Green, -6 Blue, -7 Violet, 
-8 Gray, -9 White. 


MODEL 


2142-* 


(unassembled) 


5.94 

(.234) 

TlP 

f+4 6.35 Dia. 

—r( 250) 

PANEL CUTOUT 

LIST 1.00 EA. 

(Pkg. Ten Per Color) 


MINIATURE INSULATED DOUBLE BANANA JACK 

Closed entry 2.64 mm (.104) dia. jack. Mounts in 
panels up to 4.77 mm (.188) thick. Nickel plated 
8-32 hex nut and lockwasher included. 

MATERIAL: Brass. 

FINISH: Gold plated. 

INSULATION: Polycarbonate. One black and 
one red jack. Choice of black or red mounting 

RATING: 1500 WVDC, 5 Amps, +115°C. 

(+239°F.) Max. .. 12.70 

•MTG BASE COLOR: -0 Black, -2 Red. ~“ (.500) 


6.35 Dia. (.250) 2 Holes 
PANEL CUTOUT 



MODEL 


2143-* 


(unassembled) 


LIST 2.75 


MINIATURE INSULATED TRIPLE BANANA JACK 

_35.05_ 

(1.38) 


Closed entry 2.64 mm (.104) dia. jacks. Mounts 
in panels up to 4.77 mm (.188) thick. Nickel 
plated 8-32 hex nut and lockwasher included. 
MATERIAL: Brass. 

FINISH: Gold plated. 

INSULATION: Polycarbonate. One red, one 
black and one green banana jack. Choice of 
black or red mounting base. 

RATING: 1500 WVDC, 5 Amps, +115°C. 
(+239”F.) Max. 

*MTG BASE COLOR: -0 Black, -2 Red. 



MODEL 


4618-' 


1270 L_ x - 

"T (. 500 ) r - 

■*25.4(1.000)* 

PANEL CUTOUT 


6.35 Dia. 
( 250) 

3 Holes 


(unassembled) 


LIST 4.00 


MINIATURE BANANA PLUG SPLICE 

Permits splicing of single miniature banana plugs. 
UPPER: Miniature banana jack. 2.64 mm (.104) 
dia., brass, nickel plated. 

INSULATION: Polypropylene. 

LOWER: Same as upper. 

RATING: 1500 WVDC, 5 Amps, + 55"C. (+ 131"F.) 

Max. 

*STD COLORS: -0 Black, -2 Red. 


6.35 

(.25)- 

Dia. 



MODEL 


3833-' 


LIST 1.70 EA. 

(Pkg. Ten Per Color) 
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POMONA 



PIN TIP JACKS 


PIN JACK 

Closed entry 2.03 mm (.080) pin jack. Mounts in 
panels to 6.35 mm (.250) thick. Nickel plated 8-32 
hex nut and lockwasher included. 

MATERIAL: Pin jack body, brass. Spring, beryllium 
copper. 

FINISH: Pin jack, gold plated. 

INSULATION: Polycarbonate. 

RATING: 1500 WVDC, 5 Amps, +115°C. 
(+ 239°F.) Max. 

*STD COLORS: -0 Black, -1 Brown, -2 Red, 

-3 Orange, -4 Yellow, -5 Green, -6 Blue, -7 Violet, 
-8 Gray, -9 White. 


MODEL 

3542-* 


(unassembled) 


7.87 -*J 
(.31) Dia. I 


4 

18.29 

(.72) 

± 


1 

22.35 

(. 88 ) 


i 



(.250) 

LIST 1.20 EA. 

(Pkg. Ten Per Color) 


MINIATURE INSULATED DOUBLE PIN TIP 
JACKS 2.03 mm (.080) DIA. 

Closed entry 2.03 mm (.080) dia. pin jack. Mounts in panels 
to 4.77 mm (.188) thick. Nickel plated 8-32 hex nut and 
lockwasher included. 

MATERIAL: Pin jack body, brass. Spring, beryllium copper. 

FINISH: Pin jack, gold plated. 

INSULATION: Polycarbonate. One black and one red jack. 
RATING: 1500 WVDC, 5 Amps, +115"C. (+239T.) Max. 

*MTG BASE COLORS: -0 Black, -2 Red. . 

*1 


12.70 

(.500) 



MODEL 


4543-* 




(unassembled) 


6.35 (.250) Dia. 
PANEL CUTOUT 


LIST 3.25 


INSULATED PIN JACK WITH WRAPPED WIRE 
TERMINAL 


Closed entry 2.03mm (.080) dia. pin jack. 
Mounts in panels to 6.35mm (.250) thick. 
Nickel plated 8-32 hex nut and lockwasher 
included. 

UPPER: Pin jack. Body, brass, nickel plated. 
Spring, beryllium copper, gold plated. 
INSULATION: Polycarbonate. 

LOWER: 0.64mm (.025) sq. pin wrapped 
wire terminal, phosphor bronze, gold 
plated. 

RATING: 1500 WVDC, 3 Amps, +115°C. 
(+239°F.) Max. 

*STD COLORS: -0 Black, -2 Red, -4 Yellow, 
-5 Green, -6 Blue, -9 White. 


i 7.87 
T (.31) Dia. 


18.54 

(.73) 


33.53 
W ,(1.32) 


T 


1 


5.94 

(.234) 


- 7 -± 

T 


& 


,n 

T. 


11.43 

(.45) 


6.35 Dia. 


MODEL 

4773-* 


(unassembled) 


PANEL CUTOUT 


(.250) 


LIST 2.00 


DO-IT-YOURSELF IN-LINE PIN JACK WITH 
FLEXIBLE BOOT 


This in-line 2.03 mm (.080) dia. pin jack is ideal for making 
patch cords and field repairs. A snap-on two piece design 
allows the wire to be crimped or soldered to the pin jack. 
MATERIAL: Pin jack body, brass. Spring, beryllium copper. 
FINISH: Pin jack body, nickel plated. Spring, gold plated. 
INSULATION: Flexible PVC. 

RATING (Independent of Wire): 3000 WVDC, 5 Amps, 
+ 50°C. (+ 122°F.) Max. 

*STD COLORS: -0 Black, -2 Red. 


**Max wire dia. 3.94 (.155) 


MODEL 

Accepts wire AWG** 

LIST 

5171-* 

22, 20, 18 

1.45 

5172-* 

16, 14 

1.80 


(unassembled) 



8.89 

(.35) 

Dia. 


PIN TIP PLUG SPLICE 

Permits splicing of 2.03 mm (.080) dia. pin tip patch 
cords. 

UPPER: Pin jack. Body, brass, nickel plated. 
Spring, beryllium copper. Gold plated. 
INSULATION: Polypropylene. 

LOWER: Same as upper. 

RATING: 3000 WVDC, 5 Amps, + 55"C. (+131“F.) 
Max. 

*STD COLORS: -0 Black, -2 Red. 



MODEL 

3832-* 


LIST 2.85 


MINIATURE RIVET TYPE 
BANANA JACK WITH TURRET 

Excellent for riveting to panels or boards. Sol¬ 
der turret for rapid attachment of wires. 
MATERIAL: Miniature banana jack. 2.64 mm 
(.104) dia., tellurium copper. 

FINISH: Gold plated. 

RATING: 1500 WVDC, 5 Amps. 


Swage tool information furnished on request. 


4.83 (.19) —r 
3.56 (.14) —*jj |«- 

j|d 


T 

9.91 

(.39^ 


Dia. 

Dia. 


7.62’ 

(.30) 

- 4 =- 


8.64 

(.34) 


MODEL 

“X” Dim. 

Panel 

LIST 

3277 

2.67 (.105) 

1.57 (.062) 

.60 EA. 

3278 

3.43 (.135) 

2.37 (.093) 

.70 EA. 

3279 

4.19 (.165) 

3.18 (.125) 

.60 EA. 


STANDARD BANANA PLUG TO 

2.03 mm (.080) DIA. PIN TIP PLUG SPLICE 

This splice accepts a standard banana plug on one end 

and a 2.03 mm (.080) pin tip plug on the other end. — 

UPPER: Standard banana jack. 4.22 mm (.166) dia., 

brass, nickel plated. 

INSULATION: Polypropylene. 

LOWER: Pin jack. Spring, beryllium copper, gold plat¬ 
ed, accepts 2.03 mm (.080) dia. pin. 

RATING: 3000 WVDC, 5 Amps, +55"C. (+131"F.) 

Max. 

*STD COLORS: -0 Black, -2 Red. 


MODEL 

3834-* 


MINIATURE RIVET TYPE BANANA JACK 



LIST 2.00 


Excellent for riveting to panels or boards. 
MATERIAL: Miniature banana jack. 2.64 mm 
(.104) dia., leaded copper. 

FINISH: Gold plated. 

RATING: 1500 WVDC, 5 Amps. 


<8> 



4_-X" I I 3.43 Dia. 
“H r“(.135) 


Swage tool information furnished on request. 


MODEL 

“X” Dim. 

Panel 

LIST 

3280 

2.67 (.105) 

1.57 (.062) 

.45 EA. 

3281 

3.43 (.135) 

2.37 (.093) 

.65 EA. 

3282 

4.19 (.165) 

3.18 (.125) 

.55 EA. 
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POMONA 


BINDING POSTS 



DOUBLE BINDING POST ASSEMBLY 


Nickel plated 8-32 hex nut and lockwasher includ¬ 
ed. One red and one black tin plated binding post 
(type 3760) with double mounting base. 
MATERIAL: Double binding post with captive 
thumb nut, brass. Accepts standard banana plug. 
FINISH: Bright tin plated. 

INSULATION: Polycarbonate. 

RATING: 2500 WVDC, 15 Amps, +115"C. 
(+239"F.) Max. 

*MTG BASE COLOR: -0 Black, -2 Red. 


9.53 Dia. (.375) 
2 Holes 


(D 

I 19.05 I 
-H (.750) h- 



STANDARD BINDING POST 

Accepts standard banana plug. Thin line design for 
high-density packaging. Nickel plated 8-32 hex nut 
and lockwasher included. 2.54 mm (.100) dia. 
cross hole is perpendicular with flat on insulator. 
Mounts in panels 1.57 mm (.062) to 6.35 mm (.250) 
thick. 

RATING: 2500 WVDC, 15 Amps, + 115°C. 
(+239"F.) Max. (Model 4901, + 220°C. (+428°F.) 
Max.) 


9.53 


|.375) Dia. -H h«-i 

Uw— 1 8.89 
\ } / (.350) 


11.18 Dia 
(.44) ““I 

f 

~T~ 

Ilil 

24.89 j 

(.98) | 

fill 

OPEN 1 


Max. 

t ! 


f 

20.32 


(.80) 

L 



PANEL CUTOUT 


PANEL CUTOUT 


MODEL 

4243-* 


(unassembled) 


HEX HEAD BINDING POST 

Designed to meet all the requirements of MIL- 
P-55149/1A. Gold plated 10-32 hex nuts and lockwash- 
ers included. 2.54 mm (.100) dia. cross hole is perpendi¬ 
cular with flat on insulator. Mounts in panels up to 6.35 
mm (.250) thick. Accepts standard banana plug. 
MATERIAL: Binding post body with captive thumb nut, 

FINISH: Gold plated. 

INSULATION: Nylon per MIL-P-20693,-Type IV. 
RATING: 1500 VRMS, 30 Amps, + 80"C. (+176“F.) Max. 
*STD COLORS: -0 Black, -2 Red, -4 Yellow, -5 Green, 
-6 Blue, -9 White. 


12.45 
(.490) Dia. 


Tjrt 


11.63 

(.458) 


LIST 4.30 



PANEL CUTOUT 


MODEL 

5018-* 


LIST 7.00 


BINDING POST PER MIL-P-55149/8 


Spring-loaded insulated binding post that meets the re¬ 
quirements of MIL-P-55149/8 (U106/U). Silicone rubber 
O-rings provide water resistant seal when mounted in 
panels from 1.57 mm (.062) to 3.18 mm (.125) thick. Nick¬ 
el plated 10-32 hex nut and lockwasher included. 
MATERIAL: Brass. 

FINISH: Nickel plated. 


8.00 



PANEL CUTOUT 



MODEL 

MATERIAL 

INSULATION 

*STD COLORS 

LIST 

3750-* 

Brass, gold 
plated 

Polycarbonate 

-0 Black, -1 Brown, -2 Red, 
-3 Orange, -4 Yellow 
-5 Green, -6 Blue, -7 Violet 
-8 Gray, -9 White 

3.20 

3760-* 

Brass, bright 
tin plated 

2.20 

3770-* 

Tellurium copper, 
gold plated 

4.45 

4901-* 

Brass, bright 
tin plated 

Polyphenylene 

Sulfide 

-O Black, -6 Blue 

2.70 


STANDARD BINDING POST WITH 
WRAPPED WIRE TERMINAL 

Excellent for rapid connection of wires using wire¬ 
wrapping tools or machines. Accepts standard ba¬ 
nana plug. Thin line design for high-density pack¬ 
aging. 8-32 hex nut and lockwasher included. 2.54 
mm (.100) dia. cross hole is perpendicular with flat 
on insulator. Mounts in panels 1.57 mm (.062) to 
6.35 mm (.250) thick. 

UPPER: Binding post with captive thumb nut. 
Brass, nickel plated. 

INSULATION: Polycarbonate. 

LOWER: 0.63 mm (.025) sq. wrapped wire termi¬ 
nal. Phosphor bronze, gold plated. 

RATING: 2500 WVDC, 3 Amps, + 115*C. 
(+239°F.) Max. 

*STD COLORS: -0 Black, -2 Red, -4 Yellow, 

-5 Green, -9 White. 


11.18 Dia. 



MODEL 

4098-* 


(unassembled) 


PANEL CUTOUT 

LIST 3.60 


FULLY INSULATED SPRING- 
LOADED BINDING POST 

Spring loaded, fully insulated binding post al¬ 
lows fast and simple attachment of wires or 
plugs up to 2.16 mm (.085) dia. with insulation 
up to 4.06 mm (.160) dia. Nickel plated lock¬ 
washer and 8-32 hex nut included. Mounts in 
panels 1.57 mm (.062) to 9.53 mm (.375) thick. 
MATERIAL: Brass. 

FINISH: Bright tin plated. 

INSULATION: Polycarbonate. 

RATING: 630 V Peak, 15 Amps, +115°C. 
(+239°F.) Max. 

*STD COLORS: -0 Black, -2 Red, -4 Yellow, 
-5 Green, -6 Blue, -9 White. 



MODEL 

Boot Color 

Military No. 


4995-0 

Black 

PB08NA01 


4995-2 

Red 

PB08NA02 

(unassembled) 


LIST 12.25 


MODEL 

4770-* 


(unassembled) 


PANEL CUTOUT 

LIST 7.15 
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POMONA 


BINDING POSTS 


MINIATURE BINDING POST 

Accepts miniature banana plug. #8-32 hex nut and lock- 
washer included. 2.18 (.086) dia. cross hole is perpen¬ 
dicular with flat on insulator. Mounts in panels up to 4.77 
(.188) thick. 

MATERIAL: Binding post body, captive thumb nut and hex 
nut, brass. Lockwasher, steel. 

FINISH: Binding post with one captive thumb nut, gold or 
bright tin plated. Hex nut and lockwasher, nickel plated. 
INSULATION: Polycarbonate. 

RATING: 1500WVDC, 5 Amps,+115°C. (+239°F.) Max. 
*STD COLORS: -0 Black, -1 Brown, -2 Red, -3 Orange, 
-4 Yellow, -5 Green, -6 Blue, -7 Violet, -8 Gray, 
-9 White. 


MODEL 

Finish 

LIST 

2382-* 

2439-* 

Gold Plated 
Tin Plated 

3.40 

2.60 



5.94 

(.234) 



6.35 Dia. 
(.250) 


PANEL CUTOUT 


SHORTING LINK FOR STANDARD BINDING POSTS 



Shorting link for standard binding 
posts on 19.05 (.750) centers. A 
snap-on feature holds link on post 
when short not needed. 

MATERIAL: Brass, 0.79 (.031) thick. 
FINISH: Nickel plated. 

RATING: 15 Amps. 


1 


t 

4.83 

(.190) 


MODEL 

4115 


LIST .60 EA. 

(Ten Per Pkg.) 


MINIATURE INSULATED 
DOUBLE BINDING POST 

Accepts miniature banana plug. 8-32 hex nut and 
lockwasher included. 2.18 (.086) dia. cross hole is 
perpendicular with flat on insulator. Mounts in 
panels 4.77 (.188) thick. 

MATERIAL: Miniature double binding post body, 
captive thumb nut and hex nut, brass. Lockwasher, 
steel. Polycarbonate insulation. One red and one 
black. 

FINISH: Miniature binding post body and captive 
thumb nut, gold or bright tin plated. Lockwasher 
and hex nut, nickel plated. 

RATING: 1500 WVDC, 5Amps,+115°C. (+239°F.) 
Max. 


21.84 

( 86 ) 



*MTG BASE COLOR: -0 Black, -2 Red. 


MODEL 

Finish 

LIST 

2383-* 

2440-* 

Gold Plated 
Tin Plated 

6.85 

5.30 


12.70 

(.500) 


6.35 (.250) Dia. 
2 Holes 
(unassembled) 



PANEL 

CUTOUT 


SHORTING LINK FOR 
MINIATURE BINDING POSTS 



Shorting linkforminiature binding posts 
on 12.70 (.500) centers. A snap-on 
feature holds link on posts when short 
not needed. 

MATERIAL: Brass, 0.79 (.031) thick. 
FINISH: Nickel or gold plated. 

RATING: 5 Amps. 


MODEL 

Finish 

LIST 

3478 

3479 

Gold Plated 
Nickel Plated 

2.25 EA. 
1.70 EA. 


-S> 



MISCELLANEOUS ACCESSORIES 


INSULATED SPADE LUG 

UPPER: Model 4769, pin jack. Spring, 
beryllium coper, gold plated. Model 1614, 
banana jack, brass, nickel plated. 

INSULATION: ABS. 

LOWER: 1.52 (.060) thick spade lug, brass, 
nickel plated. 

RATING: 5000 WVDC, 15 Amps,+50°C. 
(+122°F.) Max. 

*STD COLORS: -0 Black, -2 Red. 


MODEL 

Upper 

LIST 

4769 

1614 

Pin Jack 
Banana Jack 

2.55 

1.70 


9.65 

"(38) 

Dia. 



6.60 12.70 

(.26) r(.50) 


INSULATED BARRIER STRIP 
SPADE LUG TO BANANA JACK 

Permits single banana plug to be used with equip¬ 
ment having barrier strips. Lugs fit a No. 4,5,6, 

8 or 10 screw (see listing). 

UPPER: Banana jack. 4.22 (.166) dia., brass, 
nickel plated. 

INSULATION: ABS. 

LOWER: 0.76 (.03) thick spade lug (see listing). 
Copper, electro-tin plated. 

RATING: 5000 WVDC, 15 Amps, +50°C. (+122°F.) 
Max. 

*STD COLORS: -0 Black, -2 Red. 



LOW THERMAL EMF TELLURIUM 
COPPER INSULATED SPADE LUG 

Provides precision measurement when attach¬ 
ing banana plug to equipmentwith binding posts. 

UPPER: Banana jack, tellurium copper, gold 
plated. Accepts standard banana plug. 

INSULATION: ABS, one black and one red. 

LOWER: 2.03 (.080) thick spade lug, tellurium 
copper, gold plated. 

RATING: 5000 WVDC, 15 Amps, +50°C. 
(+122°F.) Max. 


MODEL 

2305 



H 9.65 
(.38) Dia. 


12.70 

“(.50) 


20.07 

(79) 


38.86 

(1.53) 


LIST 9.75 KIT 

(Kit contains 1 Red & 1 Black) 


TERMINAL STRIP BANANA JACK ADAPTER 

This adapter makes it easy to make connec¬ 
tions to barrier and terminal strips without 
removing the screws and disturbing the 
circuit. 

Use with any standard banana plug patch 
cords. 

*STD COLORS: -0 Black, -2 Red, 

-3 Orange, -4 Yellow, -5 Green, -6 Blue, 

-9 White. 



MODEL 

Lug Size 

Dim. A 

Dim. B 

3744-* 

3777-* 

4, 5 & 6 

8 & 10 

3.81 (.15) 
4.83 (.19) 

6.10 (.24) 
7.62 (.30) 


LIST 2.75 


MODEL 

Thread 


5699-* 

6-32 


5700-* 

8-32 


5701-* 

10-32 

LIST 2.75 
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POMONA 


BANANA PLUG/JACK ADAPTERS 



MINIATURE DOUBLE BANANA JACK TO 
STANDARD DOUBLE BANANA PLUG 


MINIATURE BANANA JACK 
TO STANDARD BANANA PLUG 


Permits miniature double banana plug on 12.70 mm 
(.500) centers to be used with equipment having 
standard double banana jacks on 19.05 (.750) cen¬ 
ters. 

UPPER: Miniature double banana jack. 2.64 mm 
(.104) dia., brass, nickel plated. 

INSULATION: ABS, black. 

LOWER: Standard double banana plug. Spring, one 
piece heat treated beryllium copper, nickel plated. 
Fits 4.22 mm (.166) dia. standard banana jacks. 
RATING: 2500 WVDC, 5 Amps, +50"C. (+122T.) 
Max. 


MODEL 

2943 


24.38 

(.96) 

•—1 12 70 k -- 

\ (-50) [ 



LIST 8.60 


Permits miniature banana plugs to be used with 
equipment having standard banana jacks. 

UPPER: Miniature banana jack. 2.64 mm (.104) dia., 
brass, nickel plated. 

INSULATION: ABS. 

LOWER: Standard banana plug. Spring, one piece 
heat treated beryllium copper, nickel plated. Fits 
standard 4.22 mm (.166) dia. banana jack. 

RATING: 2500 WVDC, 5 Amps, +50°C. (+122*F.) 
Max. 

‘STD COLORS: -0 Black, -2 Red. 


MODEL 

2477-* 



LIST 1.50 EA. 

(Pkg. Five Per Color) 


STANDARD DOUBLE BANANA JACK TO 
MINIATURE DOUBLE BANANA PLUG. 


Permits standard double banana plug on 19.05mm 
(.750) centers to be used with equipment having 
miniature double banana jacks on 12.70mm (.500) 
centers. 

UPPER: Standard double banana jack. 4.22mm 
(.166) dia., brass, nickel plated. Accepts standard 
banana plug. 

INSULATION: ABS, black. 

LOWER: Miniature double banana plug. Spring, 
one piece heat treated beryllium copper, nickel 
plated. Fits miniature 2.64mm (.104) dia. banana 
jacks. 

RATING: 2500 WVDC, 5 Amps, +50°C. (+122°F.) 
Max. 


MODEL 

2952 



LIST 5.70 


STANDARD BANANA JACK 
TO MINIATURE BANANA PLUG 

Permits standard banana plug to be used with equip¬ 
ment having miniature banana jacks. 

UPPER: Standard banana jack. 4.22 mm (.166) dia., 
brass, nickel plated. 

INSULATION: ABS. 

LOWER: Miniature banana plug. Spring, one piece 
heat treated beryllium copper, nickel plated. Fits 2.64 
mm (.104) dia. miniature banana jacks. 

RATING: 2500 WVDC, 5 Amps, +50"C. (+122T.) 
Max. 

*STD COLORS: -0 Black, -2 Red. 


MODEL 

2138-* 



i 

7.62 

(.30) 


11.18 
(.44) Dia. 


33.78 
(1.33) 


LIST 1.65 EA. 

(Pkg. Five Per Color) 


PIN JACK TO BANANA PLUG 

Permits pin tip cords to be used with equipment having 
banana jacks. 

UPPER: Pin jack. Spring, beryllium copper, gold plated. Ac¬ 
cepts 2.03 mm (.080) dia. pin. 

INSULATION: ABS. 

LOWER: Banana plug. Body, brass. Spring, one piece heat 
treated beryllium copper. Nickel plated. 

RATING: 3000 WVDC, 5 Amps, + 50"C. (+ 122T.) Max. 
*STD COLORS: -0 Black, -2 Red. 


MODEL 

1809-* 


BANANA JACK TO PIN TIP PLUG 

Permits standard banana plug patch cords to be used 
with equipment having tip jacks. Cross hole 4.22 mm 
(.166) dia. provides side stackup connection. 
UPPER:Banana jack. 4.22 mm (.166) dia., brass, nickel 
plated. 

INSULATION: ABS. 

LOWER: Pin tip plug. Brass, nickel plated. 

RATING: 3000 WVDC, 5 Amps, + 50°C. (+122T.) Max. 
*STD COLORS: -0 Black, -2 Red. 


MODEL 

1432-* 



LIST 1.70 



LIST .90 EA. 

(Pkg. Ten Per Color) 


CONNECTOR TEST ADAPTERS 

An ideal test adapter for rapid testing of the hard-to-get at contacts of multipin/socket rack or 
panel connectors. Flexible tip allows testing of adjacent contacts. Flexibility and full insulation 
protects against shorting or contact damage. The model 4690 also fits .635 mm (.025) sq. 
pins. 

UPPER: Banana jack. 4.22 mm (.166) dia., brass, nickel plated. 

INSULATION: Polyvinyl chloride (PVC). 

LOWER: Socket type, copper. Pin type, brass. Gold plated. See tab block. 

RATING: 2500 WVDC, + 50"C. (+ 122T.) Max. 

*STD COLORS: -0 Black, -2 Red. 


MODEL 

Contact Size 

Type 

Current 

Rating 

LIST 

4690-* 

22 


Socket 

5 Amps 

3.60 

4691-* 

22 

.762 (.030) dia. 

Pin 

5 Amps 

2.75 

3560-* 

20 


Socket 

7.5 Amps 

2.75 

3561-* 

20 

1.02 (.040) dia. 

Pin 

7.5 Amps 

3.00 

3562-* 

16 


Socket 

13 Amps 

3.00 

3563-* 

16 

1.60 (.063) dia. 

Pin 

13 Amps 

2.60 

3564-* 

12 


Socket 

23 Amps 

4.85 

3565-* 

12 

2.36 (.093) dia. 

Pin 

23 Amps 

2.60 



3561 

PIN TYPE TYPICAL APPLICATION 
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POMONA 

BANANA PLUG / JACK ADAPTERS 


BANANA JACKS TO DOUBLE PIN TIP 
PLUG WITH SETSCREWS 


Permits single or double banana plugs to be 
used in equipment having tip jacks. Features 
recess for component mounting. Internal 
setscrews firmly secure wire leads. 

UPPER: Double banana jack 4.22 (.166) dia., 
brass, nickel plated. 

INSULATION: ABS, black. 

LOWER: Double pin tip plug. Brass, nickel 
plated. 

RATING: 3000 WVDC, 5 Amps, +50°C. 
(+122°F.) Max. 


30.23 

-—(1.19)—^ 



(.50) 



BINDING POST TO SINGLE BANANA PLUG 


Features insulated binding post for rapid mounting 
and interchangeability of components. Center cross 
hole 4.22 (.166) dia. provides side stackup connec¬ 
tion. 

UPPER: Binding post. Body with captive thumb nut, 
brass, nickel plated. Accepts standard banana plug. 
INSULATION: ABS, black. 

LOWER: Single banana plug. Body, brass. Spring, 
one piece heattreated beryllium copper, nickel plated. 
Fits standard 4.22 (.166) dia. banana jacks. 

RATING: 2500 WVDC, 15 Amps, +50°C. (+122°F.) 
Max. 

•BINDING POST COLORS: -0 Black, -2 Red. 


MODEL 

2894-* 



LIST 3.70 


BINDING POSTS TO DOUBLE BANANA PLUG 


MODEL 

1858 


BINDING POST TO 
SINGLE PIN TIP PLUG 


LIST 3.20 


Center cross hole 4.22 (.166) dia. in body provides 
side stackup connection. 

UPPER: Binding post with captive thumb nut, brass, 
nickel plated. Polycarbonate insulation. Accepts 
standard banana plug. 

INSULATION: ABS, black. 

LOWER: Pin tip plug. Brass, nickel plated. 
RATING: 3000 WVDC, 5 Amps, +50°C. (+122°F.) 
Max. 

•BINDING POST COLORS: -0 Black, -2 Red. 



MODEL 

2953-* 


LIST 4.50 


MINIATURE BINDING POSTS TO 
MINIATURE DOUBLE BANANA PLUG 


This adapter converts miniature banana jacks to 
miniature binding posts. 

UPPER: Miniature double binding post body with 
captive thumb nut. Brass, gold plated. Polycar¬ 
bonate insulation. One blackand one red. Accepts 
miniature banana plugs. 

INSULATION: ABS, black. 

LOWER: Miniature double banana plug. Spring, 
one piece heat treated beryllium copper, gold 
plated. Fits miniature 2.64 (.104) dia. banana 
jacks. 

RATING: 2500 WVDC, 5Amps, +50°C. (+122°F.) 
Max. 



MODEL 

3822 


LIST 10.35 


Features insulated binding posts on 19.05 (.750) 
centers for rapid mounting and interchangeability 
of components. Center cross hole 4.22 (.166) dia. 
provides side stackup connection. 

UPPER: Double binding post. Body with captive 
thumb nut, brass, nickel plated. Accepts standard 
banana plug. Insulation, polycarbonate. One 
black and one red. 

INSULATION: ABS, black. 

LOWER: Double banana plug. Body, brass. Spring, 
one piece heat treated beryllium copper, nickel 
plated. Fits standard 4.22 (.166) dia. banana jacks. 
RATING: 2500 WVDC, 15 Amps,+50°C. (+122°F.) 
Max. 


MODEL 

1286 



I 30.23 
r— (1.19) "n 


l-— 

LIST 6.80 


62.99 

(2.48) 

OPEN 

Max. 


19.05_J 
(•75) 


BINDING POSTS TO DOUBLE BANANA PLUG 
GOLD PLATED 

Similarto Model 1286 (above) except gold plated. 

UPPER: Double binding post. Gold plated brass 
body with captive thumb nut. Accepts standard 
banana plug. Insulation, polycarbonate. One 
black and one red. 

INSULATION: ABS, black. 

LOWER: Double banana plug. Body, brass. 

Spring, one piece heat treated beryllim copper, 
gold plated. Fits standard 4.22 (.166) dia. banana 
jacks. 

RATING: 2500 WVDC, 15 Amps, +50°C. (+122“F.) 

Max. 


MODEL 


5405 



LIST 9.10 


BINDING POSTS TO TRIPLE BANANA PLUG 


Features insulated binding posts on 19.05 (.750) 
centers for rapid mounting and interchangeability 
of components. Center cross holes4.22 (.166) dia. 
provide side stackup connection. 

UPPER: Triple binding post. Body with captive 
thumb nut, brass, nickel plated. Accepts standard 
banana plug. Insulation, polycarbonate. Red, black 
(center), green. 

INSULATION: ABS, black. 

LOWER: Triple banana plug. Body, brass. Spring, 
one piece heat treated beryllium copper, nickel 
plated. Fits standard 4.22 (.166) dia. banana jacks. 
RATING: 2500 WVDC, 15 Amps,+50°C. (+122°F.) 
Max. 


MODEL 

3405 



LIST 11.20 
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POMONA 


COAXIAL ADAPTERS 


BNC FEMALE TO 

SINGLE STANDARD BANANA PLUG 

Permits BNC male to be used with equipment 
having banana jacks. Inner conductor connected 
only. Excellent for adapting laboratory VTVM, 
oscilloscopes and signal generator inputs to read¬ 
ily available coaxial cables. 

UPPER: BNC female. Impedance: 50 Ohms. 
INSULATION: ABS, black. 

LOWER: Banana plug. Body, brass. Spring, one 
piece heat treated beryllium copper, nickel plated. 

Fits standard banana jack. 

RATING: Operating Voltage: 500 VRMS Max., 

+ 50"C. (+122°F.) Max. 


52.83 

(2.08) 


MODEL 


1894 


12.70 

(.50) 

Dia. 


LIST 5.70 


BNC FEMALE TO 
SHIELDED BANANA PLUG 

Permits BNC male to be used with equipment having 
banana jacks or binding posts. All metal construction 
for proper shielding. 

UPPER: BNC female. Impedance: 50 Ohms. 

LOWER: Shielded banana plug. Body, brass. Spring, 
one piece heat treated beryllium copper. Nickel plated. 
Fits standard 4.22 mm (.166) dia. banana jacks. Shield, 
brass, nickel plated. 

RATING: Operating Voltage: 500 VRMS Max., 
+ 125°C. ( + 257°F.) Max. 


14.22 
(.56) - 
Dia. 



52.58 

(2.07) 


MODEL 


2990 


LIST 9.15 


BNC FEMALE TO SINGLE BANANA PLUG 
WITH GROUND LEAD 

Permits BNC male to be used with 
equipment having standard banana 
jacks. Allows the ground jack to be 
located up to 63.50 mm (2.50) away 
from the output/input jack. 

UPPER: BNC female. Impedance: 50 
Ohms. 

INSULATION: Polypropylene, red. 

LOWER: Banana plug. Body, brass.__ 

Spring, one piece heat treated beryl- 
lium copper, nickel plated. Fits stand¬ 
ard 4.22 mm (.166) dia. banana jacks. 

Ground, 18 AWG wire with single ba¬ 
nana plug. Polypropylene insulation, 

RATING: Operating Voltage: 500 
VRMS Max., + 55°C. (+131”F.) Max. 



39.12 

(1.54) 


MODEL 


4684 


LIST 9.70 


BNC FEMALE TO 
SINGLE PIN TIP PLUG 

Permits BNC male to be used with equipment having 
2.03 mm (.080) dia. pin tip jacks. Inner conductor 
connected only. Excellent for adapting laboratory 
VTVM, oscilloscopes and signal generator inputs to 
readily available coaxial cables. 

UPPER: BNC female. Impedance: 50 Ohms. 
INSULATION: ABS, black. 

LOWER: Pin tip plug. Brass, nickel plated. 

RATING: Operating Voltage: 500 VRMS Max., + 50°C. 
(+122T.) Max. 



MODEL 

(.080) Dia.-*- 




MODEL 

3415 

LIST 4.90 


1468 


BNC FEMALE TO DOUBLE BANANA PLUG 


Permits BNC male to be used with equipment having ba¬ 
nana jacks. Excellent for adapting laboratory VTVM, os¬ 
cilloscopes and signal generator inputs to readily avail¬ 
able coaxial cables. Cross holes 4.22 mm (.166) dia. in 
body provide side stackup connections. 

UPPER: BNC female. Impedance: 50 Ohms. 
INSULATION: ABS, black. 

LOWER: Double banana plug. Body, brass. Spring, one 
piece heat treated beryllium copper. Nickel plated. 
RATING: Operating Voltage: 500 VRMS Max., +50’C. 
(+122°F.) Max. 


MODEL 


1269 


28.70 

(1.13) 



LIST 5.15 


BNC FEMALE TO MINIATURE 
DOUBLE BANANA PLUG 

Allows a BNC male to be used with equipment 
having 12.70 mm (.500) spaced miniature 2.64 mm 
(.104) dia. banana jacks. Excellent for adapting test 
equipment to standard coaxial cables. 

UPPER: BNC female. Impedance: 50 Ohms. 
INSULATION: ABS, black. 

LOWER: Miniature double banana plug. Body, 
brass. Spring, one piece heat treated beryllium 
copper, gold plated. Fits miniature 2.64 mm (.104) 
dia. banana jack. 

RATING: Operating Voltage: 500 VRMS Max., 
+ 50°C.(+122T.) Max. 



MODEL 


3269 


LIST 8.00 


SIGNAL ISOLATOR — BNC FEMALE 
TO DOUBLE BANANA PLUG 

Permits BNC male connector to be used with equip¬ 
ment having banana jacks. General purpose ceramic 
capacitor molded internally. Rated @ .01 uf ± 20%, 
200 W VDC. Insulation resistance 10,000 megohms 
min. Ideal for isolating DC signals from VTVM inputs 
and signal generator outputs. Cross holes 4.22 mm 
(.166) dia. in body provide side stackup connections. 
UPPER: BNC female. Impedance: 50 Ohms. 
INSULATION: ABS, blue. 

LOWER: Double banana plug. Body, brass. Spring, one 
piece heat treated beryllium copper. Nickel plated. 
RATING: 200 WVDC, + 50°C. (+ 122"F.) Max. ^ 

X 


MODEL 


1868 


Note: Can not pass continuity test' 
due to capacitor. 



LIST 13.80 


ADAPTER — BNC FEMALE TO DOUBLE BANANA 
PLUG — FOUR TERMINAL ISOLATION 

Permits BNC male to be used with equipment -*— 28 - 70 - 

having banana jacks. Provides isolation for a D- 1 ® 

four terminal network. Excellent for matching 
pad networks. Bright tin plated solder turret 
terminals for permanent noise-free connec¬ 
tions. 

UPPER: BNC female. Impedance: 50 Ohms. 

INSULATION: Polypropylene, black. 

LOWER: Double banana plug. Body, brass. 

Spring, one piece heat treated beryllium cop¬ 
per. Nickel plated. Fits standard 4.22 mm 
(.166) dia. banana jack. 

RATING: Operating Voltage: 500 VRMS Max., 

+ 55°C. (+13TF.) Max. 

XXL 


1 i 



LIST 15.95 
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POMONA 


COAXIAL ADAPTERS 


BNC FEMALE TO SHIELDED DOUBLE BANANA PLUG 


Permits BNC male to be used with equipment 
having banana jack binding posts. Black ano¬ 
dized aluminum shield. 

UPPER: BNC female. Impedance: 50 Ohms. 
LOWER: Double banana plug. Body, brass. 
Spring, one piece heat treated beryllium cop¬ 
per. Nickel plated. Fits standard 4.22 mm 
(.166) dia. banana jacks. Shielded can, alumi¬ 
num, black anodized. 

RATING: Operating Voltage: 500 VRMS Max., 
+ 125"C. (+257"F.) Max. 



19.05 (.75) 


MODEL 

1645 


LIST 13.80 


BNC MATCHING PAD 

Adapts 600 Ohm sources to 50 or 75 Ohm cables. 
Molded in deposited carbon resistors 1%, 'AW. 
Cross holes 4.22 mm (.166) dia. in body provide side 
stackup connections. 

UPPER: BNC female. Impedance: 50 Ohms. 

INSULATION: ABS. 

LOWER: Double banana plug. Body, brass. Spring, 
one piece heat treated beryllium copper. Nickel plat¬ 
ed. 

RATING: 300 WVDC, +50”C. (+122T.) Max. 




TYPE “N” FEMALE 
TO DOUBLE BANANA PLUG 

Permits type “N” male to be used with equipment 
having banana jacks. Cross holes 4.22 mm (.166) dia. 
in body provide side stackup connections. 

UPPER: Type “N” female. Impedance: 50 Ohms. 
INSULATION: ABS, black. 

LOWER: Double banana plug. Body, brass. Spring, 
one piece heat treated beryllium copper. Nickel 
plated. Fits standard 4.22 mm (.166) dia. banana 
jack. 

RATING: Operating Voltage: 1000 VRMS Max., 
+ 50"C. (+122°F.) Max. 


MODEL 

1740 



LIST18.35 


MHV FEMALE TO 
DOUBLE BANANA PLUG 

This adapter allows an MHV male to be used with 
equipment having 19.05 mm (.750) spaced banana 
jacks. Cross holes 4.22 mm (.166) dia. provide side 
stackup connections. 

UPPER: MHV female. 

INSULATION: ABS, black. 

LOWER: Double banana plug. Body, brass. Spring, one, 
piece heat treated beryllium copper, nickel plated. 
RATING: 5000 V peak, + 50°C. (+ 122°F.) Max. 


28.70_ 

(1.13) 



MODEL 

Color 

Match in Ohms 

1656-1 

1656-2 

Yellow 

Red 

600 to 50 

600 to 75 


MODEL 

3290 


LIST 18.25 


UHFFEMALE 

TO DOUBLE BANANA PLUG 


BNC MALE TO 
DOUBLE BANANA PLUG 

Permits BNC female to be used with equipment having 
banana jacks. Cross holes 4.22 mm (.166) dia. in body 
provide side stackup connections. 

UPPER: BNC male. Impedance: 50 Ohms. 
INSULATION: ABS, black. 

LOWER: Double banana plug. Body, brass. Spring, one 
piece heat treated beryllium copper. Nickel plated. 
RATING: Operating Voltage: 500 VRMS Max., +50°C. 

( + 122“F.) Max. 



MODEL 

1270 


LIST 8.05 


MICRODOT RECEPTACLE 
TO DOUBLE BANANA PLUG 

Permits Microdot miniature coaxial plug to 
be used with equipment having banana jacks. 
Cross holes in body provide side stackup 
connections. 

UPPER: Microdot receptacle, 50 Ohms, 

10-32 thread. 

INSULATION: ABS, green. 

LOWER: Double banana plug. Body, brass. 
Spring, one piece heat treated beryllium 
copper, nickel plated. Fits standard 4.22mm 
(.166) dia. banana jacks. 

RATING: 750 VRMS, +50°C. 

(+122°F.) Max. 



Permits UHF male to be used with equipment 
having banana jacks. Cross holes 4.22 mm 
(.166) dia. in body provide side stackup con¬ 
nections. 

UPPER: UHF female. Impedance: Noncon¬ 
stant. 

INSULATION: ABS, black. 

LOWER: Double banana plug. Body, brass. 
Spring, one piece heat treated beryllium cop¬ 
per, nickel plated. Fits standard 4.22 mm (.166) 
dia. banana jack. 

RATING: Operating Voltage: 500 VRMS Max., 
+ 50°C. (+122"F.) Max. 


MODEL 

1707 


TWINAX FEMALE TO DOUBLE 
BANANA PLUG 

This adapter allows a twinax male to be used with 
equipment having 19.05 (.750) spaced banana jacks. 
UPPER: Twinax female. 

INSULATION: ABS, black. 

LOWER: Double banana plug. Body, brass. Spring, 
one piece heat treated beryllium copper, nickel 
plated. Fits standard 4.22 mm (.166) dia. banana 
jacks. 

RATING: Operating Voltage: 500 VRMS Max., 
+ 50“C. (+122T.) Max. 


MODEL 

1275 


LIST 26.45 


MODEL 

4930 


GND 


LIST 24.20 



LIST 18.05 


28.70 _„ 

“—0-13) 



—j r <- 75 > 


LIST 22.85 


ITT Pomona Electronics 1500 East Ninth St.. P.O. Box 2767 . Pomona, Calif., 91769 
Phone (714) 623-3463 .TWX: 910-581-3822. FAX: (714) 629-3317 


35 



















































































POMONA 


COAXIAL ADAPTERS 


PHONO JACK TO DOUBLE 
BANANA PLUG 

Permits phono plug to be used with equipment 
having banana jacks or binding posts. Cross 
holes 4.22 (.166) dia. in body provide side stack- 
up connections. 

UPPER: Phono jack. 

INSULATION: Polystyrene, black. 

LOWER: Double banana plug body, brass. 
Spring, one piece heat treated beryllium copper, 
nickel plated. 

RATING: 500 WVDC, + 50°C. (+ 122“F.) Max. 



MODEL 

1442 


LIST 9.20 


ADAPTER — BINDING POSTS TO BNC MALE 
FOUR TERMINAL ISOLATION 


Permits single or double banana plugs to be 
used with equipment having BNC female. Pro¬ 
vides isolation for a four terminal network. 
Binding posts facilitate connections of test 
leads or additional components. Bright tin 
plated solder turret terminals provide perma¬ 
nent noise-free connections. 

UPPER: Double binding post. Body with cap¬ 
tive thumb nut, brass, nickel plated. Accepts 
standard banana plugs. Polycarbonate insul¬ 
ation. One black and one red. 

INSULATION: Polypropylene, black. 

LOWER: BNC male. Impedance: 50 Ohms. 
RATING: Operating Voltage: 500 VRMS Max., 
+ 55”C. (+131T.) Max. 

nr 


i i 



PHONE JACK TO 
DOUBLE BANANA PLUG 

Permits a standard 2 conductor 6.35 mm 
(.250) dia. phone plug to be used with 
equipment having banana jacks or binding 
posts. Cross holes 4.22 mm (.166) dia. in body 
provide side stackup connections. 

UPPER: Phone jack. Accepts standard 6.35 
mm (.250) dia. phone plug. 

INSULATION: ABS, black. 

LOWER: Double banana plug. Body, brass. 
Spring, one piece heat treated beryllium cop¬ 
per, nickel plated. Fits standard 4.22 mm (.166) 
dia. banana jacks. 

RATING: 500 VRMS, + 50“C. (+ 122T.) Max. 



MODEL 

4044 


LIST 14.15 



STANDARD DOUBLE BINDING POSTS 
TO BNC MALE 

Permits single or double banana plugs to be used with 
equipment having a BNC female. 

UPPER: Double binding post with captive thumb nut. 
Brass, nickel plated. Accepts standard banana plugs. 
Polycarbonate insulation. One black and one red. 
INSULATION: ABS, black. 

LOWER: BNC male. Impedance: 50 Ohms. 

RATING: Operating Voltage: 500 VRMS Max., + 50”C. 

(+ 122°F.) Max. 


MODEL 

1469 


LIST 20.10 


MINIATURE BINDING POSTS TO BNC MALE 


Converts a BNC female to miniature 12.70 mm 
(.500) spaced binding posts. 

UPPER: Miniature double binding post with captive 
thumb nut. Brass, gold plated. Accepts miniature 
banana plugs. Polycarbonate insulation. One black 
and one red. 

INSULATION: ABS, black. 

LOWER: BNC male. Impedance: 50 Ohms. 
RATING: Operating Voltage: 500 VRMS Max., 
+ 50°C. (+122T.) Max. 



MODEL 

3296 


BINDING POSTS TO MHV MALE 


LIST 14.95 


MODEL 

1296 


SINGLE BINDING POST TO BNC MALE 

Permits single banana plug to be used with equipment 
having a BNC female. 

UPPER: Binding post with captive thumb nut. Brass, nick¬ 
el plated. Accepts standard banana plugs. 

INSULATION: Polycarbonate. 

LOWER: BNC Male. Impedance: 50 Ohms. 

RATING: Operating Voltage: 500 VRMS Max., +115*0 
(+239“F.) Max. 

*STD COLORS: -0 Black, -2 Red. 


MODEL 

3430-* 


LIST 9.60 



LIST 4.80 


This adapter converts a MHV female to standard 
binding posts. Cross holes 4.22 mm (.166) dia. in plug 
body provide side stackup connections. 

UPPER: Double binding post body with captive thumb 
nut. Brass, nickel plated. Accepts standard banana 
plugs. Polycarbonate insulation. One black and one 
red. 

INSULATION: ABS, black. 

LOWER: MHV male. 

RATING: 5000 V peak, + 50*C. (+ 122T.) Max. 


MODEL 


3291 



LIST 28.75 
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POMONA 



COAXIAL ADAPTERS 


BINDING POSTS TO BNC FEMALE 

Permits single or double banana plugs to be 
used with equipment having a BNC male. 

UPPER: Double binding post with captive thumb 
nut. Brass, nickel plated. Accepts standard ba¬ 
nana plugs. Polycarbonate insulation. One black 
and one red. 

INSULATION: ABS, black. 

LOWER: BNC female. Impedance: 50 Ohms. 
RATING: Operating Voltage: 500 VRMS Max., 

+ 50°C. ( + 122"F.) Max. 


19.05 

(.75) 



MODEL 



1452 

LIST 8.05 

- * 


BINDING POSTS 
TO TYPE “N” MALE 

Permits single or double banana plugs to be used with 
equipment having type “N” female. Cross holes 4.22 
(.166) dia. in body provide side stackup connections. 
UPPER: Double binding post body with captive thumb 
nut. Brass, nickel plated. Accepts standard banana 
plug. Polycarbonate insulation. One black and one red. 
INSULATION: ABS, black. 

LOWER: Type “N” male. Impedance: 50 Ohms. 
RATING: Operating Voltage: 1000 VRMS Max., 
+ 50°C. (+122T.) Max. 



MODEL 

LIST 20.20 


MODEL 

1796 

1699 




BINDING POSTS TO MINIATURE 
PHONE PLUG 

Permits single or double banana plug to be used with 
equipment having three-circuit phone jacks. Tip connected 
to hot side of adapter and ring connected to ground side. 
Sleeve, no connection. 

UPPER: Double binding post with captive thumb nut. Brass, 
nickel plated. Accepts standard banana plugs. Polycarbo¬ 
nate insulation. One black and one red. 

INSULATION: ABS. black. 

LOWER: Miniature phone plug. 

RATING: 500 V Peak, + 50°C. (+ 122'F.) Max. 



30.23 

(*■(1-19) 


68.58 

(2.74) 

OPEN 

Max. 


MODEL 

w 


MODEL 

5001 

LIST 16.40 

4729 


BINDING POSTS 
TO UHFFEMALE 

Permits single or double banana plugs to be 
used with equipment having UHF male. Cross 
holes 4.22 mm (.166) dia. in body provide side 
stackup connections. 

UPPER: Double binding post with captive 
thumb nut. Brass, nickel plated. Accepts 
standard banana plug. Polycarbonate insul¬ 
ation. One black and one red. 

INSULATION: ABS, black. 

LOWER: UHF female. Impedance: Noncon¬ 
stant. 

RATING: Operating Voltage: 500 VRMS Max., 
+ 50°C. (+122T.) Max. 


MODEL 


1792 



LIST 23.05 


BINDING POSTS 
TO UHF MALE 

Permits single or double banana plugs to be 
used with equipment having a UHF female. 
Cross holes 4.22 mm (.166) dia. in body pro¬ 
vide side stackup connections. 

UPPER: Double binding post with captive 
thumb nut. Brass, nickel plated. Accepts 
standard banana plug. Polycarbonate insul¬ 
ation. One black and one red. 

INSULATION: ABS, black. 

LOWER: UHF male. Impedance: Noncon¬ 
stant. 

RATING: Operating Voltage: 500 VRMS Max., 
+ 50°C. (+122T.) Max. 



LIST 16.10 


BINDING POSTS TO PHONO PLUG 

Permits single or double banana plugs to be used 
with equipment having a phono jack. Ideal for 
banana plug stackups or patch cords. 

UPPER: Double binding post body with captive 
thumb nut. Brass, nickel plated. Accepts standard 
banana plugs. Polycarbonate insulation. One black 
and one red. 

INSULATION: ABS, black. 

LOWER: RCA phono plug. 

RATING: 500 WVDC, +50”C. (+122’F.) Max. 



30.23 

(1.19) 


62.23 

(2.45) 

OPEN 

Max. 


LIST 11.20 


BNC / BANANA / BINDING POST ADAPTER KIT 


Kit contains one each: 

1269 BNC Female to Double Banana Plug 

1270 BNC Male to Double Banana Plug 

1296 BNC Male to Double Binding Posts 

1452 BNC Female to Double Binding Posts 

3283 BNC Female to Female 

3533 BNC Male to Male 


MODEL 


5510 
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POMONA 


PHONE ADAPTERS 


BINDING POSTS 

TO PJ-068/WE-309 PHONE PLUG 

Permits single or double banana plug to be used with 
equipment having three circuit phone jacks. Tip 
connected to red post, ring to black. Sleeve, no con¬ 
nection. Cross holes 4.22 mm (.166) dia. in plug body 
provide side stackup. 

UPPER: Double binding post with captive thumb nut. 
Brass, nickel plated. Accepts standard banana plugs. 
Polycarbonate insulation. One black and one red. 
INSULATION: ABS, black. 

LOWER: Phone plug, PJ-068 (equivalent to WE-309). 
RATING: 500 V peak, + 50”C. (+122T.) Max. 


MODEL 


3365 



LIST 29.80 


BINDING POSTS TO 
PHONE PLUG 

Permits single or double banana plug to be used with 
equipment having phone jacks. Cross holes 4.22 mm 
(.166) dia. in plug body provide side stackup. 

UPPER: Double binding post with captive thumb nut. 
Brass, nickel plated. Accepts standard banana plugs. 
Polycarbonate insulation. One black and one red. 
INSULATION: ABS, black. 

LOWER: Standard phone plug. 

RATING: 500 WVDC, +50"C. (+122T.) Max. 


48.51 


■ OPEN 


MODEL 


Kfl 1 


4719 

LIST 15.90 


MODEL 


1285 


6.35 

(.250)— h 

0ia - -J 

33 


LIST 11.50 


BINDING POSTS TO PJ-051/WE-310 PHONE PLUG 

19 05 

Permits single or double banana plug to be used with 
equipment having three circuit phone jacks. Tip con¬ 
nected to hot side of adapter and ring connected to 
ground side. Sleeve, no connection. Cross holes 4.22 
mm (.166) dia. in plug body provide side stackup. 

UPPER: Double binding post with captive thumb nut. 

Brass, nickel plated. Accepts standard banana plugs. 

Polycarbonate insulation. One black and one red. 

INSULATION: ABS, black. 

LOWER: Phone plug, PJ-501 (equivalent to WE-310). 

RATING: 500 V peak, +50°C. ( + 122T.) Max. 


6.35 

(.250) 

Dia. 


30.23 

(1.19) 


MODEL 


2112 



LIST 17.15 


BNC FEMALE 
TO PHONE PLUG 


14.73 
(.58) 
Dia. 

Permits BNC male to be used with equipment having standard 
6.35 mm (.250) dia. phone jacks. Readily adapts equipment to 
available BNC coaxial cables. All metal construction to insure 
proper shielding. 

UPPER: BNC female. Impedance: 50 Ohms. “ 

LOWER: Standard phone plug. t' 260 * Uia ‘ 

RATING: Operating Voltage: 500 VRMS Max., +125°C. 
(+257”F.) Max. 



MODEL 



MODEL 

1297 

LIST 8.75 


4993 


BNC FEMALE 

TO PJ-051/WE-310 PHONE PLUG 

Permits BNC male to be used with equipment having three circuit 
phone jacks. Readily adapts equipment to available BNC coaxial 
cables. Tip connected to inner contact of connector and ring con¬ 
nected to shell. Sleeve, no connection. 

UPPER: BNC female. Impedance: 50 Ohms. 

INSULATION: ABS, black. 

LOWER: Phone plug, PJ-051 (equivalent to WE-310). 

RATING: 500 V peak, + 50°C. (+ 122°F.) Max. 


MODEL 


2798 



LIST 16.75 


BNC FEMALE TO MINIATURE 
PHONE PLUG 

Permits BNC male to be used with equipment 
having miniature phone jacks. Readily adapts 
equipment with BNC jacks through the use of BNC 
coaxial cables. Tip is connected to inner contact of 
connector and the ring is connected to the shell. 
The sleeve is not connected. 

UPPER: BNC female. Impedance: 50 Ohms. 
INSULATION: ABS, black. 

LOWER: Miniature phone plug. 

RATING: 500 V peak, +50°C. (+122°F.) Max. 



BNC FEMALE TO 
PJ-068/WE-309 PHONE PLUG 


12.70 
(.50) Dia. 


Permits BNC male to be used with equipment having three 
circuit phone jacks. Readily adapts equipment to available BNC 
coaxial cable. Tip connected to inner contact of connector and 
ring connected to shell. Sleeve, no connection. 

UPPER: BNC female. Impedance: 50 Ohms. 

INSULATION: ABS, black. 

LOWER: Phone plug, PJ-068 (equivalent to WE-309). 
RATING: 500 V peak, +50"C. (+122T.) Max. 


5 23 

(.206) Dia. 


MODEL 


1794 



LIST 27.50 


PHONE PLUG PJ051 (WE-310) 

MATERIAL: Phone plug, PJ051 6 35 

(equivalent to WE310), brass. I t- 25 ) Dia - 
INSULATION: Phenolic. 

RATING: 500 V peak. 

HANDLE COLOR: 

-0 Black, -2 Red. 



MODEL 


4797-* 


LIST 11.80 


MINIATURE PHONE JACK 
TO PJ-051 (WE-310) PLUG 

This adapter allows the use of miniature phone 
plug patch cords to be used in equipment fitted 
with PJ-051 jacks. 

UPPER: 4.39mm 
(.173) Miniature 

« ack. 

VTI0N: Nylon. 

LOWER: PJ-051 
plug. 

RATING: 500 V Peak. 


Jack, 



6.35 t 
(.25) Dia. J 


LIST 30.55 
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POMONA 


PHONE/PHONO ADAPTERS 


PHONE JACK 
TO BNC MALE 

Permits a standard 2 conductor 6.35 mm (.250) dia. phone plug 
to be used with equipment having BNC female. All metal con¬ 
struction to insure proper shielding. 

UPPER: Phone jack. Accepts standard 6.35 mm (.250) dia. pho¬ 
ne plug, 30.23 mm (1.190) long. 

LOWER: BNC male. Impedance: 50 Ohms. 

RATING: Operating Voltage: 500 VRMS Max., +125°C. 
(+257°F.) Max. 


MODEL 

4043 


I? 



LIST 20.05 


BNC FEMALE TO TYPE “F” 

MALE PUSH-ON 

This adapter allows equipment, such as TVs, com¬ 
puters, etc. using type “F” females to be used with 
equipment with BNC males. 

UPPER: BNC Female, brass body, tarnish resistant 
plated. Center contact, beryllium copper, gold plated. 
LOWER: Push-on Type “F" Male. Brass, nickel 
plated. 

RATING: Operating Voltage: 500 VRMS Max., Imped¬ 
ance: 50 Ohms, -65° C. (-85°F.) to + 165°C. (+ 329°F.) 


MODEL 

4941 



LIST 12.15 


BNC FEMALE TO 2.29 mm (.090) VIDEO PLUG 


Permits BNC male to be used with equipment having 
Western Electric 2.29 mm (.090) video plugs. 

UPPER: BNC female. Impedance: 50 Ohms. 

LOWER: Video plug (equivalent to WE-090). 

RATING: Operating Voltage: 500 VRMS Max. 

71.88 
(2.83) 


.*•••*. 


9.65 

(.38) 

Dia. 


1 


12.70 

(.50) 

Oia. 


i 


MODEL 

5008 


■£ 91 * 

T 

LIST 31.45 


BNC FEMALE TO PHONO PLUG 

Permits BNC male to be used with equipment having 
phono jacks. Similar to model 2957 except for length 
and contact plating. 

UPPER: BNC female. Nickel plated center contact. 
Impedance: 50 Ohms. 

LOWER: Phono plug. Brass, nickel plated. 

RATING: Operating Voltage: 500 VRMS Max., 
+ 102°C. (+216T.) Max. 


MODEL 

5319 


14.22 
-— (-56) 
Dia. 



PHONE JACK TO 
BNC FEMALE 

This adapter allows a cable with a 2 conduc¬ 
tor 6.35 mm (.250) dia. phone plug to be 
attached to a cable with a BNC male. All 
metal construction for proper shielding. 
UPPER: Phone jack. Accepts standard 6.35 
mm (.250) dia. phone plug. Brass, nickel 
plated. 

LOWER: BNC female. Impedance: 50 
Ohms. 

RATING: Operating Voltage: 500 VRMS 
Max., + 85°C. (+185°F.) Max. 


MODEL 

4026 


BNC FEMALE TO TINI PLUG 

Permits BNC males to be used with equip¬ 
ment having Tini Jacks. Readily adapts 
equipment to available BNC coaxial cables. 
All metal construction to insure proper 
shielding. 

UPPER: BNC female. Impedance: 50 Ohms. 
LOWER: 2 conductor Tini Plug. 

RATING: Operating Voltage: 500 VRMS 
Max., +125°C. (+257T.) Max. 


MODEL 

3837 


BNC FEMALE TO MICRO PLUG 

Permits BNC males to be used with equipment 
having micro jacks. Readily adapts equipment to 
available BNC coaxial cables. All metal con¬ 
struction to insure proper shielding. 

UPPER: BNC female. Impedance: 50 Ohms. 
LOWER: 2 conductor micro plug. 

RATING: Operating Voltage: 500 VRMS Max., 
+ 125°C. (+257°F.) Max. 


MODEL 

4267 


BNC FEMALE TO PHONO PLUG 

Permits BNC male to be used with equipment having 
phono jacks. Readily adapts equipment to available 
BNC coaxial cables. All metal construction to insure 
proper shielding. (See also model 5319). 

UPPER: BNC female. Impedance: 50 Ohms. 

LOWER: Phono plug, brass, nickel plated. 

RATING: Operating Voltage: 500 VRMS Max., 
+ 102°C. (+216°F.) Max. 


MODEL 

2957 


PHONO JACK TO BNC MALE 


PHONO JACK TO 
TYPE “F” MALE PUSH-ON 

This adapter is a must for the home computer user. It 
allows a phono cable to be plugged into the type “F” 
female connector in the rear of TV sets. 

UPPER: Phono jack. Brass, nickel plated. 

LOWER: Type “F" male push-on. 

RATING: +50°C. (+122°F.) Max. 


Dia. 


MODEL 

4984 




Permits phono plug to be used with equipment 
having BNC females. Quickly converts a cable 
with a phono plug to a BNC male. All metal 
construction to insure proper shielding. 
UPPER: Phono jack. Brass, nickel plated. 
LOWER: BNC male. Impedance: 50 Ohms. 
RATING: Operating Voltage: 500 VRMS Max., 
+ 125”C. (+257°F.) Max. 


LIST 10.20 


MODEL 

4054 



4* I ■*» 

i i 



LIST 9.85 




LIST 7.50 
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POMONA 


MISCELLANEOUS ADAPTERS 


INSULATED MINIGATOR CLIP TO BANANA JACK 


MATERIAL: Minigator clip, steel. Banana 
jack, brass. Accepts standard banana plug. 
FINISH: Minigator clip, cadmium plated. 
Banana jack, tin plated. 

INSULATION: Vinyl. 

RATING: +50°C. (+122°F.) Max. 

*STD COLORS: -0 Black, -2 Red. 



INSULATED MINIGATOR CLIP TO 
MINIATURE BANANA JACK 

MATERIAL: Miniigator clip, steel. Accepts mini¬ 
ature banana plug. 

FINISH: Cadmium plated. 

INSULATION: Vinyl. 

RATING: +50°C. (+122°F.) Max. 

*STD COLORS: -0 Black, -2 Red. 



(unassembled) 

1 clip and 1 insulator per pkg. LIST 2.00 


INSULATED MINIGATOR CLIP TO PIN JACK 

MATERIAL: Minigator clip, steel. Pin jack 
body, brass. Spring, beryllium copper. Ac¬ 
cepts 2.03 (.080) dia. pin. 

FINISH: Minigator clip, cadmium plated. 

Pin jack, gold plated. 

INSULATION: Vinyl. 

RATING: +50°C. (+122°F.) Max. 

*STD COLORS: -0 Black, -2 Red. 


47.75(1.88) 



MODEL 

3448-* 


MODEL 


3491-* 


(unassembled) 

1 clip and 1 insulator per pkg. 


LIST 2.65 


INSULATED MINIGATOR CLIP WITH 6-32 THREAD 


This minigator can be used with oscillo¬ 
scopes and leads equipped with 6-32 screw 
on tip. 

MATERIAL: Minigator clip, steel. Bushing, 
brass. Accepts 6-32 screw. 

FINISH: Cadmium plated. 

INSULATION: Vinyl 
RATING: +50°C. (+122°F.) Max. 

*STD COLORS: -0 Black, -2 Red. 



MODEL 
4517-* 


(unassembled) 

1 clip and 1 insulator per pkg. 


LIST 2.80 


MODEL 
3217-* 


(unassembled) 

10 clips and 10 insulators per pkg. 


LIST .70 EA. 

(Pkg Ten Per Color) 


INSULATED ALLIGATOR CLIP TO BANANA JACK 


MATERIAL: Alliigator clip, steel. Accepts 
standard banana plug. 

FINISH: Nickel plated. 

INSULATION: Vinyl. 

RATING: +50°C. (+122°F.) Max. 

*STD COLORS: -0 Black, -2 Red. 



MODEL 

2240-* 


(unassembled) 

10 clips and 10 insulators per pkg. 


LIST .55 EA. 

(Pkg Ten Per Color) 


GOLD PLATED INSULATED ALLIGATOR CLIP 
TO BANANA JACK 

MATERIAL: Alliigator clip, copper. Accepts 
standard banana plug. 

FINISH: Gold plated. 

INSULATION: Vinyl. 

RATING: +50°C. (+122°F.) Max. 

*STD COLORS: -0 Black, -2 Red. 

■*-54.86(2.16) 



MODEL 

3289-* 


(unassembled) 

1 clip and 1 insulator per pkg. 


LIST 2.10 


INSULATED ALLIGATOR CLIP TO PIN JACK 

MATERIAL: Alliigator clip, steel. Pinjack 
body, brass. Spring, beryllium copper. 

Accepts 2.03 (.080) dia. pin. 

FINISH: Alligator clip, nickel plated. Pin 
jack, gold plated. 

INSULATION: Vinyl. 

RATING: +50°C. (+122°F.) Max. 

*STD COLORS: -0 Black,-2 Red. 



INSULATED MINIGATOR CLIP TO 
0.64 (.025) SQUARE PIN 

1ST END: Minigator clip, steel, cadmium 
plated. 

INSULATION: Vinyl. 

2ND END: 0.64 (.025) Square Pin, phosphor 
bronze, gold plated. 

RATING: 1000 WVDC, 3 Amps, +50°C. 
(+122°F.) Max. 

*STD COLORS: -0 Black, -2 Red. 



45.47 

(1.79) 


MODEL 

1437-* 


(unassembled) 

10 clips and 10 insulators per pkg. 


LIST 1.50 EA. 

(Pkg Ten Per Color) 


LARGE TEST CLIP TO BANANA JACK 

This large test clip accepts a standard banana plug. 
MATERIAL: Clip, steel. Banana jack, brass. 

FINISH: Clip, cadmium plated. Banana jack, nickel 
plated. 

INSULATION: Vinyl, black. 


’ 2.97 
- (-117) sq. 
Access Hole 


MODEL 



MODEL 

5363-* 

LIST 2.85 


5059 



(unassembled) 


LIST 2.70 
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POMONA 


COAXIAL ADAPTERS 


ADAPTERS WITHIN SERIES 

SHELL: Brass, tarnish resistant plated. 

INSULATION: Teflon. 

CENTER CONTACT: Male, brass. Female, be¬ 
ryllium copper. Gold plated. 

RATING: 500 VRMS Max.(Except as noted.), 
-65°C. (-85°F.) to +165°C. (+329°F.) 

IMPEDANCE: 50 Ohms. 


33.02 



{ _ 1.12 


(.44) Dia. 

FIG. 1 



FIG. 2 



33.27 

-(1.31) Max. 



Hfep: 17.46 
(.69) 

T 


FIG. 3 

See Cutout 1 



39.37 



44.96 

(1.77) Max.- 


s 

PMtSiwss 

9' 

nUjy 

Li 

Ml 


FIG. 10 


1/2-28 NEF-2 

FIG. 8 

See Cutout 2 


a) Mounting hardware is isolated from outerconductor of BNC. 

b) Leakage rate less than 10' 7 cc/sec of tracergas at one atmosphere 



FIG. 

MODEL 

Special 

Features 

LIST 

BNC (f/f) 

1 

3283 


4.15 

BNC(m/m) 

2 

3533 

7.80 

BNC (f/f) 

3 

4895 

10.25 

BNC (f/m/f) 

4 

3285 

10.95 

BNC (f/f/f) 

5 

3284 

12.10 

BNC (m/f/f) 

6 

4896 

16.90 

BNC (f/m) 

7 

3534 

9.50 

BNC (f/f) 

8 

3847 

Hermetically 
Sealed b) 

10.95 

BNC (f/f) 

9 

3846 

Isolated 

Ground a) 

13.40 

"N" (f/f) 

10 

3841 

Operating 

Voltage 

1000 VRMS Max. 

9.20 

"N" (m/m) 

11 

3842 

10.30 

"N" (f/m) 

12 

3843 

16.00 

"N" (f/f) 

13 

4956 

18.40 

”N"(f/f/f) 

14 

5089 

18.35 

TNC (f/f) 

15 

4940 


7.95 




FIG. 11 



16.00 
(.63) Dia 


1 _ 


FIG. 13 

See Cutout 3 
33.02 

— (1.30) Max. 


11.18 
(.44) Dia. 

PANEL CUTOUTS 

12.70 

(.500) 

Dia 


FIG. 15 


3.18 


m: 


Flange Thickness 
2.29 (.09) 


Cutout 1 


11.23 
.442) Dia. 


Il1.94 
Cutout 2 (-470) 



(.641) 

Dia. 


Cutout 3 


BNC WITHIN SERIES ADAPTER KIT 


Kit contains one each: 

3283 BNC Female to Female 

3284 BNC T (Female/Female/Female) 

3285 BNC T (Female/Male/Female) 

3533 BNC Male to Male 

3534 BNC Right Angle Male to Female 

4896 BNC T (Male/Female/Female) 


MODEL 

5511 



LIST 55.00 
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POMONA 


COAXIAL ADAPTERS 


ADAPTERS BETWEEN SERIES 

SHELL: Brass, tarnish resistant plated. 
INSULATION: Teflon. (Models 3286 & 3287, 
rexolite.) 

CENTER CONTACT: Male, brass. Female, beryl¬ 
lium copper. (Except as noted.) Gold plated. 
RATING: 500 VRMS Max., -65°C. (-85°F.) to 
+165°C. (+329°F.) (Except as noted.) 

IMPEDANCE: 50 Ohms. (Except as noted.) 




FIG. 2 


34.29 



FIG. 3 


34.54 

-(1.36) Max .- 



18.29 
(.72) Dia. 


FIG. 4 


Type 

FIG. 

MODEL 

Special Features 

Temp. Range 

LIST 

BNC (m) / ”N" (m) 

1 

3535 



10.75 

BNC (f) / "N" (m) 

2 

3288 

Beryllium Copper Male 
Contact 

7.50 

BNC (m) / UHF (f) 

3 

3287 

Phos. Bronze Contact 
Nonconstant Impedance 

-55°C. (-67°F.) to 
+85°C. (+185°F.) 

10.85 

BNC(m)/UHF(m) 

4 

3286 

Nonconstant Impedance 

-55°C. (-67°F.) to 
+85°C. (+185°F.) 

7.15 

BNC (m) / "C" (f) 

5 

3845 

Beryllium Copper Male 
Contact 


14.85 

BNC (m) /TNC (f) 

6 

5086 


10.25 

BNC (f) /TNC (m) 

7 

3844 

11.45 


35.56 

-(1.40) — 

Max. 

W - 7?-' 5 —r 

(.57 ) . Mh*,- 

Dia. i» 


FIG. 6 


32.26 



32.26 



TRIAXIAL ADAPTERS WITHIN SERIES, FEMALE 



MODEL 5178 

See Cutout 


MODEL 

Special 

Features 

LIST 

5178 

2 Lug 

16.05 

5278 

3 Lug 

14.35 

5290 

2 Lug 

15.10 


TRAXIAL TO BNC ADAPTERS 


MODEL 5278 


11.44^ 
(470) _ 

t 



12.70 

(.500) 

Dia. 


Cutout 


Max. Panel 
Thickness 


6.35 (.25) 


MODEL 5290 



TRIAX BNC 


I 7~\ 

W 

1 'll 1 

Ki 

t|71 

'ey 

BNC 

TRIAX 


TYPE 

FIG. 

MODEL 

LIST 

3 Luq Triax (f)/BNC (m) 

1 

5299 

19.10 

2 Lug Triax (f)/BNC (m) 

2 

5298 

17.90 

BNC (f)/2 Lug Triax (m) 

3 

5090 

17.00 

BNC (f)/3 Lug Triax (m) 

4 

5300 

17.50 




FIG. 9 


14.48 
(.57) Dia. 


35.31 
- (139)- 
Max. 


1 . Jk 


14.48 
(.57) Dia. 


FIG. 11 
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POMONA 


UNIVERSAL ADAPTER KITS 


Model 5698 and 5748 Adapter Kits allow users to make their 
own adapter combinations, such as SMA to BNC or BNC to 
double banana plugs. Adapter ends are joined with coupling 
nuts. Simply choose your own combination. All connectors 
feature gold plated center contacts and silver plated bodies. 




Rating: 

Operating Temperature 

Coaxial connectors: 

-67°F. to +302°F. (-55°C. to +150°C.) 
Banana Plug/Binding Post adapters: 

+122°F. (+50°C.) Max. 

Nominal Impedance: 

BNC, SMA, TNC, "N", Mini-UHF, 
sampler: 

50 Ohms. 

"F": 75 Ohms. 

RCA, UHF: Non-constant. 

UNIVERSAL ADAPTER KIT 


Operating Voltage 

"N", couplers: 1,000 VRMS Max. 
BNC, TNC, UHF, "F", Banana Plugs, 
Binding Posts: 500 VRMS Max. 
SMA connectors: 335 VRMS Max. 
"F, RCA: 100VMRS. 

Mini UHF: 1 GHz 


Materials and Finish: 

BNC, SMA, TNC, "F", "N\ UHF,Mini UHF, 
coupler 

Center Contact:: Gold plated phos 
phor bronze 
Dielectric: Teflon 
Shell: Silver plated brass. 

Double Banana Plug 
Banana Plug: Nickel plated beryllium 
copper spring. 

Coupler: Gold plated brass contact. 
Insulation: ABS, black. 


Double Binding Post Adapter 
Binding Post: Nickel plated brass. 
Polycarbonate insulation, one black 
and one red. 

Insulation: ABS, black. 

Coupler: Gold plated brass center 
contact. 


MAXI UNIVERSAL ADAPTER KIT 



The Universal Adapter Kit, Model 5698 
contains 2 pcs. each: BNC Male, BNC Fe¬ 
male, TNC Male, TNC Female, SMA Male, 
SMA Female, "N" Male, "N" Female, four in- 
termdeiate Couplers, one Double Banana 
Plug and one Double Banna Jack. 


MODEL 

LIST 

5698 

99.00 



The Maxi Adapter Kit, Model 5748 contains 
2 pcs. each: BNC Male, BNC Female, TNC 
Male, TNC Female, SMA Male, SMA Female, 
"N" Male, "N" Female, UHF Male, UHF Female, 
Mini UHF Male, Mini UHF Female, "F" Male, 
"F" Female, RCA Male, RCA Female, six in- 
termdeiate Couplers, one Double Banana 
Plug, one Double Banna Jack and one Sam¬ 
pler. 


MODEL 

LIST 

5748 

199.00 


ADAPTER KIT ACCESSORIES 

Inidividual adapters for the Uni¬ 
versal Adapter Kits are also avail¬ 
able. 


Coupling nut 
Adapter to 

Model 

No. 

Used in Kit No. 

LIST 

Coupling nut 
Adapter to 

Model 

No. 

Used in Kit No. 

LIST 

5698 

5748 

5698 

5748 

BNC (m) 

5735 

2 

2 

4.20 

Mini UHF (m) 

5753 


2 

3.50 

BNC (f) 

5739 

2 

2 

3.40 

Mini UHF (f) 

5757 


2 

3.30 

TNC (m) 

5736 

2 

2 

4.20 

RCA (m) 

5754 


2 

5.50 

TNC (f) 

5740 

2 

2 

3.50 

RCA (f) 

5758 


2 

5.70 

SMA (m) 

5737 

2 

2 

3.60 

F (m) 

5759 


2 

5.10 

SMA (f) 

5741 

2 

2 

3.30 

F(f) 

5755 


2 

4.80 

N (m) 

5734 

2 

2 

4.60 

Coupler 

5742 

4 

6 

3.40 

N(f) 

5738 

2 

2 

3.70 

Dbl Banana Plug 

5743 

i 

1 

10.90 

UHF(m) 

5752 

2 

2 

4.60 

Dbl Binding Post 

5744 

i 

1 

13.20 

UHF (f) 

5756 

2 

2 

3.50 

Sampler 

5760 


1 

16.00 


UNIVERSAL COUPLING NUT CABLE ASSEMBLY 


This cable allows the user to make cable assem¬ 
blies from any of the coaxial adapters in the Uni¬ 
versal or Maxi Adapter Kits. Individual connec¬ 
tors can be threaded onto the coupling nut on 
each end of the cable for additional utility. 



MODEL 

Length 

LIST 

5749-36 

5749-72 

914.4 (36.0) 
1828.8 (72.0) 

11.00 

13.10 


1STEND: Threaded Coupling 
Nut. Gold plated center con¬ 
tact. 


CABLE: RG 58C/U O.D. 4.95 (.195) O.D. 2ND END: Same as first end. 
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POMONA 




SMA ADAPTERS 


SHELL: SMA, beryllium copper. 

All others, brass. 

INSULATION: Teflon. 

CENTER CONTACT: Male, brass. 

Female, beryllium copper. 

FINISH: Gold plated. 

RATING: 335 VRMS Max., Impedance: 50 Ohms. 


These SMA adapters meet the requirements of MIL-A-55339. The 50 Ohm 
subminiature series RF connectors are especially adaptable to microwave com¬ 
ponent applications, such as couplers, dividers and mixers. 

Thread SMA Male: V4-36 UNS-2B, SMA Female: V4-36 UNS-2A. 

Frequency range: SMA to BNC: 0-4 GHz. 

SMA to TNC and SMA to N: 0-11 GHz. 

Within Series SMA: 0-12 GHz. 




Temperature range: -65°C. (-85°F.) to +165°C. (+329°F.) 




FIG. 5 


FIG. 6 


FIG. 7 


FIG. 8 




FIG. 9 


20.07 Dia. 
(-79) 


i 


17.78( 70) 
Dia. 


FIG. 10 


FIG. 11 


FIG. 12 





STYLE 

FIG. 

MODEL 

LIST 

SMA (m)/BNC (m) 

1 

4288 

25.85 

SMA (m)/BNC (f) 

2 

4290 

20.40 

SMA (f)/BNC (m) 

3 

4289 

26.80 

SMA (f)/BNC (f) 

4 

4291 

20.70 

SMA (m)/TNC (m) 

5 

4292 

35.50 

SMA (m)/TI\IC (f) 

6 

4294 

27.35 

SMA (f)/TNC (m) 

7 

4293 

30.95 

SMA (f)/TNC (f) 

8 

4295 

27.55 

SMA (m)7TNC (m) 

9 

4296 

32.95 

SMA (m)fN' (f) 

10 

4298 

27.30 

SMA (f)/"N" (m) 

11 

4297 

30.80 

SMA (f)/”N" (f) 

12 

4299 

23.60 

SMA (m/m) 

13 

4283 

28.70 

SMA (f/f) 

14 

4285 

40.50 

SMA (f/m) 

15 

4282 

41.40 

SMA (f/f) 

16 

4284 

28.65 



FIG. 13 




FIG. 14 



/ 

5.59 Across Flats' 

(. 22 ) 

FIG. 16 
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POMONA 


COAXIAL ACCESSORIES/TERMINATIONS 



BNC 50 OHM ATTENUATORS 


BNC FEED-THRU SERIES RESISTOR 


For use with pulse, microwave, or UHF 
instruments. 

50 Ohm, metal film resistor, deposited 
nichrome over ceramic core, 2 watt T- 
Pad network. White nylon anti-roll 
sleeve. 

SHELL: Brass, tarnish resistant 
plated. 

INSULATION: Teflon. 

CENTER CONTACT: Male, brass. 
Female, beryllium copper. Gold plated. 
RATING: Operating Voltage: 10VRMS 
Max.; 2 Watts @ 25”C. 


50.29 
(1.98) Max. 



VSWR 

Attenuation 

Tolerance 

1.1 to 1GHz 

1.2 to 2GHz 
1.35 to 4GHz 
1.45 to 6GHz 
1.65 to 8GHz 

+0.4 dB to 1GHz 
. +0.45dB to 2GHz 
+ 0.65dB to 4GHz 
+0.75dB to 6GHz 
+ 1,0 dB to 8GHz 


MODEL 

Attenuation 

4108-3dB 

3dB 

4108-6dB 

6dB 

4108-10dB 

10dB 

4108-14dB 

14dB 

4108-20dB 

20dB 


Ideal for adding in series resistance to 
coaxial lines with BNC connectors. 
1%, 2 Watt, non-inductive film resis¬ 
tor. Resistance value marked on white 
nylon anti-roll sleeve. 

SHELL: Brass, tarnish resistantplated. 
INSULATION: Teflon. 

CENTER CONTACT: Male, brass. 
Female, beryllium copper. Gold plated. 
RATING: Operating Voltage: 500 
VRMS Max.; Frequency Range: DC to 
500 MHz; +102°C. (+2167.) Max. 


MODEL 

Resist, in Ohms 

4391-25 

25 

4391-50 

50 

4391-75 

75 

4391-93 

93 

4391-600 

600 



LIST 22.95 


BNC FEED-THRU TERMINATION 


BNC FEED THRU SERIES CAPACITOR 


Provides a DC block for sensitive RF 
measurements. 

SHELL: Brass, tarnish resistantplated. 

INSULATION: Teflon. 

CENTER CONTACT: Male, brass. 
Female, beryllium copper. Gold plated. 
RATING: 1000 pF; 600 VDC;+102°C. 
(+2167.) Max. 


MODEL 


5297 


50.29 



LIST 20.95 


Ideal forterminating pulse, microwave 
or UHF instruments in their character¬ 
istic impedance. Termination carbon 
film resistor, deposited over ceramic 
core, 2%, 2W. Resistance value marked 
on white nylon anti-roll sleeve. 

SHELL: Brass, tarnish resistance plated. 
INSULATION: Teflon. 

CENTER CONTACT: Male, brass. 
Female, beryllium copper. Gold plated. 
RATING: Frequency Range: DC to 500 
MHz, +102°C. (+2167.) Max. 


36.83 

'(1.45) Max. 



14.48 


(.57) 


Dia. 


BNC RESISTOR TERMINATED MALE PLUG 


Ideal forterminating coaxial lines. 1%, 
V 2 Watt, deposited carbon resistor. 88.9 
(3.5) bead chain with 3.56 (.14) dia. 
hole in lug. Resistance value marked 
on white nylon anti-roll sleeve. 

SHELL: Brass, tarnish resistant plated. 
INSULATION: Teflon. 

CENTER CONTACT: Brass, gold plated. 
RATING: Frequency Range: DC to 500 
MHz, Power: 1.2W@70°C. Max. 


MODEL 

Resist, in Ohms 

3840-50 

50 

3840-75 

75 

3840-93 

93 

3840-100 

100 

3840-600 

600 



+-+/V++>I 


LIST 8.95 


TYPE “N” RESISTOR TERMINATED MALE PLUG 

Ideal for terminating coaxial lines. 1%, 1 
Watt, deposited carbon resistor. 127 (5.0) 
bead chain with 3.56 (.14) dia. hole in lug. 

Resistance value marked on white nylon anti¬ 
roll sleeve. 

SHELL: Brass, tarnish resistant plated. 

INSULATION: Teflon. 

CENTER CONTACT: Brass, gold plated. 

RATING: Frequency Range: DC to 500 MHz, 

Power: 1W@70°C. Max. 


MODEL 

Resist, in Ohms 

4240-50 

50 

4240-75 

75 

4240-600 

600 


LIST 18.55 



MODEL 

Resist, in Ohms 

4119-50 

50 

4119-75 

75 

4119-93 

93 

4119-600 

600 



LIST 39.95 



BNC TERMINATION KIT 


Kit contains one each: 


3840-50 

3840-75 

3840-93 

3840-100 

3840-600 


50 Ohms 
75 Ohms 
93 Ohms 
100 Ohms 
600 Ohms 


LIST 41.00 


MODEL 

5512 



BNC 50 OHM ATTENUATOR KIT 


LIST 225.00 


Kit contains one each: 

4108-3dB 
4108-6dB 
4108-1 OdB 
4108-14dB 
4108-20dB 


3dB Attenuation 
6dB Attenuation 
10dB Attenuation 
14dB Attenuation 
20dB Attenuation 


MODEL 

5513 
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POMONA 


PANEL / BULKHEAD RECEPTACLES 


BULKHEAD RECEPTACLES 

SHELL: Brass, tarnish resistant plated. (SMA, 
beryllium copper, gold plated.) 

INSULATION: Teflon. 

CENTER CONTACT: Male, brass. Female, beryl¬ 
lium copper. (UHF, phosphor bronze.) Gold 
plated. 

RATING: 500 VRMS Max., (Type N, 1000 VRMS 
Max, SMA, 335 VRMS Max.) -65°C. (-85°F.) to 
+165°C. (+329°F.) 

IMPEDANCE: 50 Ohms (Except as noted.) 


3/8-32 

NEF-2 



FIG. 1 

Cutout 1 



14.48 


(57) 


Dia. 


t 




FIG. 4 

Cutout 1 



FIG. 

MODEL 

Special 

Features 

Max. Panel 
Thickness 

a 

b 

LIST 

BNC (f) 

1 

4160 


3.30 


8.89 

3.05 

BNC (f) 

1 

5081 

75 Ohms c) 

(.13) 


(.350) 

8.95 

BNC (f) 

2 

4158 

Pressurized 

a) 

6.10 

(.24) 

9.53 

(.375) 

8.64 

(.340) 

8.50 

BNC (f) 

3 

4159 

Hermetically 
Sealed b) 

9.40 

(37) 


8.89 

10.30 

BNC (m) 

4 

4979 


4.83 

(.19) 


(.350) 

9.85 

"N" (f) 

5 

4889 


6.60 

(.26) 

11.51 

(.453) 

10.59 

(.417) 

14.90 

SMA (f) 

6 

5608 

Gold Plated 

3.05 

(.12) 

6.48 

(.255) 

6.10 

(.240) 

12.50 



FIG. 6 

Cutout 1 



3/8-32 NEF-2 


7/16-28 NEF-2 



34.29 
(1.35) Max. 

FIG. 5 

Cutout 1 


1 ' t_L lit 




a) Rated to 50 PSI. 

b) Leakage rate less than 10 7 cc/sec of tracer 
gas at one atmosphere. 

c) Standard BNC interface. 


Cutout 1 Cutout 2 

PANEL CUTOUTS 


ISOLATED GROUND FEMALE BULKHEAD RECEPTACLES 


These connectors have the outer conductor isolated 
from the panel. Excellent for use with equipment 
requiring a floating ground. Mounts in panels up to 
4.57 (.18) thick. 

SHELL: Brass, tarnish resistant plated. 
INSULATION: Teflon. (Except as noted.) 

CENTER CONTACT: Beryllium copper, gold plated. 
RATING: 500 VRMS Max., -65°C. (-85°F.)to 
+165°C. (+329°F.) 

IMPEDANCE: 50 Ohms (Except as noted.) 


TYPE 

FIG. 

MODEL 

Special 

Features 

LIST 

BNC (f) 

1 

3778 


7.85 

BNC (t) 

1 

5348 

75 Ohms a) 
Impedance 

9.10 

BNC (f) 

2 

5148 

Valox insulation 

8.25 

TNC (f) 

3 

5084 


7.95 


27.94 



i 


33.53 

(1.32) 

Max- 


13.97 
(.55) Dia. 


12.70 
(.500) -*H 


|TJ_ 


3/8-32 NEF-2 

FIG. 2 

See Cutout 2 


11.94 

(.470) 



16.00 

(.63) 

Dia. 


1/2-28 NEF-2 - 

FIG. 3 

See Cutout 1 


9.53 

375) -*i I"* I 

nia 8 89 
Vi7 (-350) 

T 


Dia. 


a) Standard BNC interface. 


CUTOUT 1 


CUTOUT 2 


SMC BULKHEAD, MALE (JACK) 


SMB BULKHEAD, MALE (JACK) 


4.57 

(.180) 



PANEL CUTOUT 




PANEL CUTOUT 


MODEL 

5374 


LIST 5.15 


MODEL 

5383 


LIST 5.45 
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POMONA 

PANEL / BULKHEAD RECEPTACLES 


TRIAXIAL BULKHEAD RECEPTACLES, FEMALE 


SHELL: Brass, tarnish resistant plated. 

INSULATION: Teflon. 

CENTER CONTACT: Male, brass. Female, beryllium 
copper. Gold plated per requirements of MIL-C- 
49142. 

RATING: 500 VRMS, Frequency Range: DC to 500 
MHz, -65°C. (-85°F.) to +165°C. (+329°F.) 



MODEL 5219 



12.70 

(.50) 

Dia. 



MODEL 3580 


3/8-32 

NEF-2 


15.24 



MODEL 4388 

See Cutout 2 


a) Leakage less than 10~' cc/sec tracer 
gas at one atmosphere. 

b) Mounting hardware is isolated from 
outer conductor. 


MODEL 

Special Features 

LIST 

3580 

2 Lug 


12.85 

4388 

Hermetically 
Sealed a) 

65.70 

5091 

Isolated 

Ground b) 

17.60 

5219 

3 Lug 


13.20 


See Cutout 1 


rl t 


10.59^ m 
( 417) ^ V | 7 


11.51 

(.453) 

Dia. 


Cutout 1 

Max. Panel Thickness 
3.56 (.14) 


See Cutout 2 


9.53 
I—(.375) 
Dia. 


8.89 

(350)__vXy 


Cutout 2 

Max. Panel Thickness 
6.35 (.25) 


16.28 

.—-I H'641) 

II I Dia. 

1524 

(•600)_vX7 

t 

Cutout 3 

Max. Panel Thickness 
6.35 (.25) 



MODEL 5091 

See Cutout 3 


PANEL RECEPTACLES 

SHELL: Brass, tarnish resistant plated. 

INSULATION: Teflon. 

CENTER CONTACT: Male, brass. Female, beryl¬ 
lium copper. (UHF, brass.) Gold plated. 
RATING: 500 VRMS Max. (Except as noted) 
-65°C. (-85°F.) to +165°C. (+329°F.) 

IMPEDANCE: 50 Ohms. 





—27.94 — 
(1.10) Max. 


Flange Thickness 2.29 (.09) 


FIG. 1 


TYPE 

FIG. 

MODEL 

Special 

Features 

Panel 

Cutout 

LIST 

BNC (m) 

1 

2447 


1 

8.05 

BNC (f) 

2 

2451 

4.00 

"N" (m) 

3 

2454 

Operating 
Voltage 
1000 VRMS Max. 

2 

19.50 

"N” (f) 

4 

2455 

7.20 



(1.14) Max. 


FIG. 4 


FIG. 2 


FIG. 3 


3.18 



(.453) Dia. 

Cutout 1 


3.18 



(.641) 

Dia. 


PANEL CUTOUTS 


Cutout 2 


SMA PANEL RECEPTACLES 

SHELL: Models 4809 & 4808, Passivated Steel. 
Models 4850 & 4849, Stainless Steel, gold plated. 

INSULATION: Teflon. 

CENTER CONTACT: Beryllium copper, gold 
plated. 

RATING: 335 VRMS Max., Impedance: 50 
Ohms, -65°C. (-85°F.) to +165°C. (+329°F.) 



TYPE 

FIG. 

MODEL 

LIST 

SMA (f) 

1 

4809 

11.15 

SMA (m) 

2 

4808 

19.80 

SMA (f) 

3 

4850 

17.00 

SMA (m) 

4 

4849 

38.00 


12.70 Sq. 
(.500) 


o m 


z 


0 - 

, 0 1 9. 


8.64 

-(.340) 

(Sq.) 


2.59 (4 PLACES) 
(.102) Dia. 


FIG. 1 



PANEL CUTOUT 
Flange thickness 1.65 (.065) 


FIG. 3 
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POMONA 


COAXIAL ACCESSORIES 

RFI/EMC CONNECTOR FLANGE GASKET 


This RFI/EMC connector flange gasket has an ad¬ 
hesive back for simple installation. Monel metal fi¬ 
bers imbedded in this sillicone rubber gasket sup¬ 
presses RFI/EMC radiation. Model 4780 fits 
standard BN/BNC flanges and Model 4795 fits 
standard type “N” and UHF flanges. 


MODEL 

A(Sq.) 

B Dia. 

C Dia. 

D(Sq.) 

LIST 

4780 

12.70(.50) 

11.10(.437) 

2.77(.109) 

17.53(.69) 

5.40 

4795 

18.30(.72) 

15.88(.625) 

4.37(.172) 

25.40(1.00) 

4.00 



COAXIAL PC MOUNTS 


BNC RIGHT ANGLE FEMALE PC MOUNT 


BNC FEMALE PC MOUNT 



Permits the installation of a right 
angle BNC female directly to a Vis' 
thick printed circuit board. 

SHELL: Brass, tarnish resistant 
plated. 

INSULATION: Teflon. 

CENTER CONTACT: Beryllium cop¬ 
per, gold plated. 

PC PINS: Brass, silver plated. 
RATING: Operating Voltage: 500 
VRMS Max.; Impedance: 50 Ohms; 
-65°C. (-85°F.) to +165’C. (+329 F.) 
.96 
(.038) 

Dia. 

Pins 


MODEL 


4788 



i 


12.70 
(.50) Sq. 


i 



LIST 13.85 


SMA RIGHT ANGLE FEMALE PC MOUNT 


Permits the installation of a right angle 
SMA female directly to a'/«" printed cir¬ 
cuit board. 

SHELL: Beryllium copper, gold plated 
per requirements of MIL-C-39012. 
INSULATION: Teflon. 

CENTER CONTACT: Beryllium cop¬ 
per, gold plated. 

RATING: Operating Voltage: 335 
VRMS Max., Impedance: 50 Ohms, 
-65°C. (-85°F.) to + 165°C. (+329°F.) 


8.13 



Permits BNC male to be used with 
%" thick printed circuit boards. 
SHELL: Brass, tarnish resistant plat¬ 
ed. 

INSULATION: Teflon. 

CENTER CONTACT: Beryllium cop¬ 
per, gold plated. 

PC PINS: Brass, silver plated. 
RATING: Operating Voltage: 500 
VRMS Max.; Impedance: 50 Ohms; 
-65”C. (-85°F.) to +165C. (+329‘F.) 



MODEL 

4578 


.96 

(.038) 

Dia. 

Pins 




>_ A 


17.53 
(.69) Sq. 


12.70 
(.50) Sq. 


LIST 8.75 


SMA FEMALE PC MOUNT 

Permits the SMA male to be used 
with 'U' thick printed circuit boards. 
SHELL: Beryllium copper, gold plat¬ 
ed per requirements of MIL-C-39012. 
INSULATION: Teflon. 

CENTER CONTACT: Beryllium cop¬ 
per, gold plated. 

RATING: Operating Voltage: 335 
VRMS Max.; Impedance: 50 Ohms; 
-65‘C. (-85°F.) to +165°C. (+329°F.) 



MODEL 

4991 




7.9 (.31) 
Dia. Ref. 


A = 2.54 (.10) 


LIST 32.30 


SMB RIGHT ANGLE 
MALE (JACK) PC MOUNT 

The SMB connectors feature a “snap-on” de¬ 
sign for ease in making tight RF connections. 
Permits SMB male to be used with '/>" printed 
circuit board. 

SHELL: Brass, tarnish resistant plated. 
INSULATION: Teflon. 

CENTER CONTACT: Brass, gold plated. 
RATING: Operating Voltage: 335 VRMS 
Max.; Impedance; 50 Ohms; -65°C. 
(-85°F.) to +165°C. (+329°F.) 


MODEL 

5384 


3.96 

(.156) 



LIST 11.45 


SMB RIGHT ANGLE BULKHEAD 
JACK PC MOUNT 


15.49 

(.61) 

Max. 



3.96 

(.156) 


The SMB “snap-on” also features a bulkhead 
fitting for attachment to black boxes and PC 
boards. Permits SMB male to be used with V 
printed circuit board. 

SHELL: Brass, tarnish resistant plated. 
INSULATION: Teflon. 

CENTER CONTACT: Brass, gold plated. 
RATING: Operating Voltage: 335 VRMS 
Max.; Impedance: 50 Ohms; -65”C. 
(-85’F.) to +165°C. (+329°F.) 


MODEL 

5365 



6.35 

(.25) 


Sq. 

□ 

□ 

O 


□ 

□ 


L 

5.08 

(.200) Sq. 


t LIST 1 


1.25 
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POMONA 





COAXIAL ACCESSORIES 


DUST CAPS FOR COAXIAL CONNECTORS 

SHELL: Brass, tarnish resistant plated. 


MODEL 

Type 

LIST 

3839 

BNC 

2.45 

4157 

3.35 

4890 

UHF 
or N 

5.70 







C 


MODEL 3839 


MODEL 4157 




MODEL 4890 


BNC SHORTING PLUG 

Use this BNC shorting plug to protect sensitive 
instrument inputs or to provide a necessary ref¬ 
erence short. 

SHELL: Brass, tarnish resistant plated. 
CENTER CONTACT: Brass, gold plated . 
RATING: Operating Voltage: 500 VRMS Max. 


MODEL 


5085 



LIST 6.35 


SMA SHORTING PLUG 

Use this SMA shorting plug to protect sensitive 
instrument inputs or to provide a necessary 
reference short. 

SHELL: Steel, gold plated. 

INSULATION: Teflon. 

CENTER CONTACT: Steel, gold plated. 
RATING: Operating Voltage: 335 VRMS Max., 
Impedance: 50 Ohms. 


MODEL 


5088 


9.14 

(.36) 

Max. 


7.87 

(.31) Hex. 


LIST 17.25 


STRESS RELIEF BOOTS 


Pomona Electronics offers stress relief boots, molded in PVC to protect cables from wear, fatigue and weathering. Ten colors provide a convenient key for cable identification. These 
unique boots are available in three styles. 

STRESS RELIEF BOOT 

For use with crimp-on type connectors. 

MATERIAL: PVC. 

RATING: + 50°C. (+122°F.) Max. 

*STD COLORS: -0 Black, -1 Brown, -2 Red, -3 Orange, -4 Yellow, -5 Green, 

-6 Blue, -7 Violet, -8 Gray, -9 White. 


69.85 

’(2.75) 



!=U 


“X" 


MODEL 

Fits Cable Types 

Cable O.D. 

“X” Dim. 

“Y” Dia. 

LIST 

5076- ** 

5077- * 

5078- ** 

RG 58, 141 

RG 59, 62, 210 
RG 174, 187, 188 

4.70 (.185)-5.08 (.200) 
6.02 (.237)-6.27 (.247) 
2.29 (.090)-2.79 (.110) 

9.91 (.39) 
9.91 (.39) 
6.60 (.26) 

5.33 (.21) 
6.60 (.26) 
3.05 (.12) 

.50 EA 
.50 EA 
.50 EA 


rr 


(Pkg. Ten Per Color) 


STRESS RELIEF BOOT WITH CLAMP NUT 

For use with connectors using a 7/16-28 clamp nut. Simply replace 
the supplied clamp nut with the one on the stress relief boot. 

CLAMP NUT: Brass, nickel plated. 

BOOT: PVC. 

RATING: Operating Voltage: 500 VRMS Max.; +50”C. (+122"F.) Max. 
*STD COLORS: -0 Black, -1 Brown, -2 Red, -3 Orange, -4 Yellow, -5 Green, 
-6 Blue, -7 Violet, -8 Gray, -9 White. 

**STD COLORS: -0 Black, -2 Red. 


8.89 


35) ~ *1 


69.85 

(2.75) 


7/16-28Thd. 


/ I 


i=± 


MODEL 

Fits Cable Types 

Cable O.D. 

“X” Dim. 

“Y” Dia. 

LIST 

5076-* 

RG 58, 141 

4.70 (,185)-5.08 (.200) 

9.91 (.39) 

5.33 (.21) 

2.25 

5077-* 

RG 59, 62, 210 

6.02 (,237)-6.27 (.247) 

9.91 (.39) 

6.60 (.26) 

2.25 

5078-* 

RG 174, 187, 188 

2.29 (,090)-2.79 (.110) 

6.60 (.26) 

3.05 (.12) 

2.25 


SMA TERMINATIONS 


FEMALE TERMINATION 

SHELL: Beryllium copper. 

INSULATION: Teflon. 

CENTER CONTACT: Beryllium copper. 
FINISH: Gold plated . 

RATING: Operating Voltage: 335 VRMS 
Max., Impedance: 50 Ohms, VSWR: 1.25 
Max to 18 GHz; 'h Watt; Temperature: 
-65°C. (-85"F.) to +165”C. (+329"F.) 


5.33 Dia. 
(. 21 ) 


14.73 

-(■58) 

Max. 


-| 


?—wv(0 


MODEL 



MODEL 

4287 

LIST 84.95 


4286 


MALE TERMINATION 

SHELL: Beryllium copper. 

INSULATION: Teflon. 

CENTER CONTACT: Brass. 

FINISH: Gold plated. 

RATING: Operating Voltage: 335 VRMS Max., 
Impedance: 50 Ohms, VSWR: 1.25 Max to 18 
GHz; 1/2 Watt; Temperature: -65"C. (-85°F.) to 
+165°C. (+329"F.) 



LIST 73.05 
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POMONA 


TUBE TEST SOCKET ADAPTERS 


SURFACE MOUNTED BREADBOARD SOCKETS 


TEST SOCKET TUBE ADAPTERS 

Ideal for making measurements of voltage, 
resistance, audio and video without tracing 
complicated circuits from the bottom of the 
chassis. They feature: Extended test tabs for 
easy use with either alligator or test prods; low 
loss mica-filled molded phenolic construction 
per MIL-M-14, MFE. Power factor less than 
0.010 at 10 MHz; high insulation resistance, the 
I.R. exceeds 500,000 megohms at 40% R.H., 
at 24°C; distributed capacity, inter-element 
approximately 1 pico farad; high voltage 
operation, voltage breakdown elements exceeds 
1,700 VAC or DC. Model TVS-8 has 2.36 mm 
(.093) dia. pins. All other models have 1.02 
mm (.040) dia. pins. 

MODEL TVS-9 


MODEL 

Type 

Size H x Dia. 

Pin Circle 
Dia. 

LIST 

TVS-7 

7 Pin Miniature 

36.07(1.42) X 19.05( .75) 

9.53(.375) 

15.70 

TVS-8 

8 Pin Octal 

27.94(1.10) X 29.46(1.16) 

17.45(.687) 

20.05 

TVS-9 

9 Pin Miniature 

35.56(1.40) x 22.10 ( .87) 

11.89(468) 

18.30 


Surface mounted breadboard sockets are ideal for experimental circuit design, 
portable and enclosed units, plug-in and packaged assemblies. They feature: An 
insulated base to prevent connections from shorting to chassis; elimination of 
double chassis design; circuits may be wired in an enclosed unit; base 
connections are numbered for easv identification; grade A phosphor bronze 
spring contacts; standard center to center mounting holes. For ease of 
installation the 7 and 9 pin miniatures may be mounted either in the center or on 
the sides, the 8 pin octal is mounted on the sides; small mounting holes permits 
the reuse of experimental chassis. 



MODEL 

Pin Circle Dia. 

LIST 

XS-7 

9.53(.375) 

4.75 

XS-8 

17.45(.687) 

6.15 

XS-9 

11.89(.468) 

5.45 



WIRE/PATCH CORD 


RETRACTILE (COILED) PATCH CORD 26 AWG 


WIRE: Single conductor, 26 AWG, strand, 10 X 36 non-tinned copper, polyurethane insulation, 2.24 (.088) O.D. 
RATING: 1000 VDC, 3 Amps; +80"C. ( + 176T.) Max. 

*STD COLORS: -0 Black, -2 Red. 


MODEL 

Extended Length 

LIST 

5205-36* 

5205-48* 

5205-60* 

914.4 (36.0) 
1219.2 (48.0) 
1524.0 (60.0) 

4.00 

5.00 

6.00 



2.24 

-(.088) Dia. 


10.92 
-(.43) Dia 


RETRACTILE (COILED) PATCH CORD 20 AWG 


WIRE: Single conductor, 20 AWG, strand, 42x36, PVC insulation, 3.71mm (.146) O.D. 

RATING: 3000 VDC Int; 270 VDC-90 VAC cont. duty; 5 Amps; +60°C. (+140°F.) Max. 

*STD. COLORS: -0 Black, -2 Red. 

- -Extended Length- 



6.35-► 

(.25) 


13.21 
(.52) Dia. 


MODEL 

Length 

LIST 

5202-* 

1524.0 (60.0) 

7.45 


This is the same quality wire that Pomona uses on their patch cords throughout the catalog. It is available for purchase in 152.4 meter (500 foot) reels. This wire is ideal 
for do-it-yourself test leads or point-to-point electrical connections. 


18 AWG WIRE 


20 AWG WIRE 


SPECIFICATIONS: 

STRANDING: 65 X 36 tinned copper. 

O.D.: 3.66 mm (.144). 

JACKET: PVC 

TEMP RANGE: -20°C. (-4T.) to +105°C. 
(+221T.) 

RATING: 15 Amps Max, 5000 WVDC. Max. 

*STD COLORS: -0 Black, -2 Red. 



SPECIFICATIONS: 

STRANDING: 41 x 36 tinned copper. 

O.D.: 2.21 (.087) 

JACKET: PVC. 

TEMP. RANGE: -20°C. (-4°F.) to +105°C. 
(+221-F.) 

RATING: 5 Amps Max., 3000 WVDC Max. 
*STD COLORS: -0 Black, -2 Red. 



MODEL 

4418-* 


LIST 155.00 

(Std. Pkg. 500' Reel) 


MODEL 

4420-* 


LIST 125.00 

(Std. Pkg. 500' Reel) 
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POMONA 


COAXIAL CONNECTORS 


SHELL: Brass, tarnish resistant plated. 

INSULATION: Teflon. (UHF, phenolic) 

CENTER CONTACT: Male, brass. Female, beryllium copper. 
(UHF, brass) Gold plated. 

RATING: 500 VRMS Max. (Except as noted.) 

IMPEDANCE: 50 Ohms (Except as noted.) 


14.48 

(.57) 

Dia. 

T 


26.92 

(106) 

Max. 



FIG. 1 


See pages 57 & 58 for 
Cabling instructions. 




CABLE GROUPS RG/U 

1 

8, 8A, 9, 9A, 9B, 11, 11 A, 13A, 213, 214, 216 

2 

142, 142A, 142B, 223 

3 

58, 58A, 58C, 141, 141A 

4 

59, 59A, 59B, 62, 62A, 62B, 62C, 210 

5 

71,71A, 71B 

6 

174, 179A, 179B, 187, 187A, 188, 188A, 316 



L 

26.67 

—(105) — 
Max. 


, .... : 

8.13 


(.32) 

Dia. 

FIG. 3 



27.69 

(1.09) 


40.64 


(1.60) 

Max. 



FIG. 4 


1 

29.21 

"*-(1.15) Max.-*" 

30.23 

f*~(1.19) Max."*" 



14.48 
(.57) Dia. 

t 

■Cat- 


"y. 1 )' *" jpEEEW " a . iji i m w | 

.!, 

t 

FIG. 5 


FIG. 6 



FIG. 7 


TYPE 

FIG. 

Cable 

Group 

MODEL 

Special 

Features 

LIST 



2, 3 

4488 


3.60 



4, 5 

4786 


4.55 


1 

RG58 

4997 

Field 

Servicable 

6.85 


RG59 

4998 

7.50 



RG174 

4999 


12.30 

BNC (m) 


4, 5 

5079 

75 Ohm (a) 
Impedance 

8.25 



6 

5307 


8.65 


2 

3 

5285 


3.40 



4 

5286 


3.60 


3 

3 

5152 

Push-on 

4.55 


4 

2,3 

4977 


16.10 


5 

2,3 

4978 


4.00 

BNC (f) 

4, 5 

5061 


6.35 

6 

3 

5344 


6.30 


4 

5345 


8.60 

UHF (m) 

7 

1 

4893 

Non constant 
Impedance 

6.80 

■F (m) 

8 

4,5 

5296 

75 Ohm (a) 
Imp, Push-on 

3.15 

"N" (m) 

9 

2,3 

4787 

1000 VRMS Max. 
Operating Volt. 

6.80 

11 

1 

4980 

7.15 

"N" (f) 

13 

1 

4981 

6.85 

TNC (m) 

10 

2,3 

4960 


8.85 

4,5 

5282 


9.75 

TNC (f) 

12 

4, 5 

5283 


8.60 

2,3 

5284 


7.75 



FIG. 10 



FIG. 12 


(a) Standard BNC interface 



I 

20.07 

(.79) 

Dia. 

J_ 


FIG. 9 



FIG. 11 



FIG. 13 
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POMONA 


COAXIAL CONNECTORS 


BNC MALE "TWIST ON" CABLE PLUG 
FOR RG59 & 62 CABLE 

These connectors offer a quick and inexpensive solution 
for assembly in the field. Simply strip the cable to the 
center conductor and insert into the connector. 

SHELL: Die cast zinc alloy. Nickel plated. 

INSULATION: Thermoplastic. 

CENTER CONTACT: Beryllium copper, nickel plated. 
RATING: Operating Voltage: 500 VRMS Max.; Imped¬ 
ance: 50 Ohms. 





9/ 


V— 

c - 


°16 


b_ 



/r 

^2 Min. 




Trim cable. Twist braid clockwise 
and expose dielectric to dim. shown. 



Insert center conductor into connector 
and push as far as possible. Screw con¬ 
nector clockwise onto cable. 


MODEL 

5439 


LIST 5.45 


BNC MALE WITH STRESS RELIEF BOOT 

Make your own stress relieved cable. This model attaches to the end of a 
cable in the same way as an ordinary BNC connector. 

BOOT: PVC. 

BNC MALE: Body, brass, tarnish resistant plated. Center contact, brass, gold 
plated. Impedance: 50 Ohms. 

RATING: Operating Voltage: 500 VRMS Max.; +50"C. (+122T.) Max. 

*STD COLORS: -0 Black, -1 Brown, -2 Red, -3 Orange, -4 Yellow, -5 Green, 
-6 Blue, -7 Violet, -8 Gray, -9 White. 


MODEL 

Fits Cable Types 

Cable O.D. 

“X” Dim. 

“Y” Dia. 

LIST 

5066-* 

RG 58, 141 

4.70 (,185)-5.08 (.200) 

9.91 (.39) 

5.33 (.21) 

5.70 

5067-* 

RG 59, 62, 210 

6.02 ,237)-6.27 (.247) 

9.91 (.39) 

6.60 (.26) 

5.70 

5068-* 

RG 174, 187, 188 

2.29 (,090)-2.79 (.110) 

6.60 (.26) 

3.05 (.12) 

10.30 



SMA CABLE PLUGS/JACKS 

SHELL: Passivated Steel. 

INSULATION: Teflon 


MODEL 

Fits Cables RG 

LIST 

4804 

174, 179, 187, 188, 316 

13.80 

4805 

17.50 

4859 

55,142, 223 

13.70 

4860 

17.60 



MODELS 4805 & 4860 MODELS 4804 & 4859 

SMA (f) SMA (m) 


Note: Cabling instructions furnished on request. 


SMC CONNECTORS 



SHELL: Brass, tarnish resistant plated. FREQUENCY RANGE: 0-4 GHz. 

INSULATION: Teflon. TEMPERATURE RANGE: -65°C. (-85° F.) to 

CENTER CONTACT: Male, brass. Female, +165°C. (+329°F.) 
beryllium copper. Gold plated. THREAD: 10-32 UNF. 

RATING: Operating Voltage: 335 VRMS Max.; 

Impedance: 50 Ohms. 



CABLE GROUPS—RG/U 

1 

174, 179, 187, 188, 316 

2 

58, 142, 223 


SMC CABLE PLUG/JACK 

The SMC (Subminiature 'C') connectors 
feature a “screw-on” shell. 


8.13 

(-32) —| 
Max. 


32.51 

(1.28) 

Max. 


, i if b 



MODEL 

Cable 

Group 

LIST 

5366 

1 

9.10 

5367 

12.60 

5368 

2 

9.15 

5369 

12.60 

5370 

1 

10.05 

5371 

10.10 

5372 

2 

10.05 

5373 

10.05 


8.13 

(.32) 

Max. 


'1 


T 


MODELS 5366 & 5368 

CABLE PLUG (Female) 

CRIMP TYPE 

29.97 

(1-18)-- 

Max. 



MODELS 5370 & 5372 

CABLE JACK (Male) 

CRIMP TYPE 


MODELS 5367 & 5369 

CABLE PLUG (Female) 
CLAMP TYPE 


19.81 


8.13 

(.32)—1 

Max. 1 

-- (.78) -- 

Max. 


3SSBPI 


MODELS 5371 & 5373 

CABLE JACK (Male) 

CLAMP TYPE 
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POMONA 


SMB CABLE PLUGS/JACK 

The SMB (Subminiature ‘B’) connectors 
snap together for quick assembly. 


MODEL 

Cable 

Group 

LIST 

5375 

1 

11.50 

5376 

12.90 

5377 

2 

11.40 

5378 

12.95 

5379 

1 

9.15 

5380 

10.00 

5381 

2 

9.15 

5382 

10.05 


SMB CONNECTORS 



MODELS 5375 & 5377 

CABLE PLUG (Female) 

CRIMP TYPE 



MODELS 5379 & 5381 

CABLE JACK (Male) 

CRIMP TYPE 



23.88 
"(.94) ' 
Max. 


8.13 

j-(- 32 ) 

Max. 


MODELS 5376 & 5378 

CABLE PLUG (Female) 
CLAMP TYPE 



MODELS 5380 & 5382 

CABLE JACK (Male) 

CLAMP TYPE 


TRIAXIAL CONNECTORS 




Two Three 

Lug Lug 


'Two lug model is shown. On units having three lugs, 
the spacing is 120°. 


Triaxial connectors accommodate the need for low lev¬ 
el signal patching and balanced line applications. De¬ 
signed for use with double shielded single conductor or 
shielded twisted pair cable. These connectors feature 
a concentric design with center contact, outer contact 
and outer shell (see photo). This concentric design 
does not require matching of halves such as the polar¬ 
ized stepped insulator connectors. 


CABLE PLUGS/JACKS 

SHELL: Brass, tarnish resistant plated. 

INSULATION: Teflon. 

CENTER CONTACT: Male, brass. Female, 
beryllium copper. Gold plated per require¬ 
ments of MIL-C-49142. 

RATING: Operating Voltage: 500 VRMS Max., 
Frequency range: DC to 500 MHz, -65°C. 
(-85°F.) to +165°C. (+329°F.) 

See page 59 for Cabling Instructions. 



MODEL 

Special Features 

Fits Cable Typesf 

LIST 

3600 

2 Lug 

78 Ohms 

Belden 9272 

6.15 (.242) O.D. 

14.75 

4661 


Microdot 293-3930 
4.45 (.175) O.D. 

35.50 

5056 

50 Ohms 

Belden 9222 

6.15 (.242) O.D. 

17.55 

5218 

3 Lug 


19.00 


1270 

(.500) 

Dia. 




© 


12.01 
_L(. 473) 

T 


Max. Panel Thickness 
3.05 (.12) 

Panel Cutout 
for Model 4661 





36.32 

(1.43) 

Max. 



MODEL 5218 

TRIAX (m) 



TWINAX BULKHEAD RECEPTACLE 


SHELL: Brass, tarnish resistant 
plated. 

INSULATION: Teflon. 

CENTER CONTACT: Male, 
brass. Female, beryllium copper. 

Gold plated per requirements of 
MIL-C-3655. 

RATING: Panel Thickness: 3.30 
mm (.13). Operating Voltage: 500 
VRMS Max., -65°C. (-85°F.) to 9.65 
■f 165°C. (+329°F.) (.38) 

_ Dia. 


12.70 (.50) 
ACROSS FLATS 


MODEL 


4958 



TWINAX MALE CABLE PLUG 


SHELL: Brass, tarnish resistant 
plated. 

INSULATION: Teflon. 

CENTER CONTACT: Male, 
brass. Female, beryllium copper. 
Gold plated per requirements of 
MIL-C-3655. 

RATING: Operating Voltage: 500 
VRMS Max., -65°C. (-85°F.) to 
+ 165°C. (+329°F.) 

CABLE TYPES: RG108 and Bel- 
den 9272. 


14.48 



57) 


Dia 


28.70 
-(113) - 
Max. 


iSiJl^ 


MODEL 


4957 


See page 59 for Cabling Instructions. |_|gj g-| q5 
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POMONA 


AUDIO CONNECTORS 
GENERAL INFORMATION 


ITT Pomona audio connectors are rugged, quick disconnect devices designed for 
use in audio systems and other applications where reliability and quiet operation are 
the password. These connectors have a solid, metal latching mechanism to assure 
positive, yet quick connect/disconnect. Some of the salient features are as follows: 

EP SERIES 

• Body, satin finish, nickel plated zinc or aluminum 
shell. 

• Polyamide insulator. 

• Contacts, tin plated machined copper alloy. 

• Flexible PVC cable bushing. 


XLR TYPE 

• Body, satin finish, nickel plated zinc or aluminum shell. 

• Resilient socket insulator for excellent low noise/vibration performance. 

• Contacts, tin plated, precision stamped copper alloy. 

. Nickel plated steel barrel. 

• Contact 1 engages before signal contacts. 

• Cable clamp accommodates cable sizes 3mm to 8mm dia. 


CONTACT ARRANGEMENT AND GENERAL PERFORMANCE 



3 

4 

5 


4 

6 

8 

Number of Contacts 

3 

4 

5 

4 

6 

8 

Current Rating 

15 A 

10 A 

7.5 A 

20A 

20A 

15A 

Test Voltage 

1400 VDC 

1400 VDC 

1400 VDC 

3000VDC 

1600 VDC 

1300 VDC 

Operating Voltage 

133 VRMS 

133 VRMS 

133 VRMS 

660 VRMS 

200 VRMS 

100 VRMS 

Temperature Range 

-20°C. to +70°C. 

(-4°F. to +158°F.) 

-20°C. to +70°C. 
(-4°F. to +158°F.) 

-20°C. to +70°C. 
(-4°F. to +158°F.) 

-20°C to +70°C 
(-4°F to + 158°F) 

-20°C to +70°C 
(-4°F to +158°F) 

-20°C to +70°C 
(-4°Fto +158°F) 


ASSEMBLY 


-i * 

b— 

m rt 

No. of 

Contacts 

A Dimension 
(strip length) 

3 

6.40 (.250) 

4 

5.60 (.220) 

5 

5.10 (.200) 



Strip Wire 


Insert Retaining Screw 


Cable Relief 
Bushing 

1. Insert cable through cable relief bushing and shell. 

2 . .. 

3. 

4. 

5. 


Solder leads to socket/barrel assembly. 

Slide shell forward and tighten insert retaining screw. 
Tighten cable clamp screw. 

Push cable relief bushing onto the shell. 


Note: For cable size between 
5.7mm and 8.0mm, cut 
cable relief bushing at 
groove. 



Insulating Tube 


Insulator 


Latch 


g, Cable Clamp 
S*— Screws 


Barrel' 


1. Insert cable through shell and cable relief bushing. 

2. Solder cable to insert assembly. 

3. Slide shell forward and tighten insert screw. 

4. Tighten cable clamp screws. 


Shell 



Cable Relief 
Bushing 


Additional products for the audio market: 

Double Banana Plug, Model MDP Page 22 

Single Nickel and Gold Plated Banana Plugs, 

Models 1325, 5169 and 5406 Page 20 


Flex Head Binding Post, Model 5018 
Standard Nickel and Gold Plated Binding Posts, 
Models 3760 and 3750 


Page 30 
Page 30 
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POMONA 

AUDIO CONNECTORS—EP SERIES 


STRAIGHT CORD PLUG - FEMALE 


STRAIGHT CORD PLUG — MALE 


This cord plug accepts all male receptacles with 
the same pin count as well as the male cord plug. 
Standard mating configuration will accommodate 
competitive units. 


This cord plug accepts all female receptacles with 
the same pin count as well as the female cord plug. 
Standard mating configuration will accommodate 
competitive units. 



MODEL 

Sockets 

LIST 

5557 

4 

23.90 

5558 

6 

27.70 

5559 

8 

31.70 


WALL/FLOOR MOUNT 
RECEPTACLE—FEMALE 

This receptacle accepts all male cord plugs 
with the same pin count as well as the male 
cord plug. Standard mating configuration 
will accommodate competitive units. 


4 Pcs. 
4.32 



(1.32) 

Dia. 


Panel Cutout 


MODEL 

Sockets 

LIST 

5563 

4 

19.75 

5564 

6 

23.10 

5565 

8 

26.25 



MODEL 

Pins 

LIST 

5560 

4 

15.00 

5561 

6 

16.85 

5562 

8 

18.75 


WALL/FLOOR MOUNT 
RECEPTACLE — MALE 

This receptacle accepts all female cord 
plugs with the same pin count as well as 
the female cord plug. Standard mating 
configuration will accommodate 
competitive units. 


4 Pcs. 



(1.18) 

Dia. 


Panel Cutout 


MODEL 

Pins 

LIST 

5566 

4 

9.50 

5567 

6 

10.50 

5568 

8 

14.15 
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POMONA 




AUDIO CONNECTORS—XLR TYPE 


STRAIGHT CORD PLUG — FEMALE 

This cord plug accepts all male recepta¬ 
cles with the same pin count as well as the 
male cord plug. Standard mating config¬ 
uration will accommodate competitive 
units. 


STRAIGHT CORD PLUG — MALE 

This cord plug accepts all female recepta¬ 
cles with the same pin count as well as the 
female cord plug. Standard mating config¬ 
uration will accommodate competitive 
units. 




MODEL 

Sockets 

XLR Type 

LIST 

5109 

3 

3-11 

3.10 

5118 

4 

4-11 

4.15 

5125 

5 

5-11 

4.60 


MODEL 

Pins 

XLR Type 

LIST 

5110 

3 

3-12 

2.50 

5119 

4 

4-12 

2.60 

5126 

5 

5-12 

3.00 


WALL/FLOOR MOUNT RECEPTACLE—FEMALE 


WALL/FLOOR MOUNT RECEPTACLE — MALE 


This receptacle accepts male cord plugs 
with the same pin count. Standard mating 
configuration will accommodate competi¬ 
tive units. 


17.00 




5113 Shown 


This receptacle accepts female cord plugs 
with the same pin count. Standard mating 
configuration will accommodate competi¬ 


tive units. 



Panel Cutout 


5117 Shown 


MODEL 

Sockets 

XLR Type 

LIST 

5113 

3 

3-31 

3.90 

5123 

4 

4-31 

4.30 

5129 

5 

5-31 

4.50 


MODEL 

Pins 

XLR Type 

LIST 

5117 

3 

3-32 

1.85 

5131 

4 

4-32 

2.30 

5130 

5 

5-32 

2.70 


WALL/FLOOR MOUNT RECEPTACLE — MALE 



This receptacle accepts female cord plugs with the same 
pin count. Panel cutout is similar to models 5113, 5123 and 
5129. Standard mating configuration will accommodate 
competitive units. 



MODEL 

Pins 

LIST 

5569 

3 

2.10 

5570 

4 

2.60 

5571 

5 

3.10 
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POMONA 



CONNECTOR INSTRUCTIONS 


MODELS 5285, 5286, 5344 & 5345 


MODELS 4997, 4998 & 4999 


Crimp Sleeve 

A 


d 


II 


Cut cable end square. Slide crimp sleeve over jacket. Strip cable to dimensions 
A, B, and C. 


o-L 


Center Contact 


Solder contact to center conductor of cable. 






- Connector Body 


Slide connector body over center contact & push barrel beneath braid. 



Slide crimp sleeve forward over braid & seat against connector body. Crimp with 
hex crimp die as listed. 


MODEL 

A 

B 

C 

Hex Die Size 

5285 

5344 

.58 

.19 

.11 

.213 

(Model 

5540) 

5286 

5345 

.58 

.19 

.11 

.255 

(Model 

5541) 


Clamp Nut 

At 


”dH_ 


1/4 


Cut cable end square. Slide crimp sleeve over jacket. Strip cable to dimensions 
shown. 


Slit 

i: \ 


Taper Assy. 

Y 

. .1- : II A- 

-IU 


■1/32 Max. 


Slit jacket if necessary & slide taper assembly under braid & seat against 
shoulder. 


Ui- 


I Solder 

tab- 


Solder contact to center conductor. 


/ 


Connector Body 


: o 


Place connector body over cable assembly. Slide clamp nut forward and thread 
into body. Tighten nut to 35-40 inch pounds. 


CRIMP TOOL AND DIES 


This crimping tool is designed to accommodate 
Pomona’s most popular connector sizes. The dies 
are sold separately allowing each tool assembly 
to be tailored to the application. 




Die 


MODEL 

5539 


Crimp Tool 
(Handle only) 


LIST 

59.00 


MODEL 

Dies 

LIST 

5540 

RG58 

55.00 

5541 

RG59 

55.00 

5542 

RG174 

55.00 


MODEL 

NO. 

Use With Pomona 
Connector Model Nos. 

5540 

4859,4860,5152, 

5285, 5288, 5368, 5344 
5372, 5377 8,5381 

5541 

5286, 5296, 5345, 4957 

5542 

4804, 4805, 5366 

5370, 5375 & 5379 
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POMONA 


CABLING INSTRUCTIONS 


MODELS 4488, 4786, 4787, 4977 4978, 
4980, 4981, 5061,5066, 5067, 5068 & 5307 


MODEL 5079 


Clamp Washer 



Clamp washer 



^ Gasket 


Cut cable end square. Slide clamp nut, washer & gasket over jacket. Strip jacket 
to dim. A. 


Cut cable end square. Slide clamp nut, washer & gasket over jacket. Strip jacket 
to dim. A. 





iff} 

Braid Clamp 


_r 

5 


'i- 


Comb braid forward. Slide braid clamp over braid against jacket. Fold braid back 
over braid clamp and trim. Cut Dielectric & Center Conductor to dimensions 
B&C. 


Comb braid forward. Slide braid clamp over braid against jacket. Fold braid back 
over braid clamp and trim. Cut Dielectric & Center Conductor to dimensions 
B&C. 



Bushing 

Insulator 



Back Insulator 




A 


Bushing 


7 


\ 


Center Contact 


Models 5061 and 4786 - Slide bushing insulator over center conductor and seat 
against dielectric. 


Slide bushing & back insulator over dielectric & seat against braid. Solder contact 
to center conductor. 


Center 

Contact 


Front 

Insulator 




Solder center contact (male or female) to center conductor. 


Place front insulator over contact & seat against back insulator. 




Place connector body over cable assembly. Slide clamp nut, washer & gasket Place connector body over cable assembly. Slide clamp nut, washer & gasket 

forward against braid clamp. Thread clamp nut onto body & tighten. forward against braid clamp. Thread clamp nut onto body & tighten. 


MODEL NO. 

A 

B 

C 

Conn. Type / Norn. Cable Dia. 

Clamp Nut 

Torque (in-lb) 

4488 

11/32 

3/16 

.11 

BNC (M) / .195 

35-40 

4786 

11/32 

3/16 

.11 

BNC (M) / .242 

35-40 

4787 

7/16 

.118 

7/32 

N (M) / .195 

70-80 

4977 

5/16 

.11 

.11 

BNC (M) RA/ .195 

35-40 

4978 

11/32 

3/16 

.11 

BNC (F) / .195 

35-40 

4980 

3/8 

.05 

.19 

N (M) / .425 

70-80 

4981 

3/8 

.05 

.19 

N (F) / .425 

70-80 

5061 

11/32 

3/16 

.11 

BNC (F) / .242 

35-40 

5066 

11/32 

3/16 

.11 

BNC (M) / .195 

35-40 

5067 

11/32 

3/16 

.11 

BNC (M) / .242 

35-40 

5068 

11/32 

3/16 

.11 

BNC (M) / .100 

35-40 

5079 

.31 

.11 

.14 

BNC (M) 75 Ohms/.242 

35-40 

5307 

11/32 

3/16 

.11 

BNC(M)/.100 

35-40 
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POMONA 


CABLING INSTRUCTIONS 


MODEL 4957 


MODEL 3600 


MODELS 5218 & 5056 


, Clamp Nut 


Gasket 



thmi 1 

/ 

■ 

Ht 

1 3 


Crimp Sleeve 


Washer 
Clamp Nut 


Gland 

Washer 


.25 • 


.53 


n 

j 



i 




'a /; 


Braid Washer 
Retainer 


.. 

Gasket 


/ 




3/8 

19/32 



Cut cable end square. Slide clamp nut, gland 
washer, gasket & crimp sleeve over jacket. Cut 
cable jacket to dimension shown; do not nick 
braid. Remove .53 length of jacket. 



Remove .25 length of jacket. Flair out braid slightly 
and push crimp body over conductors & under 
braid. 



Cut cable end square. Slide clamp nut, washer & 
gasket over jacket. Strip jacket to V. Fold braid 
back and trim filler. Slide braid clamp over braid 
against jacket. Fold braid back over braid clamp 
and trim. Assemble retainer and strip blue 
conductor as shown. 


11/32 


sz 


3/32 


Teflon Bushing 


/ 


Assemble teflon bushing and strip white conductor 
as shown. 


Cut cable end square. Slide clamp nut, washer & 
gasket over jacket. Strip jacket to 3 /4". Fold braid 
back and trim filler. Slide braid clamp over braid 
against jacket. Fold braid back over braid clamp 
and trim. Assemble retainer and insulator over 
inner jacket. Trim inner jacket as shown. 


Small 



5/32 


3/32 


Slide crimp sleeve over braid to edge of crimp body 
and crimp using .255 Flex Die (see Model 5541, 
page 128). Trim center conductors to dimension 
shown. 





Bushing 


Y 


Rear Dielectric 


/ 


33= 
6 - 


Center Contact 



Solder center contact to white conductor. 


Slide bushing and rear dielectric over center 
conductors. Solder contacts to conductors. 


Intermediate Contact 


sz 


Place small braid clamp over inner braid and 
against inner jacket. Comb out braid and fold back 
over braid clamp. Trim even with base of braid 
clamp. Place small retainer over dielectric, against 
inner braid clamp. Trim dielectric and center 
conductor as shown. 


Center 

Contact 





Pin Contact 

Front Dielectric ' 


Slide front dielectric over contacts. 



Insert center contact into inner insulator. Slide 
intermediate contact over insulator. Wrap 
conductor around intermediate contact and solder. 


& 





Solder center contact to white conductor. 



Place connector body over cable assembly. Slide 
clamp nut, gland washer & gasket forward to body. 
Tighten nut to 35-40 inch pounds. 


Slide outer insulator over intermediate contact. 
Thread assembly into body and tighten clamp 
nut to 35-40 inch pounds. 


Place inner insulator, intermediate contact and 
outer insulator over center contact. Thread 
assembly into body and tighten clamp nut. 
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POMONA 


THERMOPLASTIC BOXES 





MOLDED THERMOPLASTIC BOX WITH CARD GUIDES 


The box and cover are molded of glass filled nylon which is almost un¬ 
breakable under normal use. Box and cover are easily machined. Three 
slots are provided for 1.57 mm (.062) circuit boards (not included). 
HOUSING: Glass filled nylon. 

COVER: Glass filled nylon. Includes 4 self-tapping #2-32 cover screws. 
RATING: + 102°C. (+216°F.) Max. 

*STD. COLORS: -0 Black, -6 Blue, -9 White. 

Recommended circuit board size: 

63.75 (2.51) X 30.99 (1.20) x 1.57 (.062) thick. 




1.70 

(.067) 



LIST 3.60 


MOLDED STATIC CONTROL THERMOPLASTIC BOX WITH CARD GUIDES 


The box and cover are molded of STAT-KONf nylon which prevents elec¬ 
trostatic buildup. Three slots are provided for 1.57 mm (.062) circuit boards 
(not included). 

HOUSING: STAT-KONf, black. 

COVER: STAT-KONf, black. Includes 4 self-tapping #2-32 cover screws. 
RATING: +104°C. (+219“F.) Max.; surface resistivity, 10 9 Ohm-cnf. 
Recommended circuit board size: 

63.75 (2.51) x 30.99 (1.20) X 1.57 (.062) thick 




1.70 

(067) 



LIST 4.60 


MOLDED THERMOPLASTIC BOX WITH CARD GUIDES 


Box and cover are molded of glass filled nylon which is almost unbreak¬ 
able under normal use. Three slots are provided to permit lengthwise 
mounting of 1.57 mm (.062) thick circuit boards (not included). Boards may 
also be mounted horizontally. 

HOUSING: Glass filled nylon. 

COVER: Glass filled nylon. Includes 4 self-tapping #2-32 cover screws. 
RATING: +102°C. (+216"F.) Max. 

*STD. COLORS: -0 Black, -6 Blue. 

Recommended circuit board sizes: 

Vertical 99.82 (3.93) x 40.13 (1.58) x 1.57 (.062) thick 
Horizontal 99.06 (3.90) x 75.69 (2.98) x 1.57 (.062) thick 




44.45 (1.75) 


1.60 



(.08) 


LIST 6.05 
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POMONA 


PHENOLIC BOXES—JUNIOR SIZE 


Create passive and active networks, voltage dividers, isolation networks or attenuators with these units. Solder turret terminals for permanent noise-free connection of components, etc. 
Entire unit may be potted or encapsulated. 


PHENOLIC BOX, JUNIOR SIZE 

HOUSING: Phenolic, black. 

COVER: XP laminated paper base phenolic, black. 
Includes 2 #2-56 cover screws. 

RATING: +150"C. ( + 302°F.) Max. 


MODEL 

2105 





1.19 

(.047) 



LIST 2.45 


COMPONENT MOUNTING BOX, 
DOUBLE BANANA PLUG 


See Model 2105 (above) for housinq dimen¬ 
sions. 

1ST END: None. 

2ND END: Double Banana Plug. Brass body, 
beryllium copper spring, nickel plated. 
(Supplied with cover and cover screws.) 
RATING: 5000 WVDC; 15 Amps; 

+150 'C. (+302°F.) Max. 



COMPONENT MOUNTING BOX, 
DOUBLE BANANA JACK TO 
DOUBLE BANANA PLUG 


See Model 2105 (above) for housing dimen¬ 
sions. 

1ST END: Double Banana Jack. Brass, bright 
tin plated. 

2ND END: Double Banana Plug. Brass body, 
beryllium copper spring, nickel plated. 
(Supplied with cover and cover screws.) 
RATING: 5000 WVDC; 15 Amps; +150°C. 
(+302°F.) Max. 



MODEL 



MODEL 


2096 

LIST 5.95 


2098 

LIST 10.35 



COMPONENT MOUNTING BOX, 
BNC FEMALE TO 
DOUBLE BANANA PLUG 

See Model 2105 (above) for housinq dimen¬ 
sions. . 

1ST END: BNC Female with extra long sol¬ 
der tab for ground connection. Nominal Im¬ 
pedance: 50 Ohms. 

2ND END: Double Banana Plug. Brass body, 
beryllium copper spring, nickel plated. 

(Supplied with cover and cover screws.) 
RATING: Operating Voltage: 500 VRMS 
Max.; +150°C. (+302°F.) Max. 


COMPONENT MOUNTING BOX, 
BINDING POSTS TO 
DOUBLE BANANA PLUG 

See Model 2105 (above) for housing dimen¬ 
sions. 

1ST END: Double Binding Post. Brass, bright 
tin plated. Accepts standard banana plugs. 
Polycarbonate insulation. One black and one 
red. 

2ND END: Double Banana Plug. Brass body, 
beryllium copper spring, nickel plated. 

(Supplied with cover and cover screws.) 
RATING: 2500 WVDC; 15 Amps; +115"C. 
(+239”F.) Max. 



MODEL 



MODEL 


2097 

LIST 14.80 


2259 

LIST 12.90 
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POMONA 




PHENOLIC BOXES — KING SIZE 


Create passive and active networks, voltage dividers, isolation networks or attenuators with these units. Solder turret terminals for permanent noise-free connection of components, etc. 
Entire unit may be potted or encapsulated. 


PHENOLIC BOX, KING SIZE 

HOUSING: Phenolic, black. 

COVER: XP laminated paper base phenolic. 
Includes 2 #2-56 cover screws. 

RATING: +150"C. (+302T.) Max. 



COMPONENT MOUNTING BOX, 
DOUBLE BANANA PLUG 

See Model 2104 for housing dimensions. 

1ST END: None. 

2ND END: Double Banana Plug. Brass body, 
beryllium copper spring, nickel plated. 

(Supplied with cover and cover screws.) 
RATING: 5000 WVDC, 15 Amps; +150°C. 
(+302”F.) Max. 



o 


1.27 

(.05) 




MODEL 

1177 


LIST 5.70 


COMPONENT MOUNTING BOX, DOUBLE 
BANANA JACK TO DOUBLE BANANA PLUG 


See Model 2104 for housing dimensions. 
1ST END: Double Banana Jack. Brass, 
bright tin plated. 

2ND END: Double Banana Plug. Brass body, 
beryllium copper spring, nickel plated. 
(Supplied with cover and cover screws.) 
RATING: 5000 WVDC; 15 Amps; + 150°C. 
(+ 302“F.) Max. 



MODEL 



MODEL 


2104 

LIST 2.10 


2224 

LIST 9.00 


COMPONENT MOUNTING BOX, 

BINDING POSTS TO DOUBLE BANANA PLUG 

See Model 2104 (above) for housing dimen¬ 
sions. 

1ST END: Double Binding Post. Accepts 
standard banana plugs. Brass, bright tin 
plated. Polycarbonate insulation. One black 
and one red. 

2ND END: Double Banana Plug. Brass body, 
beryllium copper spring, nickel plated. 

(Supplied with cover and cover screws.) 

RATING: 2500 WVDC; 15 Amps; +115°C. 

(+239”F.) Max. 


MODEL 

2262 



(56) LIST 13.75 
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POMONA 


PHENOLIC BOXES — QUEEN SIZE 


PHENOLIC BOX, QUEEN SIZE 

HOUSING: Phenolic. 

COVER: XP laminated paper base phenolic, 
black. Includes 2 #2-56 cover screws. 
RATING: + 150"C. (+302T.) Max. 


25.40 

( 1 . 00 ) 


MODEL 

2103 




1.19 _ 
( 047)' 

2.29 

(.09) 


1 ° 


Draft N 


t 


21.84 

(. 86 ) 

I I 


277 //// 


f 

2.29 

(09) 


LIST 2.20 


COMPONENT MOUNTING BOX, 
THREE BANANA PLUGS 


COMPONENT MOUNTING BOX, 
BNC FEMALE BOTH ENDS 


See Model 2103 (above) for housinq dimen¬ 
sions. 

CENTER: Triple Banana Plug. Brass body, 
beryllium copper spring, nickel plated. 
(Supplied with cover and cover screws.) 
RATING: 5000 WVDC; 15 Amps; +150“C. 
(+302T.) Max. 



MODEL 

2095 



LIST 8.65 


See Model 2103 (above) for housing dimensions. 
1ST END: BNC Female with solder turret 
terminal screws. Nominal Impedance: 50 Ohms. 
2ND END: Same as first end. 

(Supplied with cover and cover screws.) 
RATING: Operating Voltage: 500 VRMS Max.; 
+ 150”C. (+302“F.) Max. 


MODEL 

2101 



LIST 20.60 


COMPONENT MOUNTING BOX, 
BNC FEMALE TO BNC MALE 

See Model 2103 (above) for housing dimensions. 
1ST END: BNC Female with solder turret 
terminal screws. Nominal Impedance: 50 Ohms. 
2ND END: BNC Male with solder turret terminal 
screws. Nominal Impedance: 50 Ohms. 

(Supplied with cover and cover screws.) 
RATING: Operating Voltage: 500 VRMS Max.; 
+ 150°C. (+302T.) Max. 



COMPONENT MOUNTING BOX, 
BNC FEMALE “T” 


See Model 2103 (above) for housing dimensions. 
1ST END: BNC Female with solder turret 
terminal screws. Nominal Impedance: 50 Ohms. 
CENTER: BNC Female with solder lug. Nominal 
Impedance: 50 Ohms. 

2ND END: BNC Female with solder turret 
terminal screws. Nominal Impedance: 50 Ohms. 
(Supplied with cover and cover screws.) 
RATING: Operating Voltage: 500 VRMS Max.; 
+ 150°C. (+ 302°F.) Max. 




MODEL 

2099 


LIST 26 


.55 


MODEL 

2102 


LIST 27.40 
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POMONA 


DIE CAST ALUMINUM BOXES 


MINIATURE SIZE 



„_ 28.70 —- 1.02 mm (.040) 

(1.13) cover thickness 


2.03 

(.08) 



Use model 4742 as replacement cover. 
Use model 3729 as mounting cover. 
Includes 2-32 X 1/4 panhead screws. 


1.02 

(.040) 


T 


1 ° „ 
Draft 


19.30 

(.76) 


p. . . 7/77 

2.03 
(.08) 



A SIZE 


22.35 

(. 88 ) 


57.15 

(2.25) 


1.02 mm (.040) 
cover thickness 


2.03 

(08) 


Use model 4245 as replacement cover. 
Use model 3728 as mounting cover. 
Includes 2-32 X 1/4 panhead screws. 





B SIZE 


35.05 


(1.38) 


28.70 

(1.13) 


57.15 

(2.25) 


1.02 mm (.040) 
cover thickness 



(Use Model 4246 as replacement cover. 
Use Model 3719 as mounting cover.) 
Includes 2-32 X 1/4 panhead screws. 


1.02 

(.040) 



(08) 


D SIZE 



3.30 

(13) 


Use model 4726 as replacement cover. 
Use model 3958 as mounting cover. 
Includes 4-40 X1/4 Phillips screws. 



1.57 

(.062) 



(.09) 


MODEL 

Box Size 

Finish 

LIST 


3753 

3754 

Miniature 

Blue Baked Enamel 
None 

5.45 

5.25 

These boxes are available either with a blue baked enamel finish or 

2397 

2400 

A 

Blue Baked Enamel 
None 

5.45 

5.00 

with no finish at all. When used with the included cover, the boxes 
provide excellent RFI/EMI protection. 

HOUSING: Die cast aluminum, alloy A380 or A384. 

Blue baked enamel per Federal Standard 595 #25109 
over primer wash per DOD-P-15328 or no finish. 

COVER: Aluminum 1100-H14, with clear anodized 
finish per MIL-A-8625. 

2417 

2428 

B 

Blue Baked Enamel 
None 

5.60 

5.35 

3601 

3606 

D 

Blue Baked Enamel 
None 

10.00 

9.70 
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POMONA 



E SIZE 



Recommended circuit board sizes: 

Vertical: 203.20 (8.00) x 37.85 (1.49) x 1.57 (.062) thick 
99.06 (3.90) x 37.85 (1.49) X 1.57 (.062) thick 
Horizontal: 193.04 (7.60) x 96.52 (3.80) x 1.57 (.062) thick 


Use model 4416 as replacement cover. 

Includes 4-40 X1/4 Phillips binding head cover screws. 



J SIZE 



1.60 (.063) thick cover 


Recommended circuit board sizes: 

104.90 (4.13) X 22.10 (.87) X 1.57 (.062) thick 
35.05 (1.38) X 22.10 (.87) x 1.57 (.062) thick 




Includes 2-32 X 1/4 panhead screws. (Use Model 4658 as replacement cover.) 



MODEL 

Box Size 

Finish 

LIST 

2901 

2906 

C 

Blue Enamel 
None 

13.85 

11.70 

4226 

5186 

E 

Blue Enamel 
None 

35.45 

33.45 

4655 

5255 

J 

Blue Enamel 
None 

17.10 

15.45 

4903 

5203 

L 

Blue Enamel 
None 

20.55 

20.10 



Use model 5198 as replacement cover. 
Includes 2-32 X1/4 panhead screws. 


Recommended circuit board sizes: 

149.35 (5.88) x 37.59 (1.48) x 1.57 (.062) thick 
73.15 (2.88) x 37.59 (1.48) x 1.57 (.062) thick 

These boxes are available either with a blue baked 
enamel finish or with no finish at all. When used with 
the included cover, the boxes provide excellent RFI/ 
EMI protection. 



HOUSING: Die cast aluminum, alloy A380 or A384. 
Blue baked enamel per Federal Standard 595 #25109 
over primer wash per DOD-P-15328 or no finish. 

(See Table) 

COVER: Aluminum 1100-H14, with clear anodized 
finish per MIL-A-8625. Includes cover screws. 
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POMONA 





SIZE K SIZE F SIZE G 


Recommended circuit board sizes: 

99.06 (3.90) X 24.89 (.98) x 1.57 (.062) thick 
60.96 (2.40) X 24.89 (.98) x 1.57 (.062) thick 


Recommended circuit board sizes: 

99.06 (3.90) x 37.59 (1.48) x 1.57 (.062) thick 
60.96 (2.40) X 37.59 (1.48) x 1.57 (.062) thick 


Recommended circuit board sizes: 

99.06 (3.90) x 75.69 (2.98) x 1.57 (.062) thick 
60.96 (2.40) x 75.69 (2.98) x 1.57 (.062) thick 



SIZE H 


Recommended circuit board sizes: 

99.06 (3.90) X 151.89 (5.98) X 1.57 (.062) thick 
60.96 (2.40) X 151.89 (5.98) X 1.57 (.062) thick 



SIZE I 

Recommended circuit board size: 

95.50 (3.76) X 37.59 (1.48) x 1.52 (.062) thick 




2.29 

(.09) 



SIZE I 


MODEL 

Box Size 

Finish 

LIST 

4720 

K 

Blue Enamel 

22.95 

4739 

K 

None 

20.65 

3301 

F 

Blue Enamel 

21.60 

3306 

F 

None 

19.80 

3311 

G 

Blue Enamel 

25.75 

3316 

G 

None 

24.45 

3742 

H 

Blue Enamel 

31.75 

3743 

H 

None 

29.50 

4641 

i 

Blue Enamel 

49.55 


These boxes are slotted to accept 1.57mm (.062) circuit boards 
and shielding dividers. They are available with a blue baked 
enamel finish or with no finish at all. When used with included 
covers, these boxes provide excellent EMI/RFI protection. 

(Use Model 4247, as replacement cover for sizes F, 

G, H & K. Use Model 4631, as replacement cover 
for Size I. Use Model 3328, as mounting cover for 
Sizes F, G, H &K. Use Model 4642, as mounting 
cover for Size I.) 


HOUSING: Extruded aluminum alloy 6063-T5 or equiv¬ 
alent. Blue baked enamel per Federal Standard 595 
#25109 over primer wash per DOD-P-15328 or no fin¬ 
ish. (See table). 

COVERS: Top and bottom 2.03 mm (.080) thick alumi¬ 
num 1100-H14, with clear anodized finish per 
MIL-A-8625. Includes #4-40 x 14* flathead screws. 
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POMONA 


DIE CAST ALUMINUM BOXES—MINIATURE SIZE 


COMPONENT MOUNTING BOX, 
BNC FEMALE EACH END 

See Model 3753 for 
housing dimensions. 

1ST END: BNC Female with 
solder turret terminal screws. 

Nominal Impedance: 50 Ohms. 

2ND END: Same as first end. 

(Supplied with cover and cover 
screws) 

RATING: Operating Voltage: 

500 VRMS Max.; +150°C. 

(+302°F.) Max. 



MODEL 



MODEL 



3751 

LIST 21.10 


4057 


LIST 32.35 


COMPONENT MOUNTING BOX, 
BNC FEMALE TO BNC MALE 

See Model 3753 for 
housing dimensions. 

1ST END: BNC Female with 
solder turret terminal screws. 

Nominal Impedance: 50 Ohms. 

2ND END: BNC Male with solder 
turret terminal screws. Nominal 
Impedance: 50 Ohms. 

(Supplied with cover and cover 
screws.) 

RATING: Operating Voltage: 

500 VRMS Max.; +150°C. 

(+302°F.) Max. 



MODEL 


3752 




MODEL 

LIST 19.95 


4050 


COMPONENT MOUNTING BOX, 
TWO BNC FEMALES TO 
BNC MALE (“IN-LINE T”) 

See Model 3753 for 
housing dimensions. 

1ST END: BNC Females. Nominal 
Impedance: 50 Ohms. 

2ND END: BNC Male. Nominal 
Impedance: 50 Ohms. 

(Supplied with cover and cover 
screws.) 

RATING: Operating Voltage: 500 
VRMS Max.; +150°C. (+302°F.) 

Max. 



COMPONENT MOUNTING BOX, 
BINDING POSTS TO 
DOUBLE BANANA PLUG 
WITH BNC FEMALE 

See Model 3753 for housing 
dimensions. 

1ST END: Double Binding Post. Brass, 
bright tin plated. Accepts standard banana 
plugs. Polycarbonate insulation. One black 
and one red. 

CENTER: BNC Female. Nominal Impedance: 

50 Ohms. 

2ND END: Double Banana Plug. Brass 
body, beryllium copper spring, nickel 
plated. 

(Supplied with cover and cover screws.) 
RATING: Operating Voltage: 500 VRMS 
Max.; +115°C. (+239°F.) Max. 

V V 


!»- 



LIST 39.00 


DIE CAST ALUMINUM BOXES —SIZE “A’ 


COMPONENT MOUNTING BOX, 
BNC FEMALE EACH END 


COMPONENT MOUNTING BOX, 
BNC FEMALE TO BNC MALE 


See Model 2397 for housing 
dimensions. 

1ST END: BNC Female with solder turret 
terminal screws. Nominal Impedance: 50 
Ohms. 

2ND END: Same as first end. 

(Supplied with cover and cover screws.) 
RATING: Operating Voltage: 500 VRMS 
Max.; +150°C. (+302°F.) Max. 



See Model 2397 for housing 
dimensions. 

1ST END: BNC Female with solder turret 
terminal screws. Nominal Impedance: 50 
Ohms. 

2ND END: BNC Male with solder turret 
terminal screws. Nominal Impedance: 50 
Ohms. 

(Supplied with cover and cover screws.) 
RATING: Operating Voltage: 500 VRMS 
Max.; +150°C. (+302°F.) Max. 



MODEL 



MODEL 


2390 

LIST 17.35 


2391 

LIST 19.55 
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POMONA 



DIE CAST ALUMINUM BOXES—SIZE “A” 


COMPONENT MOUNTING BOX, 
BNC FEMALE TO BNC MALE 
WITH BINDING POSTS 

See Model 2397 for housing 
dimensions. 

1ST END: BNC Female with solder 
turret terminal screws. Nominal 
Impedance: 50 Ohms. 

CENTER: Double Binding Post with 
solder turret terminals. Brass, bright tin, 
plated. Accepts standard banana plugs. 
Polycarbonate insulation. One black 
and one red. 

2ND END: BNC Male with solder turret 
terminal screws.Nominal Impedance: 

50 Ohms. 

(Supplied with cover and cover screws.) 
RATING: Operating Voltage: 500 VRMS 
Max.; +115°C. (+239°F.) Max. 




_21.59 

(.85) 


MODEL 


2393 


-I I- 


24.89 
(.98) OPEN Max. 


19.05 (.750) 


LIST 34.35 


COMPONENT MOUNTING BOX, 
BNC FEMALE “T” 

See Model 2397 for 
housing dimensions. 

1ST END: BNC Female with solder 
turret terminal screws. Nominal 
Impedance: 50 Ohms. 

CENTER: Same as first end. 

2ND END: Same as first end. 

(Supplied with cover and cover 
screws.) 

RATING: Operating Voltage: 500 
VRMS Max.; +150°C. (+302°F.) 

Max. 




MODEL 


2392 


LIST 26.60 


COMPONENT MOUNTING BOX, 
“T” TWO BNC FEMALES 
TO BNC MALE 

See Model 2397 for 
housing dimensions. 

1ST END: BNC Male with solder 
turret terminal screws. Nominal 
Impedance: 50 Ohms. 

CENTER: BNC Female with solder 
turret terminal screws. Nominal 
Irhpedance: 50 Ohms. 

2ND END: Same as center. 

(Supplied with cover and cover 
screws.) 

RATING: Operating Voltage: 500 
VRMS Max.; +150°C. (+302°F.) 

Max. 






iff 


_ 18.29 


' (.72) 


MODEL 

1 


MODEL 

2401 

LIST 28.55 


2352 


COMPONENT MOUNTING BOX, 
SMA FEMALE EACH END 

See Model 2397 for 
housing dimensions. 

1ST END: SMA Female with solder 
turret terminal screw. Gold plated per 
requirements of MIL-C-39012. 

Nominal Impedance: 50 Ohms. 

2ND END: Same as first end. 

(Supplied with cover and cover 
screw.) 

RATING: Operating Voltage: 335 
VRMS Max.; +150°C. (+302°F.) 

Max. 



— 9.65 
(38) 




MODEL 


2399 



LIST 42.35 


COMPONENT MOUNTING BOX, 
SMA MALE TO SMA FEMALE 

See Model 2397 for 
housing dimensions. 

1ST END: SMA Male with solder 
turret terminal screw. Gold plated per 
requirements of MIL-C-39012. 

Nominal Impedance: 50 Ohms. 

2ND END: SMA Female with solder 
turret terminal screw. Gold plated per 
requirements of MIL-C-39012. 

Nominal Impedance: 50 Ohms. 

(Supplied with cover and cover 
screws.) 

RATING: Operating Voltage: 335 
VRMS Max.; +150°C. (+302°F.) 

Max. 


MODEL 


2398 



LIST 68.75 


REPLACEMENT SCREWS 


•v 

u 


4862 

Flathead, Phillips 
4-40 NC-2A x .250 
carbon steel, zinc plated. 


4864 

Self-tapping, panhead, 2-32 x .250 
carbon steel, zinc plated. 

LIST 11.50 PKG. 

(100 Per Pkg.) 


MODEL 

Used on 

4862 

3301,3302, 3303, 3306, 3307, 3311, 3312, 3316, 3742, 3743, 
4720, 4739 

4864 

2390, 2391, 2392, 2393, 2395, 2397, 2398, 2399, 2400, 2401, 
2411,2413, 2417, 2420, 2428, 3230, 3231, 3232, 3233, 3234, 
3239, 3751,3752, 3753, 3754, 3850, 4050, 4057, 4384, 4655, 
4656, 4902, 4903, 5166, 5203, 5255, 5404 


SOLDER TURRET TERMINAL SCREW 

Excellent for mounting of panel receptacles. Turret 
on end of screw for soldering. # 4-40, Phillips head. 
MATERIAL: Steel. 

FINISH: Cadmium plated. 


11.8 

465) 


6.68 _ 
(.263) 


•4-40 UNO—2A 


LIST 43.50 PKG. 

(100 Per Pkg.) 


68 


ITT Pomona Electronics 1500 East Ninth St. • P.O. Box 2767 • Pomona, Calif., 91769 
Phone (714) 623-3463. TWX: 910-581-3822. FAX: (714) 629-3317 











































































































POMONA 



DIE CAST ALUMINUM BOXES—SIZE "B” 


COMPONENT MOUNTING BOX, 
BNC FEMALE EACH END 


COMPONENT MOUNTING BOX, 
CROSS CONNECTIONS 


See Model 2417 for 
housing dimensions. 

1ST END: BNC Female with 
solder turret terminal screws. 
Nominal Impedance: 

50 Ohms. 

2ND END: Same as first end. 
(Supplied with cover and 
cover screws.) 

RATING: Operating Voltage: 
500VRMS Max.; + 150°C. 
(+302°F.) Max. 



MODEL 

3230 


COMPONENT MOUNTING BOX, 
BNC MALE TO BNC FEMALE 


LIST 17.15 


See Model 2417 for 
housing dimensions. 

1ST END: BNC Females with 
solder turret terminal screws. 
Nominal Impedance: 50 Ohms. 
2ND END: Same as first end. 
(Supplied with cover and cover 
screws.) 

RATING: Operating Voltage: 
500 VRMSMax.; +150°C. 
(+302°F.) Max. 



28.58 

(1.125) 


MODEL 

3234 


LIST 29.05 


See Model 2417 for housing 
dimensions. 

1ST END: BNC Male with solder 
turret terminal screws. Nominal 
Impedance: 50 Ohms. 

2ND END: BNC Female with solder 
turret terminal screws. Nominal 
Impedance: 50 Ohms. 

(Supplied with cover and cover 

SCT6WS ) 

RATING: Operating Voltage: 500 
VRMSMax.; +150°C. (+302°F.) 
Max. 




COMPONENT MOUNTING BOX, 
TRIAXIAL FEMALE EACH END 

See Model 2417 for 
housing dimensions. 

1ST END: Triaxial Female, two 
lug, with solder turret terminal 
screws. 

2ND END: Same as first end. 

(Supplied with cover and cover 
screws.) 

RATING: Operating Voltage: 

500 VRMSMax.; +150°C. 

(+302°F.) Max. 


MODEL 


3231 


LIST 20.80 


COMPONENT MOUNTING BOX, 
BNC FEMALE “T” 

See Model 2417 for housing 
dimensions. 

1ST END: BNC Female with solder 
turret terminal screws. Nominal 
Impedance: 50 Ohms. 

CENTER: Same as first end. 

2ND END: Same as first end. 

(Supplied with cover and cover 
screws.) 

RATING: Operating Voltage: 500 
VRMSMax.; +150°C. (+302°F.) 

Max. 




wi t.ay 

t 

38.10 

(1.50) 

1 

(1 





18.29 (.72) 


MODEL 



MODEL 

3232 

LIST 27.50 


3233 


MODEL 


5166 


LIST36.60 


COMPONENT MOUNTING BOX, 
BNC MALE TO BNC FEMALE 
WITH BINDING POSTS 

See Model 2417 for 
housing dimensions. 

1ST END: BNC Male with solder 
turret terminal screws. Nominal 
Impedance: 50 Ohms. 

CENTER: Double Binding Post 
with solder turret terminals. 

Brass, bright tin plated. Accepts 
standard banana plugs. 

Polycarbonate insulation. One 
black and one red. 

2ND END: BNC Female with 
solder turret terminal screws. 

Nominal Impedance: 50 Ohms. 

(Supplied with cover and cover 
screws.) -Crij| 

RATING: Operating Voltage: ' 

500 VRMSMax.; +115°C. 

(+239°F.) Max. 




fen 


18.29 



24.89 

.98) OPEN Max. 


LIST 31.70 


ITT Pomona Electronics 1500 East Ninth St.. P.O. Box 2767. Pomona, Calif., 91769 
Phone (714) 623-3463. TWX: 910-581-3822. FAX: (714) 629-3317 


69 

















































































































POMONA 


DIE CAST ALUMINUM BOXES—SIZE “B” 


COMPONENT MOUNTING BOX, 
ISOLATED BNC FEMALE EACH END 

See Model 2417 for housing 
dimensions. 

1ST END: Isolated BNC Female with solder 
turret terminal screw. Nominal Impedance: 

50 Ohms 

2ND END: Same as first end. 

(Supplied with cover and cover screws.) 

RATING: Operating Voltage: 500 VRMS 
Max.; +150°C. (+302°F.) Max. 


13.46 
-(.53) 



COMPONENT MOUNTING BOX, 
TYPE “N” MALE TO 
TYPE “N” FEMALE 


See Model 2417 for housing 
dimensions. 

1ST END: Type “N” Male with solder 
turret terminal screws. Nominal 
Impedance: 50 Ohms. 

2ND END: Type “N” Female with solder 
turret terminal screws. Nominal 
Impedance: 50 Ohms. 

(Supplied with cover and cover screws.) 
RATING: Operating Voltage: 1000 VRMS 
Max.; +150°C. (+302°F.) Max. 


19.05 

(.75) 



20.57 


MODEL 

2411 


COMPONENT MOUNTING BOX, 
BNC FEMALE TO TYPE “N” MALE 


LIST 34.45 


MODEL 

3239 


LIST 28.65 


COMPONENT MOUNTING BOX, ISOLATED 
75 OHM BNC FEMALE EACH END 

See Model 2417 for housing 
dimensions. 

1ST END: Isolated 75 Ohm BNC Female 
with solder turret terminal screw. 

2ND END: Same as first end. 

(Supplied with cover and cover screws.) 

RATING: Operating Voltage: 500 VRMS 
Max.; +150°C. (+302°F.) Max. 


See Model 2417 for housing 
dimensions. 

1ST END: BNC Female with solder turret 
terminal screws. Nominal Impedance: 50 
Ohms. 

2ND END: Type “N” Male with solder 
turret terminal screws. Nominal 
Impedance: 50 Ohms. 

(Supplied with cover and cover screws.) 
RATING: Operating Voltage: 500 VRMS 
Max.; +150°C. (+302°F.) Max. 


20.57 

(.81) 



MODEL 

2420 


LIST 34.45 


MODEL 

5404 



COMPONENT MOUNTING BOX, 
UHF FEMALE TO UHF MALE 


See Model 2417 for housing 
dimensions. 

1ST END: UHF Female with solder turret ter¬ 
minal screws. Nominal Impedance: Noncon¬ 
stant. 

2ND END: UHF Male with solder turret ter¬ 
minal screws. Nominal Impedance: Noncon¬ 
stant. 

(Supplied with cover and cover screws.) 
RATING: Operating Voltage: 500 VRMS 
Max.; +150*0. (+302T.) Max. 


16.51 
f- (-65) 



21.59 _ 
(.85) 




MODEL 

LIST 24.95 


2413 


LIST 36.60 
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DIE CAST ALUMINUM BOXES—SIZE “C”, “D”, & “J” 


SIZE “C” 

COMPONENT MOUNTING BOX, 
BNC FEMALE EACH END 

See Model 2901 for 
housing dimensions. 

1ST END: BNC Female with solder 
turret terminal screws. Nominal 
Impedance: 50 Ohms. 

2ND END: Same as first end. 

(Supplied with cover and cover 
screws.) 

RATING: Operating Voltage: 500 
VRMS Max.; +150°C. (+302°F.) 

Max. 


18.29 

(.72) 




SIZE “D” 

COMPONENT MOUNTING BOX, 
BNC FEMALE EACH END 

See Model 3601 for 
housing dimensions. 

1ST END: BNC Female with 
solder turret terminal 
screws. Nominal 
Impedance: 50 Ohms. 

2ND END: Same as first 
end. 

(Supplied with cover and 
cover screws.) 

RATING: Operating Voltage: 

500 VRMS Max.; +150°C. 

(+302°F.) Max. 


18.29 

(.72) 


MODEL 



MODEL 


2902 

LIST 27.55 


3602 

LIST 22.90 


SIZE “C” 

COMPONENT MOUNTING BOX, 
BNC FEMALE TO BNC MALE 


SIZE “D” 

COMPONENT MOUNTING BOX, 
BNC FEMALE TO BNC MALE 


See Model 2901 for 
housing dimensions. 

1ST END: BNC Female with solder 
turret terminal screws. Nominal 
Impedance: 50 Ohms. 

2ND END: BNC Male with solder 
turret terminal screws. Nominal 
Impedance: 50 Ohms. 

(Supplied with cover and cover 
screws.) 

RATING: Operating Voltage: 500 
VRMS Max.; +150°C. (+302°F.) 
Max. 


18.29 

(.72) 



See Model 3601 for 
housing dimensions. 

1ST END: BNC Female with 
solder turret terminal 
screws. Nominal 
Impedance: 50 Ohms. 

2ND END: BNC Male with 
solder turret terminal 
screws. Nominal Impedance 
50 Ohms. 

(Supplied with cover and 
cover screws.) 

RATING: Operating Voltage: 
500 VRMS Max.; +150°C. 
(+302°F.) Max. 


18.29 

(.72) 



21.59 

(.85) 


MODEL 



MODEL 


2903 

LIST 29.80 


3603 

LIST 26.50 


SIZE “J” 

COMPONENT MOUNTING BOX 
FIVE BNC FEMALES 

See Model 4655 for 
housing dimensions. 

1ST END: BNC Females. 

Nominal Impedance: 50 Ohms. 

2ND END: BNC Female with 
solder turret terminal screws. 

Nominal Impedance: 50 Ohms. 

(Supplied with cover and cover 
screws.) 

RATING: Operating Voltage: 

500 VRMS Max.; +150°C. 

(+302°F.) Max. 



MODEL 



4656 


LIST 40.30 
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EXTRUDED ALUMINUM BOXES—SIZES “F” & “G” 


SIZE “F” 

COMPONENT MOUNTING BOX, 
BNC FEMALE EACH END 


SIZE “F” 

COMPONENT MOUNTING BOX, 
BNC MALE TO BNC FEMALE 


See Model 3301 for 
housing dimensions. 

1ST END: BNC Female with 
solder turret terminal screws. 
Nominal Impedance: 50 Ohms. 
2ND END: Same as first end. 
(Supplied with covers and cover 
screws.) 

RATING: Operating Voltage: 

500 VRMS Max.; +150°C. 
(+302°F.) Max. 


18.29 

(72) 



See Model 3301 for 
housing dimensions. 

1ST END: BNC Male with solder 
turret terminal screws. Nominal 
Impedance: 50 Ohms. 

2ND END: BNC Female with 
solder turret terminal screws. 
Nominal Impedance: 50 Ohms. 
(Supplied with covers and cover 
screws.) 

RATING: Operating Voltage: 

500 VRMS Max.; +150°C. 
(+302°F.) Max. 


21.34 
- (.84) 



MODEL 



MODEL 


3302 

LIST 36.80 


3303 

LIST 38.95 


RFI/EMC COVER GASKET FOR SIZE “F,” “G,” 
“H,” & “K” BOXES 

This cover gasket greatly improves electromagnet shielding effec¬ 
tiveness of POMONA boxes. Fine monel wires embedded in sil¬ 
icone provide an effective shield against radio frequency interfer¬ 
ence greatly improving electromagnetic compatibility. Adhesive 
back allows simple installation. 


Gasket fits Models 3301, 3302, 3303, 3306, 
3311, 3312, 3316, 3742, 3743, 4720 and 4739. 

(Gasket attaches directly to cover.) 


104.65 (4.12)- 



Thickness 1.01 (.04) 


SIZE “G” 

COMPONENT MOUNTING BOX, 
BNC FEMALE EACH END 


See Model 3311 for 
housing dimensions. 

1ST END: BNC Female with 
solder turret terminal screws. 
Nominal Impedance: 50 Ohms. 
2ND END: Same as first end. 
(Supplied with covers and cover 
screws.) 

RATING: Operating Voltage: 

500 VRMS Max.; +150°C. 
(+302°F.) Max. 



MODEL 



MODEL 


4775 

LIST 17.15 


3312 

LIST 39.55 
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FIGURE 1 


FIGURE 2 


REPLACEMENT COVER 


MOUNTING COVER 



FIGURE 3 


FIGURE 4 


MODEL 

Box Size 

Fig- 

Mat.* 

Mat. 

Thickness 

a 

b 

c 

d 

e 

See Note 

f 

See Note 

g 

h 

i 

LIST 

4742 

Miniature 

1 

1100-H14 

1.02 

(.040) 

26.42 

(1.04) 

21.41 

(.843) 

30.94 

(1.218) 

35.81 

(1.41) 

1 

- 

- 

— 

- 

1.10 

3729 

Miniature 

2 

6061-T6 

2.03 

(.080) 

29.21 

(1.15) 

21.41 

(-843) 

55.73 

(2.194) 

63.50 

(2.50) 

3 

7 

21.41 

(-843) 

30.94 

(1.218) 

- 

2.85 

4245 

A 

1 

1100-H14 

1.02 

(.040) 

26.16 

(1.03) 

21.41 

(.843) 

49.99 

(1.968) 

54.86 

(2.16) 

1 

— 

- 

- 

- 

1.70 

3728 

A 

2 

6061-T6 

2.03 

(.080) 

29.21 

(1.15) 

21.41 

(.843) 

74.78 

(2.944) 

82.55 

(3.25) 

3 

7 

21.41 

(.843) 

49.99 

(1.968) 

- 

2.85 

4246 

B 

1 

1100-H14 

1.02 

(.040) 

32.51 

(1.28) 

27.76 

(1.093) 

49.99 

(1.968) 

54.86 

(2.16) 

1 

- 

- 

- 

- 

1.70 

3719 

B 

2 

6061-T6 

2.03 

(.080) 

35.56 

(1.40) 

27.76 

(1.093) 

74.78 

(2.944) 

82.55 

(3.25) 

3 

7 

27.76 

(1.093) 

49.99 

(1.968) 

— 

3.15 

4248 

C 

3 

1100-H14 

2.03 

(.080) 

63.50 

(2.50) 

57.15 

(2.250) 

98.43 

(3.875) 

104.65 

(4.12) 

2 

- 

— 

32.92 

(1.292) 

- 

3.55 

4726 

D 

1 

1100-H14 

1.60 

(.063) 

62.99 

(2.48) 

57.15 

(2.250) 

66.68 

(2.625) 

75.95 

(2.99) 

4 

- 

- 

- 

- 

3.15 

3958 

D 

2 

1100-H14 

2.03 

(.080) 

63.50 

(2.50) 

57.15 

(2.250) 

91.90 

(3.618) 

104.65 

(4.12) 

6 

8 

44.45 

(1.750) 

66.67 

(2.625) 

- 

7.95 

4416 

E 

3 

1100-H14 

2.03 

(.080) 

102.11 

(4.02) 

96.52 

(3.800) 

200.66 

(7.900) 

206.25 

(8.12) 

2 

- 

— 

68.88 

(2.633) 

— 

7.45 

4247 

F, G, H, & K 

3 

1100-H14 

2.03 

(.080) 

63.50 

(2.50) 

57.15 

(2.250) 

98.43 

(3.875) 

104.65 

(4.12) 

9 

- 

- 

32.82 

(1.292) 

- 

4.55 

3328 

F, G, H, & K 

4 

6061-T6 

2.03 

(.080) 

63.50 

(2.50) 

57.15 

(2.250) 

120.65 

(4.750) 

133.35 

(5.25) 

6 

9 

44.45 

(1.750) 

98.43 

(3.875) 

32.79 

(1.291) 

7.40 

4631 

1 

1 

1100-H14 

2.03 

(.080) 

101.60 

(4.00) 

91.44 

(3.600) 

91.44 

(3.600) 

101.60 

(4.00) 

5 

- 

— 

- 

- 

5.70 

4642 

1 

2 

1100-H14 

2.03 

(.080) 

101.60 

(4.00) 

91.44 

(3.600) 

114.30 

(4.500) 

127.00 

(5.00) 

6 

5 

66.68 

(2.625) 

91.44 

(3.600) 

— 

5.70 

4658 

J 

i 

1100-H14 

1.60 

(.063) 

34.80 

(1-37) 

30.48 

(1.200) 

100.33 

(3.950) 

104.65 

(4.12) 

1 

- 

- 

- 

— 

4.30 

5198 

L 

1 

1100-H14 

1.60 

(.063) 

72.90 

(2.87) 

68.58 

(2.700) 

144.78 

(5.700) 

149.10 

(5.87) 

1 

- 

— 

- 

- 

5.65 


NOTES: 

1) 2.44 (.096) 4 MTG Holes 

2) 3.56 (.140) 8 MTG Holes 

3) 3.81 (.150)4 MTG Holes 


4) 3.18 (.125) 4 MTG Holes 

5) 3.56 (.140) 4 MTG Holes 

6) 5.11 (.201)4 MTG Holes 


7) 2.54 (.100) with 1.40 (.055) Deep x 4.22 (.166) counterbore 

8) 3.18 (.125) with 5.94 (.234) Dia x 82° countersink. 

9) 3.56 (.140) Dia with 5.94 (.234) Dia x 82° countersink. 

*AII covers clear anodized per Mll-A-8625 
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POMONA 


Cable & Cord 
Selection Guide 


HOWTO SELECT 
THE CABLE OR 
CORD ASSEMBLY 
YOU NEED 


1. Simply locate the ends of the 
cable or cord assembly you 
need, then pinpoint the inter¬ 
section in the grid. 

2. Refer to the page number 
shown for complete specifica¬ 
tions, lengths and 

colors. 


SMD GRABBER 


MICROGRABBER 


MINIGRABBER 

MINIPINCER 




BANANA PLUG 


INLINE 

BANANA PLUG 


BANANA JACK 

DBLBANANA PLUG # t 

# * 


MINI BANANA PLUG 


MINI DBL 
BANANA PLUG 


RETRACTABLE SHEATHED 
BANANA PLUG 


PIN TIP PLUG 


IN LINE PIN TIP 


SQ PIN RECEPT 


.ii'fifli 


MINI PHONE PLUG 




* 



78 

77 





117 

.—1 

116 

78 

81, 

82 

81 





116 

116 

82 


85, 

87 

84- 

86 





116 

88, 

116 

88 


80 

79 





79 


80 



89 







89 


90, 

113 






115 

111 , 

115 

55 


90, 

91 

20 




— 






20 








108 

22, 

108 






109 

109 


95 

24 





„5 

115 



108 

25 







109 


93, 

94 








94 


96 






115 




96, 

97 










100 






117 


110 


99 

40 




115 

111 , 

115 

110 


98 

40 





115 

111 , 

115 

110 


97, 

114 






116, 

117 




120 










120 










118 








118 

118 

103, 

105 








102 


118 







118 



101, 

102 

101, 

102 





102 


103, 

105 

104 


105 


104 

104 



102, 

104 









106 



106 

107 









106 


106 




c 


o 


o 
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88 


121 


83 


88 


121 


91 


91 


98 


98 


113 


77 


78 


83 


82 82 


86 


99 


112 


100 


113 


100 


112 


78 

83 


82 83 

-j-j. —j- 

86 85 85 87 86 86 


97 


94 


112 


108 


79 


95 


112 


91 



Pomona’s Most Popular! 
Quality You Want To Keep 
For Your Own Use. 




2249-C Male BNC/Coax, an 

RG58C/U coax with integrally 
molded relief boot and male BNC 
connectors at each end. Connec¬ 
tors feature gold plated center pins 
and tarnish resistant plating. An ex¬ 
tra long stress relief is molded onto 
the connector and cable for long life 
and protection against cable/con¬ 
nector junction contaminants. Avail¬ 
able in lengths from 12" to 180". 



“B” Cord, 18AWG, PVC insulated 
wire with multiple stacking banana 
plugs. Nickel plated beryllium copper 
springs are swaged in a brass body 
for best spring retention, low contact 
resistance and long life. Available in 
10 colors, in lengths from 4" to 72". 


Oscilloscope Probe Kits 

Quality replacement probe kits contain 
the primary probe and a variety of 
slide-on interfaces for testing versatility. 



Kit No. 4550: XI, XI0 switchable, 
100 MHz bandwidth (@ 3dB) 



Kit No. 5588: Modular, XI, XI0 switchable, 
250 MHz bandwidth (@ 3dB) 
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SINGLE POINT TEST CLIPS 


These plunger type action test clips are called Grabber 
test clips. The gold plated contact hook attaches rapidly 
to component leads and terminals. The specially de¬ 
signed tip (see illustration) slides easily on the 0.64 mm 
(.025) square wrapped wire terminals. The do-it-yourself 
Grabber test clips can be assembled quickly and easily 
by the user (see simplified instructions below). Grabber 
test clips can also be purchased as completed patch 
cords that are firmly molded together to provide a strong, 
reliable and integral unit. 

FEATURES: 

• Plunger type action between thumb and two fingers. 

• Comfortable finger grip operation. 

• Positive connection that won’t pop off. 

• No sharp teeth to damage or nick wires. 







SMD GRABBER® 
TEST CLIP 



Maxigrabber® Test Clip & Minigrabber Test Clip 1.27 (.05) 
Micrograbber Test Clip 1.02 (.04) 

(Inside Dimensions) 


43.43 



TEST CLIP 


SIMPLIFIED ASSEMBLY PROCEDURE 
FOR DO-IT-YOURSELF MICROGRABBER®, 
MINIGRABBER®, MAXIGRABBER® AND 
SMD GRABBER® TEST CLIPS 

1. Pull off thumb cap to expose contact connection. 

2. Thread wire through thumb cap and strip 2.18 mm 
(.125). 

3. Insert stripped end through tapered hole on contact, 
and solder. 

NOTE: Stripped end should be placed into the large 
opening of the tapered hole. 

4. Slide thumb cap back onto contact. 
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DO-IT-YOURSELF SMD GRABBER® TEST CLIP 

The SMD Grabber® Test Clip is especially suited for 
testing surface mounted packages on centers as 
small os 0.76mm (.030). Pincer-like contact grasps 
individual legs of SMD’s such as the SOIC, SOJ, 

PCC, etc. Its circular design and small size have 
been developed for easy use and handling. 


8.89 

(.35) Oia.' 



V 

2.29 
(.090) 

Max. Wire O.D. 



MODEL 


5243-* 


LIST 1.65 

(Pkg. 10 Per Color) 


DO-IT-YOURSELF SMD GRABBER® KITS 


MODEL 

Features 

LIST 
per Kit 

5231-* 

5520 

Kitcontains 2 pcs. 
of 5243. 

Kit contains 10 
pcs. of 5243, one 
of each color. 

3.55 

14.85 



*STDCOLORS:-02 one Black 
and one Red, -00 two Black, 
-11 two Brown, -22 twoRed, 
-33 twoOrange, -44 two Yel¬ 
low, -55 two Green, -66 two 
Blue, -77 two Violet, -88 two 
Gray, -99 two White. 


SMD GRABBER® TEST CLIP WITH 
0.64mm (.025) SQUARE PIN 

1ST END: Contact, stainless steel, selectively 
gold plated. 

INSULATION: Glass filled nylon. 

2ND END: Square pin, phosphor bronze, gold 
plated. 

RATING: 1000 WVDC; 0.5 Amps; +102“C. 
(+216"F.) Max. 

*STD COLORS: -0 Black, -1 Brown, -2 Red, 

-3 Orange, -4 Yellow, -5 Green, -6 Blue, 

-7 Violet, -8 Gray, -9 White. 


.43.94 _ 
“(1 73) 


I 


MODEL 


5360 





.89 

35) 


LIST 2.00 


SMD GRABBER® TEST CLIP, ONE END ONLY 



LENGTH 


MODEL 

Length 

LIST 



5303-8-* 

5303-12-* 

5303-24-* 

5303-36-* 

203.2 (8.0) 
304.8 (12.0) 
609.6 (24.0) 
914.4 (36.0) 

3.65 

3.65 

3.65 

3.65 

1ST END: SMD Grabber® Test Clip. Contact, selectively E , < nvr ,, o^r, 

gold plated stainless steel. Insulation; glass filled nylon. od P h + 02 C ' +2 6 F ' Max ' 

WIRE: 22 AWG, 26x36 t.c., PVC insulated, 1.63mm (.064) STD COLORS: -0 Black, -2 Red. 

O.D. 

SMD GRABBER® TEST CLIP TO STACKING BANANA PLUG 


39.37 

(1.55) 

BP 2 * 




MODEL 

Length 

LIST 

1ST END: SMD Grabber® Test Clip. Contact, selectively 2ND END: Stacking Banana Plug. Brass body, beryllium cop- 

gold plated stainless steel. Insulation; glass filled nylon. per spring, nickel plated. Polypropylene insulation. 

WIRE: 22 AWG, 26x36 t.c., PVC insulated, 1,63mm (.064) RATING: 1000 WVDC; 0.5 Amps; + 55°C. (+131°F.) Max. 

O.D. *STD COLORS: -0 Black, -2 Red. 

5302-12-* 

5302-24-* 

5302-36-* 

304.8 (12.0) 
609.6 (24.0) 
914.4 (36.0) 

4.95 

4.95 

4.95 


SMD GRABBER® TEST CLIP TO 
0.64mm (.025) SQ. PIN RECEPTACLE 


- LENGTH - 


13.21 

(.52) 


I" r 


2.54 (.10) Max. Sq. 


MODEL 

Length 

LIST 

5412-12-* 

304.8 (12.0) 

5.15 

5412-24-* 

609.6 (24.0) 

5.15 

5412-36-* 

914.4 (36.0) 

5.15 


1ST END: SMD Grabber® Test Clip. Contact, selectively 
gold plated stainless steel. Insulation; glass filled nylon. 
WIRE: 22 AWG, 26x36 t.c., PVC insulated, 1.63mm (.064) 
O.D. 


2ND END: 0.64 mm (.025) Square Pin Receptacle. Gold plat¬ 
ed phosphor bronze. ABS insulation. 

RATING: 1000 WVDC; 0.5 Amps; + 50°C. (+ 122°F.) Max. 
*STD COLORS: -0 Black, -2 Red. 
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SMD MICRO TEST CLIPS 


SMD GRABBER® TEST CLIP, EACH END 

--LENGTH 


1ST END: SMD Grabber® Test Clip. Contact, selectively 2ND END: Same as first end. 

gold plated stainless steel. Insulation; glass filled nylon. RATING: 1000 WVDC; 0.5 Amps; + 102'C. (+ 216"F.) Max. 

WIRE: 22 AWG, 26x36 t.c., PVC insulated, 1.63mm (.064) *STD COLORS: -0 Black, -2 Red. 

O.D. 


SMD GRABBER® TEST CLIP PATCH 

Kit contains 10 pcs. 
of Model 5301-24. 

1 of each color. 



MODEL 

Length 

LIST 

5301-6-* 

152.4 (6.0) 

5.30 

5301-12-* 

304.8 (12.0) 

5.30 

5301-24-* 

609.6 (24.0) 

5.30 

5301-36-* 

914.4 (36.0) 

5.30 




MODEL 

5521 


LIST 47.70 KIT 


SMD GRABBER® TEST CLIP TO RETRACTABLE SHEATH BANANA PLUG 


MODEL 

Length 

LIST 

5362-8* 

203.2 (8.0) 

8.00 

5362-12* 

304.8(12.0) 

8.00 

5362-24* 

609.6(24.0) 

8.00 

5362-36* 

914.4(36.0) 

8.00 

5362-48* 

1219.2(48.0) 

8.20 

5362-60* 

1524.0(60.0) 

8.40 



69.09 


—« 


(2.72) 


J 

— 7.11 (.28) Dia 



_^ 

18.80 

(.74) 




1ST END: SMD Grabber® Test Clip. Contact, selectively 2ND END: Sheathed Banana Plug. Brass body, beryllium 

gold plated stainless steel. Insulation; glass filled nylon. copper spring, nickel plated. Insulation; nylon. 

WIRE: 22 AWG, 26x36 t.c., PVC insulated, 1.63mm (.064) RATING: 1000 WVDC; 0.5 Amps; +55"C. (+131"F.) Max. 

O.D. *STD COLORS: -0 Black, -2 Red. 


SMD GRABBER® TEST CLIPS TO BNC MALE 



MODEL 

Length 

LIST 

5304-K-24 

5304-K-36 

609.6 (24.0) 
914.4 (36.0) 

18.35 

18.35 


1ST END: SMD Grabber® Test Clips. Contact, selectively 
gold plated stainless steel. Insulation; glass filled nylon. 
One black and one red. 

CABLE: Shielded coax., RG 174/U, 2.54mm (.100) O.D. 
Y-Mold insulation, PVC, black. 


2ND END: BNC Male. Brass body, tarnish resistant plated. 
Center contact, brass, gold plated. Nominal Impedance: 50 
Ohms. Boot, PVC, black. 

RATING: Operating Voltage: 500 VRMS Max.; +50°C. 
(4-122’F.) Max. 


SMD GRABBER® TEST CLIPS 
DOUBLE BANANA PLUG 


MODEL 

Length 

LIST 

5411-C-24 

609.6 (24.0) 

16.85 

5411-C-36 

914.4 (36.0) 

17.45 

5411-C-48 

1219.2 (48.0) 

18.05 

5411-C-60 

1524.0 (60.0) 

18.65 


TO 

43.43 | 203.20 

" (1.71) T* (8.00) 



1ST END: SMD Grabber® Test Clips. Contact, selectively 2ND END: Double Banana Plug. Nickel plated brass body, 

gold plated stainless steel. Insulation; glass filled nylon. beryllium copper spring. Black polyethylene insulation. 

One black and one red. RATING: 1000 WVDC; 0.5 Amps; + 55"C. (+ 131"F.) Max. 

CABLE: Shielded coax., RG 58C/U, 4.95mm (.195) O.D. 

Y-Mold insulation, PVC, black. 
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MINIPINCER® TEST CLIPS 


DO-IT-YOURSELF MINIPINCER®TEST CLIP 

This clip utilizes a snap-on cap and a solder 
contact to provide reliable connections. The 
lower contact has a pincer type action ideally 
suited for testing standard DIP packages. 

MATERIAL: Beryllium copper contact. 

FINISH: Selectively gold plated. 

INSULATION: Nylon. 

RATING: 1000 WVDC; 5 Amps; +80°C. (+176‘F.) 

Max. 

*STD COLORS: -0 Black, -1 Brown, -2 Red, 

-3 Orange, -4 Yellow, -5 Green, -6 Blue, -7 Violet, 

-8 Gray, -9 White. 


MODEL 


5418-’ 



.2.79 
11) Dia. 



LIST 1.50 


MINIPINCER® TEST CLIP 
WITH 0.64 (.025) SQUARE PIN 


This clip has similar pincer contact as Model 5418 
(above) and includes recessed 0.64mm (.025) 
square pin in cap. 

1ST END: Contact, beryllium copper, selectively 
gold plated. 

INSULATION: Nylon. 

2ND END: Square pin. 

RATING: 1000 WVDC, 3 Amps +80°C.(+176F 
Max. 

*STD COLORS: -0 Black, -1 Brown, -2 Red, 

-3 Orange, -4 Yellow, -5 Green, -6 Blue, -7 Violet, 
-8 Gray, -9 White. 



3.05 

(. 12 ) 


5.08 

(. 200 ) 


BNC FEMALE TO MINIPINCER® TEST CLIPS 


1ST END: BNC Female. Tarnish 
resistant plated brass body. Gold 
plated beryllium copper center 
contact. Insulation; polypropylene, 

WIRE: 20 AWG, 41 X36t.c., PVC 
insulated, 2.21 (.087) O.D. One black 
and one red. 

2ND END: Minipincer™ Test Clips. 
Selectively gold plated beryllium 
copper contact. Nylon insulation. 

One black and one red. 

RATING: 500 VRMS; +55°C. 
(+131°F.) Max. 



OVERALL LENGTH: 177.8 (7.0). 


MODEL 



MODEL 


5430-* 

LIST 3.50 


5424 

LIST 8.75 


MINIPINCER® TEST CLIPS TO 
DOUBLE BANANA PLUG 



MODEL 

Length 

LIST 

5422-C-18 

5422-C-24 

5422-C-36 

5422-C-48 

5422-C-60 

457.2 (18.0) 
609.6 (24.0) 
914.4 (36.0) 
1219.2 (48.0) 
1524.0 (60.0) 

13.05 

13.35 

13.95 

14.55 

15.15 


1ST END: Minipincer™ Test Clips. Selectively gold plated 
beryllium copper contact. Nylon insulation. One black and 
one red. 

CABLE: Shielded coaxial, RG 58C/U, 4.95mm (.195) O.D. 
Y-Mold insulation; PVC, black. 


2ND END: Double Banana Plug. Nickel plated brass body, be¬ 
ryllium copper spring. Black polyethylene insulation. 
RATING: 1000 WVDC, + 50”C. (+ 122°F.) Max. 
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MINIPINCER® TEST CLIPS 

MINIPINCER® TEST CLIPS TO BNC MALE 



MODEL 

Length 

LIST 

5423-C-18 

457.2 (18.0) 

13.35 

5423-C-24 

609.6 (24.0) 

13.65 

5423-C-36 

914.4 (36.0) 

14.25 

5423-C-48 

1219.2 (48.0) 

14.85 

5423-C-60 

1524.0 (60.0) 

15.45 


1ST END: Minipincer" Test Clips. Selectively gold plated 
beryllium copper contact. Nylon insulation. One black and 
one red. 

CABLE: Shielded coaxial, RG 58C/U, 4.95mm (.195) O.D. 
Y-Mold insulation; PVC, black. 


2ND END: Crimp BNC Male. Brass body, tarnish resistant 
plated. Center contact, brass, gold plated. Boot; PVC, black. 
RATING: 500 VRMS, +50“C. (+122"F.) Max. 


MINIPINCER® TEST CLIP, EACH END 



MODEL 

Length 

LIST 

5419-8-* 

203.2(8.0) 

3.70 

5419-12-* 

304.8(12.0) 

3.75 

5419-18-* 

457.2(18.0) 

3.85 

5419-24-* 

609.6(24.0) 

3.95 

5419-36-* 

914.4(36.0) 

4.15 

5419-48-* 

1219.2(48.0) 

4.35 

5419-60-* 

1524.0(60.0) 

4.55 


MINIPINCER® TEST CLIP TO 
STACKING BANANA PLUG 


1ST END: Minipincer" Test Clip. Selectively gold 
plated beryllium copper contact. Nylon insulation. 
WIRE: 20 AWG, 41 x36 t.c., PVC insulated, 
2.21mm (.087) O.D. 

2ND WIRE: Same as first end. 


RATING: 1000 WVDC; 5 Amps; +80°C. (+176°F.) 
Max. 

*STD COLORS: -0 Black,-2 Red. 



MODEL 

Length 

LIST 

5421-12-* 

304.8(12.0) 

3.75 

5421-24-* 

609.6(24.0) 

3.95 

5421-36-* 

914.4(36.0) 

4.15 

5421-48-* 

1219.2(48.0) 

4.35 

5421-60-* 

1524.0(60.0) 

4.55 


1ST END: Minipincer™ Test Clip. Selectively gold 
plated beryllium copper contact. Nylon insulation. 
WIRE: 20 AWG, 41 x36 t.c., PVC insulated, 
2.21mm (.087) O.D. 


2ND END: Stacking Banana Plug. Nickel plated brass 
body, beryllium copper spring. Polypropylene insul¬ 
ation. 

RATING: 1000 WVDC, 5 Amps, +55"C. (+13TF.) 
Max. 

*STD COLORS: -0 Black, -2 Red. 
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MICROGRABBER® TEST CLIPS 


MICROGRABBER® TEST CLIP 
WITH 0.64 mm (.025) SQUARE PIN 

MATERIAL: Contact, beryllium copper. 

Square pin, phosphor bronze. 

FINISH: Gold plated. 

INSULATION: Glass filled nylon. r 

RATING: 1000 WVDC; 3 Amps; +102°C. 

( + 216°F.) Max. 

*STD COLORS: -0 Black, -1 Brown, -2 Red, 

-3 Orange, -4 Yellow, -5 Green, -6 Blue, 

-7 Violet, -8 Gray, -9 White. 



MODEL 



MODEL 

4521-* 

LIST 2.30 


4233-* 


DO-IT-YOURSELF MICROGRABBER® TEST CLIP 

MATERIAL: Contact, beryllium copper. 

FINISH: Gold plated. 

INSULATION: Glass filled nylon. 

RATING: 1000 WVDC; 3 Amps; 

+ 102°C. (+216°F.) Max. 

*STD COLOR: -0 Black, -1 Brown, 

-2 Red, -3 Orange, -4 Yellow, -5 Green, 

•6 Blue, -7 Violet, -8 Gray, -9 White. 


(See 

assembly 
details, 
page 76.) 



2.29 
(.090) 
Max. Wire 
O.D. 


LIST 1.25 EA. 

(Pkg. Ten Per Color) 


DO-IT-YOURSELF MICROGRABBER® TEST CLIP KITS 




LIST 


MODEL 

Features 

per Kit 

*STDCOLORS:-02 one Black 1,1 

and one Red,-00 two Black, W ft W ft W 

4743-* 

Kit contains 2 pcs. 

3.05 


of 4233. 


-11 two Brown,-22 twoRed, 

5524 

Kit contains 10 

11.00 

-33 twoOrange, -44 two Yel- 


pcs. of 4233, one 


low, -55 two Green, -66 two 


of each color. 


Blue, -77 two Violet, -88 two 

Gray, -99 two White. 


MICROGRABBER® TEST CLIP, EACH END 


MODEL 

Length 

LIST 

4613-12* 

304.8(12.0) 

4.95 

4613-24* 

609.6(24.0) 

4.95 

4613-36* 

914.4(36.0) 

4.95 

4613-48* 

1219.2(48.0) 

5.15 



1ST END: Micrograbber® Test Clip. Contact, beryllium 
copper, gold plated. Insulation; glass filled nylon. 

WIRE: 20 AWG, 41 x 36 t.c„ PVC insulated, 2.21 mm (.087) O.D. 


2ND END: Same as first end. 

RATING: 1000 WVDC, 3 Amps; +102"C. (+216"F.) Max. 
*STD COLORS: -0 Black, -2 Red. 


MICROGRABBER® TEST CLIP PATCH CORD KIT 


Kit contains 10 pcs. 
of Model 4613-24. 

1 of each color. 




MODEL 


5525 


LIST 44.55 KIT 


MICROGRABBER® TEST CLIP, ONE END ONLY 


MODEL 

Length 

LIST 

5043-8-* 

203.2 (8.0) 

3.60 

5043-12-* 

304.8 (12.0) 

3.60 

5043-24-* 

609.6 (24.0) 

3.60 

5043-36-* 

914.4 (36.0) 

3.80 

5043-48-* 

1219.2 (48.0) 

4.00 



LENGTH 


1ST END: Micrograbber® Test Clip. Contact, beryllium copper, 
gold plated. Insulation; glass filled nylon. 

WIRE: 20 AWG, 41 x 36 t.c., PVC insulated, 2.21 mm (.087) O.D. 


2ND END: None. 

RATING: 1000 WVDC; 3 Amps; + 102°C. (+216'F.) Max. 
*STD COLORS: -0 Black, -2 Red. 


MICROGRABBER® TEST CLIP TO STACKING BANANA PLUG 

- LENGTH 


MODEL 

Length 

LIST 

5053-12-* 

304.8 (12.0) 

4.85 

5053-24-* 

609.6 (24.0) 

4.85 

5053-36-* 

914.4 (36.0) 

4.85 

5053-48-* 

1219.2 (48.0) 

5.05 

5053-60-* 

1524.0 (60.0) 

5.25 



39.37 

(1.55) 



1ST END: Micrograbber® Test Clip. Contact, beryllium copper, 
gold plated. Insulation; glass filled nylon. 

WIRE: 20 AWG, 41 x 36 t.c., PVC insulated, 2.21 mm (.087) O.D. 
2ND END: Stacking Banana Plug. Brass body, beryllium copper 
spring, nickel plated. Polypropylene insulation. 


RATING: 1000 WVDC; 3 Amps; + 55°C. (+131"F.) Max. 
*STD COLORS: -0 Black, -2 Red. 
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MICROGRABBER® TEST CLIP PATCH CORDS 

MICROGRABBER® TEST CLIP TO PIN TIP PLUG PATCH CORD 


MODEL 

Length 

LIST 

4716-12* 

304.8(12.0) 

4.55 

4716-24* 

609.6(24.0) 

4.55 

4716-36* 

914.4(36.0) 

4.55 



1ST END: Micrograbber® Test Clip. Contact, beryllium copper, 
gold plated. Insulation; glass filled nylon. 

WIRE: 22 AWG 26x36 t.c„ PVC insulated, 2.21mm (.087) 
O.D. 


2ND END: Pin tip plug. Brass, gold plated. Insulation; poly¬ 
propylene. 

RATING: 1000 WVDC, 3 Amps; + 55"C. (+ 131T.) Max. 
*STD COLORS: -0 Black, -2 Red. 


MICROGRABBER® TEST CLIP TO 0.64mm (.025) SQUARE PIN RECEPTACLE 



LENGTH 


13.21 

(.52) 


r 

r 


2.54 

( 10 ) 


1ST END: Micrograbber® Test Clip. Contact, beryllium copper, RATING: 1000 WVDC; 3 Amps; + 50"C. (+ 122°F.) Max. 
gold plated. Insulation; glass filled nylon. *STD COLORS: -0 Black, -2 Red. 

WIRE: 22 AWG 26x36 t.c., PVC insulated, 1.63mm (.064) O.D. 

2ND END: 0.64mm (.025) Square Pin Receptacle. Phosphor 

bronze, gold plated. Insulation, ABS. _ 

MICROGRABBER® TEST CLIP, EACH END WITH RETRACTILE (COILED) CORD 


MODEL 

Length 

LIST 

4919-12-* 

304.8 (12.0) 

4.30 

4919-24-* 

609.6 (24.0) 

4.30 

4919-36-* 

914.4 (36.0) 

4.30 



Permits the use of one size patch cord in place of many 
various lengths. (Replaces Model 5160) 

1ST END: Micrograbber® Test Clip. Contact, beryllium 
copper, gold plated. Insulation; glass filled nylon. 

WIRE: 26 AWG, 10x36 non-tinned copper, polyurethane 
insulated, 2.24mm (.088) O.D. _ 

MICROGRABBER® TEST CLIP TO RETRACTABLE SHEATH BANANA PLUG 


MODEL 

Length 

LIST 

5200-36* 

914.4(36.0) 

9.10 

5200-48* 

1219.2(48.0) 

10.00 

5200-60* 

1524.0(60.0) 

10.90 


2ND END: Same as first end. 

RATING: 1000 WVDC, 3 Amps; +80”C. (+ 176“F.) Max. 
*STD COLORS: -0 Black, -2 Red. 


MODEL 

Length 

LIST 

5339-8* 

203.2(8.0) 

6.85 

5339-12* 

304.8(12.0) 

6.85 

5339-24* 

609.6(24.0) 

6.85 

5339-36* 

914.4(36.0) 

6.85 

5339-48* 

1219.2(48.0) 

7.05 

5339-60* 

1524.0(60.0) 

7.25 



1ST END: Micrograbber® Test Clip. Contact, beryllium 
copper, gold plated. Insulation; glass filled nylon. 
WIRE: 20 AWG, 41 x36 t.c., PVC insulated, 2.21mm 
(.087) O.D. 


2ND END: Sheathed Banana Plug. Brass body, beryllium 
copper spring, nickel plated. Insulation, nylon. 

RATING: 1000 WVDC, 3 Amps; + 80’C. (+ 176”F.) Max. 
*STD COLORS: -0 Black, -2 Red. 


MICROGRABBER® TEST CLIPS TO BNC MALE 





LENGTH 


1ST END: Micrograbber® Test Clip. Contact, beryllium copper, 
gold plated. Insulation; glass filled nylon. One black and one 
red. 

CABLE: Shielded coax., RG 58C/U, 4.95mm (.195) O.D. or 
RG 174/U 2.54mm (.100) O.D. Y-Mold insulation: PVC, black. 


2ND END: Crimp BNC Male. Brass 
body, tarnish resistant plated. Center 
contact, brass, gold plated. Nominal 
Impedance: 50 Ohms. Boot; PVC, 
black. 

RATING: Operating Voltage: 500 
VRMS Max.; +50“C. (+122T.) Max. 


38.10 (1.50) long 


(Red) 


RG 58C/U 

LIST 

RG 174/U 

Lenqth 

LIST 

4777-C-24 

13.95 

4777-K-24 

609.6 (24.0) 

20.15 

4777-C-36 

14.55 

4777-K-36 

914.4 (36.0) 

20.15 

4777-C-48 

15.15 

4777-K-48 

1219.2 (48.0) 

20.75 

4777-C-60 

15.75 

4777-K-60 

1524.0 (60.0) 

21.35 
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MICROGRABBER® TEST CLIP PATCH CORDS 

MICROGRABBER® TEST CLIPS TO MINIATURE DOUBLE BANANA PLUG 



12.70 

(50) 


1ST END: Micrograbber® Test Clip. Contact, beryllium copper, 

gold plated. Insulation; glass filled nylon. One black and one 2ND END: Double Miniature Banana Plug. Brass body, beryllium 
red. copper spring, gold plated. Insulation; polyethylene, black. 

CABLE: Shielded coax., RG 174/U 2.54mm (.100) O.D. RATING: 1000 WVDC; +50°C. (+122T.) Max. 

Y-Mold insulation: PVC, black. 


MICROGRABBER® TEST CLIPS TO DOUBLE BANANA PLUG 


MODEL 

Length 

LIST 

4776-K-24 

609.6 (24.0) 

16.65 

4776-K-36 

914.4 (36.0) 

16.65 

4776-K-48 

1219.2 (48.0) 

17.25 

4776-K-60 

1524.0 (60.0) 

17.85 



38.10 (1.50) long 


1ST END: Micrograbber® Test Clip. Contact, beryllium copper, 

gold plated. Insulation; glass filled nylon. One black and one 2ND END: Double Banana Plug. Brass body, beryllium copper 
red spring, nickel plated. Insulation; polyethylene, black. 

CABLE: Shielded coax., RG 174/U 2.54mm (.100) O.D. RATING: 1000 WVDC; +50"C. (+122 F.) Max. 

Y-Mold insulation: PVC, black. 


MICROGRABBER® TEST CLIPS TO MINIATURE PHONE PLUG 


MODEL 

Length 

LIST 

4768-K-24 

609.6 (24.0) 

15.05 

4768-K-36 

914.4 (36.0) 

15.05 

4768-K-48 

1219.2 (48.0) 

15.65 

4768-K-60 

1524.0 (60.0) 

16.25 



38.10 (1.50) long 


MODEL 

4778-60 


1STEND: Micrograbber® Test Clip. Contact, beryllium copper, 
gold plated. Insulation; glass filled nylon. One black and one 
red. 

CABLE: Two cond. shielded, 22 AWG, 7 x 30 t.c„ 4.57( 180) 
O.D. Y-mold insulation, PVC, gray. 


2ND END: Miniature phone plug, three conductor. Brass. 
Insulation; PVC, black. 

WIRING: Tip to red Microqrabber, ring to black, sleeve, no con¬ 
nection. 

RATING: 500 V Peak; +50"C. (+122T.) Max. 

LIST 32.75 


MINIGRABBER® TEST CLIP PATCH CORDS 

MINIGRABBER® TEST CLIP TO MINIGATOR 


MODEL 

Length 

LIST 

4652-12-* 

304.8 (12.0) 

4.55 

4652-24-* 

609.6 (24.0) 

4.55 

4652-36-* 

914.4 (36.0) 

4.55 

4652-48-* 

1219.2 (48.0) 

4.75 




1ST END: Minigrabber® Test Clip. Contact, beryllium copper, 
gold plated. Insulation, glass filled nylon. 

WIRE: 20 AWG, 41 x36 t.c„ PVC insulated, 2.21 mm (.087) 
O.D. 


2ND END: Minigator. Steel, cadimium plated. Insulation; Vinyl. 
RATING: 3000 WVDC; 5 Amps; + 50°C. (+ 122°F.) Max. 
*STD COLORS: -0 Black, -2 Red. 
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MINIGRABBER® TEST CLIPS 


DO-IT-YOURSELF MINIGRABBER® TEST CLIP 

MATERIAL: Contact, beryllium _ 

copper, 

FINISH: Gold plated. 

INSULATION: Glass filled ny¬ 
lon. 

RATING: 3000 WVDC; 12 
Amps. + 102"C.(+216”F.) Max. 

*STD COLOR: -0 Black, 

-1 Brown, -2 Red, -3 Orange, 

-4 Yellow, -5 Green, -6 Blue, 

-7 Violet, -8 Gray, -9 White. 


“X” Max. 
Wire O.D 


A 


— 


/ y^^S .64 > \ 



/ (.025) Sq. \ 


-381 / 

i -3.81 


(15) / 

\ \ (-15) Sq- / 


Max. y 

\ ' Access / 


MODEL 

”X” Dia. 

3925-* 

4555-* 

2.29 (.090) 
3.66 (.144) 


(See 
assembly 
details, 
page 76.) 


LIST 1.20 EA. 

(Pkg. Ten Per Color) 


MINIGRABBER® TEST CLIP 
WITH 0.64 mm (.025) SQUARE PIN 

MATERIAL: Contact, beryllium copper. 

Square pin, phosphor bronze. 

FINISH: Gold plated. 

INSULATION: Glass filled nylon. 

RATING: 2500 WVDC; 3 Amps; +102°C. 
(+216T.) Max. 

*STD COLORS: -0 Black, -1 Brown, -2 Red, 

-3 Orange, -4 Yellow, -5 Green, -6 Blue, 


15.75 ■ 
(.62) 


MODEL 


4587-' 


Hole 


LIST 3.60 


MINIGRABBER® TEST CLIP WITH 6-32 THREAD 


DO-IT-YOURSELF MINIGRABBER® TEST CLIP KITS 



This Grabber test clip can be used with os¬ 
cilloscope leads equipped with a 6-32 screw. 
MATERIAL: Contact, beryllium copper. 
Threaded insert, brass. 

FINISH: Contact, gold plated. 
INSULATION: Glass filled nylon. 

RATING: 3000 WVDC, 12 Amps, +102°C. 
(+216°F.) Max. 

*STD COLORS: -0 Black, -2 Red. 



(not included) 



MODEL 


4011-* 


LIST 2.85 


MODEL 

Features 

LIST 
per Kit 

4176-* 

Kit contains 2 
of 3925. 

pcs 

2.75 

5522 

Kit contains 10 
pcs. of 3925, one 
of each color. 

11.00 


*STDCOLORS:-02 one Black 
and one Red, -00 two Black, 
-1 1 two Brown, -22 twoRed, 
-33twoOrange, -44 two Yel¬ 
low, -55 two Green, -66 two 
Blue, -77 two Violet, -88 two 
Gray, -99 two White. 


6-32 SCREW-ON TIP 

Can be crimped or soldered to wire. Sup¬ 
plied with shrink sleeving. Mates with Model 
4011. 

MATERIAL: Brass. 

FINISH: Nickel plated. 

INSULATION: Shrink sleeving. 


MODEL 


4311 



LIST 2.25 


MINIGRABBER® TEST CLIP WITH BANANA JACK 


MINIGRABBER® TEST CLIP WITH PIN JACK 



41.40 

(1.63) 

Max. 


This Minigrabber® test clip has a standard banana jack built 
right into the plunger. Excellent for attaching the Grabber 
test clip directly to the end of a banana plug patch cord. 

1ST END: Minigrabber® Test Clip. Contact, beryllium 
copper, gold plated. 

INSULATION: Glass filled nylon. 

2ND END: Banana jack. Brass, nickel plated. 

RATING: 3000 WVDC; 12 Amps; +102°C. (+216°F.) Max. 
*STD COLORS: -0 Black, -1 Brown, -2 Red, -3 Orange, 

-4 Yellow -5 Green, -6 Blue, -7 Violet, -8 Gray, -9 White. 



This Minigrabber® test clip has a pin jack built right into the 
plunger. Excellent for attaching the Grabber test clip directly 
to the end of a pin tip patch cord or it can be used as an 
adapter for miniature test probes with 2.03mm (.080) tips. 
1ST END: Minigrabber® Test Clip. Contact, beryllium 
copper, gold plated. 

INSULATION: Glass filled nylon. 

2ND END: Pin jack. Spring, beryllium copper, gold plated. 
RATING: 2500 WVDC; 5 Amps; +102°C. (+216°F.) Max. 
*STD COLORS: -0 Black, -2 Red, -9 White. 


MODEL 



MODEL 

4723-* 

LIST 3.75 


4826-* 


LIST 5.15 
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MINIGRABBER® TEST CLIP PATCH CORDS 


MINIGRABBER® TEST CLIP 
ONE END ONLY 


MODEL 

Length 

LIST 

3780-8-* 

203.2 (8.0) 

2.00 

3780-12-* 

304.8 (12.0) 

2.00 

3780-24-* 

609.6 (24.0) 

2.00 

3780-36-* 

914.4 (36.0) 

2.00 

3780-48-* 

1219.2 (48.0) 

2.20 

3780-60-* 

1524.0 (60.0) 

2.40 



1ST END: Minigrabber® Test Clip. Contact, beryllium 
copper, gold plated. Insulation, glass filled nylon. 
WIRE: 20 AWG, 41 x36 t.c., PVC insulated, 2.21mm 
(.087) O.D. 

2ND END: None. 


RATING: 3000 WVDC; 5 Amps; +102°C. (+216°F.) Max. 
*STD COLORS: -0 Black, -1 Brown, -2 Red, -3 Orange, 

-4 Yellow, -5 Green, -6 Blue, -7 Violet, -8 Gray, -9 White. 
“STD COLORS: -0 Black,-2 Red 


MINIGRABBER® TEST CLIP 
EACH END 


MODEL 

Length 

LIST 

3781-8-* 

203.2 (8.0) 

3.05 

3781-12-* 

304.8 (12.0) 

3.05 

3781-18-* 

457.2 (18.0) 

3.05 

3781-24-* 

609.6 (24.0) 

3.05 

3781-36-* 

914.4 (36.0) 

3.05 

3781-48-* 

1219.2 (48.0) 

3.25 

3781-60-* 

1524.0 (60.0) 

3.45 


-- -| Sq|-— n 


1ST END: Minigrabber® Test Clip. Contact, beryllium 
copper, gold plated. Insulation, glass filled nylon. 
WIRE: 20 AWG, 41 x36 t.c., PVC insulated, 2.21mm 
(.087)0.0. 

2ND END: Same as first end. 


RATING: 3000 WVDC; 5 Amps; +102°C. (+216°F.) Max. 
*STD COLORS: -0 Black, -1 Brown, -2 Red, -3 Orange, 

-4 Yellow, -5 Green, -6 Blue, -7 Violet, -8 Gray, -9 White. 



MINIGRABBER® TEST CLIP PATCH CORD KIT 


Kit contains 10 pcs. 
of Model 3781-24. 

1 of each color. 



MODEL 

5523 


LIST 27.45 KIT 


MINIGRABBER® TEST CLIP TO 
RETRACTABLE SHEATH 
BANANA PLUG 


MODEL 

Length 

LIST 

5270-12-* 

304.8 (12.0) 

5.70 

5270-24-* 

609.6 (24.0) 

5.70 

5270-36-* 

914.4 (36.0) 

5.70 

5270-48-* 

1219.2 (48.0) 

5.90 

5270-60-* 

1524.0 (60.0) 

6.10 



1ST END: Minigrabber® Test Clip. Contact, beryllium RATING: 1200 VAC/DC; 5 Amps; +55°C. (+131°F.) 

copper, gold plated. Insulation, glass filled nylon. Max. 

WIRE: 20 AWG, 41 x36 t.c., PVC insulated, 2.21mm *STD COLORS: -0 Black -2 Red 

(.087) O.D. 

2ND END: Sheathed Banana Plug. Brass body, beryllium 
copper spring, nickel plated. Insulation, nylon. 


MINIGRABBER® TEST CLIP TO 
STACKING BANANA PLUG 



MODEL 

Length 

LIST 

3782-12-* 

304.8 (12.0) 

3.05 

3782-24-* 

609.6 (24.0) 

3.05 

3782-36-* 

914.4 (36.0) 

3.05 

3782-48-* 

1219.2 (48.0) 

3.25 

3782-60-* 

1524.0 (60.0) 

3.45 


1ST END: Minigrabber® Test Clip. Contact, beryllium 
copper, gold plated. Insulation, glass filled nylon. 

WIRE: 20 AWG, 41 x36t.c., PVC insulated, 2.21mm 
(.087) O.D. 

2ND END: Stacking Banana Plug. Brass body, beryllium 
copper spring, nickel plated. Polypropylene insulation. 


RATING: 3000 WVDC; 5 Amps; +55”C. (+131T.) Max. 
*STD COLORS: -0 Black, -1 Brown, -2 Red, -3 Orange, -4 Yel¬ 
low, -5 Green, -6 Blue, -7 Violet, -8 Gray, -9 White. 


MINIGRABBER® TEST CLIP TO STACKING 
MINIATURE BANANA PLUG 



MODEL 

Length 

LIST 

3784-12-* 

304.8 (12.0) 

3.75 

3784-24-* 

609.6 (24.0) 

3.75 

3784-36-* 

914.4 (36.0) 

3.75 

3784-48-* 

1219.2 (48.0) 

3.95 

3784-60-* 

1524.0 (60.0) 

4.15 


1ST END: Minigrabber® Test Clip. Contact, beryllium 
copper, gold plated. Insulation, glass filled nylon. 

WIRE: 20 AWG, 41 x36 t.c., PVC insulated, 2.21mm 
(.087) O.D. 

2ND END: Stacking Miniature Banana Plug. Brass body, 
beryllium copper spring, gold plated, Polypropylene 
insulation. 


RATING: 2500 WVDC; 5 Amps; +55°C. (+131°F.) Max. 
*STD COLORS: -0 Black, -2 Red. 
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MINIGRABBER® TEST CLIP PATCH CORDS 


MINIGRABBER® TEST CLIP 
TO IN-LINE BANANA JACK 


MODEL 

Length 

LIST 

4649-12-* 

304.8 (12.0) 

4.80 

4649-24-* 

609.6 (24.0) 

4.80 

4649-36-* 

914.4 (36.0) 

4.80 

4649-48-* 

1219.2 (48.0) 

5.00 


1ST END: Minigrabber® Test Clip. Contact, beryllium copper, 
gold plated. Insulation, glass filled nylon. 

WIRE: 20 AWG, 41x36 t.c., PVC insulated, 2.21mm (.087) 


LENGTH 


32.51 . 

(1.28) 




O.D. 


2ND END: In-line Banana Jack. Brass, nickel plated. 
Insulation, polypropylene. 

RATING: 3000 WVDC; 5 Amps; +55°C. (+131°F.) Max. 
*STD COLORS: -0 Black, -2 Red. 


MINIGRABBER® TEST CLIP 
TO IN-LINE BANANA PLUG 



MODEL 

Length 

LIST 

4650-12-* 

304.8 (12.0) 

4.20 

4650-24-* 

609.6 (24.0) 

4.20 

4650-36-* 

914.4 (36.0) 

4.20 

4650-48-* 

1219.2 (48.0) 

4.40 

4650-60-* 

1524.0 (60.0) 

4.60 


1ST END: Minigrabber® Test Clip, Contact, beryllium 
copper, gold plated. Insulation, glass filled nylon. 
WIRE: 20 AWG, 41 x36 t.c., PVC insulated, 2.21mm 
(.087) O.D. 

2ND END: In-line Banana Plug. Brass body, beryllium 
copper spring, nickel plated. Insulation, polypropylene. 


RATING: 3000 WVDC; 5 Amps; +55°C. (+131 °F.) 
Max. 

*STD COLORS: -0 Black,-'Red. 


MINIGRABBER® TEST CLIP TO 
STACKING PIN TIP PLUG 



LENGTH 


MODEL 

Length 

LIST 

3785-12-* 

304.8 (12.0) 

4.30 

3785-24-* 

609.6 (24.0) 

4.30 

3785-36-* 

914.4 (36.0) 

4.30 

3785-48-* 

1219.2 (48.0) 

4.50 

3785-60-* 

1524.0 (60.0) 

4.70 


1ST END: Minigrabber® Test Clip. Contact, beryllium copper, 
gold plated. Insulation, glass filled nylon. 

Wire: 20 AWG, 41 x36 t.c., PVC insulated, 2.21mm (.087) 
O.D. 

2ND END: Stacking Pin Tip Plug. Brass body, beryllium copper 
spring, gold plated. Insulation, polypropylene. 

RATING: 3000 WVDC; 5 Amps; +55°C. (+131°F.) Max. 

*STD COLORS: -0 Black, -2 Red. 



(50) 2 03 

(.080) 


Dia. 


MINIGRABBER® TEST CLIP TO 0.64 mm (.025) 
SQUARE PIN RECEPTACLE 


MODEL 

Length 

LIST 

3783-12-* 

304.8 (12.0) 

3.60 

3783-24-* 

609.6 (24.0) 

3.60 

3783-36-* 

914.4 (36.0) 

3.60 



1ST END: Minigrabber® Test Clip. Contact, beryllium copper, 
gold plated. Insulation, glass filled nylon. 

WIRE: 22 AWG, 26x36 t.c., PVC insulated, 1.63mm (.064) 
O.D. 


2.54 (.10) Max. Sq. 


RATING: 1000 WVDC; 3 Amps; + 50°C. (+122"F.) Max. 
•STD COLORS: -0 Black, -2 Red. 


2ND END: 0.64mm (.025) Square Pin Receptacle. Phosphor 
bronze, gold plated. Insulation, ABS. 


MINIGRABBER® TEST CLIP, ONE END ONLY 
WITH RECTRACTILE (COILED) CORD 



MODEL 

4536-* 


1ST END: Minigrabber® Test Clip. Contact, beryllium 
copper, gold plated. Insulation, glass filled nylon. 
WIRE: 20 AWG, 42x36 t.c., PVC insulated, 3.71mm 
(.146) O.D. 


2ND END: None. 

RATING: 3000 VDC Int.; 270 VDC, 90 VAC cont. duty; 

5 Amps; +60°C. (+140°F.) Max. 

•STD COLORS: -0 Black,-2 Red. LIST 8.00 
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POMONA 

MINIGRABBER® TEST CLIP PATCH CORDS 




MINIGRABBER® TEST CLIP EACH END 
WITH RETRACTILE (COILED) CORD 



MODEL 

Length 

LIST 

5201-36-* 

914.4 (36.0) 

9.15 

5201-48-* 

1219.2 (48.0) 

10.05 

5201-60-* 

1524.0 (60.0) 

10.95 


Permits the use of one size patch cord in place of many 
various lengths. (Replaces Model 5161) 

1ST END: Minigrabber® Test Clip. Contact, beryllium 
copper, gold plated. Insulation, nylon. 

WIRE: 26 AWG, 10x36 non-tinned copper, polyurethane 
insulated, 2.24mm (.088) O.D. 


2ND END: Same as first end. 

RATING: 1000 WVDC; 3 Amps; +80°C. (+176T.) Max. 
*STD COLORS: -0 Black, -2 Red. 


MINIGRABBER® TEST CLIP, EACH END 
WITH RETRACTILE (COILED) CORD 


1219.2 + 25.4 (48.0± 1.0) 

EXTENDED LENGTH" 




1STEND: Minigrabber® Test Clip. Contact, beryllium 
copper, gold plated. Insulation, glass filled nylon. 
WIRE: 20 AWG, 42x36 t.c., PVC insulated, 3.71mm 
(.146) O.D. 


MINIGRABBER® TEST CLIP TO STACKING BANANA PLUG 
WITH RECTRACTILE (COILED) CORD 


MODEL 

4537-* 


2ND END: Same as first end. 

RATING: 3000 VDC Int.; 270 VDC, 90 VAC cont. duty; 

5 Amps; +60°C. (+140°F.) Max. 

*STD COLORS: -0 Black,-2 Red. LIST 10.10 


1219.2±25.4 (48.0±1.0) 




1ST END: Minigrabber® Test Clip. Contact, beryllium 
copper, gold plated. Insulation, glass filled nylon. 
WIRE: 20 AWG, 42x36 t.c., PVC insulated, 3.71mm 
(.146) O.D. 


MINIGRABBER® TEST CLIPS TO DOUBLE BANANA PLUG 


MODEL 

4538-* 


2ND END: Stacking Banana Plug. Brass body, beryllium cop¬ 
per spring, nickel plated. Polypropylene insulation. 

RATING: 3000 VDC Int.; 270 VDC, 90 VAC cont. duty; 5 
Amps; +55°C. ( + 131°F.) Max. 

*STD COLORS: -0 Black, -2 Red. LIST 9.00 



203.20 


LENGTH 


MODEL 

Length 

LIST 

3786-C-18 

457.2 (18.0) 

12.15 

3786-C-24 

609.6 (24.0) 

12.15 

3786-C-36 

914.4 (36.0) 

12.15 

3786-C-48 

1219.2 (48.0) 

12.75 

3786-C-60 

1524.0 (60.0) 

13.35 


^_38.10 „ | 

(1.50) | 


1ST END: Minigrabber® Test Clip. Contact, 
beryllium copper, gold plated. Insulation, 
glass filled nylon. One black and one red. 


CABLE: Shielded coax., RG 
58C/U, 4.95 mm (.195) O.D., 
Y-Mold Insulation. PVC, 
Black. 



39.37 

(1.55) 


“T 

19.05 

(.750) 

1 


2ND END: Banana Plug. Brass body, beryllium 
copper spring, nickel plated. Insulation; polyeth¬ 
ylene, black. 

RATING: 1400 VRMS; + 50°C. (+122T.) Max. 
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MINIGRABBER® TEST CLIP PATCH CORDS 


MINIGRABBER® TEST CLIPS TO PJ-051 (WE310) PHONE PLUG 



R ED ( _- 
BLACK LSI 


. TIP 
RING 
SHIELD 


1524 

(6b.0)~ 


81.79 (3.22)- 


6.35 (.250) Dia. 

r 


MODEL 


4812-J-60 


1ST END: Minigrabber® Test Clip. Contact, beryllium 
copper, gold plated. Insulation, glass filled nylon. One 
black and one red. 


CABLE: Two conductor shielded micro¬ 
phone, 22 AWG, 5.87 mm (.231) O.D. 
Y-Mold insulation; PVC, gray. 


2ND END: PJ-051 Phone Plug. Brass. 
Insulation; phenolic, red. 

RATING: 500 V. Peak; +50”C. 
(+122"F.) Max. LIST 32.20 


MINIGRABBER® TEST CLIP TO MINIATURE PHONE PLUG 


TIP 

Y RING 
L-» SHIELD 



MODEL 


5019-60 


-(38.10) 

(1.50) 

1ST END: Minigrabber® Test Clip. Contact, beryllium 
copper, gold plated. Insulation, glass filled nylon. One 
black and one red. 


CABLE: Two cond. shielded, 22 AWG, 
7 x 30 t.c., 4.57 (.180) O.D. Y-mold 
insulation, PVC, gray. 


2ND END: Miniature Phone Plug, 
three conductor. Brass. Insulation, 

P\/r hlark 

RATING: 500 V. Peak; +50°C. 
(+122°F.) Max. LIST 26.20 


MINIGRABBER® TEST CLIPS TO BNC MALE 



(38.10)_J 

(1.50) 


LENGTH 


MODEL 

Length 

LIST 

3787-C-18 

457.2 (18.0) 

12.50 

3787-C-24 

609.6 (24.0) 

12.50 

3787-C-36 

914.4 (36.0) 

12.50 

3787-C-48 

1219.2 (48.0) 

13.10 

3787-C-60 

1524.0 (60.0) 

13.70 


1ST END: Minigrabber® Test Clip. Contact, beryllium 
copper, gold plated. Insulation, glass filled nylon. One 
black and one red. 

CABLE: Shielded coax. RG 58C/U, 4.95mm (.195) O.D. 
Y-Mold insulation; PVC, black. 


MINIGRABBER® TEST CLIPS TO BNC MALE 



14.48 (.57) | 
Dia. 


2ND END: BNC Male. Brass body, tar¬ 
nish resistant plated. Center contact, 
brass, gold plated. Nominal Impedance: 
50 Ohms. 

RATING: Operating Voltage: 500 VRMS 
Max.; +50°C. ( + 122T.) Max. 



RG58C/U 

LIST 

RG174/U 

Length 

LIST 

5187-C-24 

12.50 

5187-K-24 

609.6 (24.0) 

17.50 

5187-C-36 

12.50 

5187-K-36 

914.4 (36.0) 

17.50 

5187-C-48 

13.10 

5187-K-48 

1219.2 (48.0) 

18.10 

5187-C-60 

13.70 

5187-K-60 

1524.0 (60.0) 

18.70 


1ST END: Minigrabber® Test Clip. Contact, beryllium 
copper, gold plated. Insulation, glass filled nylon. One 
black and one red. 

CABLE: Type C, shielded coax., RG 58C/U, 4.95mm 
(.195) O.D.; Type K, shielded coax., RG 174/U, 2.54mm 
(.100) O.D. Y-Mold insulation; PVC, black. 


2ND END: BNC Male. Brass body, tar¬ 
nish resistant plated. Center contact, 
brass, gold plated. Nominal Impedance: 
50 Ohms. Boot; PVC, black. 

RATING: Operating Voltage: 500 VRMS 
Max.; +50”C. (+122T.) Max. 
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POMONA 



MAXIGRABBER® TEST CLIPS 


DO-IT-YOURSELF MAXIGRABBER® TEST CLIP 


The Maxigrabber® test clip is an extended do-it-yourself 
Grabber test clip designed specifically for high-rise pack¬ 
aging of electronic components where depth of testing point 
is a key factor. The Maxigrabber® test clip will fit entry holes 
as small as 6.35 mm (.250) dia. and the unit is completely 
field serviceable. 

MATERIAL: Contact, beryllium copper. 

FINISH: Gold plated. 

INSULATION: Glass filled nylon. 

RATING: 3000 WVDC; 12 Amps. + 102“C.(+216°F.)Max. 
*STD COLOR: -0 Black, -1 Brown, -2 Red, -3 Orange, 

-4 Yellow, -5 Green, -6 Blue, -7 Violet, -8 Gray, -9 White. 


MODEL 

“X” Dia. 

4225-* * 

4565-* 

2.29 (.090) 
3.66 (.144) 


152.40 

( 6 . 00 ) 



page 76.) LIST 3 25 


MAXIGRABBER® TEST CLIP WITH BANANA JACK 


J52.40 

( 6 . 00 ) 


This Maxigrabber® test clip has a standard banana jack 
built right into the plunger. Excellent for attaching the 
Grabber test clip directly to the end of a banana plug patch 
cord. 

1ST END: Maxigrabber® Test Clip. Contact, beryllium 
copper, gold plated. 

INSULATION: Glass filled nylon. 

2ND END: Banana jack. Brass, nickel plated. 

RATING: 3000 WVDC; 12 Amps; +102°C. (+216°F.) Max. 

*STD COLORS: -0 Black, -1 Brown, -2 Red, -3 Orange, 

-4 Yellow, -5 Green, -6 Blue, -7 Violet, -8 Gray, -9 White. 


MODEL 


4724-’ 


13.97 

(.55) 



LIST 5.45 


MAXIGRABBER® TEST CLIP WITH PIN JACK 


152.40 

( 6 . 00 ) 


cps 


18.54 | 
(.73) 

Dia. 

This Maxigrabber® test clip has a pin jack built right into 
the plunger. Excellent for attaching the Grabber test clip 
directly to the end of a pin tip patch cord. 

1ST END: Maxigrabber® Test Clip. Contact, beryllium 
copper, gold plated. 

INSULATION: Glass filled nylon. 

2ND END: Pin jack. Spring, beryllium copper, gold plated. 
RATING: 3000 WVDC; 5 Amps; + 102°C. (+216°F.) Max. 
'STD COLORS: -0 Black, -2 Red. 


MODEL 


4827-’ 



LIST 6.60 


MAXIGRABBER® TEST CLIP TO STACKING BANANA PLUG 



MODEL 

Lenqth 

LIST 

4996-12-* 
4996-24-* 
4996-36-* 
4996-48-* 
4996-60-* 

304.8 (12.0) 
609.6 (24.0) 
914.4 (36.0) 
1219.2 (48.0) 
1524.0 (60.0) 

7.75 

7.75 

7.75 

7.95 

8.15 


1ST END: Maxigrabber® Test Clip. Contact, beryllium copper, 
gold plated. Insulation; glass filled nylon. 

WIRE: 20 AWG, 41 x36 t.c., PVC insulated, 2.21mm (.087) 
O.D. 

2ND END: Stacking Banana Plug. Brass body, beryllium 
copper spring, nickel plated. Insulation, polypropylene. 


RATING: 3000 WVDC; 5 Amps; +55°C. (+131 0 F.) 
Max. 

*STD COLORS: -0 Black, -2 Red. 


MAXIGRABBER® TEST CLIPS TO BNC MALE 


(Black) 


(Red) 


MODEL 

Length 

LIST 

4648-C-18 

457.2 (18.0) 

19.55 

4648-C-24 

609.6 (24.0) 

19.55 

4648-C-36 

914.4 (36.0) 

19.55 

4648-C-48 

1219.2 (48.0) 

20.15 

4648-C-60 

1524.0 (60.0) 

20.75 



1ST END: Maxigrabber® Test Clip. Contact, beryllium copper, 
gold plated. Insulation; glass filled nylon. One black and one 
red. 

CABLE: Shielded coax., RG 58C/U, 4.95mm (.195) O.D. 
Y-Mold insulation; PVC, black. 


2ND END: BNC Male. Brass body, tarnish resistant plated. 
Center contact, brass, gold plated. Nominal Impedance: 50 
Ohms. Boot: PVC, black. 

RATING: Operating Voltage: 500 VRMS Max.; +50”C. 
(+122°F.) Max. 
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POMONA 

STANDARD BANANA PLUG PATCH CORDS 


STACKING STANDARD BANANA PLUG EACH END 

Multiple stacking feature accommodates the most complex 
stacking; keeps circuitry neater. Greatly simplifies circuit 
connections and changes. Reliable solderbonded connec¬ 
tions withstand pull test in excess of 50 lbs. 


MODEL 

Length 

LIST 

B-4-* 

101.6 (4.0) 

3.30 

B-8-* 

203.2 (8.0) 

3.30 

B-12-* 

304.8 (12.0) 

3.30 

B-18-* 

457.2 (18.0) 

3.30 

B-24-* 

609.6 (24.0) 

3.30 

B-36-* 

914.4 (36.0) 

3.30 

B-48-* 

1219.2 (48.0) 

3.50 

B-60-* 

1524.0 (60.0) 

3.75 

B-72-* 

1829.0 (72.0) 

4.00 

FINISH: Nickel plated. 


*STD COLORS: -0 Black, - 

Brown, 

-2 Red, -3 Orange, -4 Yellow, 

5 Green, 

-6 Blue,-7 

Violet, -8 Gray, -9 

White. 



MODEL 

Length 

LIST 

2948-12-* 

304.8(12.0) 

5.75 

2948-24-* 

609.6 (24.0) 

5.75 

2948-36-* 

914.4 (36.0) 

5.75 

2948-48-* 

1219.2 (48.0) 

5.95 

2948-60-* 

1524.0 (60.0) 

6.15 

FINISH: Gold plated. 


*STD COLORS: -0 Black,-2 

Red,. 


1ST END: Stacking Banana Plug. Brass body, beryllium 
copper spring. Insulation, polypropylene. 

WIRE: 18 AWG, 65 x 36 t.c„ PVC insulated, 3.66 (.144) O.D. 
2ND END: Same as first end. 

RATING: 5000 WVDC, 15 Amps, +55°C. (+131°F.) Max. 


LOW COST BANANA PLUG 

Low cost Banana Plug is also available as a Do- 
It-Yourself version, Model 5750 (page 20). 





MODEL 

Length 

LIST 

5732-24-* 

5732-48-* 

609.6 (24.0) 
1219.2 (48.0) 

2.60 

2.75 


1ST END: Banana Plug. Beryllium copper, nickel plated. In¬ 
sulation, nylon. 

WIRE: 18 AWG, 65 x36 t.c., PVC insulated, 3.66 (.144) O.D. 
2ND END: Same as first end. 

RATING: 1200 VAC DC. 15 Amps. +50°C. (+122°F.) Max. 
*STD COLORS: -0 Black, -2 Red. 




7 


Nil 


HORIZONTAL STACKING 
BANANA PLUG EACH END 


MODEL 

Length 

LIST 

1440-8-* 

203.2 (8.0) 

4.90 

1440-12-* 

304.8(12.0) 

4.90 

1440-18-* 

457.2 (18.0) 

4.90 

1440-24-* 

609.6 (24.0) 

4.90 

1440-36-* 

914.4 (36.0) 

4.90 

1440-48-* 

1219.2 (48.0) 

5.10 

1440-60-* 

1524.0 (60.0) 

5.30 



LENGTH- 


39.37 (1 55) 


4 


9.65 
.38) Dia. 


Ideal as an interconnecting lead between power supplies, test 
equipment, etc. Horizontal stacking feature. 

1ST END: Banana Plug. Brass body, beryllium copper spring. 
Insulation, polypropylene. 

WIRE: 18 AWG, 65x36 t.c., PVC insulated, 3.66 (.144) O.D. 


2ND END: Same as first end. 

RATING: 5000 WVDC, 15 Amps, +55°C. (+131°F.) Max. 
*STD COLORS: -0 Black, -2 Red, 


EXTENSION STACKING BANANA PLUG EACH END 

Dual purpose. Insulates all hot leads 
when used as an extension cord. End¬ 
less extension couplings possible with 
any banana plug patch cord. 


MODEL 

Length 

LIST 

HB-4-** 

101.6 (4.0) 

5.25 

HB-8-** 

203.2 (8.0) 

5.25 

HB-12-** 

304.8 (12.0) 

5.25 

HB-18-** 

457.2 (18.0) 

5.25 

HB-24-* 

609.6 (24.0) 

5.25 

HB-36-* 

914.4 (36.0) 

5.25 

HB-48-* 

1219.2 (48.0) 

5.45 

HB-60-* 

1524.0 (60.0) 

5.65 



1ST END: Extension Stacking Banana Plug. Brass body, beryllium 
copper spring, nickel plated. Insulation, polypropylene. 

WIRE: 18 AWG, 65 x36 t.c., PVC insulated, 3.66 (.144) O.D. 

2ND END: Same as first end. 

RATING: 5000 WVDC, 15 Amps,+55°C. (+131°F.) Max. 


*STD COLORS: -0 Black, -1 Brown, -2 Red, 
-3 Orange, -4 Yellow, -5 Green, -6 Blue, 
-7 Violet, -8 Gray, -9 White. 

**STD COLORS: -0 Black,-2 Red. 



MODEL 

Length 

LIST 

1985-4-* 

101.6 (4.0) 

4.35 

1985-8-* 

203.2 (8.0) 

4.35 

1985-12-* 

304.8 (12.0) 

4.35 

1985-18-* 

457.2 (18.0) 

4.35 

1985-24-* 

609.6 (24.0) 

4.35 

1985-36-* 

914.4 (36.0) 

4.35 

1985-48-* 

1219.2 (48.0) 

4.55 

1985-60-* 

1524.0 (60.0) 

4.75 


1ST END: Banana Plug. Brass body, beryllium copper spring, nickel 
plated. Insulation, polypropylene. 

WIRE: 18 AWG, 65x36 t.c., PVC insulated, 3.66 (.144) O.D. 


2ND END: Same as first end. 

RATING: 5000 WVDC, 15 Amps,+55°C. (+131°F.) Max. 
*STD COLORS: -0 Black, -2 Red. 
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POMONA 

STANDARD BANANA PLUG PATCH CORDS 


STACKING BANANA PLUG EACH END ON RETRACTILE (COILED) CORD 


Permits the use of one size patch cord 
in place of many various lengths. 


1219.2(48.0) 


.39.37 

(1.55) 


EXTENDED LENGTH 


'•''•""""MM U lltltll 


rl 


14.22 

"(.56) 


MODEL 

LIST 

2484-* 

9.05 


1ST END: Stacking Banana Plug. Brass body, beryllium copper spring, 2ND END: Same as first end. 

nickel plated. Insulation, polypropylene. RATING: 3000 VDC Inf., 270 VDC, 90VACcont. duty, 5 

WIRE: 20 AWG, 42 x 36 t.c., PVC insulated, 3.71 (.146) O.D. Amps, +55°C. (+131 °F.) Max. 

*STD COLORS: -0 Black, -2 Red. 


IN-LINE BANANA PLUG 
EACH END 


MODEL 

Length 

LIST 

4585-12-* 

304.8 (12.0) 

4.85 

4585-24-' 

609.6 (24.0) 

4.85 

4585-36-* 

914.4 (36.0) 

4.85 

4585-48-* 

1219.2 (48.0) 

5.05 

4585-60-* 

1524.0 (60.0) 

5.25 



LENGTH - 


6.60 Dia_. 

H (.26) I 

,-v -- 


4 


Designed for recessed banana jacks with access hole 6.91 
(.272) dia. 

1ST END: In-line Banana Plug. Brass body, beryllium copper 
spring, nickel plated. Insulation, polypropylene. 

WIRE: 18AWG, 65x36 t.c., PVC insulated, 3.66 (.144) O.D. 


2ND END: Same as first end. 

RATING: 5000 WVDC, 15 Amps, +55°C. (+131 °F.) Max. 
*STD COLORS: -0 Black, -2 Red. 


BANANA PLUG 
TO IN-LINE BANANA JACK 


--39.37(1.55)- 


LENGTH 


MODEL 

Length 

LIST 

4702-12-* 
4702-18-* 
4702-24-* 
4702-36-* 
4702-48-* 
4702-60-* 

304.8 (12.0) 
457.2 (18.0) 
609.6 (24.0) 
914.4 (36.0) 
1219.2 (48.0) 
1524.0 (60.0) 

4.50 

4.50 

4.50 

4.50 

4.70 

4.90 


L 


9.65 (.38) Dia. 


Dual purpose. Insulates all hot leads when used as an 
extension cord. Endless extension couplings possible with 
any banana plug patch cord. 

1ST END: Banana Plug. Brass body, beryllium copper spring, 
nickel plated. Insulation, polypropylene. 

WIRE: 18 AWG, 65x36 t.c., PVC insulated, 3.66 (.144) O.D. 



2ND END: In-line Banana Jack. Brass, nickel plated. Insula¬ 
tion, polypropylene. 

RATING: 5000 WVDC, 15 Amps,+55°C. (+131°F.) Max. 
*STD COLORS: -0 Black, -2 Red. 


INSULATED SPADE LUG 
TO BANANA PLUG 


MODEL 

Length 

LIST 

1987-12-* 

304.8 (12.0) 

4.75 

1987-24-* 

609.6 (24.0) 

4.75 

1987-36-* 

914.4 (36.0) 

4.75 

1987-48-* 

1219.2 (48.0) 

4.95 

1987-60-* 

1524.0 (60.0) 

5.15 



1ST END: Spade Lug. Brass, nickel plated. Insulation, 
Polypropylene. 

WIRE: 18 AWG, 65x36 t.c., PVC insulated, 3.66 (.144) O.D. 


2NDEND: Banana Plug. Brass body,beryllium copperspring, 
nickel plated. Insulation, polypropylene. 

RATING: 5000 WVDC, 15 Amps, +55°C. (+131°F.) Max. 
•STD COLORS: -0 Black, -2 Red. 


INSULATED SPADE LUG 
TO STACKING BANANA PLUG 


MODEL 

Length 

LIST 

1370-12-* 

304.8 (12.0) 

4.75 

1370-24-* 

609.6 (24.0) 

4.75 

1370-36-* 

914.4 (36.0) 

4.75 

1370-48-* 

1219.2 (48.0) 

4.95 

1370-60-* 

1524.0 (60.0) 

5.15 



-LENGTH 


-19.81 (.78) 

1ST END: Spade Lug. Brass, nickel plated. Insulation, 
polypropylene. 

WIRE: 18 AWG, 65x36 t.c., PVC insulated, 3.66 (.144) O.D. 


L 

13.21 
(.52) 

T 

2ND END: Stacking Banana Plug. Brass body,beryllium 
copper spring, nickel plated. Insulation, polypropylene. 
RATING: 5000 WVDC, 15 Amps, +55°C. (+131°F.) Max. 
*STD COLORS: -0 Black, -2 Red. 



"PUSH-ON" STACKING BNC MALE EACH END 



MODEL 

Length 

LIST 

3201-12-* 
3201-36-* 

304.8 (12.0) 
914.4 (36.0) 

8.40 

8.55 


1ST END: Push-on Stacking BI\IC Male. Contact, beryllium 
copper, gold plated. Insulation, polypropylene. 

WIRE: 18AWG, 65x36 t.c., PVC insulated, 3.66 (.144) O.D. 


2ND END: Same as first end. 

RATING: 500 VRMS, +55°C. (+131°F.) 
*STD COLORS: -0 Black, -2 Red. 



Max. 
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POMONA 



"PUSH-ON" STACKING BNC MALE TO STACKING BANANA PLUG 



-LENGTH 


MODEL 

Length 

LIST 

3202-18-* * 

3202-36-* 

457.2 (18.0) 
914.4 (36.0) 

6.05 

6.30 


1ST END: Push-on Stacking BI\IC Male. Contact, beryllium 
copper, gold plated. Insulation, Polypropylene. 

WIRE: 18AWG,65x36t.c.,PVC insulated,3.66(.144)O.D. 


2ND END: Stacking Banana Plug. Brass body, beryllium 
copper spring, nickel plated. Insulation, polypropylene. 
RATING: 500VRMS, +55°C. (+131°F.) Max. 

*STD COLORS: -0 Black, -2 Red. 


RIGHT ANGLE BANANA PLUG EACH END 

Designed for use where vertical space is limited. Right 
angle plug features concave ribbed top and oversized 
shoulder for ease of connect and disconnect in tight 
places. 


MODEL 

Length 

LIST 

4567-4-* 

101.6 (4.0) 

6.05 

4567-8-* 

203.2 (8.0) 

6.05 

4567-12-* 

304.8 (12.0) 

6.05 

4567-18-* 

457.2 (18.0) 

6.05 

4567-24-* 

609.6 (24.0) 

6.05 



LENGTH- 



(,83)|-— 


1ST END: Banana Plug. Brass body, beryllium copper spring, 
nickel plated. Insulation, polypropylene. 

WIRE: 18 AWG, 65 x36t.c., PVC insulated, 3.66 (.144) O.D. 


8.64 

(.34) Dia. 


2ND END: Same as first end. 

RATING: 5000 WVDC, 15 Amps, +55°C. (+131°F.) Max. 

*STD COLORS: -0 Black, -2 Red. 


STACKING RIGHT ANGLE BANANA PLUG EACH END 

Vertical stacking feature allows endless circuit connec- 
tionsand the rightangledesign keeps wires close to the 
chassis. An oversized shoulder allows easy connect 
and disconnect. 


MODEL 

Length 

LIST 

2864-4-* 

101.6 (4.0) 

6.00 

2864-8-* 

203.2 (8.0) 

6.00 

2864-12-* 

304.8 (12.0) 

6.00 

2864-18-* 

457.2 (18.0) 

6.00 

2864-24-* 

609.6 (24.0) 

6.00 

2864-36-* 

914.4 (36.0) 

6.00 

2864-48-* 

1219.2 (48.0) 

6.20 

2864-60-* 

1524.0 (60.0) 

6.40 



- LENGTH - 


34.04 

(134) 



64 
(.34) Dia. 


1ST END: Stacking Banana Plug. Brass body, beryllium 
copper spring, nickel plated. Insulation, polypropylene. 
WIRE: 18AWG,65x36t.c.,PVC insulated,3.66(.144)O.D. 


2ND END: Same as first end. 

RATING: 5000 WVDC, 15 Amps, +55°C. (+131 °F.) Max. 
•STD COLORS: -0 Black, -2 Red. 


STACKING BANANA PLUG EACH END WITH IN-LINE FUSE HOLDER 



MODEL 

Length 

LIST 

4274-24-* 

4274-36-* 

609.6 (24.0) 
914.4 (36.0) 

8.55 

8.55 


1ST END: Stacking Banana Plug. Brass body, beryllium 
copper spring, nickel plated. Insulation, polypropylene. 
WIRE: 18 AWG, 65x36 t.c., PVC insulated, 3.66 (.144) O.D. 
Fuse holder, brass, tin plated. Insulation, PVC. Accepts 6.35 
(.25) dia. SFE and AGC fuses (not included.) 


2ND END: Same as first end. 

RATING: 5000 WVDC, 15 Amps, +55°C. (+131 °F.) 
•STD COLORS: -0 Black, -2 Red. 


Max. 


INSULATED ALLIGATOR CLIP EACH END WITH IN-LINE FUSE HOLDER 



609.6 

(24.0) 


(Fuse not included) 


54.10 

"(2.13)“ 


MODEL 

LIST 

4354-24-* 

10.25 


1 ST END: Alligator Clip. Steel, nickel plated. Insulation, vinyl. 
WIRE: 18AWG, 65x36 t.c., PVC insulated, 3.66 (.144) O.D. 
Fuse holder, brass, tin plated. Insulation, PVC. Accepts 6.35 
(.25) dia. SFE and AGC fuses (not included.) 


2ND END: Same as first end. 

RATING: 5000 WVDC, 5 Amps,+50°C. (+122°F.) Max. 
•STD COLORS: -0 Black, -2 Red. 
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POMONA 

SHEATHED BANANA PLUG PATCH CORDS 


FIXED SHEATHED BANANA PLUG, 
EACH END 


, 33.27 

r < 131 >' 


■ 17.27 
(. 68 ) 


LENGTH 


MODEL 

Length 

LIST 

4913-12-* 

304.8 (12.0) 

4.40 

4913-18-* 

457.2 (18.0) 

4.40 

4913-24-* 

609.6 (24.0) 

4.40 

4913-36-* 

914.4 (36.0) 

4.40 

4913-48-* 

1219.2 (48.0) 

4.60 


FEATURES 

• No exposed metal. 

• Fits models 4921,4922, 4934 and 4987. 

1ST END: Sheathed Banana Plug. Brass body, beryllium 
copper spring, nickel plated. Insulation, polypropylene. Tip, 
polypropylene, orange. 


FIXED SHEATHED STACKING BANANA PLUG, 
EACH END 


FEATURES 

• No exposed metal. 

• Fits models 4921,4922, 4934 and 
4987. 

• Will not short out when dropped. 



LENGTH 


L f 


I—9.14 (.36) Dia. 


10.16 (.40) Dia. - 


1 t 


a 


7.62 (.30) Dia. 


niT — 1 


WIRE: 18AWG, 65x36t.c., PVC insulated, 3.66 (.144) O.D. 
2ND END: Same as first end. 

RATING: 1200VAC/DCMax„ 7Amps,+55°C.(+131°F.)Max. 
*STD COLORS: -0 Black,-2 Red. 



MODEL 

Length 

LIST 

4912-12-* 

304.8 (12.0) 

4.90 

4912-18-* 

457.2 (18.0) 

4.90 

4912-24-* 

609.6 (24.0) 

4.90 

4912-36-* 

914.1 (36.0) 

4.90 


1ST END: Sheathed Banana Plug. Brass body, beryllium 
copper spring, nickel plated. Insulation, polypropylene. Tip, 
polypropylene, orange. 

WIRE: 18AWG, 65x36 t.c., PVC insulated, 3.66 (.144) O.D. 


2ND END: Same as first end. 

RATING: 1200VAC/DCMax„ 7Amps,+55°C.(+131°F.)Max. 
*STD COLORS: -0 Black, -2 Red. 


RETRACTABLE SHEATH STACKING BANANA 
PLUG, EACH END 

This retractable sheath banana plug has a 
stacking feature allowing the insertion of 
standard or other retractable plugs. 


(.28) Dia. 





1ST END: Retractable Sheath Stacking Banana Plug. Brass 
body, beryllium copper spring, nickel plated. Insulation, pol¬ 
ypropylene. Tip, polypropylene, orange. 

WIRE: 18AWG, 65x36t.c., PVC insulated, 3.66 (.144) O.D. 


RETRACTABLE SHEATH BANANA,EACH END 


MODEL 

Length 

LIST 

5403-12-* 

304.8 (12.0) 

7.75 

5403-24-* 

609.6 (24.0) 

7.75 

5403-36-* 

914.4 (36.0) 

7.75 

5403-48-* 

1219.2 (48.0) 

7.95 

5403-60-* 

1524.0 (60.0) 

8.15 


2ND END: Same as first end. 

RATING: 1200 VAC/DC Max., 7Amps, +55°C. (+131°F.) Max. 
*STD COLORS: -0 Black, -2 Red, 



MODEL 

Length 

LIST 

4911-12-* 

304.8 (12.0) 

6.60 

4911-18-* 

457.2 (18.0) 

6.60 

4911-24-* 

609.6 (24.0) 

6.60 

4911-36-* 

914.4 (36.0) 

6.60 

4911-48-* 

1219.2 (48.0) 

6.80 

4911-60-* 

1524.0 (60.0) 

7.00 


1ST END: Sheathed Banana Plug. Brass body, beryllium 
copper spring, nickel plated. Insulation,nylon. 

WIRE: 18 AWG, 65x36 t.c., PVC insulated, 3.66 (.144) O.D. 


2ND END: Same as first end. 

RATING: 1200 VAC/DC Max., 7 Amps, +80°C. (+176°F.) Max. 
*STD COLORS: -0 Black, -2 Red. 
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POMONA 


RETRACTABLE SHEATH BANANA PLUGS 

RETRACTABLE SHEATH BANANA , EACH END 



MODEL 

LIST 

5036-* 

11.95 


1ST END: Sheathed Banana Plug. Brass body, beryllium 
copper spring, nickel plated. Insulation,nylon. 

WIRE: 20 AWG, 42 x 36 t.c., PVC insulated, 3.71 (.146) O.D. 


2ND END: Same as first end. 

RATING: 3000 VDC Int., 270 VDC-90 VAC cont. duty, 5 Amps. 
+60°C. (+140°F.) Max. 

*STD COLORS: -0 Black, -2 Red 


RETRACTABLE SHEATH 
BANANA PLUG 
TO IN-LINE BANANA JACK 



t 


9.65 

(.38) Dia. 


MODEL 

Length 

LIST 

5259-12-* 

304.8 (12.0) 

6.05 

5259-24-* 

609.6 (24.0) 

6.05 

5259-36-* 

914.4 (36.0) 

6.05 

5259-48-* 

1219.2 (48.0) 

6.25 

5259-60-* 

1524.0(60.0) 

6.45 


1ST END: Sheathed Banana Plug. Brass body, beryllium 
copper spring, nickel plated. Insulation,nylon. 

WIRE: 18 AWG, 65x36 t.c., PVC insulated, 3.66 (.144) O.D. 


2ND END: In-line Banana Jack. Brass, nickel plated. Insula¬ 
tion, polypropylene. 

RATING: 1200VAC/DCMax., 7Amps,+55 0 C.(+131 0 F.)Max. 
*STD COLORS: -0 Black, -2 Red. 


RETRACTABLE SHEATH 
BANANA PLUGS 
TO BNC MALE 



MODEL 

Length 

LIST 

5343-C-12 

304.8 (12.0) 

16.60 

5343-C-24 

609.6 (24.0) 

16.60 

5343-C-36 

914.4 (36.0) 

16.60 

5343-C-48 

1219.2 (48.0) 

17.20 

5343-C-60 

1524.0 (60.0) 

17.80 


1ST END: Sheathed Banana Plug. Brass body, beryllium 
copper spring, nickel plated. Insulation,nylon. 

CABLE: Shielded coaxial RG58C/U 4.95 (.195) O.D. Y-mold 
insulation, PVC, black. 


2ND END: Crimp BNC Male. Brass body, tarnish resistant 
plated. Center contact, brass, gold plated. Nominal Imped¬ 
ance: 50 Ohms. Boot, PVC, black. 

RATING: 500 VRMS Max., +50°C. (+122°F.) Max. 
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POMONA 


MINIATURE BANANA PLUG PATCH CORDS 

MINIATURE STACKING BANANA PLUG EACH END 



MODEL 

Length 

LIST 



1081-4* 

1081-8* 

1081-12* 

1081-18* 

1081-24* 

1081-36* 

1081-48* 

1081-60* 

101.6 (4.0) 

203.2 (8.0) 
304.8 (12.0) 

457.2 (18.0) 

609.6 (24.0) 
914.4 (36.0) 

1219.2 (48.0) 
1524.0 (60.0) 

4.30 

4.30 

4.30 

4.30 

4.30 

4.30 

4.50 

4.70 

1ST END: Stacking Miniature Banana Plug. Brass body, be¬ 
ryllium copper spring, gold plated. Insulation; polypropy¬ 
lene. 

WIRE: 20 AWG, 41 X 36 t.c., PVC insulated, 2.21 mm 
(.087) O.D. 

2ND END: Same as first end. 

RATING: 3000 WVDC; 5 Amps; +55°C. (+131°F.) 
Max. 

*STD COLORS: -0 Black, -2 Red. 


MINIATURE STACKING RIGHT ANGLE BANANA PLUG EACH END 



MODEL 

Length 

LIST 



2860-4* 

2860-8* 

2860-12* 

2860-18* 

2860-24* 

101.6 (4.0) 

203.2 (8.0) 
304.8 (12.0) 

457.2 (18.0) 

609.6 (24.0) 

3.75 

3.75 

3.75 

3.75 

3.75 

1ST END: Miniature Banana Plug. Brass body, beryllium 
copper spring, gold plated. Insulation; polypropylene. 

WIRE: 20 AWG, 41 X 36 t.c., PVC insulated, 2.21 mm 
(.087) O.D. 

2ND END: Same as first end. 

RATING: 3000 WVDC; 5 Amps; +55"C. (+131°F.) Max. 
•STD COLORS: -0 Black, -2 Red. 


MINIATURE BANANA PLUG EACH END 


MODEL 

Length 

LIST 

2842-4* 

101.6 (4.0) 

4.85 

2842-8* 

203.2 (8.0) 

4.85 

2842-12* 

304.8 (12.0) 

4.85 

2842-18* 

457.2 (18.0) 

4.85 

2842-24* 

609.6 (24.0) 

4.85 

2842-36* 

914.4 (36.0) 

4.85 

2842-48* 

1219.2 (48.0) 

5.05 

2842-60* 

1524.0 (60.0) 

5.25 


h 


23.88 

( 94) -H 


LENGTH 


1ST END: Miniature Banana Plug. Brass body, beryllium 
copper spring, gold plated. Insulation; polypropylene. 
WIRE: 20 AWG, 41 X 36 t.c., PVC insulated, 2.21 mm 
(.087) O.D. 


2ND END: Same as first end. 

RATING: 3000 WVDC; 5 Amps; + 55°C. (+131T.) Max. 
*STD COLORS: -0 Black, -2 Red. 


STACKING BANANA PLUG TO MINIATURE STACKING BANANA PLUG 


39.37 22.35 



MODEL 

Length 

LIST 

3014-12* 

304.8 (12.0) 

4.00 

3014-18* 

457.2 (18.0) 

4.00 

3014-24* 

609.6 (24.0) 

4.00 

3014-36* 

914.4 (36.0) 

4.00 

3014-48* 

1219.2 (48.0) 

4.20 

3014-60* 

1524.0 (60.0) 

4.40 


1 ST END: Stacking Banana Plug. Brass body, beryllium 
copper spring, nickel plated. Insulation; polypropylene. 
WIRE: 20 AWG, 41X36 t.c., PVC insulated, 2.21 (.087) 
O.D. 


2ND END: Stacking Miniature Banana Plug. Brass body, 
beryllium copper spring, gold plated. Insulation; polypro¬ 
pylene. 

RATING: 3000 WVDC; 5 Amps; +55’C. ( + 131T.) Max. 
*STD COLORS: -0 Black, -2 Red. 
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POMONA 



STACKING PIN TIP PLUG, EACH END 

A must in circuit designing and testing with 
instruments that utilize tip jacks. 

U- 34.29 (1.36)— 4 -.- LENGTH---_J r—9 40 (.37) 

. ,f ‘y-<u .- — | 

2.03 

(.080) 

Dia. 


MODEL 

LENGTH 

LIST 

P-4* 

101.6(4.0) 

3.95 

P-8* 

203.2(8.0) 

3.95 

P-12* 

304.8(12.0) 

3.95 

P-18* 

457.2(18.0) 

3.95 

P-24* 

609.6(24.0) 

3.95 

P-36* 

914.4(36.0) 

3.95 

P-48* 

1219.2(48.0) 

4.15 

P-60* 

1524.0(60.0) 

4.35 


1ST END: Stacking Pin Tip Plug. Brass body, beryllium cop¬ 
per spring, gold plated. Insulation; polypropylene. 

WIRE: 20 AWG. 41 x 36 t.c., PVC insulated, 2.21 mm (.087) 
O.D. 


LOW PROFILE STACKING PIN TIP PLUG, EACH END 

Excellent for low profile applications 
where space is at a premium. 


2ND END: Same as first end. 

RATING: 3000 WVDC; 5 Amps; +55°C. (+131°F) 
Max. 

*STD COLORS: -0 Black,-2 Red. 




(.080) Dia. 


1ST END: Stacking Pin Tip Plug. Brassloody, beryllium copper 
spring, gold plated. Insulation; polypropylene. 

WIRE: 20 AWG, 41 x 36 t.c., PVC insulated. 2.21 mm (.087) 
O.D. 


STACKING PIN TIP PLUG EXTENSION 

Dual purpose, insulates exposed leads when used as an 
extension cord. Endless extension coupling possible. Also 
provides stacking from 2.03 mm (.080) jack. 


MODEL 

LENGTH 

LIST 

4740-4* 

101.6(4.0) 

5.25 

4740-8* 

203.2(8.0) 

5.25 

4740-12* 

304.8(12.0) 

5.25 

4740-18* 

457.2(18.0) 

5.25 

4740-24* 

609.6(24.0) 

5.25 

4740-36* 

914.4(36.0) 

5.25 

4740-48* 

1219.2(48.0) 

5.45 

4740-60* 

1524.0(60.0) 

5.65 


2ND END: Same as first end. 

RATING: 3000 WVDC; 5 Amps; +55'C. (+131T.) Max. 
*STD COLORS: -0 Black, -2 Red. 


h 


32.51 (1.28)- 



MODEL 

LENGTH 

1727-8* 

1727-12* 

1727-18* 

1727-24* 

1727-36* 

203.2(8.0) 

304.8(12.0) 

457.2(18.0) 

609.6(24.0) 

914.4(36.0) 


1ST END: Stacking Pin Tip Plug. Brass body, beryllium copper 
spring, gold plated. Insulation; polypropylene. 

WIRE: 20 AWG, 41 x 36 t.c., PVC insulated. 2.21 mm (.087) 
O.D. 


PIN TIP PLUG, EACH END 


2ND END: Same as first end. 

RATING: 3000 WVDC; 5 Amps; +55°C. (+131"F.) Max. 
•STD COLORS: -0 Black, -2 Red. 

LIST 6.90 


Heavy duty patch cord. Excellent for general lab work. Per¬ 
mits interconnection between test instruments that utilize 
tip jacks. 



MODEL 

LENGTH 

LIST 

1990-12* 

304.8(12.0) 

4.50 

1990-18* 

457.2(18.0) 

4.50 

1990-24* 

609.6(24.0) 

4.50 

1990-36* 

914.4(36.0) 

4.50 

1990-48* 

1219.2(48.0) 

4.70 


1ST END: Pin Tip Plug. Brass, nickel plated. Insulation; polypro¬ 
pylene. 

WIRE: 18 AWG, 65 x 36 t.c., PVC insulated. 3.66 mm (.144) 
O.D. 


2ND END: Same as first end. 

RATING: 3000 WVDC; 5 Amps; +55"C. (+131"F.) Max. 
•STD COLORS: -0 Black, -2 Red. 
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POMONA 


2.03 mm (.080) PIN TIP PATCH CORDS 


HIGH DENSITY PIN TIP PLUG, EACH END 


Small body style permits usage in equipment 
having receptacles spaced closely together. 


MODEL 

LIST 

MODEL 

Length 

LIST 

PT080-4* 

3.35 

PM080-4* 

101.6 (4.0) 

3.25 

PT080-8* 

3.35 

PM080-8* 

203.2 (8.0) 

3.25 

PT080-12* 

3.35 

PM080-12* 

304.8 (12.0) 

3.25 

PT080-18* 

3.35 

PM080-18* 

457.2 (18.0) 

3.25 

PT080-24* 

3.35 


609.6 (24.0) 


PT080-36* 

3.35 


914.4 (36.0) 


PT080-48* 

3.55 


1219.2 (48.0) 


PT080-60* 

3.75 


1524.0 (60.0) 




-LENGTH- 


MODEL PT080—PIN 2.03 mm (.080) DIA. x 12.19 (.48) LONG 
*-LENGTH-► 


-r 


16.51 (.65) 
-12.19 (.48) 


.16.51 (.65) 
*-6.35 (.25) 


MODEL PM080—PIN 2.03 mm (.080) DIA x 6.35 mm (.25) LONG 


1ST END: Pin Tip Plug. Brass, gold plated. Insulation; 
polypropylene. 

WIRE: 22 AWG, 26 X36t.c„ PVC insulated, 1.63 (.064) 
O.D. 


2ND END: Same as first end. 

RATING: 1000 WVDC; 3 Amps; + 55°C. ( + 131"F.) Max. 
*STD COLORS: -0 Black, -2 Red. 


PIN TIP PLUG, EACH END 



LENGTH 


12.19 

(48) 



2.03 

( 080) Dia. 


MODEL 

Length 

LIST 


5153-12* 

304.8 (12.0) 

3.70 


5153-18* 

457.2 (18.0) 

3.70 


5153-24* 

609.6 (24.0) 

3.70 

1ST END: Pin Tip Plug. Brass, gold plated. Insulation; PVC. RATING: 1000 WVDC; 3 Amps; +50”C. (+122°F.) Max. 

5153-36* 

914.4 (36.0) 

3.70 

WIRE: 22 AWG, 26 x 36 t.c., PVC insulated, 1.63 mm *STD COLORS: -0 Black,-2 Red. 

5153-48* 

1219.2 (48.0) 

3.90 

(.064) O.D. 

5153-60* 

1524.0 (60.0) 

4.10 

2ND END: Same as first end. 


STACKING BANANA PLUG TO STACKING PIN TIP PLUG 


Adapts to equipment using banana jacks 
and pin jacks. Banana plug and pin tip al¬ 
low vertical stackup. 


MODEL 

LENGTH 

LIST 

1126-4* 

101.6(4.0) 

3.85 

1126-8* 

203.2(8.0) 

3.85 

1126-12* 

304.8(12.0) 

3.85 

1126-18* 

457.2(18.0) 

3.85 

1126-24* 

609.6(24.0) 

3.85 

1126-36* 

914.4(36.0) 

3.85 

1126-48* 

1219.2(48.0) 

4.05 

1126-60* 

1524.0(60.0) 

4.25 



LENGTH -- 34.29 (1.35)—*-| 9.65 

| p.38) 



J 2.03 
(.080) Dia. 


1ST END: Stacking Banana Plug. Brass body, beryllium copper 
spring, nickel plated. Insulation; polypropylene. 

WIRE: 20 AWG, 41 x 36 t.c., PVC insulated. 2.21 mm (.087) 
O.D. 


2ND END: Stacking Pin Tip Plug. Brass body, beryllium cop¬ 
per spring, gold plated. Insulation; polypropylene. 

RATING: 3000 WVDC; 5 Amps; + 55°C. ( + 131"F.) Max. 
*STD COLORS: -0 Black, -2 Red. 


INSULATED SPADE 
LUG EACH END 


MODEL 

Length 

LIST 

1743-12* 

1743-24* 

1743-36* 

1743-48* 

1743-60* 

304.8 (12.0) 
609.6 (24.0) 
914.4 (36.0) 
1219.2 (48.0) 
1524.0 (60.0) 

5.70 

5.70 

5.70 

5.90 

6.10 


ite 

6 60 L 2 ?I 

1 


.35.81 (1.41). 


LENGTH - 


9.65 . 

(.38) Dia._ 

(1270 (.50) 


19.81 (.78) |- 


' - ' 


T 


1ST END: Spade lug. Brass, nickel plated. Insulation; poly¬ 
propylene. 

WIRE: 18 AWG, 65 X 36 t.c., PVC insulated, 3.66 mm 
(.144) O.D. 


2ND END: Same as first end. 

RATING: 5000 WVDC; 7 Amps; +55"C. (+131 °F.) Max. 
*STD COLORS: -0 Black, -2 Red. 
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POMONA 


PATCH CORDS 



ALLIGATOR CLIP EACH END 



1ST END: Alligator Clip. Steel, nickel plated. Insulation; 2ND END: Same as first end. 

vinyl. RATING: 5000 WVDC; 5 Amps; +50"C. (+ 122T.) Max. 

WIRE: 18 AWG, 65 X 36 t.c., PVC insulated, 3.66 mm *STD COLORS: -0 Black, -2 Red. 

(.144) O.D. 


ALLIGATOR CLIP TO STACKING BANANA PLUG 

Adapts to equipment using standard ba¬ 
nana jacks. 


MODEL 

Length 

LIST 

AL-B-4* 

101.6 (4.0) 

3.75 

AL-B-8* 

203.2 (8.0) 

3.75 

AL-B-12* 

304.8 (12.0) 

3.75 

AL-B-24* 

609.6 (24.0) 

3.75 

AL-B-36* 

914.4 (36.0) 

3.75 

AL-B-48* 

1219.2 (48.0) 

3.95 

AL-B-60* 

1524.0 (60.0) 

4.15 


14.22 



1ST END: Alligator Clip. Steel, nickel plated. Insulation; 
vinyl. 

WIRE: 18 AWG, 65 X 36 t.c., PVC insulated, 3.66 mm 
(.144) O.D. 


ALLIGATOR CLIP LEAD TO BANANA PLUG 

Adapts to equipment using standard ba¬ 
nana jacks. 


MODEL 

Length 

LIST 

1166-4* 

101.6 (4.0) 

3.75 

1166-8* 

203.2 (8.0) 

3.75 

1166-12* 

304.8 (12.0) 

3.75 

1166-24* 

609.6 (24.0) 

3.75 

1166-36* 

914.4 (36.0) 

3.75 

1166-48* 

1219.2 (48.0) 

3.95 

1166-60* 

1524.0 (60.0) 

4.15 


2ND END: Stacking Banana Plug. Brass body, beryllium 
copper spring. Insulation; polypropylene. 

RATING: 5000 WVDC; 5 Amps; +50°C. ( + 122T.) Max. 
*STD COLORS: -0 Black, -2 Red. 



^-54.10 (2.13)-—-U-LENGTH 


14.22 



39.37(1.55)-J 


MODEL 

Length 

LIST 

1959-4* 

101.6 (4.0) 

4.90 

1959-8* 

203.2 (8.0) 

4.90 

1959-12* 

304.8 (12.0) 

4.90 

1959-24* 

609.6 (24.0) 

4.90 

1959-36* 

914.4 (36.0) 

4.90 

1959-48* 

1219.2 (48.0) 

5.10 

1959-60* 

1524.0 (60.0) 

5.30 


1ST END: Alligator Clip. Steel, nickel plated. Insulation; 
vinyl. 

WIRE: 18 AWG, 65 X 36 t.c., PVC insulated, 3.66 mm 
(.144) O.D. 


INSULATED SPADE LUG 
TO ALLIGATOR CLIP 



LENGTH 


MODEL 

Length 

LIST 

1960-12* 

304.8 (12.0) 

5.20 

1960-24* 

609.6 (24.0) 

5.20 

1960-36* 

914.4 (36.0) 

5.20 

1960-48* 

1219.2 (48.0) 

5.40 

1960-60* 

1524.0 (60.0) 

5.60 


1ST END: Spade lug. Brass, nickel plated. Insulation; poly¬ 
propylene. 

WIRE: 18 AWG, 65 X 36 t.c., PVC insulated, 3.66 mm 
(.144) O.D. 


2ND END: Banana Plug. Brass body, beryllium copper 
spring, nickel plated. Insulation; polypropylene. 

RATING: 5000 WVDC; 5 Amps; +50°C. ( + 122T.) Max. 
•STD COLORS: -0 Black, -2 Red. 



2ND END: Alligator clip. Steel, nickel plated. Vinyl boot. 
RATING: 5000 WVDC; 5 Amps; +50"C. ( + 122T.) Max. 
•STD COLORS: -0 Black, -2 Red. 
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POMONA 



INSULATED MINIGATOR 
CLIP EACH END—18 AWG 


MODEL 

Length 

LIST 

MG-B-4* 

101.6(4.0) 

3.85 

MG-B-8* 

203.2(8.0) 

3.85 

MG-B-12* 

304.8(12.0) 

3.85 

MG-B-24* 

609.6(24.0) 

3.85 

MG-B-36* 

914.4(36.0) 

3.85 

MG-B-48* 

1219.2(48.0) 

4.05 

MG-B-60* 

1524.0(60.0) 

4.25 


INSULATED MINIGATOR 
CLIP EACH END—20 AWG 


MODEL 

Length 

LIST 

1236-4* 

101.6(4.0) 

3.60 

1236-8* 

203.2(8.0) 

3.60 

1236-12* 

304.8(12.0) 

3.60 

1236-24* 

609.6(24.0) 

3.60 

1236-36* 

914.4(36.0) 

3.60 

1236-48* 

1219.2(48.0) 

3.80 

1236-60* 

1524.0(60.0) 

4.00 


INSULATED MICROGATORt 
CLIP EACH END—20 AWG 



1ST END: Minigator. Steel, cadmium plated. Vinyl boot. 2ND END: Same as first end. 

WIRE: 18 AWG, 65 x 36t.c„ PVCinsulated, 3.66 mm (.144) O.D. RATING: 5000 WVDC; 5 Amps; +50’C. (+122”F.) Max. 

’STD COLORS: -0 Black, -2 Red. 



LENGTH 


1ST END: Minigator. Steel, cadmium plated. Vinyl boot. 2ND END: Same as first end. 

WIRE: 20 AWG, 41 x 36 t.c., PVC insulated, 2.21 mm (.087) O.D. RATING: 3000 WVDC; 5 Amps; + 50°C. (+122T.) Max. 

*STD COLORS: -0 Black, -2 Red. 


MODEL 

Length 

LIST 

1613-4* 

101.6(4.0) 

4.00 

1613-8* 

203.2(8.0) 

4.00 

1613-12* 

304.8(12.0) 

4.00 

1613-24* 

609.6(24.0) 

4.00 

1613-36* 

914.4(36.0) 

4.00 

1613-48* 

1219.2(48.0) 

4.20 


INSULATED MINIGATOR CLIP 
TO STACKING BANANA PLUG 

Adapts to equipment using standard 
banana jacks. 


MODEL 

Length 

LIST 

3220-4* 

101.6(4.0) 

3.60 

3220-8* 

203.2(8.0) 

3.60 

3220-12* 

304.8(12.0) 

3.60 

3220-24* 

609.6(24.0) 

3.60 

3220-36* 

914.4(36.0) 

3.60 

3220-48* 

1219.2(48.0) 

3.80 

3220-60* 

1524.0(60.0) 

4.00 



1ST END: Microgator. Copper. Vinyl boot. 2ND END: Same as first end. 

WIRE: 20 AWG, 41x36 t.c., PVC insulated, 2.21 mm (.087) O.D. RATING: 3000 WVDC; 5 Amps; +50°C. (+122°F.) Max. 

*STD COLORS: -0 Black, -2 Red. 




29.97 (1.18) 


H 


14.22 

(.56) 



LENGTH- — 4 * -39.37(1.55)- 


1ST END: Minigator. Steel, cadmium plated. Insulation; vinyl. 
WIRE: 20 AWG, 41 x 36 t.c., PVC insulated, 2.21 mm (.087) O.D. 


2ND END: Stacking Banana Plug. Brass body, beryllium cop¬ 
per spring, nickel plated. Insulation; polypropylene. 

RATING: 3000 WVDC; 5 Amps; + 50°C. (+122"F.) Max. 
*STD COLORS: -0 Black, -2 Red. 


P.C. BOARD TEST CLIP PATCH CORD 


This patch cord is conductive only 
on the lower half of this minigator 
clip. The upper half is insulated to 
keep the clip from contacting cir¬ 
cuitry on the opposite side of the 
board. The patch cord is supplied 
with 1219.2 mm (48.0) of 20 AWG 
wire which can be cut to the desired 
length or be terminated with the de¬ 
sired plug or jack. 


MODEL 

4931-48-* 



1ST END: Test clip. Upper half, polycarbonate. Lower half, steel, cad¬ 
mium plated. 

WIRE: 20 AWG, 41 X 36 t.c., PVC insulated, 2.21 mm 
(.087) O.D. 

2ND END: None. 

RATING: +115"C. (+239T.) Max. 

*STD COLORS: -0 Black, -2 Red. 



LIST 5.70 


t Microgator is a trademark 
of Mueller Electric Co. 
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POMONA 


0.64 MM (.025) SQ. PIN/RECEPTACLE ACCESSORIES 


INSULATED MINIGATOR CLIP 
TO MINIATURE STACKING 
BANANA PLUG 



MODEL 

Length 

LIST 

3222-24* 

609.6(24.0) 

4.30 

3222-36* 

914.4(36.0) 

4.30 

3222-48* 

1219.2(48.0) 

4.50 


1ST END: Minigator. Steel, cadmium plated. Insulation: vinyl. 
WIRE: 20 AWG, 41 x 36 tc„ PVC insulated, 2.21 mm (.087) O.D. 
2ND END: Stacking Miniature Bananna Plug. Brass body, 


INSULATED MINIGATOR CLIP TO SQUARE PIN RECEPTACLE 


This patch cord is used as a jumper for cir¬ 
cuit cards with 0.64 mm (.025) square pins. 



beryllium copper spring, gold plated. Insulation; 
polypropylene. 

RATING: 3000 WVDC; 5 Amps; + 55°C. (+131°F.) Max. 
*STD COLORS: -0 Black, -2 Red. 



2.54 (.10) 


1ST END: Minigator. Steel, cadmium plated. Insulation; vinyl. 
WIRE: 22 AWG, 26 x 36 t.c., PVC insulated, 1.63 mm (.064) O.D. 
2ND END: 0.64 (.025) Square Pin Receptacle. Phosphor 
bronze, gold plated. Insulation; ABS. 


SQUARE PIN RECEPTACLE EACH END 


MODEL 

Length 

4974-12* 

4974-24* 

4974-36* 

304.8(12.0) 

609.6(24.0) 

914.4(36.0) 


RATING: 1000 WVDC; 3 Amps; + 50”C. (+ 122°F.) Max 
*STD COLORS: -0 Black, -2 Red 

LIST 4.00 


This patch cord is excellent for use as a jum¬ 
per circuit for P.C. boards with 0.64 mm 
(.025) sq. pins. 


MODEL 

Length 

LIST 

4741-6-* 

152.4 (6.0) 

3.20 

4741-12-* 

304.8 (12.0) 

3.20 

4741-24-* 

609.6 (24.0) 

3.20 

4741-36-* 

914.1 (36.0) 

3.20 


LENGTH 



1ST END: 0.64 mm (.025) Square Pin Receptacle. Phosphor 
bronze, gold plated. Insulation; ABS. 

WIRE: 22 AWG, 26 x 36 t.c., PVC insulated, 1.63 mm (.064) O.D. 


f 

2.54 (.10) 

2ND END: Same as first end. 

RATING: 1000 WVDC; 3 Amps; + 50"C. (+122"F.) Max. 
*STD COLORS: -0 Black, -1 Brown, -2 Red, -3 Orange, 
-4 Yellow, -5 Green, -6 Blue, -7 Violet, -8 Gray, -9 White. 


SQUARE PIN RECEPTACLE TO SQUARE PIN 


This patch cord can be used as a jumper or 
as an extension patch cord with any of the 
other models on this page having 0.64 mm 
(.025) sq. receptacles or pins. 


MODEL 

Length 

LIST 

4992-6* 

152.4(6.0) 

3.75 

4992-12* 

304.8(12.0) 

3.75 

4992-24* 

609.6(24.0) 

3.75 

4992-36* 

914.4(36.0) 

3.75 

4992-48* 

1219.2(48.0) 

3.95 



t_ 2.54 (.10) 


1ST END: 0.64 mm (.025) Square Pin Receptacle. Phosphor 
bronze, gold plated. Insulation; ABS. 

WIRE: 22 AWG, 26 x 36 t.c., PVC insulated, 1.63 mm (.064) O.D. 


2ND END: 0.64 (.025) Square Pin. Phosphor bronze, 
gold plated. Insualtion; ABS. 

RATING: 1000 WVDC; 3 Amps; +50°C. (+122T.) Max 
’STD COLORS: -0 Black,-2 Red. 


SQUARE PIN RECEPTACLE TO 2.03 mm (.080) PIN TIP PLUG 


This patch cord is used as a jumper between 
0.64 mm (.025) sq. pins and equipment with 
2.03 mm (.080) dia. pin jacks. 


MODEL 

Length 

LIST 

4772-12-* 

304.8 (12.0) 

3.60 

4772-24-* 

609.6 (24.0) 

3.60 

4772-36-* 

914.4 (36.0) 

3.60 



LENGTH 


1ST END: 0.64 mm (.025) Square Pin Receptacle. Phosphor 
bronze, gold plated. Insulation; ABS. 

WIRE: 22 AWG, 26 x 36 t.c., PVC insulated, 1.63 mm (.064) O.D. 


16.51 
' ( 65) ' 


r 


2.03 (.080) Dia. 


12.19 1 
I (.48) 


h 


2ND END: Pin Tip Plug. Brass, gold plated. Insulation; poly¬ 
propylene. 

RATING: 1000 WVDC; 3 Amps; + 50°C. (+122T.) Max. 
’STD COLORS: -0 Black, -2 Red 


SQUARE PIN RECEPTACLE TO BANANA PLUG 


This patch cord is excellent for use as a 
jumper on circuit cards with 0.64 (.025) 
square pins and equipment with 4.22 
(.166) dia. banana jacks. 


MODEL 

Length 

LIST 

4771-12* 

4771-24* 

4771-36* 

4771-48* 

304.8(12.0) 

609.6(24.0) 

914.4(36.0) 

1219.2(48.0) 

4.05 

4.05 

4.05 

4.25 




13.21 


(.52) 


LENGTH 


1ST END: 0.64 mm (.025) Square Pin Receptacle. Phosphor 
bronze, gold plated. Insulation; ABS. 

WIRE: 22 AWG, 26 x 36 t.c., PVC insulated, 1.63 mm (.064) O.D. 
2ND END: In-line Banana Plug. Brass body, beryllium copper 
spring, nickel plated. Insulation; polypropylene. 


6.60 (.26) 



38.61 

d-52) 


RATING: 1000 WVDC; 3 Amps; +50°C. (+122"F.) Max. 
‘STD COLORS: -0 Black, -2 Red 
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POMONA 

BNC CABLE ASSEMBLIES 


STRESS-RELIEVED/WEATHERPROOF CABLE ASSEMBLIES 

The following cable assemblies with molded boot feature extra-long, stress-relieved PVC molded directly onto cable jacket and connector body. The advantages are stress protection 
against failure from excess bending, flexing & twisting and a weatherproof seal between cable and connector. 


BNC MALE EACH END 



LENGTH 


- 85.60 (3.37) 




LOW COST BNC CABLE 


1ST END: Crimp BNC Male. Brass body, tarnish resistant plat¬ 
ed. Center contact, brass, gold plated. Impedance: 50 Ohms. 
Boot; PVC, black. 

CABLE: RG58C/U 4.95 mm (.195) O.D. 

RG59B/U 6.15 mm (.242) O.D. 

RG62A/U 6.15 mm (.242) O.D. 

RG174/U 2.54 mm (.100) O.D. 

2ND END: Same as first end. 

RATING: Operating Voltage: 500 VRMS Max.; + 50"C. 
(+122T.) Max. 


MODEL 

Length 

LIST 

5696-12 

304.8 (12.0) 

7.10 

5696-24 

609.6 (24.0) 

7.70 

5696-36 

914.4 (36.0) 

8.30 

5696-48 

1219.2 (48.0) 

8.90 

5696-60 

1524.0 (60.0) 

9.50 

5696-72 

1828.8 (72.0) 

10.10 

5696-120 

3048.0 (120.0) 

12.50 



1ST END: Crimp BNC Male. Brass body, tarnish resistant plated. Center 
contact, brass, corrosion resistant finish. Impedance: 50 Ohms. Boot; 
thermoplastic, black, slip-on style. 

CABLE: RG 58 type, 4.95 (.195) O.D. 

2ND END: Same as first end. 

RATING: Operating Voltage: 500 VRMS Max.; + 50°C. (+122°F. Max.) 


BNC MALE, ONE END ONLY 


85.60 (3.37)-4-- LENGTH 



1ST END: Crimp BNC Male. Brass body, tarnish resistant plated. Center 
contact, brass, gold plated. Impedance: 50 Ohms. Boot; PVC, black. 
CABLE: RG58C/U 4.95 mm (.195) O.D. 

2ND END: None. 

RATING: Operating Voltage: 500 VRMS Max.; + 50°C. ( + 122”F.) Max. 


MODEL 

Length 

LIST 

5266-C-12 

304.8(12.0) 

6.15 

5266-C-24 

609.6 (24.0) 

6.75 

5266-C-36 

914.4(36.0) 

7.35 

5266-C-48 

1219.2(48.0) 

7.95 

5266-C-60 

1524.0(60.0) 

8.55 


RIGHT ANGLE BNC MALE EACH END 


MODEL 

Length 

LIST 

4276-C-12 

304.8(12.0) 

25.95 

4276-C-24 

609.6 (24.0) 

26.55 

4276-C-36 

914.4(36.0) 

27.15 

4276-C-48 

1219.2(48.0) 

27.75 

4276-C-60 

1524.0(60.0) 

28.35 



LOW-NOISE BNC MALE EACH END 


LENGTH 


1ST END: Crimp BNC Male, right angle. Brass body, tarnish resistant 
plated. Center contact, brass, gold plated. Impedance: 50 Ohms. Boot; 
PVC, black. 

CABLE: RG58C/U 4.95 mm (.195) O.D. 

2ND END: Same as first end. 

RATING: Operating Voltage: 500 VRMS Max.; + 50°C. (+122° F.) Max. 




LENGTH 



MODEL 

Length 

LIST 

4964-SS-24 

609.6 (24.0) 

13.15 

4964-SS-36 

914.4(36.0) 

14.65 

4964-SS-48 

1219.2(48.0) 

16.15 

4964-SS-60 

1524.0(60.0) 

17.65 


1ST END: Crimp BNC Male. Brass body, tarnish resistant plated. Center 
contact, brass, gold plated. Impedance: 50 Ohms. Boot; PVC, black. 
CABLE: Belden 9223 or equivalent, 50 Ohm, 4.95 mm (.195) O.D. 
2ND END: Same as first end. 

RATING: Operating Voltage: 500 VRMS Max.; + 50"C. (+ 122°F.) Max. 
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POMONA 


BNC CABLE ASSEMBLIES 

BNC MALE TO BNC FEMALE 



MODEL 

Length 

LIST 

4524-C-12 

4524-C-24 

4524-C-36 

4524-C-48 

4524-C-60 

304.8(12.0) 
609.6 (24.0) 
914.4(36.0) 
1219.2(48.0) 
1524.0(60.0) 

13.25 

13.85 

14.45 

15.05 

15.65 


1ST END: Crimp BNC Male. Brass body, tarnish resistant plated. Center 
contact, brass, gold plated. Impedance: 50 Ohms. Boot; PVC, black. 
CABLE: RG58C/U 4.95 mm (.195) O.D. 

2ND END: Crimp BNC Female. Brass body, tarnish resistant plated. 
Center contact, beryllium, copper, gold plated. Boot; PVC, black. 
RATING: Operating Voltage: 500 VRMS Max.; + 50‘C. (+ 122"F.) Max. 


BNC MALE ON RETRACTILE 
(COILED) CORD 



MODEL 

Extended 

Length 

LIST 

1ST END: Crimp BNC Male. 
Brass body, tarnish resistant 

CABLE: Shielded microphone. Center conductor 24 
AWG (45 x 40), polyurethane jacket 4.32 mm (.170) 

2ND END: Same as first end. 
RATING: 270 VDC-90 VAC 

4487-48 

1219.2(48.0) 

34.95 

plated. Center contact, brass, 

O.D. 

cont. duty; + 50°C. 

4487-60 

4487-72 

1524.0(60.0) 

1829.0(72.0) 

35.85 

36.75 

gold plated. Impedance: 50 
Ohms. Boot; PVC, black. 


(+122”F.) Max. 


BNC MALE ON RETRACTILE (COILED) CORD, ONE END ONLY 


- 85.60 (3.37) 




-EXTENDED LENGTH - 


MODEL 

Extended 

Length 

LIST 

1ST END: Crimp BNC Male. 
Brass body, tarnish resistant 

CABLE: Shielded microphone. Center conductor 24 
AWG (45 x 40), polyurethane jacket 4.32 mm (.170) 

2ND END: None. 

RATING: 270 VDC-90 VAC 

5260-48 

1219.2(48.0) 

23.95 

plated. Center contact, brass, 

O.D. 

cont. duty; + 50°C. 

5260-60 

5260-72 

1524.0(60.0) 

1829.0(72.0) 

24.85 

25.75 

gold plated. Impedance: 50 
Ohms. Boot; PVC, black. 


(+ 122"F.) Max. 


BNC FEMALE BOTH ENDS 



LENGTH 



MODEL 

Length 

LIST 

4277-C-12 

304.8(12.0) 

15.25 

4277-C-24 

609.6(24.0) 

15.85 

4277-C-36 

914.4(36.0) 

16.45 

4277-C-48 

1219.2(48.0) 

17.05 

4277-C-60 

1524.0(60.0) 

17.65 


1ST END: Crimp BNC Fe- CABLE: RG58C/U 4.95 mm (.195) O.D. 

male. Brass body, tarnish re¬ 
sistant plated. Center con¬ 
tact, beryllium copper, gold 
plated. Impedance: 50 Ohms. 

Boot; PVC, black. 


2ND END: Same as first end. 
RATING: Operating Voltage: 
500 VRMS Max.: +50°C. 
(+122°F.) Max. 


UHF MALE TO BNC MALE 


LENGTH 



85.60(3.37) 


MODEL 

Length 

LIST 

1367-C-18 

457.2(18.0) 

14.20 

1367-C-24 

609.6(24.0) 

14.50 

1367-C-36 

914.4(36.0) 

15.10 

1367-C-48 

1219.2(48.0) 

15.70 

1367-C-60 

1524.0(60.0) 

16.30 


1ST END: Crimp UHF Male. CABLE: RG58C/U 

Brass body, tarnish resistant 
plated. Center contact, brass, 
gold plated. Impedance: 

Nonconstant. Boot; PVC, 
black. 


1.95 mm (.195) O.D. 2ND END: Crimp BNC Male. 

Brass body, tarnish resistant 
plated. Center contact, brass, 
gold plated. Impedance: 50 
Ohms. Boot; PVC, black. 
RATING: Operating Voltage: 
500 VRMS Max.; +50°C. 
(+122°F.) Max. 
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POMONA 


CABLE ASSEMBLIES 

UHF MALE BOTH ENDS 



MODEL 

Length 

LIST 

UHF-C-18 

457.2(18.0) 

17.15 

UHF-C-24 

609.6(24.0) 

17.45 

UHF-C-36 

914.4(36.0) 

18.05 

UHF-C-48 

1219.2(48.0) 

18.65 

UHF-C-60 

1524.0(60.0) 

19.25 


1ST END: Crimp UHF Male. CABLE: RG58C/U 

Brass body, tarnish resistant 
plated. Center contact, brass, 
gold plated. Impedance: 

Nonconstant. Boot; PVC, 
black. 


..95 mm (.195) O.D. 2ND END: Same as first end. 

RATING: Operating Voltage: 
500 VRMS Max.; +50”C. 
(+122T.) Max. 



BNC MALE EACH END 


26.92 
I*-- (1.06) 


Shielded 
Mic. Cable 
50 Ohms 

LIST 

RG58C/U 
50 Ohms 

LIST 

RG59B/U 
75 Ohms 

RG62A/U 
93 Ohms 

Length 

LIST 

BNC-B-18 

10.60 

BNC-C-18 

11.50 

BNC-E-18 

BNC-M-18 

457.2 (18.0) 

11.85 

BNC-B-24 

10.90 

BNC-C-24 

11.80 

BNC-E-24 

BNC-M-24 

609.6 (24.0) 

12.15 

BNC-B-36 

11.50 

BNC-C-36 

12.50 

BNC-E-36 

BNC-M-36 

914.4 (36.0) 

12.75 

BNC-B-48 

12.10 

BNC-C-48 

13.10 

BNC-E-48 

BNC-M-48 

1219.2 (48.0) 

13.35 

BNC-B-60 

12.70 

BNC-C-60 

13.80 

BNC-E-60 

BNC-M-60 

1524.0 (60.0) 

13.95 


LOW COST BNC CABLE 


1ST END: BNC Male. Brass body, 
tarnish resistant plated. Center con¬ 
tact, brass, gold plated. 

CABLE: Shielded mic.4.95 (.195) O.D. 
RG 58C/U 4.95 (.195) O.D. 

RG 59B/U 6.25 (.242 )O.D. 
RG62A/U 6.15 (.242) O.D. 


2ND END: Same as first end. 
RATING: 500 VRMS Max.; +80°C. 
(+176°F.) Max. 



MODEL 

Length 

LIST 

5697-12 

304.8(12.0) 

7.10 

5697-24 

609.6 (24.0) 

7.70 

5697-36 

914.4 (36.0) 

8.30 

5697-48 

1219.2(48.0) 

8.90 

5697-60 

1524.0 (60.0) 

9.50 

5697-72 

1828 8 (72.0) 

10.10 

5697-120 

3048.0 (120.0) 

12.50 


1ST END: Crimp BNC Male. Brass body, 
tarnish resistant plated. Center contact, 
brass, corrosion resistant finish. Imped¬ 
ance: 50 Ohms. 


CABLE: RG 58 type, 4.95 
(.195) O.D. 


2ND END: Same as first 
end. 

RATING: Operating Volt¬ 
age: 500 VRMS Max.; 

+ 80°C. (+176°F. Max.) 


BNC MALE TO RIGHT ANGLE BNC MALE 



MODEL 

Length 

LIST 

1383-C-18 

457.2(18.0) 

21.95 

1383-C-24 

609.6(24.0) 

22.25 

1383-C-36 

914.4(36.0) 

22.85 

1383-C-48 

1219.2(48.0) 

23.45 

1383-C-60 

1524.0(60.0) 

24.05 


1ST END: BNC Male. CABLE: RG58C/U 4.95 mm (.195) 

Brass body, tarnish re- O.D. 

sistant plated. Center 

contact, brass, gold 

plated. Impedance: 50 

Ohms. 


2ND END: BNC Male, 
Right Angle. Brass 
body, tarnish resistant 
plated. Center contact, 
brass, gold plated, 
pedance: 50 Ohms. 
RATING: Operating 
Voltage: 500 VRMS 
Max.; +80"C. 

(+176T.) Max. 
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POMONA 


CABLE ASSEMBLIES 



BNC MALE ONE END ONLY 



LENGTH 


RG58C/U 

LIST 

RG59B/U 

Length 

LIST 

1ST END: BNC Male. 

CABLE: RG58C/U 4.95 mm (.195) 

2ND END: None. 

1661-C-12 

7.30 

1661-E-12 

304.8(12.0) 

8.05 

Brass body, tarnish re- 

O.D. 

RATING: Operating 

1661-C-24 

7.90 

1661-E-24 

609.6(24.0) 

8.65 

sistant plated. Center 

RG59B/U 6.15 mm (.242) O.D. 

Voltage: 500 VRMS 

1661-C-36 

8.50 

1661-E-36 

914.4(36.0) 

9.25 

contact, brass, gold 


Max.; +80°C. 

1661-C-48 

9.10 

1661-E-48 

1219.2(48.0) 

9.85 

plated. Impedance: 50 


(+176 F.) 

1661-C-60 

9.70 

1661-E-60 

1524.0(60.0) 

10.45 

Ohms. 


Max. 


BNC FEMALE EACH END 



MODEL 

Length 

LIST 

1808-C-12 

304.8(12.0) 

12.95 

1808-C-24 

609.6(24.0) 

13.55 

1808-C-36 

914.4(36.0) 

14.15 

1808-C-48 

1219.2(48.0) 

14.75 

1808-C-60 

1524.0(60.0) 

15.35 


BNC MALE TO BNC FEMALE 


1ST END: BNC Fe- CABLE: RG58C/U 

male. Brass body, tar- O.D. 

nish resistant plated. 

Center contact, beryl¬ 
lium copper, gold plat¬ 
ed. Impedance: 50 
Ohms. 


4.95 mm (.195) 2ND END: Same as first 
end. 

RATING: Operating Volt¬ 
age: 500 VRMS Max.; 
+ 80“C. (+176°F.) Max. 



LENGTH 



MODEL 

Length 

LIST 

2223-C-12 

304.8(12.0) 

11.40 

2223-C-24 

609.6(24.0) 

12.00 

2223-C-36 

914.4(36.0) 

12.60 

2223-C-48 

1219.2(48.0) 

13.20 

2223-C-60 

1524.0(60.0) 

13.80 


BNC MALE TO TYPE “N” MALE 


1ST END: BNC Male. CABLE: RG58C/U 

Brass body, tarnish re- O.D. 

sistant plated. Center 

contact, brass, gold 

plated. Impedance: 50 

Ohms. 


4.95 mm (.195) 2ND END: BNC Female. 

Brass body, tarnish resis¬ 
tant plated. Center contact, 
beryllium copper, gold plat¬ 
ed. Impedance: 50 Ohms. 
RATING: Operating Volt¬ 
age: 500 VRMS Max.; 
+ 80"C. (+ 176°F.) Max. 



1ST END: BNC Male. CABLE: RG58C/U 4.95 mm (.195) 2ND END: Type “N” Male. 
Brass body, tarnish re- O.D. Brass body, tarnish resis- 

sistant plated. Center tant plated. Center contact, 


MODEL 

Length 

LIST 

contact, brass, gold 
plated. Impedance: 50 

brass, gold plated. Imped¬ 
ance: 50 Ohms. 

1366-C-24 

609.6(24.0) 

14.75 

Ohms. 

RATING: Operating Volt- 

1366-C-36 

914.4(36.0) 

15.35 


age: 500 VRMS Max.; 

1366-C-48 

1219.2(48.0) 

15.95 


+ 80°C. (+176°F.) Max. 
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POMONA 


CABLE ASSEMBLIES 

BNC MALE TO TNC MALE 



MODEL 

Length 

LIST 

1948-C-12 

304.8(12.0) 

15.75 

1948-C-24 

609.6(24.0) 

16.35 

1948-C-36 

914.4(36.0) 

16.95 

1948-C-48 

1219.2(48.0) 

17.55 

1948-C-60 

1524.0(60.0) 

18.15 


TNC MALE BOTH ENDS 


1ST END: BNC Male. CABLE: RG58C/U 

Brass body, tarnish re- O.D. 

sistant plated. Center 

contact, brass, gold 

plated. Impedance: 50 

Ohms. 


4.95 mm (.195) 2ND END: TNC Male. 

Brass body, tarnish resis¬ 
tant plated. Center contact, 
brass, gold plated. Imped¬ 
ance: 50 Ohms. 

RATING: Operating Volt¬ 
age: 500 VRMS Max.; 
+ 80°C. (+176°F.) Max. 



RG58C/U 

LIST 

Lenqth 

RG142B/U 

LIST 

1944-C-12 

1944-C-18 

1944-C-24 

1944-C-36 

1944-C-48 

1944-C-60 

19.15 

19.45 

19.75 

20.35 

20.95 

21.55 

304.8 (12.0) 
457.2 (18.0) 
609.6 (24.0) 
914.4 (36.0) 
1219.2 (48.0) 
1524.0 (60.0) 

1944-X-12 

1944-X-24 

1944-X-36 

1944-X-48 

1944-X-60 

33.30 

38.30 

43.30 

48.30 

53.30 


1ST END: TNC Male. 
Brass body, tarnish resis¬ 
tant plated. Center 
contact, brass, gold 
plated. Impedance: 50 
Ohms. 



CABLE: RG58C/U 4.95 mm (.195) 
O.D. or RG142B/U 4.95 mm (.195) 
O.D. 


2ND END: Same as first end. 
RATING: Operating Voltage: 
500 VRMS Max.; +80°C. 
(+176T.) Max. 


“PUSH ON” UHF MALE BOTH ENDS 



1ST END: Crimp push-on CABLE: RG58C/U 4.95 mm (.195) O.D. 
UHF Male. Brass body, 
tarnish resistant plated. 

Center contact, brass, 
gold plated. Impedance: 

Nonconstant. 


“PUSH-ON” BNC MALE BOTH ENDS 


MODEL 

Length 

3137-C-36 

914.4 (36.0) 


2ND END: Same as first end. 
RATING: Operating Voltage: 
500 VRMS Max.; +80°C. 
(+176°F.) Max. 

LIST 37.20 



27.18 

(107) 


MODEL 

Lenqth 

LIST 

3199-C-12 

304.8 (12.0) 

11.25 

3199-C-24 

609.6 (24.0) 

11.85 

3199-C-36 

914.4 (36.0) 

12.45 

3199-C-48 

1219.2 (48.0) 

13.05 

3199-C-60 

1524.0 (60.0) 

13.65 


1ST END: Crimp Push-on CABLE: RG58C/U 

BNC Male. Brass body, O.D. 

tarnish resistant plated. 

Center contact, brass, 
gold plated. Impedance: 

50 Ohms. 


4.95 mm (.195) 2ND END: Same as first end. 

RATING: Operating Voltage: 
500 VRMS Max.; +80”C. 
( + 176T.) Max. 


BNC MALE TO SMA MALE 


MODEL 

Lenqth 

LIST 

4935-BB-24 

4935-BB-48 

4935-BB-60 

609.6 (24.0) 
1219.2 (48.0) 
1524.0 (60.0) 

28.95 

32.95 

34.95 



1ST END: BNC Male. 
Brass body, tarnish resis¬ 
tant plated. Center 
contact, brass, gold 
plated. Impedance: 50 
Ohms. 


CABLE: RG316/U 2.49 mm 
O.D. 


2ND END: Crimp SMA Male. 
Passivated steel shell. Gold 
plated center contact. 
RATING: Operating Voltage: 
335 VRMS Max.; + 165°C. 
(+329°F.) Max. 
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POMONA 


MICROWAVE COAXIAL CABLE ASSEMBLIES 


These coaxial cables allow testing of frequencies up to 12.4 Gigahertz. Microwave coaxial cables can also be built to your specifications on special order. Just tell us the length you want, 
the cable you would prefer (it can even be your special cable) and what type of connectors. We will be happy to quote prices. 


CABLE CHARACTERISITCS: 

CABLE: RG 174/U coaxial cable 
CHARACTERISTICS: 

Impedance: 50 Ohm 
Cable O.D.: 2.54 mm (.100) 

Loss: .45 dB/ft. at 1.0 GHz Max. 
Temperature: 85°C. (185°F.) Max. 


CABLE: RG 316/U coaxial cable 
CHARACTERISTICS: 

Impedance: 50 Ohm 
Cable O.D.: 2.49 mm (.098) 

Loss: .56 dB/ft. at 3 GHz Max. 
Temperature: 200°C. (392“F.) Max. 


SMA MALE BOTH ENDS 



CABLE: RG 142 B/U coaxial cable 
CHARACTERISTICS: 

Impedance: 50 Ohm 
Cable O.D.: 4.95 mm (.195) 

Loss: .67 dB/ft. at 12.4 GHz Max. 
Temperature: 200"C. (392°F.) Max. 



MODEL 

RG174/U 

LIST 

MODEL 

RG316/U 

LIST 

MODEL 

RG142B/U 

LIST 

Length 

1ST END- Crimp SMA Male. Passivated steel shell. Gold plated center con- 

4846-K-24 

29.95 

4846-BB-24 

31.95 

4846-X-24 

37.95 

609.6 (24.0) 

tact. Meets conditions of MIL-C-39012. Impedance: 500’hms. 

4846-K-48 

31.15 

4846-BB-48 

35.95 

4846-X-48 

47.95 

1219.2 (48.0) 

CABLE: (See top of page for characteristics) 

4846-K-60 

31.75 

4846-BB-60 

37.95 

4846-X-60 

52.95 

1524.0 (60.0) 

2ND END: Same as first end. 



MODEL 

RG174/U 

LIST 

MODEL 

RG316/U 

LIST 

MODEL 

RG142B/U 

LIST 

Length 

1ST END* Crimp ^MA Male right anglp Passivated steel shell. Gold plated 

4813-K-24 

44.95 

4813-BB-24 

47.95 

4813-X-24 

60.95 

609.6 (24.0) 

center contact. Meets conditions of MIL-C-39012. Impedance: 50 Ohms. 

4813-K-48 

46.15 

4813-BB-48 

51.95 

4813-X-48 

70.95 

1219.2 (48.0) 

CABLE: (See top of page for characteristics) 

4813-K-60 

46.75 

4813-BB-60 

53.95 

4813-X-60 

75.95 

1524.0 (60.0) 

2ND END: Same as first end. 


SMA MALE TO SMA FEMALE 



—LENGTH- 


25.40 
( 1 . 00 ) ' 





MODEL 

RG174/U 

LIST 

MODEL 

RG316/U 

LIST 

MODEL 

RG142B/U 

LIST 

Length 

4528-K-24 

4528-K-48 

4528-K-60 

34.60 

35.80 

36.40 

4528-BB-24 

4528-BB-48 

4528-BB-60 

36.60 

40.60 

42.60 

4528-X-24 

4528-X-48 

4528-X-60 

42.60 

52.60 

57.60 

609.6 (24.0) 
1219.2 (48.0) 
1524.0 (60.0) 


1ST END: Crimp SMA Male. Passivated steel shell. Gold plated center con¬ 
tact. Meets conditions of MIL-C-39012. Impedance: 50Qhms. 

CABLE: (See top of page for characteristics) 

2ND END: Crimp SMA Female. Passivated steel shell. Gold plated center 
contact. Meets conditions of MIL-C-39012. Impedance: 50 Ohms. 


SMA MALE TO RIGHT ANGLE SMA MALE 



MODEL 

RG174/U 

LIST 

MODEL , 
RG316/U 

LIST 

MODEL 

RG142B/U 

LIST 

Length 

4814-K-24 

41.75 

4814-BB-24 

46.15 

4814-X-24 

49.35 

609.6 (24.0) 

4814-K-48 

42.95 

4814-BB-48 

50.15 

4814-X-48 

59.35 

1219.2 (48.0) 

4814-K-60 

43.55 

4814-BB-60 

52.15 

4814-X-60 

64.35 

1524.0 (60.0) 


1ST END: Crimp SMA Male. Passivated steel shell. Gold plated center con¬ 
tact. Meets conditions of MIL-C-39012. Impedance: 50Ohms. 

CABLE: (See top of page for characteristics) 

2ND END: Crimp SMA Male, right angle. Passivated steel shell. Gold plated 
center contact. Meets conditions of MIL-C-39012. Impedance: 50 Ohms. 


SMA MALE TO TYPE “N” MALE 



MODEL 

Length 

LIST 

1ST END: Crimp SMA 
Male. Passivated steel 

CABLE: RG 142B/U coaxial ca¬ 
ble. (See top of page for charac- 

2ND END: Type “N” Male. Brass 
body, tarnish resistant plated. Cen- 

5058-X-12 

304.8(12.0) 

32.15 

5058-X-24 

609.6(24.0) 

37.15 

shell. Gold plated center 

teristics) 

ter contact brass, gold plated. Im- 

5058-X-36 

914.4(36.0) 

42.15 

contact. Meets condi- 

pedance: 50 Ohms. 

5058-X-48 

1219.2(48.0) 

47.15 

tions of MIL-C-39012. Im- 



5058-X-60 

1524.0(60.0) 

52.15 

pedance: 50 Ohms. 




o 
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POMONA 



CABLE ASSEMBLIES 


TYPE “N” MALE EACH END 




1ST END: Type “N” CABLE: RG213/U 10.29 mm (.405) 
Male. Brass body, tar- O.D. or RG214/U 10.80 mm (.425) 
nish resistant plated. O.D. 

Center contact, brass, 
gold plated. Imped¬ 
ance: 50 Ohms. 


2ND END: Same as first 
end. 

RATING: Operating Volt¬ 
age: 1000 VRMS Max.; 
+ 80"C. (+176°F.) Max. 


TYPE “N” MALE EACH END 


35.56 

—(1.40) —-LENGTH 





irst 


1ST END: Type “N" Male, Brass 
body, tarnish resistant plated. Center 
contact, brass, gold plated. Imped¬ 
ance: 50 Ohms. 


CABLE: RG213/U 10.29mm (.405) 
O.D. or RG214/U 10.80mm (.425) 
O.D. 

2ND END: Same as first end. 


RATING: Operating Volt¬ 
age: 1000 VRMS Max.; 
2256-C, +80°C. (+176"F.) 
Max.; 2256-X, +165°C. 
(+ 329*F.) Max. 


TYPE “N” MALE TO “N” FEMALE 



MODEL 

Length 

LIST 

1ST END: Type "N" Male, Brass 

CABLE: 

4496-T-18 

457.2(18.0) 

35.10 

body, tarnish resistant plated. Center 

O.D. 

4496-T-24 

609.6(24.0) 

38.60 

contact, brass, gold plated. Imped- 


4496-T-36 

914.4(36.0) 

45.60 

ance: 50 Ohms. 


4496-T-48 

1219.2(48.0) 

52.60 



4496-T-60 

1524.0(60.0) 

59.60 




2ND END: Type “N" Female. Brass 
body, tarnish resistant plated. Center 
contact, beryllium copper, gold 
plated. Impedance: 50 Ohms. 
RATING: Operating Voltage: 1000 
VRMS Max.; +80°C. (+176°F.) Max. 


TRIAXIAL CABLE ASSEMBLIES 


TRIAXIAL CABLE ASSEMBLIES 

1ST END: Triaxial Male (See Special Features) 

CABLE: Belden 9222, triaxial cable. Triaxial conductors 20 AWG (7 x 28) t.c., 6.15 mm (.242) O.D. 
2ND END: Three alligator clips, steel, nickel plated. Insulation: Vinyl. One black, one red and one 
green. 

RATING: Operating Voltage: 500 VRMS Max.,+50°C. (+122°F.) Max. 


MODEL 

Special 

Features 

LIST 

4725 

2 Lug Triax. 

64.95 

5342 

3 Lug Triax. 

72.45 




TRIAXIAL CABLE ASSEMBLIES 



MODEL 3581:1ST END: Triaxial Male, 2 Lug. 
(Model 3600) 

CABLE: Twinaxial, Belden 9272,6.15 (.242) 
O.D., 78 Ohm impedance. 

2ND END: Same as first end. 

RATING: Operating Voltage: 500 VRMS 
Max.,+80"C. (+176T.) Max. 


MODEL 

Length “L” 

LIST 

3581-CC-18 

457.2(18.0) 

46.95 

3581-CC-24 

609.6(24.0) 

46.95 

3581-CC-36 

914.4(36.0) 

46.95 

3581-CC-48 

1219.2(48.0) 

47.55 

3581-CC-60 

1524.0(60.0) 

48.15 


MODEL 5223:1ST END: Triaxial Male, 3 Lug. 
(Model 5218) 

CABLE: Triaxial, Belden 9222, 6.15 mm (.242) 
O.D., 50 Ohm impedance. 

2ND END: Same as first end. 

RATING: Operating Voltage: 500 VRMS Max. 


MODEL 

Length 

LIST 

5223-36 

5223-60 

914.4(36.0) 

1524.0(60.0) 

65.35 

70.35 


MODEL 5054: 1ST END: Triaxial Male, 2 Lug. 
(Model 5056) 

CABLE: Triaxial, Belden 9222, 645 mm (.242) 
O.D., 50 Ohm impedance. 

2ND END: Same as first end. 

RATING: Operating Voltage: 500 VRMS Max. 


MODEL 

Length 

LIST 

5054-36 

5054-60 

914.4(36.0) 

1524.0(60.0) 

65.35 

70.35 
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POMONA 


CABLE ASSEMBLIES 


DOUBLE BANANA PLUG ONE END ONLY 



Two Cond. 
Twisted Pr. 

RG58C/U 

Length 

1326-A-60 

1326-C-60 

1524.0 (60.0) 


1ST END: Double Bana¬ 
na Plug. Brass body, be¬ 
ryllium copper spring, 
nickel plated. Insulation, 
polyethylene. 


CABLE: Two cond. twisted pair. 6.35 mm 
(.250) O.D. rated at 300 VRMS; or 
RG58C/U 4.95 mm (.195) O.D. rated at 
1400 VRMS. 


2ND END: None. 
RATING: +55°C. 
(+131°F.) Max. 

LIST 10.25 


DOUBLE BANANA PLUG EACH END 

1ST END: Double Banana Plug. Brass body, beryllium copper spring, nickel plated. In¬ 
sulation, polyethylene. 

CABLE: Two cond. twisted pair 6.35 mm (.250) O.D. rated at 300 VRMS.; Shielded mic. 
4.95 mm (.195) O.D. rated at 1900 VRMS.; RG58C/U 4.95 mm (.195) O.D. rated at 1400 
VRMS or RG59B/U 6.15 mm (.242) O.D. rated at 1700 VRMS. 

2ND END: Same as first end. 

RATING: +55°C. (+131"F.) Max. 



LENGTH 





MODEL 

Extended Length 

LIST 

1ST END: Double Banana Plug. Brass body, beryllium copper spring, nickel plated. Insul- 
ation; polystyrene, black. 

3864-48 

1219.2 (48.0) 

21.70 

WIRE: 24 AWG, 45 X 40 t.c., polyurethane insulated, 4.32 mm (.170) O.D. Color, black. 

3864-60 

1524.0 (60.0) 

22.60 

2ND END: Same as first end. 

3864-72 

1829.0 (72.0) 

23.50 

RATING: 3000 VDC Int.; 270 VDC-90 VAC cont. duty; +50"C. (+122T.) Max. 


DOUBLE BANANA PLUG TO MINIATURE DOUBLE BANANA PLUG 



MODEL 

Length 

LIST 



2443-K-24 

2443-K-36 

2443-K-48 

2443-K-60 

609.6 (24.0) 
914.4 (36.0) 
1219.2 (48.0) 

1524.0 (60.0) 

12.50 

13.10 

13.70 

14.30 

1ST END: Double Banana Plug. Brass body, beryllium copper 
spring, nickel plated. Insulation; polyethylene, black. 

CABLE: RG174/U, 2.54 mm (.100) O.D. 

2ND END: Miniature Double Banana Plug. Brass body, beryl¬ 
lium copper spring, gold plated. Insulation, polyethylene, 

RATING: 1100 VRMS; +55°C. ( + 131"F.) Max. 


MINIATURE DOUBLE BANANA PLUG EACH END 


MODEL 

Length 

LIST 

2247-K-12 

304.8 (12.0) 

12.45 

2247-K-24 

609.6 (24.0) 

13.05 

2247-K-36 

914.4 (36.0) 

13.65 

2247-K-60 

1524.0 (60.0) 

14.25 



1ST END: Miniature Double Banana Plug. Brass body, beryl- CABLE: RG174/U, 2.54 mm (.100) O.D. 

lium copper spring, gold plated. Insulation; polyethylene, 2ND END: Same as first end. 

black. RATING: 1100 VRMS; +55°C. (+131T.) Max. 
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POMONA 


CABLE ASSEMBLIES 

BNC MALE TO DOUBLE BANANA PLUG 



1ST END: Crimp BNC CABLE: RG58C/U 4.95 mm (.195) O.D. 

Male. Brass body, tarnish 
resistant plated. Center 
contact, brass, gold plated. 

Impedance: 50 Ohms. 

Boot; PVC, black. 


BNC MALE TO MINIATURE DOUBLE BANANA PLUG 

-*-LENGTH 


MODEL 

Length 

LIST 

4530-C-18 

4530-C-24 

4530-C-36 

4530-C-48 

4530-C-60 

457.2(18.0 

609.6(24.0) 

914.4(36.0) 

1219.2(48.0 

1524.0(60.0) 

11.00 

11.60 

12.20 

12.80 

13.40 



85.60 (3.37) 


2ND END: Double Banana 
Plug. Brass body, beryllium 
copper spring, nickel plated. In¬ 
sulation; polyethylene, black. 
RATING: Operating Voltage: 
500 VRMS Max.; +50"C. 
(+122°F.) Max. 



MODEL 

Length 

LIST 

2248-K-24 

609.6(24.0) 

14.55 

2248-K-36 

914.4(36.0) 

15.15 

2248-K-48 

1219.2(48.0 

15.75 

2248-K-60 

1524.0(60.0) 

16.35 


1ST END: Crimp BNC Male. Brass body, tarnish resistant plat¬ 
ed. Center contact, brass, gold plated. Impedance: 50 Ohms. 
Boot; PVC, black. 

CABLE: RG174/U 2.54 mm (.100) O.D. 


2ND END: Miniature Double Banana Plug. Brass body, be¬ 
ryllium copper spring, gold plated. Insulation; polyethylene, 

RATING: Operating Voltage: 500 VRMS Max.; +50"C. 
(+122’F.) Max. 


BNC MALE TO DOUBLE BANANA PLUG 



Shielded 
Mic. Cable 

RG58C/U 

Length 

LIST 

2BB-BNC-18 

2BC-BNC-18 

457.2(18.0) 

12.25 

2BB-BNC-24 

2BC-BNC-24 

609.6(24.0) 

12.55 

2BB-BNC-30 

2BC-BNC-30 

762.0(30.0) 

12.85 

2BB-BNC-36 

2BC-BNC-36 

914.4(36.0) 

13.15 

2BB-BNC-48 

2BC-BNC-48 

1219.2(48.0) 

13.75 

2BB-BNC-60 

2BC-BNC-60 

1524.0(60.0) 

14.35 


BNC MALE TO SHIELDED DOUBLE BANANA PLUG 


1ST END: BNC Male. CABLE: RG58C/U 4.95 mm (.195) 
Brass body, tarnish re- O.D. 

sistant plated. Center Shielded mic. 4.95 mm (.195) O.D. 
contact, brass, gold 
plated. Impedance: 50 
Ohms. 


2ND END: Double Banana 
Plug. Brass body, beryllium 
copper spring, nickel plat¬ 
ed. Insulation, polyeth¬ 
ylene. 

RATING: Operating Volt¬ 
age: 500 VRMS Max.; 
+ 55°C. (+131"F.) Max. 



MODEL 

Length 

LIST 

1555-C-36 

1555-C-60 

914.4(36.0) 

1524.0(60.0) 

25.35 

26.55 


1ST END: BNC Male. 
Brass body, tarnish re¬ 
sistant plated. Center 
contact, brass, gold 
plated. Impedance: 50 
Ohms. 


CABLE: RG58C/U 4.95 mm (.195) 
O.D. 

2ND END: Shielded Double Banana 
Plug. Brass body, beryllium copper 


spring, nickel plated. Insul¬ 
ation, polyethylene. Die 
cast aluminum shell. 
RATING: Operating Volt¬ 
age: 500 VRMS Max.; 
+ 55”C. (+131°F.) Max. 
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POMONA 



SINGLE STACKING BANANA PLUGS 
TO BNC MALE 


MODEL 

Length 

LIST 

5268-C-12 

5268-C-24 

5268-C-36 

5268-C-48 

5268-C-60 

304.8(12.0) 
609.6 (24.0) 
914.4(36.0) 
1219.2(48.0) 
1524.0(60.0) 

13.50 

14.10 

14.70 

15.30 

15.90 


I 33.0 
—«■! (1.30) 
1ST END: Stacking Banana Plugs. 
Brass body, beryllium copper spring, 
nickel plated. Insulation; polypropylene. 
One black and one red. 


CABLE: RG58C/U 4.95 mm (.195) O.D. 
Y-mold insulation; PVC, black. 


2ND END: Crimp BNC Male. Brass 
body, tarnish resistant plated. Center 
contact, brass, gold plated. Impedance: 
50 Ohms. Boot; PVC, black. 

RATING: Operating Voltage: 500 VRMS 
Max.;+50°C (+122°F.) Max. 


MINIGATOR CLIPS 
TO BNC MALE 


MODEL 

Length 

LIST 

4532-C-18 

457.2(18.0) 

12.25 

4532-C-24 

609.6(24.0) 

12.55 

4532-C-30 

762.0(30.0) 

12.85 

4532-C-36 

914.4(36.0) 

13.15 

4532-C-48 

1219.2(48.0) 

13.75 

4532-C-60 

1524.0(60.0) 

14.35 


203.20 



1ST END: Minigator Clips. Steel, cad- CABLE: RG58C/U 4.95 mm (.195) O.D. 2ND END: Crimp BNC Male. Brass 

mium plated. Insulators; vinyl. One black Y-mold insulation; PVC, black. body, tarnish resistant plated. Center 

and one red. contact, brass, gold plated. Impedance: 

50 Ohms. Boot; PVC, black. 

RATING: Operating Voltage: 500 VRMS 
Max.; + 50”C (+122°F.) Max. 


ALLIGATOR CLIPS 
TO BNC MALE 


Black 


Red 


MODEL 

Length 

LIST 

4531-C-18 

457.2(18.0) 

11.80 

4531-C-24 

609.6(24.0) 

12.10 

4531-C-30 

762.0(30.0) 

12.40 

4531-C-36 

914.4(36.0) 

12.70 

4531-C-48 

1219.2(48.0) 

13.30 

4531-C-60 

1524.0(60.0) 

13.90 


185.42 

.(7.30) 



L_33.02 

1 (1.30) 

1ST END: Alligator Clips. Steel, nickel 
plated. Insulators; vinyl. One black and 
one red. 


CABLE: RG58C/U 4.95 mm (.195) O.D. 
Y-mold insulation; PVC, black. 


2ND END: Crimp BNC Male. Brass 
body, tarnish resistant plated. Center 
contact, brass, gold plated. Impedance: 
50 Ohms. Boot; PVC, black. 

RATING: Operating Voltage: 500 VRMS 
Max.;+50°C (+122°F.) Max. 


0.64 mm (.025) SQUARE RECEPTACLES 
TO BNC MALE 


Black 


201.17 

(7.92) 


MODEL 

Length 

LIST 

4945-K-18 

457.2(18.0) 

14.75 

4945-K-24 

609.6(24.0) 

15.05 

4945-K-36 

914.4(36.0) 

15.65 

4945-K-48 

1219.2(48.0) 

16.25 

4945-K-60 

1524.0(60.0) 

16.85 



2.54 (.100) Sq. 


1ST END: 0.64 mm (.025) Square Pin 
Receptacles. Brass, gold plated. Insu¬ 
lation; ABS. One black and one red. 


CABLE: RG174/U 2.54 mm (.100) O.D. 
Y-mold insulation; PVC, black. 


2ND END: Crimp BNC Male. Brass 
body, tarnish resistant plated. Center 
contact, brass, gold plated. Impedance: 
50 Ohms. Boot; PVC, black. 

RATING: Operating Voltage: 500 VRMS 
Max.; + 50°C (+122“F.) Max. 


ALLIGATOR CLIPS 

TO UHF MALE Black 


Red 


MODEL 

Length 

LIST 

AL-C-UHF-36 

AL-C-UHF-60 

914.4(36.0) 

1524.0(60.0) 

16.65 

17.85 



185.42 



1ST END: Alligator Clips. Steel, nickel 
plated. Insulators; vinyl. One black and 
one red. 


CABLE: RG58C/U 4.95 mm (.195) O.D. 
Y-mold insulation; PVC, black. 


2ND END: Crimp UHF Male. Brass 
body, tarnish resistant plated. Center 
contact, brass, gold plated. Impedance: 
Nonconstant. Boot; PVC, black. 
RATING: Operating Voltage: 500 VRMS 
Max.;+50"C (+122°F.) Max. 
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POMONA 



CABLE ASSEMBLIES 


STACKING PIN TIP PLUGS TO BNC MALE 



(.080) Dia. 


MODEL 

Length 

LIST 

2882-C-18 

457.2 (18.0) 

14.35 

2882-C-24 

609.6 (24.0) 

14.65 

2882-C-36 

914.4 (36.0) 

15.25 

2882-C-48 

1219.2 (48.0) 

15.85 

2882-C-60 

1524.0 (60.0) 

16.45 


1ST END: Stacking Pin Tip Plugs. Brass body, be¬ 
ryllium copper spring, gold plated. Insulation; poly¬ 
propylene. 


CABLE: Shielded 
coaxial, RG58C/U, 
4.95 mm (.195) O.D. 
Y-Mold insulation; 
PVC, black. 


2ND END: BNC Male. Brass body, tarnish resistant 
plated. Center contact, brass, gold plated. Imped¬ 
ance: 50 Ohms. 

RATING: Operating Voltage: 500 VRMS Max.; 
-t-50'C. ( + 122T.) Max. 


SINGLE BANANA PLUGS TO BNC MALE 



MODEL 

Length 

LIST 

2241-C-18 

2241-C-24 

2241-C-36 

2241-C-48 

457.2 (18.0) 
609.6 (24.0) 
914.4 (36.0) 

1219.2 (48.0) 

15.40 

15.70 

16.30 

16.90 


1ST END: Single Banana Plugs. Brass body, beryl¬ 
lium copper spring, nickel plated. Insulation; poly¬ 
propylene, red. Ground pluq insulation; polypro¬ 
pylene, black. 


CABLE: Shielded coax¬ 
ial, RG58C/U, 4.95 mm 
(.195) O.D. 


2ND END: BNC Male. 
Brass body, tarnish resis¬ 
tant plated. Center con¬ 
tact, brass, gold plated. 
Impedance: 50 Ohms. 
RATING: Operating Volt¬ 
age: 500 VRMS Max.; 
+55°C. ( + 131T.) Max. 


MINIGATOR CLIPS TO BNC MALE 


203.20 




1ST END: Minigator 
Clips. Steel, cadmium 
plated. Vinyl boots. 


CABLE: Shielded mic. 4.95 mm 
(.195) O.D. or RG58C/U. 4.95 mm 
(.195) O.D. Y-mold insulation; 
PVC. 


ALLIGATOR CLIPS TO BNC MALE 


2ND END: BNC Male. 
Brass body, tarnish resis¬ 
tant plated. Brass con¬ 
tact, gold plated. Imped¬ 
ance: 50 Ohms. 
RATING: Operating Volt¬ 
age: 500 VRMS Max.; 
+50°C. (+122T.) Max. 


Black 


185.42 
(7.30) • 



26.92 

'(1.06)' 


Red Mg||j 


33.02 1 
(1.3) 

f-4- 

(2.13) 


Shielded Mic. Cable 

RG58C/U 

Length 

LIST 

AL-B-BNC-18 

AL-C-BNC-18 

457.2 (18.0) 

11.65 

AL-B-BNC-24 

AL-C-BNC-24 

609.6 (24.0) 

11.95 

AL-B-BNC-30 

AL-C-BNC-30 

762.0 (30.0) 

12.25 

AL-B-BNC-36 

AL-C-BNC-36 

914.4 (36.0) 

12.55 

AL-B-BNC-48 

AL-C-BNC-48 

1219.2 (48.0) 

13.15 

AL-B-BNC-60 

AL-C-BNC-60 

1524.0 (60.0) 

13.75 


LENGTH - 


1ST END: Alligator Clips. 
Steel, nickel plated. Vinyl 
boots. 


CABLE: Shielded mic. 4.95 mm 
(.195) O.D. or RG58C/U, 4.95 mm 
(.195) O.D. Y-mold insulation; 
PVC. 


2ND END: BNC Male. 
Brass body, tarnish resis¬ 
tant plated. Brass con¬ 
tact, gold plated. Imped¬ 
ance: 50 Ohms. 
RATING: Operating Volt¬ 
age: 500 VRMS Max.; 
+50"C. (+122T.) Max. 
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POMONA 


CABLE ASSEMBLIES 


STACKING BANANA PLUGS TO DOUBLE BANANA PLUG 

127.00 


LENGTH 




1ST END: Single Banana CABLE: Two Cond., twisted pair, 6.35 mm 
Plugs. Brass body, beryl- (.250) O.D. Y-mold insulation; PVC, gray, 
lium copper spring, nick¬ 
el plated. Insulation, 
polypropylene. One 
black and one red. 


SINGLE PIN TIP PLUGS TO DOUBLE BANANA PLUG 


MODEL 

Length 

LIST 

1368-A-18 

457.2 (18.0) 

18.35 

1368-A-24 

609.6 (24.0) 

18.65 

1368-A-30 

762.0 (30.0) 

18.95 

1368-A-36 

914.4 (36.0) 

19.25 

1368-A-48 

1219.2 (48.0) 

19.85 

1368-A-60 

1524.0 (60.0) 

20.45 


2ND END: Double Banana 
Plug. Brass body, beryllium 
copper spring, nickel plat¬ 
ed. Insulation; polyethy¬ 
lene, gray. 

RATING: 300 VRMS; 
+50"C. (+122T.) Max. 



(5.00) 


1ST END: Single Pin Tip CABLE: Two conductor, twisted pair, 6.35 2ND END: Double Banana 

Plugs. Brass, nickel plat- mm (.250) O.D. Y-mold insulation; PVC, Plug. Brass body, beryllium 


MODEL 

Length 

LIST 

ed. Insulation, polypropy- 

gray. 

copper spring, nickel plat- 



lene. One black and one 


ed. Insulation; polyethy- 

2184-A-36 

914.4 (36.0) 

19.45 

red. 


lene, gray. 

2184-A-48 

1219.2 (48.0) 

20.05 



RATING: 300 VRMS; 

2184-A-60 

1524.0 (60.0) 

20.65 



+50°C. (+122T.) Max. 


STACKING PIN TIP PLUGS TO DOUBLE BANANA PLUG 



MODEL 

Length 

LIST 

2BC-PP-18 

457.2 (18.0) 

15.90 

2BC-PP-24 

609.6 (24.0) 

16.20 

2BC-PP-36 

914.4 (36.0) 

16.80 

2BC-PP-48 

1219.2 (48.0) 

17.40 

2BC-PP-60 

1524.0 (60.0) 

18.00 


1ST END: Single Stack- CABLE: RG58C/U 4.95 mm (.195) O.D. Y- 

ing Pin Tip Plugs. Brass, mold insulation; PVC, black. 

nickel plated. Insulation, 

polypropylene. One 

black and one red. 


2ND END: Double Banana 
Plug. Brass body, beryllium 
copper spring, nickel plat¬ 
ed. Insulation; polyethy¬ 
lene, black. 

RATING: 1400 VRMS; 
+50°C. ( + 122°F.) Max. 


MINIGATOR CLIPS TO DOUBLE BANANA PLUG 



Two Cond. 
Twisted Pair 

LIST 

Shielded 
Mic. Cable 

RG58C/U 

Length 

LIST 

2BA-MG-18 

18.85 


2BC-MG-18 

457.2 (18.0) 

16.90 

2BA-MG-24 

19.05 


2BC-MG-24 

609.6 (24.0) 

17.20 

2BA-MG-30 

19.35 


2BC-MG-30 

762.0 (30.0) 

17.50 

2BA-MG-36 

19.65 

2BB-MG-36 

2BC-MG-36 

914.4 (36.0) 

17.80 

2BA-MG-48 

20.25 


2BC-MG-48 

1219.2 (48.0) 

18.40 

2BA-MG-60 

20.85 


2BC-MG-60 

1524.0 (60.0) 

19.00 


1ST END: Minigator Clips. Steel, Cadmium plated. 2ND END: Double Bana- 
Vinyl boots, one black and one red. ‘Breakout na Plug. Brass body, be- 

lengths on 2BA-MG are each 109.2mm (4.3) long. ryllium copper spring, 

CABLE: Two cond. twisted pair 6.35mm (.250) O.D. nickel plated. Insulation, 
300 VRMS; shielded Mic. 4.95mm (.195) O.D. polyethylene. 

1900 VRMS; RG 58 C/U 4.95mm (.195) O.D. 1400 RATING: + 50°C. 
VRMS. Y-mold insulation, PVC. (+122°F.) Max. 
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POMONA 



Two Cond. 
Twisted Pair 

LIST 

Shielded 
Mic. Cable 

RG58C/U 

Length 

LIST 

2BA-AL-18 

16.85 

2BB-AL-18 

2BC-AL-18 

457.2 (18.0) 

13.85 

2BA-AL-24 

17.15 

2BB-AL-24 

2BC-AL-24 

609.6 (24.0) 

14.15 

2BA-AL-30 

17.45 

2BB-AL-30 

2BC-AL-30 

762.0 (30.0) 

14.45 

2BA-AL-36 

17.75 

2BB-AL-36 

2BC-AL-36 

914.4 (36.0) 

14.75 

2BA-AL-48 

18.35 

2BB-AL-48 

2BC-AL-48 

1219.2 (48.0) 

15.35 

2BA-AL-60 

18.95 

2BB-AL-60 

2BC-AL-60 

1524.0 (60.0) 

15.95 


TWO COND. SHIELDED BALANCED LINE 


1ST END: Alligator Clips. 
Steel, nickel plated. Vinyl 
boots. ’Breakout lengths 
on 2BA-AL are each 
96.52 mm (3.8) long. 
CABLE: Two cond.. 
twisted pair 6.35 mm 


(.250) O.D. rated at 300 
VRMS; shielded mic. 
4.95 mm (.195) O.D. rat¬ 
ed at 1900 VRMS or 
RG58C/U 4.95 mm 
(.195) O.D. rated at 1400 
VRMS. Y-mold insu¬ 
lation, PVC. 


2ND END: Double Bana¬ 
na Plug. Brass body, be¬ 
ryllium copper spring, 
nickel plated. Insulation, 
polyethylene. 

RATING: +50°C. 

(+122”F.) Max. 


1ST END: Double Banana Plug and Single Banana Plug. Brass body, be¬ 
ryllium copper spring, nickel plated. Double banana plug insulation; 
polyethylene, gray. Single banana plug insulation; polypropylene, green. 
CABLE: Two conductor shielded microphone, 5.87 mm (.231) O.D. 
2ND END: Same as first end. 

RATING: 1000 VRMS, + 55°C. (+131'F.) Max. 


MODEL 

Length 

LIST 

1167-18 

1167-24 

1167-30 

1167-36 

1167-48 

1167-60 

457.2 (18.0) 
609.6 (24.0) 
762.0 (30.0) 
914.4 (36.0) 
1219.2 (48.0) 
1524.0 (60.0) 

24.30 

24.60 

24.90 

25.20 

25.80 

26.40 



MINIGATOR CLIPS TO 
MINIATURE DOUBLE BANANA PLUG 


33.0 



1ST END: Minigator 
Clips. Steel, cadmium 
plated. Insulation; vinyl. 


LENGTH 


CABLE: RG 174/U, 2.54 mm (.100) O.D. 
Y-mold insulation; PVC, black. 


MODEL 

Length 

3027-K-24 

609.6 (24.0) 


SINGLE STACKING BANANA PLUGS EACH END 



MODEL 

Length 

LIST 

2239-C-24 

609.6 (24.0) 

21.00 

2239-C-36 

914.4 (36.0) 

21.60 

2239-C-48 

1219.2 (48.0) 

22.20 

2239-C-60 

1524.0 (60.0) 

22.80 


1ST END: Single Stack¬ 
ing Banana Plugs. Brass 
body, beryllium copper 
spring, nickel plated. In¬ 
sulation; polypropylene, 
red. Ground plug insul¬ 
ation; polypropylene, 
black. 


LENGTH 


CABLE: RG58C/U 4.95 mm (.195) O.D. 





12.70 

(.50) 


T 


2ND END: Miniature 
Double Banana Plug. 

Brass body, beryllium 
copper spring, gold plat¬ 
ed. Insulation; polyeth¬ 
ylene, black. 

RATING: 1100 VRMS; 

+50°C. (+122°F.) Max. LIST 16.00 



2ND END: Same as first 
end. 

RATING: 1400 VRMS; 
+55’C. (+131 °F.) Max. 
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POMONA 


LOW THERMAL 


HIGH CONDUCTIVITY 

ETP COPPER, ALLOY 110 

LEADS FOR PRECISION MEASUREMENTS 

Pomona Electronics offers products for use in measurements when thermoelectric 
effects are significant sources of error. Comparators designed for use with the Kelvin- 
Varley voltage divider and microvolt leads were tested with primary standards 
laboratory equipment. 

Thermoelectric voltages were not detected until the most sensitive galvanometer 
range was used. 


.M.F. JUMPERS 


Thermoelectric properties - High Conductivity ETP Copper, Alloy 110, gold plated 
spade lugs cold-staked to multi-stranded 12 gauge copper wire minimize thermo¬ 
electric effects - an absolute necessity for low voltage, high precision measure¬ 
ments. 

Low resistance -12 gauge multi-stranded copper wire results in extremely low 
cable reistance. Spade lugs plated with 15 micro inches gold for minimum contact 
resistance and minimum thermal EMFwhen using copper binding posts (less than 
0.01 pV/°C). 


LOW THERMAL EMF RETRACTABLE 
SHEATH BANANA PLUG, EACH END 


MODEL 

Length 

LIST 

5291-12-* 

304.8(12.0) 

12.10 

5291-36-* 

914.1 (36.0) 

12.10 

5291-60-* 

1524.0 (60.0) 

13.40 



1ST END: Sheathed Banana Plug. Tellurium copper body, 
beryllium copper spring, gold plated. Insulation,nylon. 
WIRE: 12 AWG, 7 x 38/36 bare copper, PVC jacket, 3.66 
(.144) O.D. 


2ND END: Same as first end. 

RATING: 1200 VAC/DC Max., 7Amps,+55°C.(+131°F.)Max. 
*STD COLORS: -0 Black, -2 Red. 


LOW THERMAL EMF RETRACTABLE SHEATH 
BANANA PLUG TO SPADE LUG 


MODEL 

Length 

LIST 

5295-12-‘ 

304.8(12.0) 

12.60 

5295-36-* 

914.1 (36.0) 

12.60 

5295-60-* 

1524.0 (60.0) 

14.40 



1ST END: Sheathed Banana Plug. Brass body, beryllium 
copper spring, nickel plated. Insulation,nylon. 

WIRE: 12 AWG, 7 x 38/36 bare copper, PVC jacket, 3.66 
(.144) O.D. 


2ND END: Spade Lug. ETP copper, alloy 110, gold plated. In¬ 
sulation, polypropylene. 

RATING: 1200 VAC/DC Max., 7Amps, +55°C. (+131 °F.) Max. 
*STD COLORS: -0 Black, -2 Red. 


LOW THERMAL JUMPER WITH SHIELD 



MODEL 

Length 

LIST 

1756-24 

1756-48 

609.6 (24.0) 
1219.2 (48.0) 

32.00 

35.00 


Designed for use with Kelvin-Varley voltage dividers where 
extreme precision is required for low voltage measurements. 
Features guard shield to effectively reduce shunt resistance. 
1ST END: Spade Lug. High conductivity ETP copper, alloy 110, 
gold plated. Insulation, polypropylene, one black and one red. 


WIRE: 12 AWG, 7 x 38/36 bare copper, polyethylene 
insulation. Braid shield bare copper, PVC jacket. 6.25 
(.246) O.D. per MIL-C-17A. 

2ND END: Same as first end. 

RATING: 2000WVDC, 20Amps, +55°C. (+131 °F.) Max. 


LOW THERMAL SPADE LUG JUMPER 



MODEL 

Length 

LIST 

1693-12-* 

304.8 (12.0) 

11.40 

1693-18-* 

457.2 (18.0) 

11.85 

1693-24-* 

609.6 (24.0) 

12.30 

1693-36-* 

914.4 (36.0) 

13.20 

1693-48-* 

1219.2 (48.0) 

14.10 

1693-60-* 

1524.0 (60.0) 

15.00 


Single High Conductivity ETP Copper, spade lug jumper used in 
applications where guard shield is not required. 

1ST END: Spade Lug. High conductivity ETP copper, alloy 110, 
gold plated. Insulation, polypropylene, one black and one red. 
WIRE: 12 AWG, 7 x 38/36 bare copper, PVC jacket 3.66 (.144) 
O.D. 


2ND END: Same as first end. 

RATING: 2000 WVDC, 20 Amps, +55°C. (+131°F.) Max. 
•STD COLORS: -0 Black, -2 Red. 
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POMONA 


MOLDED BREAKOUTS 


BNC FEMALE TO TEST CLIPS 


BNC MALE TO TEST CLIPS 

1ST END: BNC Male. Brass body, tar¬ 
nish resistant plated. Center contact, 
brass, gold plated. Nominal Imped¬ 
ance: 50 Ohms. Insulation; polypropy- 
Isne black 

WIRE: 18 AWG on alligator clips. 20 
AWG on minigator clips. One black and 
one red. 

2ND END: Alligator clips. Steel, nickel 
plated. Minigators. Steel, cadmium 
plated. Vinyl boots, one black and one 
red. 

RATING: Operating Voltage: 500 
VRMS Max.; +50°C. (+122°F.) Max. 



1ST END: BNC Female. Brass body, 
tarnish resistant plated. Center con¬ 
tact, beryllium copper, gold plated. 
Nominal Impedance: 50 Ohms. Insul¬ 
ation; polypropylene, black. 

WIRE: 18 AWG on alligator clips. 20 
AWG on minigator clips. One black 
and one red. 

2ND END: Alligator clips. Steel, nickel 
plated. Minigators. Steel, cadmium 
plated. Vinyl boots, one black and one 
red. 

RATING: Operating Voltage: 500 
VRMS Max.; +50°C. (+122”F.) Max. 


14.99 34.80 



MODEL 


2885 

(Alligator Clips) 

2886 

(Minigator Clips) 


OVERALL LENGTH: 177.8 mm(7.0) 

LIST 10.30 


BNC MALE TO STACKING PIN TIP PLUGS 


1ST END: BNC Male. Brass body, tar¬ 
nish resistant plated. Center contact, 
brass, gold plated. Nominal Imped¬ 
ance: 50 Ohms. Insulation; polypropy- 

Ipnp hlsck 

WIRE: 20 AWG, 41 X 36 t.c., PVC insu¬ 
lated, 2.21 mm (.087) O.D. One black 
and one red. 

2ND END: Stacking Pin Tip Plugs. 
Brass, gold plated. Insulation; polypro¬ 
pylene. One black and one red. 
RATING: Operating Voltage: 500 
VRMS Max.; +55°C. (+131°F.) Max. 



MODEL 


OVERALL LENGTH: 177.8 mm(7.0) 

2630 

2631 

(Alligator Clips) 
(Minigator Clips) 

LIST 7.60 


BNC FEMALE TO STACKING PIN TIP PLUGS 


1ST END: BNC Female. Brass body, 
tarnish resistant plated. Center con¬ 
tact, berryllium copper, gold plated. 
Nominal Impedance: 50 Ohms. Insul¬ 
ation; polypropylene, black. 

WIRE: 20 AWG, 41 X 36 t.c., PVC 
insulated, 2.21 mm (.087) O.D. One 
black and one red. 

2ND END: Stacking Pin Tip Plugs. 
Brass, gold plated. Insulation; polypro¬ 
pylene. One black and one red. 
RATING: Operating Voltage: 500 
VRMS Max.; +55°C. (+131°F.) Max. 



MODEL 

OVERALL LENGTH: 177.8 mm(7.0) 


MODEL 

OVERALL LENGTH: 177.8 mm(7.0) 

3901 

LIST 11.45 


3221 

LIST 8.15 


BNC MALE TO STACKING BANANA PLUGS 


1ST END: BNC Male. Brass body, tar¬ 
nish resistant plated. Center contact, 
brass, gold plated. Nominal Imped¬ 
ance: 50 Ohms. Insulation; polypropy- 

Ipnp hlsrk 

WIRE: 18 AWG, 65 X 36 t.c., PVC insu¬ 
lated, 3.66 mm (.144) O.D. One black 
and one red. 

2ND END: Stacking Banana Plugs. 
Brass body, beryllium copper spring, 
nickel plated. Insulation; polypropy¬ 
lene. One black and one red. 

RATING: Operating Voltage: 500 
VRMS Max.; +55’C. (+131°F.) Max. 


39.12 



MODEL 

3957 


OVERALL LENGTH: 177.8 mm(7.0) 

LIST 10.20 


BNC MALE TO MINIATURE 
STACKING BANANA PLUGS 

1ST END: BNC Male. Brass body, tar¬ 
nish resistant plated. Center contact, 
brass, gold plated. Nominal Imped¬ 
ance: 50 Ohms. Insulation; polypropy- 

Ipnp hlark 

WIRE: 20 AWG, 41 X 36 t.c., PVC insu¬ 
lated, 2.21 mm (.087) O.D. One black 
and one red. 

2ND END: Stacking Miniature Banana 
Plugs. Brass body, beryllium copper 
spring, gold plated. Insulation; polypro¬ 
pylene. One black and one red. 

RATING: Operating Voltage: 500 
VRMS Max.; +55°C. (+131'F.) Max. 



BNC FEMALE TO STACKING BANANA PLUGS 


1ST END: BNC Female. Brass body, 
tarnish resistant plated. Center con¬ 
tact, beryllium copper, gold plated. 
Nominal Impedance: 50 Ohms. Insul¬ 
ation; polypropylene, black. 

WIRE: 18 AWG, 65 X 36 t.c., PVC 
insulated, 3.66 mm (.144) O.D. One 
black and one red. 

2ND END: Stacking Banana Plugs. 
Brass body, beryllium copper spring, 
nickel plated. Insulation; polypropy¬ 
lene. One black and one red. 
RATING: Operating Voltage: 500 
VRMS Max.; + 55°C. (+131°F.) Max. 


34.80 



MODEL 

3073 


OVERALL LENGTH: 177.8 mm(7.0) 

LIST 7.00 



BNC FEMALE TO MINIATURE 
STACKING BANANA PLUGS 

1ST END: BNC Female. Brass body, 
tarnish resistant plated. Center con¬ 
tact, beryllium copper, gold plated. 

Nominal Impedance: 50 Ohms. Insul¬ 
ation; polypropylene, black. 

WIRE: 20 AWG, 41 X 36 t.c„ PVC 
insulated, 2.21 mm (.087) O.D. One 
black and one red. 

2ND END: Stacking Miniature Banana 
Plugs. Brass body, beryllium copper 
spring, gold plated. Fits miniature 2.64 
mm (.104) dia. banana jacks. Insul¬ 
ation; polypropylene. One black and 
one red. 

RATING: Operating Voltage: 500 
VRMS Max.; +55"C. (+131°F.) Max. 


MODEL 

OVERALL LENGTH: 177.8 mm(7.0) 


MODEL 

4815 

LIST 10.90 


3966 


OVERALL LENGTH: 177.8 mm(7.0) 

LIST 8.50 
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POMONA 


MOLDED BREAKOUTS 


BNC MALE TO MICROGRABBER® TEST CLIPS 

This molded breakout converts a coaxial ca¬ 
ble with a BNC female to a test cable with 
clips. 

1ST END: BNC Male. Brass body, tarnish re¬ 
sistant plated. Center contact, brass, gold 
plated. Nominal Impedance: 50 Ohms. Insul¬ 
ation; polypropylene, black. 

WIRE: 20 AWG, 41 x 36 t.c., PVC insulated, 

2.21 mm (.087) O.D. One black and one red. 

2ND END: Micrograbber®. Contacts, beryl¬ 
lium copper, gold plated. Glass filled nylon 
insulation. One black and one red. 

RATING: Operating Voltage: 500 VRMS 
Max.; +55°C. (+131"F.) Max. 


BNC FEMALE TO MICROGRABBER® TEST CLIPS 

This molded breakout converts a coaxial cable 
with a BNC male to a test cable with clips. 

1ST END: BNC Female. Brass body, tarnish re¬ 
sistant plated. Center contact, beryllium copper, 
gold plated. Nominal Impedance: 50 Ohms. In¬ 
sulation; polypropylene, black. 

WIRE: 20 AWG, 41 x 36 t.c., PVC insulated, 2.21 
mm (.087) O.D. One black and one red. 

2ND END: Micrograbber®. Contacts, beryllium 
copper, gold plated. Glass filled nylon insulation. 

One black and one red. 

RATING: Operating Voltage: 500 VRMS Max.; 

+55°C. (+131°F.) Max. 



OVERALL LENGTH: 177.8 mm (7.0). 



MODEL 

5189 


LIST10.50 


BNC MALE TO MINIGRABBER® TEST CLIPS 


MODEL 


5188 


LIST 9.70 


BNC FEMALE TO MINIGRABBER® TEST CLIPS 


This molded breakout converts a coaxial ca¬ 
ble with a BNC female to a test cable with 
clips. 

1ST END: BNC Male. Brass body, tarnish re¬ 
sistant plated. Center contact, brass, gold 
plated. Nominal Impedance: 50Ohms. Insul¬ 
ation; polypropylene, black. 

WIRE: 20 AWG, 41 x 36 t.c., PVC insulated, 

2.21 mm (.087) O.D. One black and one red. 
2ND END: Minigrabber®. Contacts, beryl¬ 
lium copper, gold plated. Glass filled nylon 
insulation. One black and one red. 
RATING: Operating Voltage: 500 VRMS 
Max.; +55°C. (+131’F.) Max. 



This molded breakout converts a coaxial cable 
with a BNC male to a test cable with clips. 

1ST END: BNC Female. Brass body, tarnish re¬ 
sistant plated. Center contact, beryllium copper, 
gold plated. Nominal Impedance: 50 Ohms. In¬ 
sulation; polypropylene, black. 

WIRE: 20 AWG, 41 x 36 t.c., PVC insulated, 2.21 
mm (.087) O.D. One black and one red. 

2ND END: Minigrabber®. Contacts, beryllium 
copper, gold plated. Glass filled nylon insulation. 
One black and one red. 

RATING: Operating Voltage: 500 VRMS Max.; 


14 99 | 34.80 

(• 59 ) r-(1.37) 




+55°C. (+131"F.) Max. 

V* J? w (red) 

1 


65.02 

■1 


(2.56) 


OVERALL LENGTH: 177.8 mm (7.0). 


MODEL 

3789 


OVERALL LENGTH: 177.8 mm (7.0). 

LIST 9.00 


BNC FEMALE TO #8 SPADE LUGS 


MODEL 

3788 


LIST 7.30 


BNC MALE TO SMD GRABBER® TEST CLIPS 


This molded breakout allows a BNC cable to 
be used with equipment having #8 screw 
terminals, such as fanning strips, etc. 

1ST END: BNC Female. Brass body, tarnish 
resistant plated. Center contact, beryllium 
copper, gold plated. Nominal Impedance: 50 
Ohms. Insulation; polypropylene, black. 
WIRE: 20 AWG, 41 x 36 t.c., PVC insulated, 

2.21 mm (.087) O.D. One black and one red. 
2ND END: #8 Spade Lugs. Copper, tin plat¬ 
ed. Insulation; vinyl. One black and one red. 
RATING: Operating Voltage: 500 VRMS 
Max.; +50"C. (+122”F.) Max. 



(.168) 


The pincer type action on this grabber allows at¬ 
tachment to the smallest of leads. 

1ST END: BNC Male. Brass body, tarnish resis¬ 
tant plated. Center contact, brass, gold plated. 
Nominal Impedance: 50 Ohms. Insulation; poly¬ 
propylene, black. 

WIRE: 22 AWG, 26 x 36 t.c., PVC insulated, 1.63 
mm (.064) O.D. One black and one red. 

2ND END: SMD Grabber Test Clips. Selective¬ 
ly gold plated stainless steel contact. Glass filled 
nylon insulation. One black and one red. 
RATING: Operating Voltage: 500 VRMS Max.; 
+55”C. (+131”F.) Max. 



OVERALL LENGTH: 177.8 mm (7.0). 


OVERALL LENGTH: 177.8 mm (7.0). 


MODEL 



MODEL 


5051 

LIST 6.30 


5410 

LIST 12.50 
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POMONA 



MOLDED BREAKOUTS 


14.99 


34.80 


BNC FEMALE TO 0.64 mm (.025) SQ. RECEPTACLES 

This molded breakout can be attached directly to 
the 0.64 mm (.025) square pins on a circuit card. 

1ST END: BNC Female. Brass body, tarnish re¬ 
sistant plated. Center contact, beryllium copper, 
gold plated. Nominal Impedance: 50 Ohms. In¬ 
sulation; polypropylene, black. 

WIRE: 22 AWG, 26 X 36 t.c., PVC insulated 1.63 
mm (.064) O.D. One black and one red. 

2ND END: 0.64 mm (.025) Square Pin Recepta¬ 
cles. Phosphor bronze, gold plated, ABS insul¬ 
ation. One black and one red. 

RATING: Operating Voltage: 500 VRMS Max.; 

+ 50°C. (+122T.) Max. 


MODEL 


5069 



LIST 7.45 


BNC MALE TO 20 AWG LEADS 

Attach your own breakout or wire directly 
to circuit board. 

1ST END: BNC Male. Brass body, tarnish 
resistant plated. Center contact, brass, 
gold plated. Nominal Impedance: 50 
Ohms. Insulation; polypropylene, black. 

WIRE: 20 AWG, 41 x 36 t.c., PVC insu¬ 
lated 2.21 mm (.087) O.D. One black and 
one red. 

2ND END: None. 

RATING: Operating Voltage: 500 VRMS 
Max.; +55"C. (+131T.) Max. 


39.12 



MODEL 


4970 


OVERALL LENGTH: 177.8 mm (7.0). 

LIST 6.85 


BNC FEMALE TO SPADE LUGS 

This breakout allows a BNC cable to be used 
with equipment having binding posts. 

1ST END: BNC Female. Brass body, tarnish re¬ 
sistant plated. Center contact, beryllium copper, 
gold plated. Nominal Impedance: 50 Ohms. In¬ 
sulation; polypropylene, black. 

WIRE: 18 AWG, 65 x 36 t.c., PVC insulated, 3.66 
mm (.144) O.D. One black and one red. 

2ND END: 1/4’ Spade Lugs. Brass, nickel plat¬ 
ed. Insulation; polypropylene. One black and 
one red. 

RATING: Operating Voltage: 500 VRMS Max.; 
+55°C. (+13TF.) Max. 


. 34.80 

^j"* - (1-37) — 



19.81 

(78) 


MODEL 


5009 


12.70 (.50) 

OVERALL LENGTH: 177.8 mm (7.0). 

LIST 8.85 


BNC FEMALE TO 20 AWG LEADS 

Attach your own breakout or wire directly to cir¬ 
cuit board. 

1ST END: BNC Female. Brass body, tarnish re¬ 
sistant plated. Center contact, beryllium copper, 
gold plated. Nominal Impedance: 50 Ohms. In¬ 
sulation; polypropylene, black. 

WIRE: 20 AWG, 41 X 36 t.c., PVC insulated 2.21 
mm (.087) O.D. One black and one red. 

2ND END: None. 

RATING: Operating Voltage: 500 VRMS Max.; 
+55°C. (+ 131 °F.) Max. 


34.80 



MODEL 


4969 


OVERALL LENGTH: 177.8 mm (7.0). 

LIST 4.95 


SMD GRABBER® TEST CLIPS TO BNC FEMALE 



Black 


Red 


MODEL 

5305 


1ST END: BNC Female. Brass body, tarnish resis¬ 
tant plated. Center contact, beryllium copper, 
gold plated. Nominal Impedance: 50 Ohms. Insul¬ 
ation, polypropylene, black. 

WIRE: 22 AWG, 26 x 36 t.c., PVC insulated, 1.63 
mm (.064) O.D. One black and one red. 


2ND END: SMD GRABBER® test clips. Contact, 
selectively gold plated stainless steel. Insulation, 
glass filled nylon. One black and one red. 
RATING: Operating Voltage: 500 VRMS Max.; 
+55°C. (+131°F.) Max. 


LIST 10.00 


TEST LEAD HOLDER 


TEST LEAD HOLDER 

No need to spend time searching for a particular test lead. With 
these racks, all of your patch cords and cable assemblies can be 
conveniently filed for instant selection - within easy reach. Holder 
mounts quickly on any vertical surface. Test leads are easy to store, 
easy to remove. Three models to choose from for different size ca¬ 
bles. 

MATERIALS: Cold rolled steel. 

FINISH: Baked enamel. 


MODEL 

Color 

Max. Cable 

Dia. (Dim. A) 

1508 

Orange 

5.33(.210) 

4408 

Black 

8.13(.320) 

2708 

Blue 

11.43(.450) 




LIST 4.95 
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POMONA 


AUDIO/VIDEO CABLE ASSEMBLIES 


PHONO PLUG BOTH ENDS 



MODEL 

Length 

LIST 

5092-K-18 

457.2 (18.0) 

14.05 

5092-K-24 

609.6 (24.0) 

14.35 

5092-K-36 

914.4 (36.0) 

14.95 

5092-K-48 

1219.2 (48.0) 

15.55 


1ST END: Phono plug. Brass, nickel plated. Boot; PVC, 
CABLE: RG174/U, 2.54 mm (.100) O.D. 



3.18 

(.125) Dia. 


2ND END: Same as first end. 

RATING: 500 VRMS; +50”C. (+122"F.) Max. 


PHONO PLUG TO BNC MALE 



(.125) Dia. 


MODEL 

Length 

LIST 



4963-E-24 

609.6 (24.0) 

11.75 

1ST END: Phono plug. Brass, nickel plated. Boot; PVC, 

2ND END: BNC Male. Brass body, tarnish resistant plated. 

4963-E-36 

914.4 (36.0) 

12.35 

black. 

Center contact, brass, qold plated. Impedance: 50 Ohms. 

4963-E-48 

1219.2 (48.0) 

12.95 

CABLE: RG59B/U, 6.15 mm (.242) O.D., 75 OHM. 

RATING: Operating Voltage: 500 VRMS Max.; +50°C. 

4963-E-60 

1524.0 (60.0) 

13.55 

(+122T.) Max. 


TYPE “F” PUSH-ON TO PHONO PLUG 



9.14 

(.36) 


3.18 

(.125) Dia. 


MODEL 

Length 

5025-E-72 

1829 (72.0) 


1ST END: Push-on Type “F" Male. Brass, nickel plated. 
Boot; PVC, black. 

CABLE: RG59B/U, 6.15 mm (.242) O.D., 75 OHM. 


2ND END: Phono Plug. Brass, nickel plated. Boot; PVC, 
black. 


RATING: 500 VRMS; +50"C. ( + 122'F.) 
Max. 


LIST 14.75 


TYPE “F” MALE PUSH-ON TO BNC MALE 


ii 


12-70-1— 
(.50) -L_ 
Dia. 

k 

MODEL 

Length 

LIST 

4939-PP-24 

4939-PP-36 

4939-PP-48 

4939-PP-60 

609.6 (24.0) 
914.4 (36.0) 
1219.2 (48.0) 
1524.0 (60.0) 

14.00 

14.75 

15.50 

16.25 



15.24 (.60) 

1ST END: Push-on Type “F” CABLE: RG59 type CATV cable 6.15 mm 2ND END: Crimp BNC Male. 

Male. Brass, nickel plated. (.242) O.D. Brass body, tarnish resistant plat- 

Boot; PVC, black. ed. Center contact, brass, gold 

plated. Impedance: 50 Ohms. 
Boot; PVC, black. 

RATING: Operating Voltage: 500 
VRMS Max.; +50"C. (+122°F.) 
Max. 


TYPE “F” MALE PUSH-ON EACH END 


This “F” type fits standard female “F” connec¬ 
tors. Positive connection is made by pushing the 
male onto the female connector. Excellent for 
television inputs, video recorders, cable TV sys¬ 
tems, etc. 


85.34 

(3.36) 


-15.24 (.60) 


LENGTH - 


MODEL 

4920-PP-48 


1ST END: Push-on Type “F” CABLE: RG59 type CATV cable 6.15 mm 2ND END: Same as first end. 

Male. Brass, nickel plated. (.242) O.D. RATING: 500 VRMS; +50“C. 

Boot; PVC, black. (+122T.) Max. LIST 11.45 
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POMONA 



TELEPHONE CABLE ASSEMBLIES 


PJ051 (WE310) PHONE PLUG TO 3 ALLIGATOR CLIPS 


Tip < t - Z^ 
Ring < y. 
Sleeve <—I 


MODEL 


5151-J-36 


-t>/ Black 

■T* 


Green 


6.35 

(.25) 

Dia. 


11.18 

‘(.44) Dia. 


1ST END: Phone Plug PJ-051, with red 
phenolic handle. Body, brass. 

CABLE: Two cond. shielded microphone. 
Polyethylene insulation. Vinyl jacket 5.87 


152.4 

( 6 . 0 ) 


-54.10 (2.13)- 








914.4 ±25.4 



—(36.0±1.0)- 


(.231) O.D. nom. cap. between cond. 18 
pf/ft. Nom. cap. between one cond. and 
remaining cond. connected to shield 32 
pf/ft. Color: Gray. Y-mold insulation; PVC, 
gray. 


2ND END: Alligator clips, steel, nickel plat¬ 
ed. Vinyl boots; one red, one black, and 
one green. 

RATING: 500 V Peak, + 50°C. (+ 122“F.) 
Max. 


BLACK 

(RING) 

GREEN 
. (SLEEVE) 


LIST 32.00 


PJ-051 (WE 310) PHONE PLUG TO ALLIGATOR CUPS 



MODEL 

Length 

LIST 

3352-A-36 

914.4(36.0) 

25.90 

3352-A-60 

1524.0(60.0) 

27.70 

3352-A-84 

2133.6(84.0) 

29.50 

3352-A-120 

3048.0(120) 

31.30 


1ST END: PJ-051 Phone Plug, brass, insulation; Phenolic, red. 
CABLE: Two cond. twisted pair, 65 x 36 t.c., 6.35 mm (.250) O.D. 
Y-Mold insulation; PVC, gray. 


2ND END: Alligator clips, steel, nickel plated. Vinyl boots, one 
black and one red. 

RATING: 300 VRMS, + 50"C. ( + 122°F.) Max. 


MINIATURE PHONE PLUG 
TO ALLIGATOR CLIPS 


TIP 

RING 

SHIELD 





■7?\ RED 
-Z) BLACK 


MODEL 

Length 

LIST 

5026-36 

914.4(36.0) 

25.40 

5026-60 

1524.0(60.0) 

26.60 

5026-84 

2133.6(84.0) 

29.00 



1ST END: Miniature 3 Cond. Phone Plug. Insulation, PVC, 
black. Sleeve, no connection. 

CABLE: Two cond. shielded, 22 AWG, 7 x 30 t.c., 4.57(.180) 
O.D. Y-mold insulation, PVC, gray. 


2ND END: Alligator clips. Steel, nickel plated. Vinyl boots, one 
black and one red. 

RATING: 500 V Peak, +50°C. (+122°F.) Max. 


STANDARD PHONE PLUG TO ALLIGATOR CLIPS 


6.35 

(.25) Dia. 


101.60 



- LENGTH 


MODEL 

Length 

LIST 

4990-B-36 

914.4(36.0) 

16.80 

4990-B-60 

1524.0(60.0) 

18.00 

4990-B-84 

2133.6(84.0) 

21.20 

4990-B-120 

3048.0(120) 

23.00 


1ST END: Standard 2 cond., Phone Plug. Brass, nickel plated. In¬ 
sulation; polyethylene, gray. 

CABLE: Shielded microphone coaxial, 4.95 mm (.195) O.D. Y- 
Mold insulation; PVC, gray. 


2ND END: Alligator clips. Steel, nickel plated. Vinyl boots, one 
black and one red. 

RATING: 500 V Peak, + 50°C. (+ 122“F.) Max. 
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POMONA 


TELEPHONE CABLE ASSEMBLIES 

PJ-051 (WE310) PHONE PLUG EACH END 



(.44) Dia. 


WIRED TIP, RING AND SLEEVE 
1ST END: PJ-051 Phone Plug. Brass. Insul¬ 
ation; phenolic, red. 

CABLE: Two conductor shielded 
microphone, 5.87 mm (.231) O.D. 

2ND END: Same as first end. 

RATING: 500 V Peak. 


MINIATURE PHONE PLUG EACH END 


MODEL 

Length 

LIST 

2524-A-18 

457.2(18.0) 

28.95 

2524-A-24 

609.6(24.0) 

29.25 

2524-A-36 

914.4(36.0) 

29.85 

2524-A-48 

1219.2(48.0) 

30.45 

2524-A-60 

1524.0(60.0) 

31.05 


WIRED TIP AND RING ONLY 
1ST END: PJ-051 Phone Plug. Brass. In¬ 
sulation; phenolic, red. 

CABLE: Two conductor twisted pair. 6.35 
mm (.250) O.D. 

2ND END: Same as first end. 

RATING: 500 V Peak. 


MODEL 

Length 

LIST 

2524-J-18 

457.2(18.0) 

36.30 

2524-J-24 

609.6(24.0) 

36.60 

2524-J-36 

914.4(36.0) 

37.20 

2524-J-48 

1219.2(48.0) 

37.80 

2524-J-60 

1524.0(60.0) 

38.40 



WIRED TIP, RING AND SLEEVE 

1ST END: Miniature 3 Cond. Phone Plug. Insulation, PVC, black. Sleeve.no 
connection. 

CABLE: Two cond. shielded, 22 AWG, 7 x 30 t.c., 4.57 (.180) O.D. 

2ND END: Same as first end. 

RATING: 500 V. Peak, +50°C. (+122°F.) Max. 


MINIATURE PHONE PLUG TO PJ-051 (WE 310) PHONE PLUG 


MODEL 

Length 

LIST 

4279-12 

304.8(12.0) 

21.45 

4279-24 

609.6(24.0) 

22.05 

4279-36 

914.4(36.0) 

22.65 

4279-48 

1219.2(48.0) 

23.25 

4279-60 

1524.0(60.0) 

23.85 


r 


4.39 

1-173) 

Dia. 


|--LENGTH-►) 


6.35 (.25) Dia. 


- 66.80 (2.63) - 




-81.79 (3.22)- 


t 


WIRED TIP, RING AND SLEEVE 

1ST END: Miniature 3 Cond. Phone Plug. Insulation, PVC, black. Sleeve, no 
connection. 

CABLE: Two cond. shielded, 22 AWG, 7 x 30 t.c., 4.57 (.180) O.D. 

2ND END: PJ-051 Phone Plug. Brass. Insulation, phenolic, red. 

RATING: 500 V. Peak, +50°C. (+122°F.) Max. 


STANDARD PHONE PLUG EACH END 


MODEL 

Length 

LIST 

4280-36 

914.4(36.0) 

49.95 

4280-48 

1219.2(48.0) 

50.55 

4280-60 

1524.0(60.0) 

51.15 



i -6.35 

(.25) Dia. 


MODEL 

Length 

LIST 

4053-B-36 

4053-B-60 

914.4(36.0) 

1524.0(60.0) 

17.25 

18.45 


1ST END: Standard 2 Cond. Phone Plug. Brass, nickel plated. Insulation; polyeth¬ 
ylene, gray. 

CABLE: Shielded microphone, coaxial. Gray vinyl jacket, 4.95 mm (.195) O.D. 
2ND END: Same as first end. 

RATING: 500 V Peak; + 55°C. (+131°F.) Max. 
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POMONA 


AUDIO/VIDEO CABLES ASSEMBLIES 


PJ-051 (WE310) TO DOUBLE PLUG BALANCED LINE 


-81.79 (3.22)- 


- LENGTH 


39.37 (1.55)- 


TIP <-n-ft 

RING < ^_V > GND 


6.35 (.250) Dia. 


J 


MODEL 

Lenqth 

LIST 

2977-J-36 

2977-J-48 

2977-J-60 

914.4 (36.0) 
1219.2 (48.0) 
1524.0 (60.0) 

36.75 

37.35 

37.95 


1ST END: PJ-051 Phone Plug. Brass. Insulation, Phenolic, red. 
CABLE: Two conductor shielded microphone, 5.87 mm (.231) O.D. 
2ND END: Double Banana Plug and Single Banana Plug. Brass body, 
beryllium copper spring, nickel plated. Double banana plug insulation; 
polyethylene, gray. Single banana plug insulation; polypropylene, green. 
RATING: 500 V Peak, + 55"C. (+ 131"F.) Max. 



MINIATURE PHONE PLUG TO DOUBLE PLUG BALANCED LINE 



1ST END: Miniature 3 Cond. Phone Plug. Insulation, PVC, black. 
CABLE: Two conductor, shielded, stranded copper, 26 AWG, 4.57 mm 
(.180) O.D. 

2ND END: Double Banana Plug and Single Banana Plug. Brass body, 
beryllium copper spring, nickel plated. Double banana plug insulation; 
polyethylene, gray. Single banana plug insulation; polypropylene, green. 
RATING: 500 V Peak; +55“C. (+131T.) Max. 


39.37 (1,55) 


19.05 

(.75) 


-LENGTH- 

T| P < ■ TT T^i-> HOT 

RING < '_L > GROUND 

SLEEVE * t—> SHIELD 


MODEL 

Lenqth 

LIST 

4281-36 

4281-48 

4281-60 

914.4 (36.0) 
1219.2 (48.0) 
1524.0 (60.0) 

33.95 

34.55 

35.15 


AUDIO CONNECTOR TO THREE BANANA PLUGS 



19.05 

(.75) 


1ST END: Three cond. audio connector. Barrel, stainless steel. Female 
contacts, silver plated. Metal latching mechanism. 

CABLE: Two conductor shielded microphone, 5.87 mm (.231) O.D. 
2ND CABLE: Double Banana Plug and Single Banana Plug. Brass body, 
beryllium copper spring, nickel plated. Double banana plug insulation; 
polyethylene, gray. Single banana plug insulation; polypropylene, qreen. 
RATING: 133 WVDC, + 55°C. (+131T.) Max. 


LIST 40.40 


82.55 

(3.25) 


MODEL 

4953-J-36 
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POMONA 


SPECIFICATIONS 


TECHNICAL SPECIFICATIONS 
CABLE AND WIRE 


CABLE DESCRIPTION 


Cable 

Designation 

RG No. 

Description AWG 

Stranding Material 

Jacket 

Nom. Imp. 
Ohms 

Nom. Cap. 
pf/tt. 

Oper. Temp. 
“C 

O.D. 

A 

— 

2 conductor, twisted pair, 18 AWG, 

65 x 36 tinned copper. 

Vinyl 

— 

30 

-20, +105 

6.35 (.250) 

B 

— 

Microphone cable, single conductor 

Vinyl 

50 

30.8 

-20, +80 

4.95 (.195) 

C 

58C/U 

20 AWG (.19 x .0071) tinned copper 

Black, non-contam. vinyl 

50 

30.8 

-55, + 80 

4.95 (.195) 

E 

59B/U 

.023 solid bare copperweld 

Black, non-contam. vinyl 

75 

20.5 

-55, + 80 

6.15 (.242) 

H 

188A/U 

26 AWG (7 x .0067) silver coated copper 
covered steel 

Teflon 

50 

29 

-70, + 200 

2.59 (.102) 

J 

— 

2 conductor shielded microphone cable, 

22 AWG, Belden 8422 

Vinyl 

— 

18* 

32" 


5.87 (.231) 

K 

174/U 

26 AWG (7 x 34) bare copperweld 

Black vinyl 

50 

30.8 

-40, +80 

2.54 (.100) 

M 

62A/U 

22 AWG solid bare copperweld 

Black, non-contam. vinyl 

93 

13.5 

-55, +80 

6.15 (.242) 

S 

213/U 

13 (7 x 21) bare copper 

Black, non-contam. vinyl 

50 

30.8 

-40, +80 

10.29 (.405) 

T 

214/U 

13 (7 x .0296) silver coated copper 

Black, non-contam. vinyl 

50 

30.8 

-40, +80 

10.80 (.425) 

X 

142 B/U 

18 AWG solid silver coated copper covered 
steel 

Tinted brown FEP 

50 

29.0 

+ 200” Max. 

4.95 (.195) 

Y 

223/U 

19 AWG solid silver coated copperweld 

Black, non-contam. vinyl 

50 

30.8 

-55, + 80 

5.23 (.206) 

BB 

316/U 

26 AWG (7 x .0067) silver coated copper 
covered steel 

White FEP 

50 

29.0 

+ 200” Max. 

2.49 (.098) 

CC 

— 

20 (7 x 28) tinned copper Belden 9272 

Blue vinyl 

78 

19.7 

-55, +80 

6.15 (.242) 

EE 

179B/U 

30 AWG (7 x 38) silver coated copper 
covered steel 

Tinted brown FEP 

75 

19.5 

-70, +200 

2.54 (.100) 

LL 

— 

27 AWG (7 x 35) bare copper covered steel 
Belden 8218 

Black vinyl 

75 

20.5 

+ 60 

3.81 (.150) 

NN 

— 

22 AWG (19 x 34) tinned copper, Belden 9966 

Vinyl 

— 

49* 

+ 105 

4.47 (.176) 

PP 

— 

.023 solid copper covered steel 

Black vinyl 

75 

17.3 

-20, + 80 

6.15 (.242) 

RR 

— 

20 AWG solid bare copper, Belden 8281 

Black, polyethylene 

75 

21 

-60, +80 

7.72 (.304) 

SS 

_ 

22 AWG (7 X 30) T.C. 

Black vinyl 

50 

40 

-40, +80 

4.95 (.195) 


108A/U 

20 AWG (7 X 28) T.C. 

Vinyl 

78 

24.5 

-40, + 80 

5.97 (.235) 



12 AWG (7 X 38/36) Bare copper shield 

Vinyl 

— 

— 

+ 60 

6.25 (.246) 



20 AWG (19 x 32) T.C., Belden 9961 

Vinyl 

— 

102** 

+ 105 

2.77 (.109) 



24 AWG (45 x 40) tinned cadmium bronze, 
Belden 8420 

Vinyl 

— 

22 

+ 80 

4.70 (.185) 



24 AWG (7 x 32) T.C., Belden 8641 

Vinyl 

— 

22 

+ 60 

4.27 (.168) 


'Capacitance between conductors. “Capacitance between (1) conductor and remaining conductor connected to shield. 


WIRE DESCRIPTION 


Wire 

Designation 

AWG 

Description 

O.D. 

Jacket 

Temperature Range 

Color 

B 

18 

65/36 T.C. 

3.66 (.144) 

P.V.C. 105”C 

-20”C to +105”C 

10 Colors 

P 

20 

41 /36 T.C. 

2.21 (.087) 

P.V.C. 105”C 

-20”C to + 105”C 

10 Colors 

PTO 

22 

26/36 T.C. 

1.63 (.064) 

P.V.C. 105”C 

-20”C to + 105”C 

10 Colors 


12 

7 x 38/36 T.C. 

3.66 (.144) 

P.V.C. 105”C 

+ 60”C 

Black, Red, Green 


18 

16/30 T.C. 

3.61 (.142) 

Silicon Rubber 

+150”C 

White 
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Built on a tradition of quality and trusted, day-in-day 
out use, Pomona Electronics provides industry’s most 
complete family of test leads and accessories, now 
available in a selection of versatile kits. Each kit is 
packed with the right items to meet your specific test¬ 
ing requirements. Examine the many exclusive fea¬ 
tures to make your job easier, assure accurate read¬ 
ings, and extend the life of these vital links between 
the product under test and your digital multimeter. 

SILICONE INSULATION 

More pliable, easier to handle than conventional PVC 
insulation. Virtually impervious to accidentally burned 
or melted insulation, typically a problem when a hot 
soldering iron may inadvertently touch the test lead. 

Silicone insulation is a special quality feature on 
7 kits. You can order any of these kits or any individual 
product shown from the Pomona Electronics Catalog. 


INTERCHANGEABLE PROBES & CLIPS 
THAT STAYTOGETHER 

5 kits feature a sleeved banana “Pop-Jack" connector 
on the end of the silicone-insulated wire to accommo¬ 
date a wide variety of probes and clips. It goes to¬ 
gether smoothly yet stays together. There’s no key¬ 
way or threading, just a great design that keeps things 
from coming undone. 7 different interchangeable 
probes and clips connect to the test leads. Think 
about it like a “Chinese finger puzzle.” In Pomona’s 
MAXI-KIT (Kit No. 5677) for example, 12 Pop-Jack 
probes and clips are provided for maximum testing 
versatility and dependability. 


MINIGRABBER ® TEST CLIP 

(with 10" Silicone Extension Wire and Interlace Jack) 


MINIPINCER ™ TEST CLIP 

(with 10" Silicone Extension Wire and Interface Jack) 


INSULA TED ALLIGA TOR CLIP 


SPADE LUG 


INSULA TED BA TTERY CLIP 


LOW-COST “SLIDE-ON” TIPS 

Adding versatility usually found only in more^ 
expensive interchangeable-tip accesso¬ 
ries, Pomona provides an eco¬ 
nomical alternative with a 
complete selection of in¬ 
dustry’s most popular tip 
styles in a practical, 

“slide-on” design. 

Simply select the tip 
desired and slide it 
right over the stan¬ 
dard probe tip. 

Slide-on tips are 
provided in 7 dif¬ 
ferent Test Lead 

i/: tc INSULATEl 

rvilb - ALLIGATOR CLIP 

REPLACEABLE PROBETIPSELECTON 

2 kits include a chuck-nut probe head that accepts any 
of four different tips for various applications. The Dog- 
Leg Microtip is for probing high density SMT board 
circuitry. Its flexible design lets the probe tip stay put 
even with slight handle movement. The Shouldered 
Microtip provides a very small needle point, ideal for 
piercing insulation while leaving only the smallest 
hole. A stainless steel Needle Tip is for those prefer¬ 
ring very sharp tips. The tip stays sharp longer for de¬ 
pendable accuracy. The Notched Brass Tip provides a 
standard-style softer tip for low resistance contact. 




EXTENDED 


1C LEG 


DOG-LEG MICROTIP (Stainless) 


SHOULDERED MICROTIP (Stainless) 


NEEDLE TIP (Stainless) 


NOTCHED TEST 
PROBE TIP (Brass) 


EXTENDABLETIPS 

By simply loosening the threaded 
probe handle nut, a stainless 
steel, Kynar* insulated tip 
extends from within the 
probe handle to a fully 
extended length of 3“ 

(76.20mm). Makes 
easy, accurate con¬ 
tact of test points in 
high-density or 
otherwise inacces¬ 
sible locations. An extendable probe is featured in the 
Maxi-Kit (5677) and Kit 5671. 

* Kynar is a Registered Trademark of Pennwalt Corp. 

SEE NEW TEST LEAD KITS- PGS 124-126 


Test Lead Kits and Accessories: For Digital Multimeters 


You Can Buy Test Leads Anywhere, But Nothing Beats 
Pomona For Quality, Versatility, and 
Long-lasting Performance 


RE-USEABLE KIT CASE AND POUCH 

Each ITT Pomona Test Lead Kit comes in either a 
sturdy, molded plastic case or 
in a Velcro'-sealed nylon 
pouch to keep kit contents 
intact, while providing a re- 
useable container suited for 
pocket or toolbox. 

* Velcro is a Registered Trademark 
of Velcro USA, Inti. 


FIELD REPAIRABLE 

By simply unscrewing the threaded cap on the 
probe handle, broken or intermittent test leads 
can be easily repaired in the field in just a 
few minutes. Each probe tip is de¬ 
signed for easy repair at lead 
interface while assuring 
electrical 
signal integrity 
when correctly 
repaired. 
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Standard Replacement Test Leads 


Kit contains 2 Test Probe Leads (Models 5433, 5434, 5435, or 5436), one black 
and one red. Kit supplied in a reusable plastic case. 


Model 5516 (Group A).LIST 11.20 Kit 

Model 5517 (Group B).LIST 11.20 Kit 

Model 5518 (Group C).LIST 11.20 Kit 

Model 5519 (Group D).LIST 11.20 Kit 



Replaceable Tip Probe to Stacking 
Banana Plug Pair 





Contains 2 Test Probe Leads (Model 4851-48), one black and one red. Pair is 
supplied in a reusable plastic pouch. 

Model 5 309 .LIST 9.50 Pair _ 

Field Repairable Test Lead Kit 







Kit contains 2 pcs. each 18 AWG Silicone Test Probe Leads (Model 5680-48), one black 
and one red. Tips can be removed from probe handle. Wire is soldered to tips for 
repairablity. Kit supplied in a reusable plastic case. 

M odel 5670 .LIST 14.20 Kit _ 

Replaceable Tip Probe Kit 




Kit contains 2 pcs. each: Replaceable Tip Test Probe Leads on Silicone Wire (Model 
5687-48), one black and one red. Kit also contains 2 each: Dog Leg Micro Tips (Model 
5133), 2.03 (.080) Needle Tips (Model 4174), Shouldered Micro Tips (Model 4988) 
and 4 ea. Standard Brass Tips (Model 5688). Kit supplied in a reusable plastic case. 



Model 5676 


LIST 22.90 Kit 


Replaceable Tip Lead to Stacking 
Banana Plug Kit 






Kit contains 2 pcs. each: Test Probe Leads (Model 4851-48), and Alligator Clips (Model 
1437), one black and one red. It also includes 2 pcs:. Dog Leg Micro Tips (Model 5133). 
Kit supplied in a reusable plastic pouch. 

Model 5325-48 .LIST 17.00 Kit 


Pen Meter Test Lead Kit 


Kit contains 1 each Test Probe Lead on 18 AWG PVC Wire (Model 5436-48-0), and 
Alligator Clip (Model 1437-0). Kit supplied with 2 Batteries (LR44) in a reusable 
plastic pouch. 

Model 5679 .LIST 8.60 Kit 
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TEST LEAD KITS 


Extendable Tip Test Lead Kit 


Kit contains 1 each: Insulated Stainless Steel Extendable Test Probe Lead (Model 5681 - 
2), Alligator Clip (Model 5544-0) and Pop Jack Silicone Lead (Model 5547-48-0). Kit 
supplied in a reusable plastic case. 

Model 5671 .LIST 21.40 Kit 


Low Cost Test Lead Kit for Electron¬ 
ics 



Kit contains 2 pcs. eachTest Probe Leads on 18 AWG PVC Wire (Model 5683-48), one 
black and one red. Banana Plugs on meter end have no sleeve. Kit also contains 2 each: 
Slide-on Extended Tips (Model 5682) and Alligator Clips (Model 1437), one black and 
one red. Kit supplied in a reusable plastic case. 




Model 5672 . LIST 19.90 Kit 

Medium-Duty Kit for Electrical Work 


Kit contains 2 each: Test Probe Leads on 1 8 AWG Wire (Model 5436-48), Alligator Clip 
(Model 1437), one black and one red. Kti also contains 2 Spade Lugs (Model 4769), 
and is supplied in a reusable plastic case. 

Model 5675 . LIST 18.30 Kit 



Multi-Use Kit for Electronics 


Kit contains 2 each: Probe Handles (Model 5548), Pop Jack Silicone Leads (Models 
5595, 5596, 5597 or 5547) one black and one red. Kit also includes 1 each: Alligator 
Clip (Model 5544-0), Spade Lug (Model 5546), Minigrabber Lead (Model 5545-10-0), 
and Extended Slide-on Tip (Model 5682). Kit is supplied in a reusable nylon pouch. 


Model 5592 (Group A). LIST 34.90 Kit 

Model 5593 (Group B). LIST 34.90 Kit 

Model 5594 (Group C).LIST 34.90 Kit 

Model 5543 (Group D).LIST 34.90 Kit 



These test leads were designed specifically 
as replacements for lost or damaged multi¬ 
meter leads. Sheathed banana plugs or 
jacks fit most multimeters made by Am- 
probe, B&K, Beckman, Fluke, Simpson and 
Triplett. (See tab block for specific 
models.) 


Meter Group 

FIT THESE INSTRUMENTS 

A 

Beckman Model Nos. : 3000,3010, 301OUL, 3020, 3020B, 3030, Tech 300, Tech 310, Tech 31OUL, 
Tech 320B, Tech 330 (shipped before August 1,1983; Serial Numbers; OXXXXXXX, 1XXXXXXX, 
2XXXXXXX, 8XXXXXXX, 9XXXXXXX and 301XXXXX thru 307XXXXX). 

Most Amprobe Models 

B 

Simpson Model Nos.: 260 series 7, 270-5, 360-3, 460-5, 461,461-2,461-2R, 462,463, 464-3 467 
467E, 467dB, 470 and 474. 

C 

Triplett Model Nos. : 60 Type 2,60-A, 60AC, 60NA Type 2, 64,630 Type 4 and 630A Type 4. 

D 

Beckman Model Nos.: 3000,3010, 3020, 3020B, 3030, Tech 300, Tech 310, Tech 320B, Tech 330 
(shipped after August 1,1983; Serial Numbers 308XXXXX thru 312XXXXX, 4XXXXXXX and 
5XXXXXXX) 31 OB, 31OT, 320,350,360,4410, HD100, HD110, HD110T, HD130, HD140 DM40 
DM45 and DM50. 

Fluke Model Nos.: 8025A, 25, 27, 73, 75, 77, 8020B, 8021B, 8022B, 8024B, 8026B, 8050A, 8060A 
8062A and 8840A. 

Most B&K Models 
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TEST LEAD KITS 


Heavy Duty Kit for Electrical Work 


Kit contains 2 each: Probe Handles (Model 5548), Alligator Clips (Model 5544), Large 
Test Clips (Model 5685), Slide-on Extended Tips (Model 5682), Pop Jack Leads, 
(Model 5547), & Couplers (Model 5635), one black and one red. Kit also includes 2 
Spade Lugs (Model 5546) and a nylon pouch. 

Model 5673 .LIST 39.90 Kit 



11 K 



Deluxe Kit for Electronics 


Kit contains 2 each: Probe Handles (Model 5548), Alligator Clips (Model 5544), 
Minigrabber Leads (Model 5545-10), Minipincer Leads (Model 5686), Slide-on 1C Tips 
(Model 5246), Slide-on Extended Tips (Model 5682) and Pop Jack Leads, (Model 
5547), one black and one red. Kit also includes 2 Spade Lugs (Model 5546) and a nylon 
pouch. 

Model 5674 .LIST 59.90 Kit 



Maxi-Kit 


Kit contains 2 each: Extendable Tip Probe Leads (Model 5681 ), Replaceable Tip Probe 
Handles (Model 5689), Pop Jack Leads (Model 5547), Couplers (Model 5635), 
Alligator Clips (Model 5544), Large Test Clips (Model 5685), Minigrabber Leads 
(Model 5545-10), Minipincer Leads (Model 5686), and Slide-on 1C Tips (Model 
5246), one black and one red. Kit also includes 2 Spade Lugs (Model 5546), Dog Leg 
Micro Tips (Model 5133), NeedleTips (Model 4174), Shouldered Micro Tips (Model 
4988) and 4 Each: Standard Brass Tips (Model 5688). Kit is supplied in a nylon pouch. 


Model 5677 


LIST 79.90 Kit 



Minigrabber' Test Lead 


1ST END: MinigrabberTest Clip. Contact, beryllium copper, 
gold plated. Insulation: glass filled nylon. 

WIRE: 18 AWG, 65 x 36 t.c„ PVC insulated, 3.66 (.144) O.D. 


Model 5425-48-*(Group A).LIST 27.50 

Model 5426-48-*(Group B).LIST 27.50 

Model 5427-48-*(Group C).LIST 27.50 

Model 5428-48-*(Group D).LIST 27.50 



2ND END: Models 5426 & 5427: Sheathed Banana Jack. Brass, nickel plated. Insulation; 
flexible PVC. Models 5425 & 5428: Sheathed Banana Plug. Brass body, beryllium copper 
spring, nickel plated. Insulation; flexible PVC. Tip polypropylene, orange. 

RATING: 1500 V AC/DC Max.; 7 Amps; +50”C, (+122°F.) Max. 

*STD COLORS: -0 Black, -2 Red. 


Shielded Test Lead 



A Shlielded test probe withthe shield extending to within 38.10 (1.50) 
of the probe tip. 

Kit contains 1 each: Test Probe Assembly, Minigrabber w/6-32 Thread 
(Model 4011), Minigator w/6-32 Thread (Model 4517), and Dog Leg 
Micro Tip (Model 5133). 

Model 5292-48 .LIST 26.00 Kit 


Test Probe: Removable stainless steel tip. Insulation, nylon. 

6-32 Stud on 20 AWG Wire: Brass, nickel plated. 

Cable: Shielded coax., RG 174/U, 2.54 (.100) O.D. Molded Breakout: PVC, 
black. 

BNC Male: Brass body, tarnish plated. Center contact, brass, gold plated. 
Boot: PVC, black. Nominal Impedance: 50 Ohms. 

Rating: Operating Voltage; 500 VRMS Max., +50°C. (+122°F.) Max. 
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SMD PRODUCTS 



SMD TEST TWEEZER™ LEADS 

The tweezer clip is specially designed for testing Surface Mounted De¬ 
vices (SMD). The durable tips assure a positive electrical connection. The 
tweezer gives rapid and convenient testing. 

SMD Test Tweezer: Tips, beryllium copper, gold plated 
Insulation; glass filled nylon, black and red. 

Cable: Shielded coaxial, RG 174/U, 2.54 (.100) O.D 48 
inches long. 

'F.) Max. 


10.16 

(. 40 ) 


APPLICATION PHOTO 


10.16 

\\ ( 04) 
Min. 

CLOSED 




2.54 (. 100 ) 


SMD Test Tweezer™ Leads to BNC Male 

BNC Male: Brass body, tarnish resistant plated. Center 
contact, brass, gold plated. Boot; PVC, black. 

Model 5142-K-48 .LIST 17.60 Ea. 



PROBE END 
Red 

Black 


END --. 

:=S=fc: 


BNC 


SMD Test Tweezer™ Leads to Single 
Stacking Banana Plugs 

Stacking Banana Plugs: Brass body, beryllium copper spring, 
nickel plated. Insulation; flexible PVC. 

Model 5143-K-48 .LIST 17.60 Ea. 

PROBE END 

Black Black 



SMD Test Tweezer™ Leads to Sleeved Banana Plugs 


Sleeved Banana Plug: Brass body, beryllium copper spring, 
nickel plated. Insulation; flexible PVC. 

Model 5678-K-48 .LIST 13.00 Ea. 



SMD MICROTIP™ TEST PROBE 



MODEL 

Length 

5144-48-* 

1219.2 

( 48 . 0 ) 


The microtip is specially designed to probe SMD contacts. It features a 
stainless steel needle point tip that is flexible to help prevent damage to 
the SMD lands. The microtip is curved to aid in probing of hard to reach 
areas. 



1219.2 

( 48 . 0 ) 


1ST END: SMD Microtip™ Test Probe. Chuck, brass, nickel plated. 
Replaceable microtip, stainless steel. Insulation; nylon. 

WIRE: 20 AWG 41 x36 t.c., PVC insulation, 2.21mm (.087) O.D. 

2ND END: Stacking Banana Plug. Brass body, beryllium copper spring, 
nickel plated. Insulation; polypropylene. 

RATING: 1200V AC/DC; 5 Amps; +55°C. (+131 °F.) Max. 

*STD COLORS: -0 Black,-2 Red. 

NET 8.20 
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TEST LEAD ACCESSORIES 


TEST PROBE WITH POP JACK 


This Probe mates with Pomona Pop Jack accessories. 
Pop Jack design insures the test tips and leads remain 
connected during use. 

Rating: 1500 V AC/DC; 10 Amps; Insulation Resis¬ 
tance: 5000 MegOhms. 

‘STD COLORS: -0 Black, -2 Red. 


■ " • ($*.«£■ is* 


Solid Tip Test Probe 

Solid Tip Probe: Needle tip, brass, nickel plated. In¬ 
sulation; nylon. 


Repairable Tip Test Probe 

Repairable Tip Probe: Needle tip,stainless steel. 
Insulation; nylon. 


Model 5548-* 


LIST 3.95 Ea. 



Model 5689-* 


LIST 5.95 Ea. 


POP JACK ACCESSORIES 

Pop Jack to Multimeter Plug 

Wire: Silicone insulated, 

48 inches long 
*STD COLORS: -0 Black, 

-2 Red. 


Model 5595-48-* (Group A) 
Model 5596-48-* (Group B) 
Model 5597-48-* (Group C) 
Model 5547-48-* (Group D) 



Minigrabber" Test Clip to 

Wire: Silicone insulated, 

10 inches long. 

*STD COLORS: -0 Black, 

-2 Red. 



Model 5545-10-* 


LIST 4.95 Ea. 


Model 5685-* 


Pop Jack Coupler (Male to Male) 

*STD COLORS: 

-0 Black,-2 Red. 


LIST 2.70 Ea. 


Minipincer™ Test Clip to Pop Jack 

Wire: Silicone insulated, 

10 inches long. 

*STD COLORS: -0 Black, 

-2 Red. 



Model 5635-* 

Alligator Clip 

*STD COLORS: 

-0 Black,-2 Red. 


LIST .90 Ea. 


Model 5686-10-* 


LIST 6.70 Ea. 


Model 5544-* 


LIST 2.45 Ea. 


SLIDE-ON TIPS 

Flexible Pin Tip Probe 

This flexible tip easily attaches 
to the end of the Pomona line of 
test probes, allowing access of 
hard-to-reach areas. Model 
4906 threads onto Models4948 
& 5075 after removing chuck & 
tip. Model 4908 inserts directly 
onto 2.03 (.080) dia. tip of 
probe. 

INSULATION: PVC. 

TIP: Brass, gold plated. 
RATING:3000WVDC;5Amps; 
+50°C. (+122T.) Max. 

*STD COLORS: -0 Black, 

-2 Red. 



Model 4906-*. LIST 2.60 Ea. 

Model 4908-*. LIST 2.85 Ea. 


1C Test Tip Adapter 

Miniature 1C Test Tip fits di¬ 
rectly over the test probe tip. 
The small size and recessed 
contact allow the 1C Adapter 
to probe one leg of a DIP 
without shorting an adjacent 
leg. Plastic projections on 
either side of the contact tip 
slice between the DIP legs to 
hold adapter in place and 
prevent slipping. 

INSULATION: Nylon. 

TIP: Stainless steel. 

RATING: +80°C. (+176”F.) Max. 
*STD COLORS: -0 Black,-2 Red, 
-5 Green. 


Extended Tip 

Extended Tip fits directly over 
the test probe tip, allowing 
testing of hard-to-reach 
points. Tip is insulated to the 
point, providing protection 
from accidental shorting of 
adjacent components. 
INSULATION: Nylon. 

TIP: Stainless steel, Kynar in- 
sualtion. 

RATING: +50"C. (+226T.) 
Max. 

*STD COLORS: -0 Black, 

-2 Red. 







Model 5246-*. LIST 2.90 Ea. 


Model 5682-*. LIST 3.50 Ea. 
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REPLACEABLE TIP TEST LEADS 


These slim miniature test probes feature a sharp replaceable needle tip. The tip 

easily pierces varnish or plating to give a good electrical reading. 

PROBE WITH REPLACEABLE TIP 



12.70 

(.50) 

J^ 


14.73 (.58) Dia. 

1 


j— 7.11 (.28) Dia. 


—2.03 
(.080) Dia. 


To Stacking Banana Plug 


OPTIONAL ACCESSORIES: Alligator Clip, Model 1437 (page 40), 1C Test Tip 
Adapter, Model 5246 (page 128). 


Test Probe: Chuck, brass, nickel plated. Replaceable 
needle tip; stainless steel. Insulation; nylon. 

Wire: 20 AWG, 41 X 36 t.c„ PVC insulated, 2.21 
(.087) O.D., 48 inches long. 

Rating: 1200 V AC/DC; 5 Amps. 

*STD COLORS: -0 Black,-2 Red. 


To In-Line Banana Plug 


Model 4851-48-* .LIST 6.80 Ea. 

To Banana Plug 


Model 5386-48-* .LIST 7.20 Ea. 

To Right Angle Banana PLug 


* 




Model 4410-48-* .LIST 7.10 Ea. Model 4800-48-* .LIST 7.75 Ea. 

Banana Plug: Body, brass, beryllium copper spring, nickel plated. Insulation; nylon 
Operating Temp.:+55°C. (+131°F.) Max. 


To Banana Jack 

- S frnffTTT 


To Miniature Banana PLug 


Model 4852-48-* .LIST 7.80 Ea. 

Banana Jack: Body, brass, nickel plated. Insulation, polypro¬ 
pylene. +55°C. (+131°F.) Max. 

To Sheathed Banana Plug 


Model 4847-48-* .LIST 7.75 Ea. 

Miniature Banana Plug: Body, brass, beryllium copper 
spring, gold plated. Insulation, polypropylene. +55°C. 

(+131°F.) Max. 

To Stacking Pin Tip Plug 


Model 5048-48-* .LIST 9.45 Ea. 

Banana Plug: Body, brass, beryllium coper spring, nickel 
plated. Insulation; nylon. +80°C. (+176°F.) Max. 

To Multimeter PLug 

Wire: Silicone insulated, 48 inches long. 

Banana Plug: Body, brass, beryllium copper spring, nickel 
plated. Insulation; flexible PVC. 

Operating Temp.: +50°C. (+122°F.) Max. 


Model 4848-48-* .LIST 7.80 Ea. 

Pin Tip Plug: Body, brass, beryllium copper pin jack spring, gold 
plated. Insulation; polypropylene. +55 °C. (+131 °F.) Max. 

“ - s$3BB BSrr m— 1 . 1 -tj fea 


\ 


Model 5687-48-* .LIST 9.00 Ea. 


Shouldered Micro Tip 


14.99 

-(59H 

^pji 
^ \ (.028) 
Dia. 

P*—5.08 
(.20) 

Model 4988 . 

. . . .LIST 12.10 Pkg. 


o 


REPLACEMENT TIPS 

Fit all Pomona probes with replaceable tips. Sharp, stain¬ 
less steel point to pierce varnish, conformal coatings for 
good contact. Ten per package. 


Dog Leg 
Micro Tip 



1.02(040) 

Dia. 

-32.51 (1.28) - 


t 2.03 
U (.080) 
Dia. 


Model 5133.LIST 10.60 Pkg. 


Needle Tip 


2.03 

(.080) 

22.4 _ > Dia. 

(. 88 ) ^ J_ 


I 

Model 4174 .LIST 3.85 Pkg. 


Standard Brass Tip 
(Brass) 


Model 5688 .LIST 7.00 Pkg. 
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POMONA 


TEST PROBES 


EXTENDABLE TIP PROBE 



Now you can test those hard-to reach test points 

with this miniature extendable test probe. The steel 
tip is very sharp, allowing penetration of contami¬ 
nants or conformal coatings. Tip is insulated to the 
point, providing protection from accidental shorting 
to adjacent components. 

Extendable Tip Probe: Collet; brass. Insulation; 
nylon. Tip; stainless steel. Tip insulation; Kynar. 
Wire: 18 AWG, 65 X 36t.c„ PVC insulated, 3.66 
(.144) O.D., 48 inches long. Except Model 5681, 
silicone insulated. 

Rating: 1500 V AC/DC; 3 Amps Max. 

*STD COLORS: -0 Black, -2 Red. 


To Stacking Banana Plug 


To Sheathed Banana Plug 



Model 5044-48-* .LIST 9.65 Ea. 

Banana Plug: Body, brass, beryllium copperspring, 
nickel plated. Insulation; polypropylene. 

Operating Temp.: +55°C. (+131 °F.) Max. 

To Pin Tip Plug 


Model 5272-48-* .LIST 15.95 Ea. 

Pin Tip Plug: Body, brass, nickel plated. Insulation; 
polypropylene. 

Operating Temp.:+55°C. (+131°F.) Max. 


Model 5271-*.LIST 17.10 Ea. 

Banana Plug: Body, brass, berylliumcopperspring, 
nickel plated. Insulation; nylon. 

Operating Temp.: +80°C. (+176°F.) Max. 


To Multimeter Plug 

- ■nmqmmm 

Model 5356-48-*(Group A) 
Model 5357-48-*(Group B) 
Model 5358-48-*(Group C) 
Model 5359-48-*(Group D) 
Model 5681-48-*(Group D) 


. LIST 11.15 Ea. 
. LIST 11.15 Ea. 
. LIST 11.15 Ea. 
. LIST 11.15 Ea. 
. LIST 12.00 Ea. 



Model 5681 Silicone insulated wire. 

Banana Plug: Body, brass, beryllium copper spring, 
nickel plated. Insulation; flexible PVC. 

Operating Temp.:+50°C. (+122°F.) Max. 


SOLID TIP PROBE 


12.70 

(.50) 

. j. 


- 124.97 (4.92) 

13.21 (.52) Dia. 



2.03 

.080) 

Dia. 


t 


To Multimeter Plug 



Solid Tip Probe: Needle tip,brass, nickel plated. 
Insulation; nylon. 

Wire: 18 AWG; PVC, 3.66 (.144) O.D., 48 inches, 
except Model 5680, silicone insulated. 

Rating: 1500 V AC/DC; 10 Amps; +50°C. (+122°C.) 
Max. 

*SDT COLORS: -0 Black, -2 Red. 


To Right Angle Banana Plug 


Model 5433-48-*(Group A).LIST 6.00 Ea. 

Model 5434-48-*(Group B).LIST 6.00 Ea. 

Model 5435-48-*(Group C).LIST 6.00 Ea. 

Model 5436-48-*(Group D).LIST 6.00 Ea. 

Model 5680-48-*(Group D).LIST 7.50 Ea. 


4 



Model 5683-48-* 


LIST 4.20 Ea. 


Model 5680 is Field Repairable and has Silicone insulated wire. 
Banana Plug: Body, brass, beryllium copper spring, 
nickel plated. Insulation; flexible PVC. 


Banana Plug: Body, brass, beryllium copperspring, 
nickel plated. Insulation; flexible PVC. 


DO-IT-YOURSELF MINIATURE TEST PROBE 

Install this miniature probe on the end of any test lead having a 
maximum O.D. of 2.92 (.115) dia. and wire gauge of 22 to 18 AWG. 
Simply remove chuck and tip. Strip wire 3.18 (.125) and feed 
through test probe body. Solder or crimp to small end of tip. Insert 
tip into test probe and tighten chuck nut. 



2.03 (.080)- 
Dia. 


12.70 

(.50) 


14.73 (.58) 


8.38 (.33) Dia. 


Material: Brass. 

Finish: Nickel plated. 

Insulation: Nylon. 

Rating: 1500 VAC/DC; 10 Amps; +80°C. (+176°F.) Max. 
*STD COLORS: -0 Black, -2 Red. 


Model 5432-* .LIST 2.45 Ea. 


124.97 (4.92) 
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POMONA 

LARGE SIZE TEST PROBES 


LARGE TEST PROBE 


25.40 


22.10 
.87) Hex. 


12.70 

(50) 

2.03 

(.080) Dia 


9.40 (.37) Hex. 



Large Test Probe: Brass, nickel plated. Insulation; nylon. 


Large Test Probe to Banana Plug 

Wire: 18 AWG, 65 X 36 t.c., 3.66 (.144) O.D., 36 or 48 inches 
long. 

Banana Plug: Brass body, beryllium coper spring, nickel —1, 

plated. Insulation; polypropylene. 

Rating: 3000 WVDC Max.; 7 Amps; +55°C. (+131°F.) Max. 

*STD COLORS: -0 Black, -2 Red. 


Model 4853-36-*.LIST 8.00 Ea 

Model 4853-48-*.LIST 8.00 Ea. 


Large Test Probe Kit 

Kit contains 2 pcs. Large Test Probe Lead (Model 4853-48), 
one black and one red. 



Model 5311-48. 


LIST13.50 Kit 


Shielded Test Probe to Double Banana Plug 

A shielded test probe with the shield extending to within 38.10 
(1.50) of the probe tip end. Insulated minigator clip con¬ 
nected to shield lead. 

Lead Wire: 20 AWG, 41 X36, PVC insulated, 2.21 (.087) O.D. 
Minigator, steel, cadmium plated. Insulation, vinyl, black. 
Cable: Shielded coaxial, RG 58C/U, 4.95 (.195) O.D. 
Double Banana Plug: Brass body, beryllium copper spring, 
nickel plated. Insulation; polyethylene, black. 

Rating: 1400 VRMS; +50°C. (+122°C.) Max. 



Model 4858-C-48-*.LIST 19.50 Ea. 


Shielded Test Probe to BNC Male 

Lead Wire: 20 AWG, 41 X 36 t.c., PVC insulated, 2.21 (.087) 

O.D., Minigator, steel, cadmium plated. Insulation; vinyl, 
black. 

Cable: Shielded coaxial, RG 58C/U, 4.95 (.195) O.D. 

BNC Male: Brass body, tarnish resistant plated. Center 
contact, brass, gold plated. Impedance: 50 Ohms. 

Rating: Operating Voltage: 500 VRMS Max.; +50°C. (+122°F.) 

MaX Model 4857-C-48-*.LIST 19.50 Ea. 




Model 5072-*.LIST 5.45 Ea. 


Banana jack in handle is sheathed to help prevent ac¬ 
cidental shorting due to partial insertion. Allows the 
use of standard banana plug test leads. Finger guard 
molded to probe hleps prevent fingers from slipping 


1ST END: Probe Tip. Brass, nickel plated. Insulation; nylon. 
2ND END: Banana Jack. Brass, nickel plated. 

RATING: 3000 VDC Max.; 10 Amps; +80°C. (+176°F.) Max 
*STD. COLORS: -0 Black, -2 Red. 
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POMONA 


LARGE SIZE TEST PROBES 


LARGE TEST PROBE TO STACKING BANANA PLUG 



— 22.10 
(.87) Hex. 


* M M M * 


I 


139.70 (5.50) 


9.40 (.37) Hex. 


t 

-H--LENGTH 


_ 39.37 
" (1-55) 



14.22 
(.56) “1 


MODEL 

Length 

LIST 

4948-36-* * 

4948-48-* 

914.4(36.0) 

1219.2(48.0) 

8.35 

8.55 


1ST END: Large Test Probe. Body, brass, nickel plated. Re¬ 
placeable needle tip, stainless steel. Insulation; nylon. 
WIRE:18 AWG, 65 x 36 t.c„ PVC insulated. 3.66 mm (.144) 
O.D. 

2ND END: Stacking Banana Plug. Brass body, beryllium 
copper spring, nickel plated. Insulation; polypropylene. 


RATING: 3000 VDC Max.; 7 Amps; +55°C. (+131°F.) 
Max. 

’STD COLORS: -0 Black,-2 Red. 

OPTIONAL ACCESSORIES: Flexible Pin Tip Probe, 
model 4906 & 1C Test Tip Adapter, model 5246 (page 

128 ). 


LARGE TEST PROBE (NEEDLE TIP) TO BANANA JACK 




Sharp replaceable needle tip allows testing of encap¬ 
sulated circuits. Banana jack in handle is sheathed to help 
prevent accidental shorting due to partial insertion. Finger 
guard molded to probe helps prevent fingers from slipping 
onto tip. 

NOTE: This model supersedes Models 1705, 4545 and 
4854. 


4.22 



1ST END: Large Test Probe. Brass, nickel plated. Replaceable needle 
tip, stainless steel. Insulation; nylon. 

2ND END: Banana Jack. Brass, nickel plated. 

RATING: 3000 VDC Max.; 7 Amps; +80°C. (+176°F.) Max. 

*STD COLORS: -0 Black, -2 Red. 

OPTIONAL ACCESSORIES: Flexible Pin Tip Probe, model 4906 & 1C 
Test Tip Adapter, model 5246 (page 128). LIST 5.65 


LARGE TEST PROBE TO BNC FEMALE 


25.40 „ 
(1.00) 

31.75 

* (1 • 25) *" 

22.10 

| (.87) Hex. 

1 -— 

r 9.40 (.37) Hex. 

~ T 

12.70 L— 


l 

-1-162.31 (6.39)- 

[ 

(.50) 1 




MODEL 

4856-* 


Center contact of BNC female in handle connected to tip. Shield extends 
to within 38.10 mm (1.50) of the probe tip end. 

1ST END: Probe Tip. Brass, nickel plated. Insulation; nylon. 

2ND END: BNC female. Brass body, tarnish resistant plated. Center 


contact, beryllium copper, gold plated. Nominal Impedance: 50 Ohms. 
RATING: Operating Voltage: 500 VRMS Max.; + 80°C. (+176T.) Max. 
NOTE: This model supersedes Models 1748 and 4548. 

*STD COLORS: -0 Black, -2 Red. LIST 10.00 


DO-IT-YOURSELF COMPONENT MOUNTING TEST PROBE 


132 30 
(5.21) 



SIMPLIFIED COMPONENT INSTALLATION 

• Unscrew handle from probe body. 

• Thread wire through hole in handle and crimp or sol¬ 
der to ring terminal. 

• Attach and solder component to turret terminals. 

• Slip handle over component and thread handle to 
probe assembly. 



MODEL 

4971-* 


This do-it-yourself component mounting test probe enables the user to create his own compensated probe. Discrete compo¬ 
nents, such as resistors, capacitors, filters, etc., can be soldered between the two solder turrets. The probe features a square 
shaped finger grip with molded finger guard and threaded handle. 

MATERIAL: Test probe tip and solder lugs, brass. 

FINISH: Test probe tip, nickel plated. Solder lugs, silver RATING: 1200 V AC/DC Max.; +80"C. (+176°F.) Max. 
plated *STD COLORS: -0 Black, -2 Red. 

INSULATION: Nylorn 
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POMONA 

OSCILLOSCOPE PROBE KITS 



100 MHz Monolithic Oscilloscope Probes 

These probes are the least expensive quality probes. 


FEATURES: 

• Use with any Scope up to 100 MHz 

• XI,XI0 attenuation and switchable XI, XI0 

• Least expensive 

• Strong measuring tips resist breakage 

• Ultra flexible cable for handling ease 

• Soft strain reliefs prolong cable life 



MODEL 

Attn 

Cable 

Length 

Input Impedance 

R C 

BW 

Max 

Input V 

Compensation 

Range 

LIST 

5621 

xIO 

1.5 

1 MegOhm 

47 pF 

20 MHz 

600 V 


29.00 

5622 

xIO 

1.5 

10 MegOhms 

9.5 pF 

100 MHz 

600 V 

10-60pF 

38.00 

4550 

xl - xIO 

Switchable 

1.5 

(4.92 ft) 

xl - xIO 

1 10 

xl - xIO 

* 17.5 

xl - xIO 

10 100 

600 V 

10-60pF 

43.00 

5705 

xIO 

2.0 

10 MegOhms 

13pF 

100 MHz 

600 V 

10-60 pF 

38.00 

5706 

xl -xIO 
Switchable 

2.0 

(6.56 ft) 

xl - xIO 

1 10 

xl - xIO 
* 17.5 

xl - xIO 

10 100 

600V 

10-60 pF 

49.00 


‘Same as Scope Conatct factory to order replacement parts. 


150 MHz Monolithic Oscilloscope Probes 

These probes provide superior performance in an economical 
probe. Circuitry gives faster risetime and sharp pulse response. 
Model 5703 has self cleaning contacts on switch for greater re¬ 
liability. 


FEATURES: 

• Use with any Scope 

• XI ,X10 attenuation and switchable XI, XI0 

• Bandwidth exceeds 150 MHz 

• Risetime less than 1.5 nanosec. 

• 30 - 50% lower cost 

• Protected against noise pickup & moisture 

• Strong measuring tips resist breakage 

• Ultra flexible cable for handling ease 
•Soft strain reliefs prolong cable life 




MODEL 

Attn 

Cable 

Length 

R 

c 

BW 

Risetime 

Max 

Input V 

Compensation 

Range 

LIST 

5702 

xl 

1.2 

1 MegOhm 

70 pF 

35 MHz 

10 nsc 

600 V 


31.00 

5703 

xIO 

1.2 

10 MegOhm 

12 pF 

>150 MHz 

<1.5 ns 

600 V 

10-40pF 

42.00 

5704 

xl -xl0 

1.2 

xl-xl0 

xl-xl0 

xl -xl0 

xl-xlO 

600 V 

10-40pF 

49.00 


Switchable 

(4.92 ft) 

1 10 

* 11.5 

15 >150 

10 <1.5 ns 


‘Same as Scope Conatct factory to order replacement parts. 
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POMONA 

OSCILLOSCOPE PROBE KITS 


250 MHz Monolithic Oscilloscope Probes 

The small size of these Probes is useful in Engineering and Service 
applications. The replaceable Gold Tips allow the userto insert heavy 
duty tip for production or use .76 (.030) dia. Tip for dense circuitry 
applications. The miniature size is ideal for connecting several Probes 
to Pomona's DIP Clip and SMD Test Adapters. 


FEATURES: 

• Gold plated interchangeable Tips .76 (.030) & 1.40 (.055) dia. 

• Use with any Scope 

• XI,XI0 sttenuation and switchable XI, XI0 

• Bandwidth to 250 MHz 

• Low capacitance 

• Ideal for SMD work 



MODEL 

Attn 

Cable 

Length 

Input Impedance 

R C 

BW 

-3dB 

Max 

Input V 

Compensation 

Range 

LIST 

5618 

xl-xlO 

1.5 

1 MegOhm 60 pF 

10 MegOhm 14 pF 

250 MHz 

1x100V 

10x 500 V 

10-35pF 

52.00 

75.00 

5619* 

5620 

xIO 

1.5 

10 MegOhm 13pF 

250 MHz 

500 V 

10-35pF 

47.00 


* Model 5619 has Readout Actuator option. Conatct factory to order replacement parts. 


250 MHz Repairable Oscilloscope Probes 

Any failed part can be replaced in seconds. Parts screw 
together so no soldering is required. 

FEATURES: 

• Use with any Scope 

• XI,XI0 attenuation and switchable XI, XI0 

• For Scopes up to 250 MHz 

• Ultra flexible cable for handling eases 

• Durable, Longer Lasting 




MODEL 

Attn 

Cable 

Length 

Input Impedance 

R C 

BW 

Max 

Input V 

Compensation 

Range 

LIST 

5586 

xl 

1 2 

1 MegOhm 

45 pF 

30 MHz 

600 V 


39.00 

5587 

xIO 

1.2 

10 MegOhm 

16 pF 

250 MHz 

600 V 

10-60pF 

62.00 

5590* 

xIO 

1.2 

10 MegOhm 

16 pF 

250 MHz 

600 V 

10-60 pF 

68.00 

5707 

xIO 

2.0 

10 MegOhm 

25 pF 

250 MHz 

600 V 

10-60pF 

68.00 

5588 

xl, xIO 

Switchable 

1.2 

xl xIO 

Same as 10 
Scope 

xl xIO 

40 18 

xl - xIO 

10 250 

600 V 

10-60pF 

72.00 

5709* 

xIO 

2.0 

10 MegOhm 

25 pF 

250 MHz 

600 V 

10-60 pF 

74.00 

5708* 

xl-xl0 

2.0 

xl xIO 

xl xIO 

xl - xl 

600 V 

10-60 pF 

78.00 

Switchable 

Same as 10 

Scope 

70 19 

5 100 





‘Activates readout on scopes with readout feature (automatic scale factor). Conatct factory to order replacement parts. 
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POMONA 


STATIC CONTROL PRODUCTS 

This group of static control products features interchangeable components and Other products which will expand the versatility of this system include- 

provides a complete grounding system. Large Test Clip, Model 5059 

Alligator Clip, Model 2240 
Pin Tip Adapter, Model 1432 
Minigrabber® Test Clip, Model 4723 



STATIC CONTROL WRIST BAND 


RING TERMINAL 


These metal expansion bands are Speidel watch bands with 
a patented design to prevent pinching. Fully insulated on all 
outer surfaces to protect wearer against electrical hazards. 
Available in three sizes. 

MATERIAL: Stainless steel. 

INSULATION: Black polyester film. 


Attach this terminal to anything to create a 
banana jack for grounding wrist strap. 
MATERIAL: High conductivity copper 
FINISH: Tin plated. 



MODEL 

Sizes 

Circumference 
Min. Max. 

5528 

Large 

7.25 

13.0 

5529 

Medium 

6.50 

12.0 

5530 

Small 

5.50 

10.0 



MODEL 

LIST 16.95 

5531 


5.08 


(.20) Dia. 
Accepts 
up to 
No. 10 
Screw 



STACKING SNAP BANANA JACK 

Attach this jack to either 3/8" snap stud (male) or 3/8" 
snap socket (female). It also allows multiple attachment 
to the same grounding point. 

MATERIAL: High conductivity copper. 

FINISH: Tin plated. 


SCREW DOWN SNAP STUD 

This snap screw provides a secure grounding point 
when installed in a metal frame. Drill a 1/16" hole and 
use self threading screw for a quick installation. 
MATERIAL: Steel. 

FINISH: Black oxide. 


LIST 1.50 



MODEL 

5532 

STATIC CONTROL GROUND CORD 

This patch cord features a molded-in 1 Megohm, 1/4 Watt 
Carbon film resistor. 



MODEL 

LIST 2.25 

5533 


LIST .75 


1828.8* 

(72.00) 



'Retracted length: 304.8mm (12.00) 


1ST END: Banana Plug. Nickel plated brass body, beryllium 
_copper spring. PVC insulation. 

MODEL 


5534 


WIRE: Coiled tinsel cord, 2 bundles, 7 strands, silver vinyl 

jacket, 2.54 mm (.100) O.D. Color: Black 

2ND END: 1/8" Snap. Nickel plated brass. Kraton insulation. 


LIST 12.95 


A 
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WIRE AND CABLE LENGTHS: , u ^ t . . 

Patch cord, cable assemblies and lead lengths of the same model number may be aggregated for quantity discounts. Lengths other than those listed can be 

ordered as custom products through your local factory representative. 

GENERAL: j . u , „ 

All items that are not specifically listed in the catalog are custom products. This includes lengths and colors not listed in the catalog. If you need any assistance, 
please call the Sales Representative listed on the back cover or you may all Pomona Electronics directly at (714) 623-3463 and ask for an Applications Engineer. You 
may also mail your request to the Sales Representative or the factory using the address found on the back cover. 

SPECIAL CONFIGURATIONS: , 

ITT Pomona Electronics manufactures thousands of custom products each year to meet the particular needs of our customers. We will be happy to custom mold 
products with your logo. Not finding your particular electronic accessory needs in our catalog doesn't mean that we haven't already made it. Even if it is brand new, 
we will be happy to quote to your design. 


ITT Pomona Electronics manufactures the finest quality product available to the marketplace. However, 
these products are intended to be used in accordance iwth the specifications described in this catalog. 
Any use or application that deviates form the stated operating specifications is not recommended and 
may be unsafe. 

A limited warranty applies to ITT Pomona Electronics products. Except for obligations specifically 
assumed by ITT Pomona Electronics under warranty, ITT Pomona Electronics will not be liable for any 
loss, damage, cost or repairs, incidental or consequential damages of any kind whether or not based 
upon expressed or implied warranty, contract, negligence, or strict liability arising in connection with the 
design, manufacture, sale, use or repair of the products. 

All specifications are subject to change without notice. 


METHOD OF PAYMENT: 

In Advance 

Persons or organizations making their 
initial purchase from us should include 
payment with their order (check or money 
order only). Any individual making a 
purchase from us should always include 
payment or credit card number as we 
cannot open accounts or ship C.O.D.s 
to individuals. All cash in advance or¬ 
ders will by shipped freight prepaid. 


C.O.D. 

We will be happy to accommodate ship¬ 
ping your order C.O.D. by any method 
you request. Unfortunately, we are un¬ 
able to ship C.O.D. to an individual un¬ 
der any circumstances; only to legiti¬ 
mate businesses. Phone number of 
firm is required before any shipment 
can be made. All C.O.D. charges in¬ 
curred will be added to your order. 


Open Account 

To establish an open account we re¬ 
quire a good credit rating and applicable 
bank references. A new account can 
usually be established within 48 hours. 
When placing yourorder please include: 
purchase order number, shipping/bill¬ 
ing addresses, phone numberand name 
of person placing order. 


Credit Card 

We accept VISA. When placing your 
order, please furnish card number, ex¬ 
piration date and your telephone. Call 
(714) 623-3463 and your order will be 
shipped immediately. A service charge 
will be applied. The minimum order 
does not apply. 


Items listed in this catalog are available from your local distributor. Contact Sales Rep on back cover for a list of Distributors. Freight F.O.B. factory, 1% 10 days, 
Net 30 days from invoice date, upon approval of credit. Orders directly from factory must total $150. Custom parts must be quoted and are subject to $500 per item. 
ITT Pomona is a division of the Electro-Mechanical Component group of ITT. Other divisions supplying high quality electronic products include 
the following: 

ITT Cannon Santa Ana California (714) 557-4700 Products: Commercial & Military Connectors Components Santa Ana, 
California (714) 261-5300 Products: Commercial Connectors Phoenix Arizona (602) 275-4792 Products: RF Connectors, 

Cable Assemblies Canada (416) 668-8881 Products: Connectors Germany 49 (7151) 699-0 Products: Telecommunications 
France 33 (84) 72 81 12 Products: D Subminiature Connectors Italy 39 (2) 83371 Products: Connectors, Switches, Relays 
Japan 81 (45) 932 8841 Products: Connectors Basingstoke England 44 (256) 473171 Products: Circular, Rack and Panel 
and Microminiature Connectors St. Helens England 44 (744) 451600 Products: Connectors 

ITT Schadow U.S. Minnesota (612) 934-4400 Products: Switches, Relays Conductive Rubber Switchpads Berlin, West 
Germany 49 (30) 4309-0 Products: Switches 

ITT Sealectro U.S. Connecticut (203) 223-2700 Products: RF Connectors, Cable Assemblies France 33 (1) 39 72 81 36 
Products: RF Connectors U.K. England (0705) 373211 Products: Coaxial Connectors 

ITT Jeanrenaud France 33 (84) 72 81 12 Products: Switches 

ITT MTI France 33 (1) 64 33 48 05 Products: Switches, Relays 

ITT SIE Spain 34 (11) 224100/04/08 Products: Connectors, Switches 


ITT Pomona 

AN ITT EMC WORLDWIDE COMPANY 

1500 East Ninth St. • P.O. Box 2767 • Pomona, Calif., 91769 
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Private labeling and 
color matches to cus¬ 
tomer’s product extends 
the quality image, while 
your name is safe 
because of Pomona 
quality. 


Our Standards 
Of Quality Extend 
Into Our Specials 


As these few examples illustrate, Pomona 
has responded to a wide range of special or 
custom requirements, providing test acces¬ 
sories tailored to specific needs. Typically, 
a low-cost practical solution has provided 
our customers with a dependable product, 
without need of special tooling, in a min¬ 
imum time. 

Nonetheless, Pomona’s quality is assured. 
From the simplest modification of a standard 
catalog product, to a unique assembly or 
design, only the finest quality materials are 
used. And, because Pomona offers so many 
years of experience in solving testing prob¬ 
lems, you can rely on prompt response to 
your requirements. 

A Pomona Factory representative will be 
pleased to review your needs with you, or 
you are invited to contact us direct. 


Identify value- 
added test 
accessories for 
extended image 
when supplied 
with instrumenta¬ 
tion or test 
equipment. 
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Custom configura¬ 
tions and colors. 


Among Pomona’s 
leading assort¬ 
ment of drawn or 
extruded boxes, 
special intercon¬ 
nections are pro¬ 
vided, including 
fully-insulated plug/ 
jack assemblies. 




Electronic circuitry 
components can 
be positioned in¬ 
line on test lead 
assemblies for 
multi-purpose, 
multi-use 
functions. 


Combinations of coaxial 
connector/adapter 
assemblies can include 
strain relief sheathing, 
color-coding, use of 
special wire, marking 
and special lengths. 


Specials 


ITT Pomona 

AN ITT EMC WORLDWIDE COMPANY 



















POMONA 

Domestic U.S. Representatives 



40 Gerber Sales Corporation 

28 Blanchard Road 
Burlington, MA 01803 
(617) 229-1150 
FAX: (617) 272-0203 
TERRITORY: Massachusetts, 
Connecticut, Rhode Island, 
Maine, New Hampshire and 
Vermont. 

42 D.F. Tobias & Co. 

48 Wyker Road 
Franklin, New Jersey 07416 
(201) 209-8825 
FAX: (201)209-7255 
TERRITORY: Metropolitan New 
York, New York State and 
Northern New Jersey 

44 David S. Linz, Inc. 

238 Shelmire St. 

Philadelphia, PA 19111 
(215) 379-0734 
FAX: (215) 663-5362 
TERRITORY: So. New Jersey, 
Eastern Pennsylvania, Delaware 

(Branch Office) 

7617 Perring Terrace 
Baltimore, Maryland 21234 
(301) 882-6289 
FAX: (301)882-6361 
TERRITORY: Maryland, District 
of Columbia and Virginia 

| Blind Electronic Sales Co., Inc 

5610 Crawfordsville Rd. 

Suite 902 
P.O. Box 24269 
Indianapolis, Indiana 46224 
(317)241-3742 
FAX: (317) 248-2504 
TERRITORY: Indiana and 
Kentucky 

d Braden & Associates 

P.O. Box 301 

Hazel Green, Alabama 35750 
(205) 828-6290 
FAX: (205) 721-0868 
TERRITORY: Alabama, 
Mississippi, N.W. Florida, W. 
Tennessee 

49 Pinnacle Marketing, Inc. 

Twin Forks Office Park 
6040 A Six Forks Road 
Raleigh, North Carolina 27609 
(919) 878-4658 
FAX: (919) 876-3184 
TERRITORY: North Carolina, 
South Carolina, East 
Tennessee and Georgia 

51 EIRInc. 

1057 Maitland Center Commons 
P.O. Box 945057 
Maitland, Florida 32794-5057 
(407) 660-9600 
FAX: (407)660-9091 
TERRITORY: Florida 


53 Marlow Associates, Inc. 

” 26401 Emery Road, Suite 106 
Cleveland, Ohio 44128 
(216)831-8232 
FAX: (216) 831-6747 
TERRITORY: Ohio, W. 
Pennsylvania and W. Virginia 

55 C.A. Geer Co. 

4601 Blaine Ave S.E. 

Kentwood, Michigan 49508 
(616) 534-9449 
TERRITORY: Michigan 
(Branch Office) 

2447 Thrush 
Jenison, Michigan 49428 
(616) 534-9449 
FAX: (616) 457-5204 

55 William M. Linz Associates, 
Inc. 

1266 W. Northwest Hwy. 

Suite 800 

Palatine, Illinois 60067 
(708) 705-8555 
FAX: (708) 705-8807 
TERRITORY: Illinois (South to 
and including Jacksonville, 
Springfield, Decatur, Moline 
and Rock Island), Wisconsin 
(West to and including 
Wausau, Wisconsin Rapids 
and Madison) 

58 Hei-Lite Sales, Inc. 

3030 Harbor Lane North, Suite 
204 

Minneapolis, Minnesota 55447 
(612) 550-0506 
FAX: (612) 550-0509 
TERRITORY: Minnesota, 

North and South Dakota and 
Western Wisconsin 


6| Erickson Sales, Inc. 

8350 Meadow Road, Suite 184 
Dallas, Texas 75231 
(214) 739-5833 
FAX: (214) 739-2329 

(Branch Offices) 

6362 Windswept, Suite 206 
Houston, Texas 77057 
(713) 266-1604 
FAX: (713) 953-9513 
P.O. Box 18279 
Little Rock, Arkansas 72219 
(501) 455-0618 

1315 Sam Bass Circle Ste. B-5 
Round Rock, Texas 78681 
(512) 244-3068 
FAX: (512) 244-1298 

P.O.Box 144 

Chalmette, Louisiana 70044 
(504) 271-1976 
TERRITORY: Arkansas, 
Oklahoma, Texas (except El 
Paso) and Louisiana 

62 Nevco, Inc. 

10132 Glenfield Terrace 
Crestwood, Missouri 63126 
(314) 843-7406 
FAX: (314) 843-3976 
TERRITORY: Missouri, 
Southern Illinois and Kansas 

(Branch Office) 

P.O. Box 65082 
West Des Moines, Iowa 50265 
(515) 225-9866 
FAX: (515.) 225-8767 
TERRITORY: Iowa and 
Nebraska 


65 Connors Company 

P.O. Box 384 

Broomfield, Colorado 80038 
(303) 466-9628 
FAX: (303)466-0433 
TERRITORY: Colorado, 
Wyoming and Utah 

66 More Sales, Inc. 

14189 N. Cave Creek Road, 
Suite K 

P.O. Box 9716(85068) 
Phoenix, AZ 85032 
(602) 788-9181 
TERRITORY: Arizona, New 
Mexico, El Paso and Hawaii 

(Branch Office) 

1418 Wellesley N.E. 
Albuquerque, New Mexico 
87106 

(505) 265-6265 
FAX; (505)268-7511 
TERRITORY: New Mexico 
and El Paso 

67 Vale Electronic Associates 

14252 Culver Rd„ A200 
Irvine, California 92714 
(714) 551-4004 
FAX: (714)551-2886 
San Diego (619) 693-0113 
TERRITORY: So. California 
and So. Nevada 

70 DARCO 

Distributor Sales 

9795 Cabrini Dr., Suite 105 
Burbank, California 91504 
(818) 504-2425 
FAX: (818) 767-1950 
TERRITORY: So. California 
and So. Nevada 



72 Engineering Associates Corp. 

Indus. OEM Sales 
2936 Scott Blvd. 

Santa Clara, CA 95054 
(408) 988-5001 
FAX: (408) 727-1860 
TERRITORY: No. California 
and No. Nevada 
74 Carelli/EMA, Inc. 

Distributor Sales 
1351 Lowrie Ave. 

So. San Francisco, CA 94080 
(415) 873-2524 
FAX: (415) 873-4298 
TERRITORY: No. California 
and No. Nevada 

76 Eclipse Marketing Group LTD. 

6240 East Lake Sammamish 
Parkway NE 

P O Box 878 (98073-0878) 
Redmond, WA 98052 
(206) 885-6991 
FAX: (206) 883-9481 
TERRITORY: Washington, 
Oregon, Idaho, Montana and 
Alaska 

(Branch Offices) 

2360 S.W. 170th Avenue 
Beaverton, Oregon 97006 
(503) 642-1661 
FAX: (503) 591-8624 

Spokane, Washington 
(509) 922-3972 
FAX: (509)928-2903 



Pomona 

AN ITT EMC WORLDWIDE COMPANY 

POMONA ELECTRONICS 

1500 E. Ninth Street, P.O. Box 2767 

Pomona, CA 91769 

(714) 623-3463 FAX (714) 629-3317 

Discover our strengths. 

Specifications subject to change without notice 
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